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FOR EWARD 

The National Transportation Safety Board, in accordance with the 
provisions of Title VI I of the Federal Aviation Act of 1958 (as 
amended) and Section 304(a) of the Independent Safety Board Act of 
1974, has determined the probable cause(s) of the accidents reported 
herein. 

This pub I ication is issued seventeen (17) times per year and 
contains approxiamtely 200 U.S. and foreign aircraft accident/incident 
reports arranged in state and date order. 

The enclosed computer briefs are the reports of the National 
Transporation Safety Board and thereby subject to the I imitations of 49 
USC 1441(e) which states: 

"No part of any report or reports of the Board, relating 
to any accident or the investigation thereof, shal I be 
admitted as evidence or used in any suit or action for 
damage growing out of any matter mentioned in such report 
or reports." 

In reading these reports, it should be borne in mind that they are 
produced directly from records on magnetic disk by electronic data 
processing equipment. Due to spacing I imitations a number of 
abbreviations are uti I ized in the narrative section. Therefore, 
caution should be exercised in reading this section on the Briefs of 
Accidents. 

Col I is ions between aircraft are treated as one accident. An 
analysis is done on each aircraft involved in a col I is ion. This 
produces two aircraft accident records per accident. Consequently, 
when compi I ing information on accidents involving col I is ions between 
aircraft, the number of accident records wi I I exceed the number of 
accidents. 

The Briefs of Accidents contain the essential information which 
fulfi I I most requirements of persons using these reports. However, for 
those having a need for more detailed information, the original factual 
reports are on ti le in the Washington Off ice of the National 
Transportation Safety Board. Upon request, these reports wi I I be 
produced commercially for a fee to cover reproduction and postage. The 
cost wi I I be assessed per printed page and photograph(s) reproduced. 

Copies of material ordered wi I I be mailed from the Washington 
business firm that holds the current contract for commercial 
reproduction of the Board's pub I ic tiles. Bi I ling is also direct to 
you by the same company. 
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Orders for this material wi I I also involve a user service charge by 
the Board for special services. This charge is in addition to the cost 
of commercial reproduction of material and wi I I be included in the bi I I 
from the commercial reproduction firm. 

Requests for reproduction should be forwarded to the: 

National Transportation Safety Board 
Pub I ic Inquiries Section, AD-46 
800 Independence Avenue, s. w. 

Washington, D. c. 20594 
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DEFINITIONS 

The fol lowing definitions contained in CFR 49, Part 830, Paragraph 
830.2 apply when used in this pub I ication. 

Aircraft Accidents 

An occurrence associated with the operation of an aircraft which 
takes place between the time any person boards the aircraft with the 
intention of flight until such time as al I such persons have 
disembarked, and in which any person suffers death or serious injury as 
a result of being in or upon the aircraft or by direct contact with the 
aircraft or anything attached thereto, or in which the aircraft 
receives substantial damage. 

Fata I Injury 

Any injury which results in death within 30 days of the accident. 

Serious Injury 

Any injury which 1) requires hospitalization for more than 48 
hours, commencing within 7 days from the date the injury was received; 
2) results in a fracture of any bone (except simple fractures of 
fingers, toes, or nose); involves lacerations which cause severe 
hemorrhages, nerve, muscle, br tendon damage; 4) involves injury to any 
internal organ; or 5) involves second or third degree burns affecting 
more than 5 percent of the body surface. 

Substantial Damage 

1) Except as provided in subparagraph (2) of this paragraph, 
substantial damage means damage or structural failure which adversely 
affects the structural strength, performance, or f I ight characteristics 
of the aircraft, and which would normally require major repair or 
replacement of the affected component. 2) Engine failure, damage 
I imited to an engine, bent fairings or cowling, dented skin, smal I 
punctured holes in the skin or fabric, ground damage to rotor or 
propeller blades, damage to landing gear, wheels, tires, flaps, engine 
accessories, brakes, or wingtips are not considered "Substantial 
Damage" for the purpose of this part. 

OCCURRENCE 

Occurrence relates to the immediate circumstance of the event. 
Occurrences are numbered in descending order and directly relate to the 
phase of operation. Some examples of occurrences are as fol lows: 
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Gear Co I I apsed 

Col lapse of the landing gear due to mechanical failure other than 
malfunction of the retracting mechanism. 

TYPE OF OPERATING CERTIFICATE/TYPE OF OPERATION -- - -- - -----
The type of operating certificate/type of operation refers to the 

purpose for which the aircraft is being operated at the time of the 
accident. This type of operating certificate is broken into two 
categories. These categories are: 

1. GENERAL AVIATION 

This operating certificate refers to operations involving U.S. 
and foreign aircraft owned and operated by persons, businesses, 
corporations, et cetera. This category also includes pub I ic use 
aircraft. 

To further define General Aviation operations we have 
classified the fol lowing: 

Personal 

Flying by individuals in there own or rented aircraft for 
pleasure, or personal transportation not in furtherance of their 
occupation or company business. 

Business 

The use of aircraft by pi lots (not rece1v1ng direct salary or 
compen$ation for piloting) in connection with their occupation or in 
the furtherance of a private business. 

Corporate/Executive Operations 

The use of aircraft owned or leased, and operated by a 
corporation or business firm for the transportation of personnel or 
cargo in furtherance of the corporation's or firm's business, and which 
are flown by professional pi lots receiving a direct salary or 
compensation for piloting. 

Instructional Flying 

Refers to flying accomplished in supervised training under the 
direction of an accredited instructor. 

Includes other kinds of flying not covered under the other 
broad categories. In some instances the criterion of direct financial 
return may or may not be present. 
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2. AIR CARRIER 

This operating certificate refers to al I operations conducted 
for direct financial return except instructional flying. It includes 
Domestic/Flag Air Carriers, Supplemental Air Carriers, Al I Cargo Air 
Service Air Carr.iers, Commercial Operators, Air Travel Club, and 
Corporate (14 CFR 125) operations. Also included in this category are 
Commuter Air Carrier and On-Demand Air Taxi operations. 

Airframe/Component/System Failure/Malfunction 

Occurrences resulting from failure of any part of the 
airframe/component/system while in f I ight or in motion on the ground. 
Excludes failure resulting from contact with another airplane or 
object, or impact with the ground, or damage from landing gear col lapse 
or retraction. 

Powerplant - Loss of Power 

Occurrences of engine failure or malfunction for any reason. 
Includes engine stoppage, power interruption, or power loss, actual or 
simulated. 

PHASE OF OPERATION 

The phase of operation relates to the particular segment of the 
f I lght or occurrences during which the circumstances of the accident 
occur. 

CAUSES AND RELATED FACTORS 

In determining probable casue(s) of an accident, al I facts, 
conditions and circumstances are considered. The object is to 
ascertain these cause-effect relationships in the accident sequence 
about which something can be done to prevent recurrence of the type of 
accident under consideration. Accordingly, for statistical purposes 
where two or more causes exist in an accident, each is recorded and no 
attempt is made to establish a primary cause. The term factor is used 
to denote those elements of an accident which further explain or 
supplement the probable cause(s). Additional items that are not 
categorized as cause or factors are indicated as findings. These items 
are of interest i~ the investigation, however, they do not relate 
directly to the cause of the accident. 
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BASIC WEATHER CONDITIONS 

The types of weather conditions <VMC/IMC) are determined in 
accordance with the prescribed minima in Part 91 of the Federal 
Aviation Regulations. These minima pertain to the cei I ing and 
visibi I ity, in conjunction with the type of airspace at the accident 
site. Type of weather conditions are based on surface weather as 
determined from officially recognized sources. Weather conditions 
encountered in f I ight are not necessarily representative of the 
classifications VMC/IMC as carried under Weather Data. 
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FILE ORDER LISTING 

ISSUE NUMBER 9 

CALENDAR YEAR 1983 



Fi 1 e Order Listing - Issue No. 9, 1983 

File Aircraft Aircraft Injury 
Number Regist. Date Location Make Model Index Page 

------- --------

1601 400HP 031683 TIPTON, CA PIPER PA-36-285 MINOR 58 

1602 80FE 082183 WAKEFIELD, VA STARDUSTER II SERIOUS 368 

1603 11LP 091883 ORANGE, MA CESSNA 185B NONE 180 

1604 22853 090383 BOONVILLE, NY CESSNA 150H NONE 264 

1605 6484V 080383 SALT LAKE CITY, UT HE LIO COURIER H- NONE 358 

1606 6322D 041983 MARTINSDALE, MT CESSNA 172N MINOR 214 

1607 3475X 100583 EVANSVILLE, IN MOONEY M20F NONE 154 

1608 NONE 111283 MIAMI, FL WIZARD J3 FATAL 116 

1609 3971A 101183 MIDDLESBORO, KY BEECHCRAFT 58 NONE 164 

1610 99474 072383 MELROSE, FL ERCOUPE 415-C MINOR 110 

1611 3936P 072383 MERRITT ISLAND, FL PIPER PA-22-150 NONE 112 

1612 5170B 071983 MIAMI, FL CESSNA 152 NONE 108 

1613 366DJ 070683 LAKE WORTH, FL BELL 47G-2 SERIOUS 106 

1614 97845 100983 NEAR CHALLIS, ID CESSNA 1820 FATAL 144 

1615 6054G 111883 OREGON CITY, OR CESSNA 150K MINOR 296 

1616 222NT 100983 PORTLAND, OR ENSTROM 280C NONE 290 

1617 4773J 100183 BURLEY, ID BEECH A23 NONE 142 

1618 9945T 072783 ST. AUGUSTINE, FL PIPER PA-38-112 NONE 114 

1619 3859T 1,20583 MANASSAS, VA PIPER PA-28R-180 NONE 372 

1620 885A 110583 BANDON, OR PIPER PA-22-125 MINOR 292 

1621 6385G 112383 NEWBURG, MD CESSNA 150K NONE 184 

1622 7273U 061183 CHICAGO, IL BOEING 727-222A SERIOUS 148 

1623 82717 042683 MINNEAPOLIS, MN PIPER PA-28-181 NONE 198 

1624 386G 081683 CENTERTO, IN CESSNA 421C SERIOUS 152 

1625 8559L 081383 WHITTEMORE, IA PIPER PA-25-260 SERIOUS 128 
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F i1 e Order Listing - Issue No. 9, 1983 

Fi 1 e Aircraft Aircraft Injury 
Number Regist. Date Location Make Model Index Page 

------- --------
1626 995H 061983 YOUNGSTOWN, OH BEECH E18S NONE 274 

1627 6714K 082783 NORTH LACASSINE, LA GRUMMAN G-1648 NONE 176 

1628 3355H 051183 CERESCO, MI ERCOUPE 415-C SERIOUS 190 

1629 20ZZ 052483 LANSING, MI SCHEI CHER ASW-20 NONE 192 

1630 27114 061883 FLINT, MI BALLOON WORK FIREFLY 7 FATAL 194 

1631 58WA 022283 DETROIT, MI BEECH 58 NONE 188 

1632 5698V 081783 SANTA ROSA, CA PIPER PA-28-181 FATAL 72 

1633 90958 081883 SAN PEDRO, CA HUGHES 369HS FATAL 74 

1634 2665U 082583 ALBUQUERQUE, NM CESSNA 172D SERIOUS 256 

1635 2904M 013083 ANCHORAGE, AK PIPER PA-12 NONE 4 

1636 704VT 030383 CHUGIAK, AK CESSNA 150M NONE 10 

1637 8429N 011783 NONDALTON, AK PIPER PA-32-301 NONE 2 

1638 2725M 052083 ANIAK, AK PIPER PA-12 SERIOUS 12 

1639 1911F 080683 s. SIOUX CITY, NE CESSNA 150L NONE 244 

1640 600TS 112883 WATERLOO, IA PIPER PA-31-350 NONE 136 

1641 1561A 100683 MONCKS CORNER, SC PIPER PA-20 NONE 308 

1642 5437B 092083 JOSHUA TREE, CA CESSNA 182 MINOR 82 

1643 756XT 073083 ELY, NV CESSNA TR182 SERIOUS 258 

1644 30236 073083 SHOW LOW, AZ CESSNA 177 SERIOUS 52 

1645 8178W 111983 PEACH SPRINGS, AZ PIPER PA-32R-301 NONE 56 

1646 170W 110583 NEW RIVER, AZ SCHREDER HP-18 NONE 54 

1647 218RC 100583 MONTGOMERY, AL BEECH 58 NONE 42 

1648 896CL 081383 MANASSES, VA BEECH A23-24 NONE 366 

1649 5858N 120683 COUNCIL BLUFFS, IA ROCKWELL 114 NONE 138 

1650 89812 120383 DAVID CITY, NE CESSNA 152 NONE 246 

XI 



File Order Listing - Issue No. 9, 1983 

File Aircraft Aircraft Injury 
Number Regist. Date Location Make Model Index Page 

------- --------
1651 7737U 112583 HAMPTON, IA CESSNA 172 NONE 134 

1652 88754 090783 CHARLESTON, WV BELL 47G NONE 384 

1653 14230 091383 BATESBURG, SC ROCKWELL AC-112A NONE 306 

1654 69KP 082883 WALDRON, MO PRELL QUICKIE NONE 206 

1655 84581 081183 STORM LAKE, MO PIPER PA-32-301 NONE 200 

1656 67118 111783 DES MOINES, IA BEECHCRAFT BE77 NONE 132 

1657 8115L 082083 BRYAN, TX P·IPER PA-28-161 NONE 348 

1658 49584 120283 KOOSKIA, ID BELL 206-BIII NONE 146 

1659 9172R 082783 SAMSON, AL CESSNA A188B NONE 38 

1660 82Cu 090583 PELL CITY, AL JOHNSTON LONG E-Z SERIOUS 40 

1662 759LW 051483 TOWNSEND, MT CESSNA 1820 NONE 216 

1663 322V 050583 NEPHI, UT BEECH C-50 MINOR 354 

1664 9634U 082083 TEA, SD GRUMMAN AMERICAN A NONE 312 

1665 757TE 080483 WEAVERVILLE, CA CESSNA 152 SERIOUS 68 

1666 9335A 112883 EL CAJON, CA CESSNA 195 NONE 86 

1667 7121Z 063083 BRANDT, SD PIPER PA-25-235 MINOR 310 

1668 88399 071983 CODY, WY BELLANCA 7GCBC NONE 392 

1669 28340 072283 BOZEMAN, MT CESSNA T188C NONE 222 

1670 86344 072183 GUNNISON, co CESSNA 182P NONE 92 

1671 1334X 063083 TOWNSEND, MT BELL 47G-3B-1 s NONE 220 

1672 9565W 122683 IOWA FALLS, IA PIPER PA-28-140 NONE 140 

1673 9916B 011483 GREEN BAY, WI CESSNA 172 RG SERIOUS 382 

1674 35695 101283 TROY, MI PIPER u4E NONE 196 

1675 37860 110883 SHELTON, WA MORTON B8M NONE 378 

1676 9450B 082083 CHELAN, WA CESSNA 175 NONE 374 
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File Order Listing - Issue No. 9, 1983 

File Aircraft Aircraft Injury 
Number Regist. Date Location Make Model Index Page 

------- --------

1677 2893T 080783 ERIE, co PIPER PA-28-140 MINOR 96 

1678 94618 021183 BURLINGTON, co CESSNA 1820 MINOR 88 

1679 35722 040883 PAOLA, KS CESSNA 172 I NONE 156 

1680 3006R 100283 GLASGOW, VA CESSNA T210F SERIOUS 370 

1681 7473S 112683 BALTIMORE, MD CESSNA 1820 MINOR 186 

1682 8622U 111583 HILLSBORO, OR ENSTROM F28F MINOR 294 

1683 7829D 091783 JONESBORO, GA PIPER PA-22-150 NONE 120 

1684 7571R 060383 LEXINGTON, NC PIPER PA-28-140 SERIOUS 230 

1685 1467L 052183 DUBLIN, VA BEECH A23 FATAL 362 

1686 20MS 082583 PLEASANT GROVE, AL CESSNA T210L MINOR 36 

1687 9543R 030683 BIRMINGHAM, AL BEECH K35 FATAL 34 

1688 22697 091883 VENICE, CA CESSNA 150H NONE 80 

1689 7692S 071883 FONTANA, CA BELLANCA 7KCAB FATAL 66 

1690 8751F 092783 MOULTRIE, GA HUGHES 269A NONE 122 

1691 9921G 090283 KLEMME, IA CESSNA 188A NONE 130 

1692 7295W 050383 ALPINE, WY PIPER 28-180 FATAL 388 

1693 22FM 042683 WITCHITA, KS CESSNA CE-500 MINOR 158 

1694 63737 072683 RICHMOND, VA PIPER PA-31-350 MINOR 364 

1695 2372M 031383 CHAMBLEE, GA PIPER PA-28-161 SERIOUS 118 

1696 5147G 090183 BARROW, AK DEHAVILLAND DHC-2, MK- NONE 18 

1697 3124E 090383 SELDOVIA_, AK AERONCA 7AC CHAMP NONE 22 

1698 4195L 022883 ANCHORAGE, AK RAVEN RX-7 NONE 8 

1698 5563L 022883 ANCHORAGE, AK RAVEN RX-7 NONE 6 

1699 89940 103183 SKANEATELES, NY CESSNA 152 MINOR 272 

1700 4535F 072583 TYONEK, AK CESSNA A185E MINOR 16 
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File Order Listing - Issue No. 9, 1983 

Fi 1 e Aircraft Aircraft Injury 
Number Regist. Date Location Make Model Index Page 

------- --------

1701 6841F 121783 PROSSER, WA CESSNA 150F NONE 380 

1702 10966 092583 COUGAR, WA HUGHES 369B MINOR 376 

1703 54CW 110183 NORTHAMPTON, MA WI CHA WK NONE 182 

1704 77321 090483 PUNXSUTAWNEY, PA CESSNA 120 NONE 300 

1705 66162 100283 EPPINGHAM, NH CESSNA 172 NONE 248 

1706 7632Q 110383 WASHINGTON, PA CESSNA 340 NONE 304 

1707 98172 090283 ALEKNAGIK, AK PIPER J-3 MINOR 20 

1708 4008M 092383 WASILLA, AK PIPER PA-12 NONE 32 

1709 871H 091583 TULELAKE, CA HILLER UH12L FATAL 78 

1711 130L 031783 DFW AIRPORT, TX BEECH E18 NONE 322 

1711 80017 031783 DFW AIRPORT, TX BEECH D-18S NONE 320 

1712 180GL 041083 SHREVEPORT, LA GREAT LAKES 2T-1A-2 NONE 170 

1713 3898P 040883 HEMPSTEAD, TX BELL 206B NONE 326 

1714 6501J 031883 GUTHRIE, OK PIPER PA-28-180 NONE 278 

1715 15454 040983 HUGO, OK PIPER PA-28R-200 NONE 282 

1716 417EM 032383 HIGH ISLAND, GM BEECH 200 NONE 124 

1717 61826 032783 INT.COASTAL CTY, LA CESSNA 185F NONE 168 

1718 6983D 032883 MOUNTAIN PARK, OK PIPER PA-18A-150 NONE 280 

1719 52456 080983 ALBUQUERQUE, NM CESSNA 172P NONE 254 

1720 879SW 031683 OKLAHOMA CITY, OK PIPER PA-31T1 NONE 276 

1721 361F 092583 LODI, CA PI LATUS PC-6/C-H2 NONE 84 

1722 8463G 032783 COULTERVILLE, CA CESSNA 150F SERIOUS 60 

1723 64861 070883 LANCASTER, CA HILLER UH 12-E NONE 62 

1724 29AA 041983 DALLAS, TX BEECH 65-90 NONE 330 

1725 4657A 041383 LITTLE ROCK, AR BEECH BE-58 NONE 46 
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File Order Listing - Issue No. 9, 1983 

File Aircraft Aircraft Injury 
Number Regist. Date Location Make Model Index Page 

------- --------
1726 4596B 082683 BUSBY, MT CESSNA 180 NONE 228 

1727 4473Y 082683 MONTROSE, SD PIPER PA-25B-235 SERIOUS 314 

1728 2339F 090483 POWELL, WY CESSNA 210E NONE 394 

1729 NONE 082983 GRAND JUNCTION, co STARFLIGHT STARFIRE SERIOUS 100 

1730 52470 052783 LEBANON, IN BOEING A75N1 NONE 150 

1731 8880 040783 CARLISLE, AR CESSNA 320D NONE 44 

1732 999ST 031683 HOUSTON, TX GULFSTREAM COMMANDER NONE 318 

1734 3572Z 041683 BREAUX BRIDGE, LA PIPER PA-28-161 NONE 172 

1735 4394Y 080883 UPHAM, ND PIPER PA-25C-235 NONE 234 

1736 8234M 041483 AUSTIN, TX CESSNA 210K MINOR 328 

1737 3652A 032483 NEWELLTON, LA AIR TRACTOR, AT-301 NONE 166 

1738 73192 040583 BEAUMONT, TX CESSNA 172M NONE 324 

1740 67544 082183 KANSAS CITY, MO CESSNA C-152 NONE 204 

1741 777EE 080583 ALLIANCE, NE PIPER PA-24-235 NONE 242 

1742 9703U 081483 KEYTESVILLE, MO GRUMMAN AMER AA-5A MINOR 202 

1743 77090 043083 MT. PLEASANT, IA CESSNA C-140 NONE 126 

1744 271D 080583 CORSICNA, TX BEECH B50 NONE 346 

1745 714VK 050683 MOHAVE COUNTY, AZ CESSNA 152 MINOR 50 

1746 3926F 081683 HERNDON, CA CESSNA 172 NONE 70 

1747 4026R 121483 GARNETT, KS PIPER PA-32-300 NONE 162 

1748 NONE 101083 WESTPORT, NY VECTOR 610 SERIOUS 270 

1749 2330U 091783 NEW CUMBERLAND, PA BEECH 19A FATAL 302 

1750 5286N 060383 WESTFIELD, MA NORTH AMER IC AT-6C FATAL 178 

1751 6140B 032683 SALT LAKE CITY, UT CESSNA T210M FATAL 352 

1752 980RP 082183 MILTON, NY BEECH V35A SERIOUS 262 

xv 



File Order Listing - Issue No. 9, 1983 

File Aircraft Aircraft Injury 
Number Regist. Date Location Make Model Index Page 

------- --------

1753 7286D 091683 BIG LAKE, AK PIPER PA-18A NONE 28 

1754 9125T 091883 TALKEETNA, AK CESSNA 180 NONE 30 

1755 2430M 091483 KENAI, AK PIPER PA-12 MINOR 26 

1756 4097Z 090483 SKWENTNA, AK PIPER PA-18-150 MINOR 24 

1757 1693M 060583 ANCHORAGE, AK CESSNA 185-E NONE 14 

1758 1753U 072583 PLAINS, TX CESSNA T210N MINOR 344 

1759 83980 091383 SAN JOSE, CA ROBINSON R22 NONE 76 

1760 5990J 042383 VAN HORN, TX CESSNA 182P NONE 332 

1761 4564 042583 ANAHUAC, TX GRUMMAN G-164A MINOR 336 

1762 63385 042283 ALTUS, OK CESSNA 150M NONE 286 

1763 3602U 071083 AVALON CATALINA, CA CESSNA 182 NONE 64 

1764 3351M 082183 ST. XAVIER, MT PIPER PA-12 NONE 224 

1765 9038D 082383 ALZADA, MT PIPER PA-22 NONE 226 

1766 5821W 091283 WATFORD CITY, ND PIPER 'PA-28B-150 NONE 238 

1767 3280F 093083 LA JUNTA, co MOONEY M20F NONE 104 

1768 4581W 090383 DURANGO, co ROCKWELL INT 112TC NONE 102 

1769 4254V 050883 MOUNDRIDGE, KS CESSNA 170 NONE 160 

1770 34581 050183 PORT ARANSAS, TX CESSNA 177B FATAL 338 

1771 82946 043083 ROSWELL, NM PIPER PA-18-150 NONE 252 

1772 5747L 050483 THORNDALE, TX BELL 206B NONE 342 

1773 89557 050483 BENTONVILLE, AR CESSNA 152 NONE 48 

1774 65361 050483 IOWA, LA BOEING A-75 NONE 174 

1775 NONE 090983 OZARK, MO EI PP ER QUICKSILVE SERIOUS 212 

1776 6992X 042483 SPEARMAN, TX CESSNA 172B NONE 334 

1777 2495K 050183 KRUM, TX PIPER PA-38-112 NONE 340 
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File Order Listing - Issue No. 9, 1983 

Fi 1 e Aircraft Aircraft Injury 
Number Regist. Date Location Make Model Index Page 

------- --------

1778 3743M 031383 COALVILLE, UT PIPER PA-12 NONE 350 

1779 8977D 032783 WORLAND, WY PIPER PA-18A-150 NONE 386 

1780 704HP 022783 EMERADO, ND CESSNA 150M NONE 232 

1781 12370 072383 SALIDA, co BEECH C35 MINOR 94 

1782 459Y 090783 ODESSA, MO GRUMMAN G-164 NONE 210 

1783 9484F 042883 FORGAN, OK HUGHES 269B NONE 288 

1784 26972 060683 MINDEN, NE CESSNA 320E SERIOUS 240 

1785 3819E 090183 UNIONVILLE, MO PIPER PA-36-375 FATAL 208 

1786 6049G 010883 ROMAYOR, TX CESSNA 150K FATAL 316 

1787 7636 091883 PARK CITY, UT SCHWEIZER SGS 1-34 NONE 360 

1788 735LP 052883 NEW HARMONY, UT CESSNA 1820 MINOR 356 

1789 320RD 090883 MANDAN, ND CESSNA 320B NONE 236 

1790 75958 061783 ELLICOTT, co CESSNA 172 NONE 90 

1791 2187F 061683 BI LUNGS, MT CESSNA U206 MINOR 218 

1792 4877P 081883 AKRON, co CESSNA 152 NONE 98 

1794 7079P 053083 HORSE CREEK, WY PIPER 24-180 FATAL 390 

1795 17355 082283 BATTLE MOUNTAIN, NV BELL 206-B MINOR 260 

1796 50807 091783 JONES BEACH, NY CESSNA 'U-206FG FATAL 266 

1797 599VK 042083 GAGE, OK BEECH 95-B55 NONE 284 

1798 96103 100683 SPRING VALLEY, NY CESSNA C-172 NONE 268 

1799 8014T 091783 SUCCASUNNA, NJ CESSNA C175A NONE 250 

1800 47930 082983 BUTLER, PA CESSNA 152 FATAL 298 
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AIRCRAFT ACCIDENT REPORTS 

BRIEF FORMAT 

U.S. CIVIL AND FOREIGN AVIATION 

ISSUE NUMBER 9 OF 1983 ACCIDENTS 



National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1637 1/17/83 NONDALTON.AK A/C Reg. No. N8429N 

----Basic Information----
Type Operating Certificate-ON-DEMAND AIR TAXI 
Name of Carrier -FLOYD PALMATEER 
Type of Operation -NON SCHED,DOMESTIC,PASSENGER 

Aircraft Damage 
SUBSTANTIAL 

Fire 
Flight Conducted Under -14 CFR 135 NONE 
Accident Occurred During -LANDING 

----Aircraft Information----

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1230 AST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
5 

Make/Model - PIPER PA-32-301 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING I0-540 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 3400 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- VARIABLE/003 KTS 
Visibility 50.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 300 HP 

Itinerary 
Last Departure Point 

ANCHORAGE.AK 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - VFR 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

Airport Proximity 
ON AIRPORT 

Airport Data 
NONDALTON 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 02 
2900/ 80 

- GRAVEL 
- ICE COVERED 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
ATP,CFI 

Age - 38 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review F 1 i ght Time (Hours) 

Current - YES Total 10606 Last 24 Hrs -
SE LAND.ME LAND,SE SEA Months Since 3 Make/Model- 120 Last 30 Days-

Aircraft Type - UNK/NR Instrument- 1402 Last 90 
Multi-Eng - 7102 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE PLT REPORTED THAT DURING A LANDING ON AN ICE & SNOW COVERED RWY, THE BRAKING WAS POOR & HE WAS USING PUMPING 
ACTIONS WHILE APPLYING THE BRAKES. REPORTEDLY, WHEN THE ACFT WAS ABOUT HALF WAY DOWN THE RWY, THE LEFT BRAKE 

Days-

LOST ALL PRESSURE. AT ABOUT THE SAME TIME, THE PLT OF ANOTHER ACFT TAXIED OUT ONTO THE RWY. THE PLT OF THE 
LANDING ACFT STATED THAT HE THEN STEERED HIS ACFT INTO 1 FT DEEP SNOW FOR BETTER DECELERATION; HOWEVER, THERE WAS 
A DIRT HUMP UNDER THE SNOW. THE RIGHT MAIN GEAR HIT THE OBSTRUCTION & WAS DAMAGED. REPORTEDLY, THERE WAS ALSO 
MINOR DAMAGE TO THE WING TIPS & TAIL SKID AREA. THE PLT STATED THAT DURING AN EXAM OF THE LEFT BRAKE, THE LOWER 
BRAKE PAD WAS MISSING & THERE WAS EVIDENCE THAT HYDRAULIC FLUID HAD VENTED OVERBOARD. 
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Brief of Accident (Continued) 

Fi le No. - 1637 

Occurrence #1 
Phase of Operation 

Finding(s) 

1/17/83 NONDALTON,AK 

AIRFRAME/COMPONENT/SYSTEM FAILURE/MALFUNCTION 
LANDING - ROLL 

1. LANDING GEAR,NORMAL BRAKE SYSTEM - FAILURE,TOTAL 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

A/C Reg. No. N8429N 

2. AIRPORT FACILITIES,RUNWAY/LANDING AREA CONDITION - SNOW COVERED 
3. AIRPORT FACILITIES.RUNWAY/LANDING AREA CONDITION - ICY 
4. PROCEDURES/DIRECTIVES - NOT FOLLOWED - PILOT OF OTHER AIRCRAFT 
5. WEATHER CONDITION - AIRCRAFT MOVING ON GROUND 
6. TERRAIN CONDITION - SNOW COVERED 
7. TERRAIN CONDITION - HIDDEN OBSTRUCTION(S) 
8. TERRAIN CONDITION - DIRT BANK 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 1 
Factor(s) relating to this accident is/are finding(s) 2,3,4,5,6,7,8 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1635 1/30/83 ANCHORAGE,AK A/C Reg. No. N2904M 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1630 AST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PIPER PA-12 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING 0-235C 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - NO 

Max Gross Wt 1625 
No. of Seats 3 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 30.0 SM 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 100 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

- 33 

Lowest Sky/Clouds 5000 
Lowest Ceiling - 10000 

FT SCATTERED Type of Flight Plan - NONE 
FT OVERCAST Type of Clearance - NONE 

Airport Data 
MERRILL FIELD 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

2469/ 60 
- MACADAM 
- SNOW - DRY 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
STUDENT 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - FULL STOP 

Age - 61 
Biennial Flight Review 

Current - N/A 
Months Since - N/A 
Aircraft Type - N/A 

Medical Certificate - NON-VALID MEDICAL 
Flight Time (Hours) 

Total 
Make/Model
Instrument-

103 Last 24 Hrs - 2 
11 Last 30 Days- UNK/NR 
0 Last 90 Days- UNK/NR 

THE STUDENT PLT STATED THAT ON THE LANDING ROLL WITH A 7 KT RIGHT X-WIND, THE ACFT BEGAN DRIFTING TO THE LEFT. 
REPORTEDLY, HE TRIED TO CORRECT WITH RIGHT RUDDER, BUT THE FIRE EXTINGUISHER HAD COME LOOSE & BECAME JAMMED 
UNDER THE RIGHT RUDDER PEDAL. SUBSEQUENTLY, THE ACFT STRUCK A SNOW BERM NEAR THE LEFT SIDE OF THE RWY. ACCORDING 
TO THE PLT, THE FIRE EXTINGUISHER.IS NORMALLY MOUNTED ON THE FLOOR IN FRONT OF THE PLT'S SEAT & IS EASY TO KICK. 
HE REPORTED NO MECHANICAL IRREGULARITIES WITH THE ACFT EXCEPT FOR THE FIRE, EXTINGUISHER CLAMP. AT 1635 AST, THE 
WIND WAS REPORTED AS CALM. 
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Brief of Accident (Continued) 

Fi le No. - 1635 

Occurrence #1 
Phase of Operation 

Finding(s) 

1/30/83 ANCHORAGE,AK 

LOSS OF CONTROL - ON GROUND 
LANDING - ROLL 

1. FIRE EXTINGUISHER,PORTABLE - LOOSE 
2. AIRCRAFT PREFLIGHT - INADEQUATE - PILOT IN COMMAND 
3. FIRE EXTINGUISHER.PORTABLE - DISCONNECTED 
4. FLT CONTROL SYST,RUDDER CONTROL - JAMMED 
5. WEATHER CONDITION - UNFAVORABLE WIND 
6. DIRECTIONAL CONTROL - NOT POSSIBLE - PILOT IN COMMAND 
7. PROPER ALIGNMENT - NOT POSSIBLE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

8. TERRAIN CONDITION - SNOWBANK 

----Probable Cause----

A/C Reg. No. N2904M 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4 

Factor(s) relating to this accident is/are finding(s) 5,6,7,8 
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File No. - 1698 2/28/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

ANCHORAGE,AK A/C Reg. No. N5563L 

Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 

Time (Lcl) - 1100 AST 

Injuries 
NONE Fatal Serious Minor None 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-CLIMB 

Fire Crew 
NONE Pass 

Other 

0 0 0 1 
0 0 0 1 
0 0 0 3 

Make/Model - RAVEN RX-7 
Landing Gear - N/A 

Eng Make/Model - N/A 
Number Engines - N/A 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 1435 
No. of Seats - UNK/NR 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 030/005 KTS 
Visibility 60.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND 
FREE BALLOON 

Instrument Rating(s) - NONE 

----Narrative----

Age 

Engine Type - UNK/NR 
Rated Power - N/A 

Itinerary 
Last Departure Point 

ANCHORAGE,AK 
Destination 

LOCAL 

ATC/Airspace 

-

Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

32 Medical 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
MERRILL FIELD 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

Certificate -

- UNK/NR 
- UNK/NR 
- UNK/NR 
- UNK/NR 

Biennial Flight Review Flight Time (Hours) 
Current - UNK/NR Total - UNK/NR Last 24 Hrs -
Months Since - UNK/NR Make/Model- UNK/NR Last 30 Days-
Aircraft Type - UNK/NR Instrument- UNK/NR Last 90 Days-

UNK/NR 
UNK/NR 
UNK/NR 

Multi-Eng - UNK/NR Rotorcraf t - UNK/NR 

THE TWO BALLOONS COLLIDED IN MID AIR. ONE (N4195L) SUFFERED A RIP IN THE ENVELOPE WHICH NEGATED ITS LIFT, WITH BURNER 
FULL ON. IT DESCENDED AT 500 RPM AND MADE A HARD LANDING. THE HOLE IN THE ENVELOPE EXTENDED ACROSS 5 GORE PANELS. THE 2 
BALLOONS DEPARTED THE SAME AREA WITH N4195L IN THE LEAD. IT CLIMBED SLOWER AND THE OTHER BALLOON (N5563L) OVERCLIMBED IT 
AND SLID ACROSS THE TOP OF IT. A BOLT PROTRUDING FROM THE METAL BASKET OF N5563L RIPPED THE ENVELOPE OF N4195L. N5563L 
WAS NOT DAMAGED. 
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Brief of Accident (Continued) 

File No. - 1698 

Occurrence 
Phase of Operation 

Finding(s) 

2/28/83 

MIDAIR COLLISION 
CLIMB 

ANCHORAGE.AK 

1. VISUAL LOOKOUT - IMPROPER - PILOT IN COMMAND 
2. CLEARANCE - NOT MAINTAINED - PILOT IN COMMAND 
3. CLEARANCE - NOT MAINTAINED - PILOT OF OTHER AIRCRAFT 

----Probable Cause----

A/C Reg. No. N5563L 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 1698 2/28/83 ANCHORAGE.AK A/C Reg. No. N4195L 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-BUSINESS 
-14 CFR 91 
-CLIMB 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Fatal 
Crew 0 
Pass O 
Other 0 

Time (Lcl) - 1100 AST 

Injuries 
Serious Minor 

0 0 
0 0 
0 0 

None 
1 
2 
2 

Make/Model - RAVEN RX-7 
Landing Gear - N/A 

Eng Make/Model - N/A 
Number Engines - N/A 

ELT Installed/Activated - YES/YES 
Stall Warning System - NO 

Max Gross Wt 1435 
No. of Seats - UNK/NR 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 030/005 KTS 
Visibility 60.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 

Age 

Engine Type - UNK/NR 
Rated Power - N/A 

Itinerary 
Last Departure Point 

ANCHORAGE.AK 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
MERRILL FIELD 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- UNK/NR 
- UNK/NR 
- UNK/NR 
- UNK/NR 

Type Apch/Lndg - FORCED LANDING 

- 30 Medical Certificate -
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 305 Last 24 Hrs - 1 
SE LAND Months Since 1 Make/Model- 305 Last 30 Days- UNK/NR 
FREE BALLOON Aircraft Type - UNK/NR Instrument- 0 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE TWO BALLOONS COLLIDED IN MID AIR. ONE (N4195L) SUFFERED A RIP IN THE ENVELOPE·WHICH NEGATED ITS LIFT, WITH BURNER 
FULL ON. IT DESCENDED AT 500 RPM AND MADE A HARD LANDING. THE HOLE IN THE ENVELOPE EXTENDED ACROSS 5 GORE PANELS. THE 2 
BALLOONS DEPARTED THE SAME AREA WITH N4195L IN THE LEAD. IT CLIMBED SLOWER AND THE OTHER BALLOON (N5563L) OVERCLIMBED IT 
AND SLID ACROSS THE TOP OF IT. A BOLT PROTRUDING FROM THE METAL BASKET OF N5563L RIPPED THE ENVELOPE OF N4195L. N5563L 
WAS NOT DAMAGED. 
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Brief of Accident (Continued) 

File No. - 1698 

Occurrence #1 
Phase of Operation 

Finding(s) 

2/28/83 

MIDAIR COLLISION 
CLIMB 

ANCHORAGE,AK A/C Reg. No. N4195L 

1. IN-FLIGHT PLANNING/DECISION - IMPROPER - PILOT OF OTHER AIRCRAFT 
2. CLEARANCE - NOT MAINTAINED - PILOT OF OTHER AIRCRAFT 
3. CLEARANCE - NOT MAINTAINED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

AIRFRAME/COMPONENT/SYSTEM FAILURE/MALFUNCTION 
CLIMB 

Finding(s) 
4. BALLOON EQUIPMENT.ENVELOPE - PENETRATED 

Occurrence #3 
Phase of Operation 

----Probable Cause----

FORCED LANDING 
LANDING 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1636 3/03/83 CHUGIAK,AK A/C Reg. No. N704VT 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

- INSTRUCTIONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1455 AST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - CESSNA 150M 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL·0-200A 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 1600 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - ACFT RADIO 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 030/003 KTS 
Visibility 90.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 100 HP 

Itinerary 
Last Departure Point 

ANCHORAGE.AK 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - COMPANY(VFR) 
Type of Clearance - NONE 
Type Apch/Lndg - TOUCH AND GO 

Airport Proximity 
ON AIRPORT 

Airport Data 
BIRCHWOOD 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 01 
4000/ 

- MACADAM 
- UNK/NR 

100 

Pilot-In-Command Age - 20 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Certificate(s)/Rating(s) Biennial Flight Review Flight Time (Hours) 

STUDENT Current - N/A Total 26 Last 24 Hrs -
Months Since - N/A Make/Model- 26 Last 30 Days-
Aircraft Type - N/A Instrument- 2 Last 90 

Instrument Rating(s) - NONE 

----Narrative----
THE STUDENT PLT & HIS INSTRUCTOR HAD JUST COMPLETED A DUAL INSTRUCTION FLT & THE STUDENT WAS ON HIS 1ST SOLO. HE 
TOOK OFF FROM THE UNCONTROLLED ARPT WHICH HAD SNOW ON THE RWY, EXCEPT THE MIDDLE 10 FT OF THE RWY WAS CLEAR & 

Days-

DRY. AS THE STUDENT WAS IN THE PATTERN FOR A TOUCH-AND-GO LANDING, A TAYLORCRAFT HAD STOPPED ON THE RWY & ITS ENG 
HAD STOPPED. ONE OF THE OCCUPANTS OF THE TAYLORCRAFT GOT OUT OF THE COCKPIT & PROP STARTED IT. IN THE MEANTIME, 2 
OTHER ACFT IN THE PATTERN, THAT WERE AHEAD OF THE STUDENT, MADE GO-AROUNDS. THE STUDENT PLT DID NOT SEE THE 
TAYLORCRAFT ON THE RWY UNTIL HE HAD LANDED & HAD STARTED TO TAKEOFF ON THE TOUCH-AND-GO. WHEN HE SAW THE OTHER 
ACFT, THE STUDENT CUT THE POWER TO ABORT & BEGAN BRAKING. THE ACFT VEERED TO THE LEFT, HIT A SNOWBANK & NOSED OVER. 
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Brief of Accident (Continued) 

File No. - 1636 

Occurrence #1 
Phase of Operation 

Finding(s) 

3/03/83 CHUGIAK,AK 

LOSS OF CONTROL - ON GROUND 
TAKEOFF 

1. TOUCH-AND-GO LANDING - INITIATED - PILOT IN COMMAND 
2. VISUAL LOOKOUT - INADEQUATE - PILOT IN COMMAND 
3. GO-AROUND - INITIATED - PILOT IN COMMAND 
4. OBJECT - AIRCRAFT PARKED 
5. ABORTED TAKEOFF - INITIATED - PILOT IN COMMAND 

A/C Reg. No. N704VT 

6. AIRPORT FACILITIES.RUNWAY/LANDING AREA CONDITION - SNOW COVERED 
7. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
8. GROUND LOOP/SWERVE - INADVERTENT - PILOT IN COMMAND 
9. IMPROPER USE OF EQUIPMENT/AIRCRAFT,LACK OF TOTAL EXPERIENCE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH TERRAIN 
TAKEOFF 

10. TERRAIN CONDITION - SNOWBANK 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 7,8 

Factor(s) relating to this accident is/are finding(s) 1,2,3,4,5,6,9,10 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 1638 5/20/83 ANIAK,AK A/C Reg. No. N2725M 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1800 ADT 

Injuries 
Serious Minor 

1 0 
0 0 

None 
0 
2 

Make/Model - PIPER PA-12 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING 0-235C 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - NO 

Max Gross Wt 1625 
No. of Seats 3 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 180/005 KTS 
Visibility 60.0 SM 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 100 HP 

Itinerary 
Last Departure Point 

ANIAK.AK 
Destination 

SAME AS ACC/INC 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 

Lowest Sky/Clouds 5000 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 

FT SCATTERED Type of Flight Plan - UNK/NR 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 

Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
COMMERCIAL 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Age - UNK/NR 
Biennial Flight Review 

Current - YES 
Months Since - 12 
Aircraft Type - PA-18 

Medical Certificate -
Flight Time 

Total - UNK/NR 
Make/Model- UNK/NR 
Instrument- UNK/NR 
Multi-Eng - UNK/NR 

(Hours) 
Last 24 Hrs - UNK/NR 
Last 30 Days- UNK/NR 
Last 90 Days- UNK/NR 
Rotorcraf t - UNK/NR 

ACCORDING TO THE PLT, HE WAS TAKING OFF DOWNSLOPE & DOWNWIND ON BUMPY MUSKEG/TUNDRA WITH FULL FLAPS. AT APRX 40 
TO 45 MPH, THE ACFT LIFTED OFF BEFORE REACHING THE EDGE OF A DEEP RAVINE. HE BEGAN A SHALLOW LEFT TURN, THEN THE 
LEFT WING STRUCK A TREE WHICH SPUN THE ACFT AROUND ABOUT 180 DEG FROM T-HE ORIGINAL HEADING. AFTER REVERSING ITS 
HEADING, IT WAS ABOUT 200 FT ABOVE THE TERRAIN IN THE RAVINE. THE PLT LOWERED THE NOSE, WITH FULL THROTTLE APPLIED, & 
JUST BEFORE IMPACT WAS ABLE TO RAISE THE NOSE TO A LEVEL ATTITUDE. THE PLT STATED THAT HE DID NOT SEE THE TREE 
& REPORTED THERE WERE NO PREIMPACT/MECHANICAL IRREGULARITIES. IT WAS NOTED THAT THE ACFT WAS EQUIPPED WITH 
NON-STANDARD AUTOMOBILE RACING SLICKS (WHEELS) THAT WERE APRX 33 INCHES IN DIAMETER. THE WIND WAS REPORTED FROM 
180 DEG AT 5 GUSTING 10 KTS. 
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Brief of Accident (Continued) 

File No. - 1638 

Occurrence #1 
Phase of Operation 

Finding(s) 

5/20/83 ANIAK,AK 

IN FLIGHT COLLISION WITH OBJECT 
TAKEOFF - INITIAL CLIMB 

1. TERRAIN CONDITION - ROUGH/UNEVEN 
2. TERRAIN CONDITION - SOFT 
3. WEATHER CONDITION - TAILWIND 
4. WEATHER CONDITION - BIRD(S) 
5. OBJECT - TREE(S) 
6. VISUAL LOOKOUT - INADEQUATE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

A/C Reg. No. N2725M 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f1nding(s) 6 

Factor(s) relating to this accident is/are finding(s) 1,2,3,4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1 7 5 7 6/05/83 ANCHORAGE.AK A/C Reg. No. N1693M 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 2057 ADT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
4 

Make/Model - CESSNA 185-E 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - CONTINENTAL I0-520-D 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 3350 
No. of Seats 3 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 270/005 KTS 
Visibility 60.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 300 HP 

Itinerary 
Last Departure Point 

SOLDOTNA.AK 
Destination 

ANCHORAGE.AK 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
ANCHORAGE 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- UNK/NR 
- UNK/NR 
- UNK/NR 
- UNK/NR 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 47 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 2800 Last 24 Hrs - 3 
SE LAND,SE SEA Months Since 9 Make/Model- 42 Last 30 Days- UNK/NR 

Aircraft Type - 172 Instrument- 0 Last 90 Days-

Instru~ent Rating(s) - NONE 

----Narrative----
THE ACFT WAS DAMAGED IN A FORCED LANDING AFTER A LOSS OF POWER IN CRUISE FLT. THE PILOT SAID HE CHECKED THE THROTTLE 
POSITION THEN ADVANCED IT WITH NO REACTION. THE PILOT DECLARED AN EMERGENCY ON FREQUENCY 121.5 THE EMERGENCY FUEL PUMP 
WAS TURNED ON BUT TURNED OFF BECAUSE THE PILOT SAID THE ENGINE SOUNDED LIKE IT WAS FLOODED. THE PILOT SAID THE ENGINE 
NEVER STOPPED RUNNING COMPLETELY. DURING THE INVESTIGATION IT WAS DISCOVERED THAT THE THROTTLE BRELLCRANK BEARING AND 
BOLT WERE MISSING FROM THE THROTTLE ROD ASSEMBLY (PN 16500161) ON THE LOWER PART OF THE ENGINE. JUST 27 DAYS BEFORE THE 
ACCIDENT PENINSULA ACFT SERVICES OF KENAI AK REPOSITIONED THE THROTTLE AND ADJUSTED THE IDLE AND MIXTURE. WEATH~R WAS 
NOT A FACTOR IN THE ACCIDENT. 
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Brief of Accident (Continued) 

File No. - 1757 

Occurrence #1 
Phase of Operation 

Finding(s) 

6/05/83 ANCHORAGE,AK 

DRAGGED WING, ROTOR, POD, OR FLOAT 
CRUISE - NORMAL 

1. THROTTLE/POWER LEVER,BELLCRANK - FAILURE.TOTAL 

A/C Reg. No. N1693M 

2. MAINTENANCE.ADJUSTMENT - NOT CORRECTED - OTHER MAINTENANCE PSNL 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 
3. OBJECT - TREE(S) 

----Probable Cause----

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

ON GROUND COLLISION WITH OBJECT 
LANDING - FLARE/TOUCHDOWN 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are finding(s) 3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi l e No. - 1700 7/25/83 TYONEK,AK A/C Reg. No. N4535F 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1300 ADT 

Injuries 
Serious Minor 

0 1 
0 0 

None 
0 
3 

Make/Model - CESSNA A 185E 
Landing Gear - FLOAT 

Eng Make/Model - CONTINENTAL I0-520-D 
Number Engines - 1 

ELT Installed/Activated - YES-UNK/NR 
Stall Warning System - YES 

Max Gross Wt 3300 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- VARIABLE/003 KTS 
Visibility 60.0 SM 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 300 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

ANCHORAGE.AK 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 

Lowest Sky/Clouds 8000 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 

Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Review 
Age - UNK/NR 
Biennial Flight 

Current 
Months Since 
Aircraft Type 

- UNK/NR 
- UNK/NR 
- UNK/NR 

Medical Certificate - EXPIRED 
Flight Time (Hours) 

Total - UNK/NR Last 24 Hrs - UNK/NR 
Make/Model- UNK/NR Last 30 Days- UNK/NR 
Instrument- UNK/NR Last 90 Days- UNK/NR 
Multi-Eng - UNK/NR Rotorcraft - UNK/NR 

ACCORDING TO THE PILOT, DURING TAKEOFF AT ROTATION THE FLOATS STRUCK A SANDBAR. HE LOST CONTROL OF THE AIRCRAFT 
AND IT NOSED OVER IN THE WATER. 
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Brief of Accident (Continued) 

File No. - 1700 

Occurrence #1 
Phase of Operation 

Finding(s) 

7/25/83 TYONEK,AK 

ON GROUND COLLISION WITH OBJECT 
TAKEOFF - GROUND RUN 

1. TERRAIN CONDITION - SAND BAR 
2. PREFLIGHT PLANNING/PREPARATION - POOR - PILOT IN COMMAND 

A/C Reg. No. N4535F 

3. IMPROPER USE OF PROCEDURE.LACK OF FAMILIARITY WITH GEOGRAPHIC AREA - PILOT IN COMMAND 
4. VISUAL LOOKOUT - NOT MAINTAINED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

NOSE OVER 
TAKEOFF - GROUND RUN 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 2,3,4 

Factor(s) relating to this accident is/are finding(s) 1 
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National Transportation Safety Board 
Washington. D.C. 20594 

Brief of Accident 

Fi l e No. - 1696 9/01/83 BARROW.AK A/C Reg. No. N5147G 

----Basic Information----
Type Operating Certificate-ON-DEMAND AIR TAXI 
Name of Carrier -CAPE SMYTHE AIR SERVICE, 

Aircraft Damage 
SUBSTANTIAL 

Fire Type of Operation -NON SCHED.DOMESTIC,PASSENGER 
Flight Conducted Under -14 CFR 135 
Accident Occurred During -LANDING 

----Aircraft Information----
Make/Model - DEHAVILLAND DHC-2. MK-1 
Landing Gear - TAILWHEEL-ALL FIXED 

NONE 

Eng Make/Model - P & W R985-AN14B 
Number Engines - 1 

Crew 
Pass 

Max Gross Wt - UNK/NR Engine Type - RECIP-FUEL INJECTED 
No. of Seats 5 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 270/008 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds UNK/NR 
Lowest Ceiling 1500 FT BROKEN 

Rated Power - UNK/NR 

Itinerary 
Last Departure Point 

BARROW,AK 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - VFR 
Type of Clearance - NONE 

Fatal 
0 
0 

Time (Lcl) - 1415 ADT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
4 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
UM I AT 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- UNK/NR 
- UNK/NR 
- GRAVEL 
- SNOW - WET 

Obstructions to Vision- BLOWING SNOW Type Apch/Lndg - VISUAL STRAIGHT-IN 
Precipitation - SNOW 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
ATP 
SE LAND.ME LAND,SE SEA 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Age - 43 
Biennial Flight Review 

Current - YES 
Months Since - UNK/NR 
Aircraft Type - DHC-2 

FULL STOP 

Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Flight Time (Hours) 

Totai 5448 Last 24 Hrs - 8 
Make/Model- 38 Last 30 Days- UNK/NR 
Instrument- 560 Last 90 Days- 209 
Multi-Eng - 2329 

THE ACFT COLLIDED WITH A DITCH DURING LANDING. THE SANDBAR USED FOR LANDING HAD A LIGHT COVERING OF SNOW AND A DITCH WAS 
OBSCURED BY THE SNOW. DURING LANDING ROLLOUT THE ACFT COLLIDED WITH THE DITCH AND ONE OF THE MAIN LANDING 
GEAR COLLAPSED. NO MECHANICAL MALFUNCTIONS WERE INVOLVED IN THIS ACCIDENT. 
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Brief of Accident (Continued) 

F i 1 e No. - 1696 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/01/83 BARROW.AK 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

1. TERRAIN CONDITION - SNOW COVERED 
2. UNSUITABLE TERRAIN - NOT IDENTIFIED - PILOT IN COMMAND 

A/C Reg. No. N5147G 

3. IMPROPER USE OF FACILITY.INFORMATION INSUFFICIENT - PILOT IN COMMAND 
4. TERRAIN CONDITION - HIDDEN OBSTRUCTION(S) 
5. TERRAIN CONDITION - DITCH 

Occurrence #2 
Phase of Operation 

Finding(s) 

MAIN GEAR COLLAPSED 
LANDING - ROLL 

6. LANDING GEAR,NOSE GEAR ASSEMBLY - OVERLOAD 

----Probable Cause---~ 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 2,3 

Factor(s) relating to this accident is/are finding(s) 1,4,5,6 
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Fi le No. - 1707 9/02/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

ALEKNAGIK,AK A/C Reg. No. N98172 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1410 ADT 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 1 

None 
0 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-TAKEOFF 

NONE 0 0 1 

Make/Model - PIPER J-3 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - CONTINENTAL C-65-A 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 1220 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 120/004 KTS 
Visibility 25.0 SM 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 65 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 

Airport Proximity 
ON AIRSTRIP 

- 15 

Lowest Sky/Clouds 1800 FT THIN BKN Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Data 
ALEKNAGIK 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

2100 -UNK/NR 
- GRAVEL 

Lowest Ceiling 4500 FT OVERCAST 
Obstructions to Vision- NONE 
Precipitation - RAIN 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In~Command 

Certif icate(s)/Rating(s) 
NONE 

Instrument Rating(s) - UNK/NR 

----Narrative----

Age - 30 
Biennial Flight Review 

Current - N/A 
Months Since - N/A 
Aircraft Type - N/A 

Medical Certificate -
Flight Time 

Total 
Make/Model
Instrument
Multi-Eng -

60 
UNK/NR 
UNK/NR 
UNK/NR 

- DRY 

(Hours) 
Last 24 Hrs - UNK/NR 
Last 30 Days- UNK/NR 
Last 90 Days- UNK/NR 
Rotorcraft - UNK/NR 

ACCORDING TO THE PILOT, DURING TAKEOFF THE RIGHT WING STRUCK SOME TALL BRUSH. THE PILOT HELD NO CERTIFICATES OR RATINGS 
BUT SAID HE HAD ABOUT 50 OR 60 HOURS OF FLIGHT TIME. 
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Brief of Accident (Continued) 

File No. - 1707 9/02/83 ALEKNAGIK.AK A/C Reg. No. N98172 

Occurrence #1 LOSS OF CONTROL - IN FLIGHT 
Phase of Operation TAKEOFF - INITIAL CLIMB 

Finding(s) 
1. STALL/MUSH - INADVERTENT - PILOT IN COMMAND 
2. IMPROPER USE OF PROCEDURE, INADEQUATE TRAINING - PILOT IN COMMAND 
3. IMPROPER USE OF PROCEDURE.EXPERIENCE - PILOT IN COMMAND 
4. IMPROPER USE OF EQUIPMENT/AIRCRAFT - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
TAKEOFF - INITIAL CLIMB 

5. TERRAIN CONDITION - HIGH VEGETATION 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2.3.4 

Factor(s) relating to this accident is/are f inding(s) 5 
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File No. - 1697 9/03/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

SELDOVIA,AK A/C Reg. No. N3124E 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1740 ADT 

Injuries 

Type of Operation -BUSINESS 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-TAKEOFF 

NONE 0 0 1 

Make/Model - AERONCA 7AC CHAMP 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - CONTINENTAL C-200H 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - NO 

Max Gross Wt 4220 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 243/016 KTS 
Visibility 30.0 SM 

Rated Power 200 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination-

LOCAL 

ATC/Airspace 
Lowest Sky/Clouds 3000 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
ON AIRPORT 

Airport Data 
SELDOVIA 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 34 
2600/ 

- GRAVEL 
- WET 

80 

----Personnel Information---
Pi lot-In-Command Age - 52 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

Certif icate{s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight Review 
Current - UNK/NR 
Months Since - UNK/NR 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

730 Last 24 Hrs - UNK/NR 
730 Last 30 Days- UNK/NR 

UNK/NR Last 90 Days- UNK/NR 
UNK/NR Rotorcraft - UNK/NR 

THE ACFT OVERTURNED ON TAKEOFF DUE TO TURBULENT WIND CONDITIONS. THE PILOT REPORTED THE WIND WAS FROM 243 DEGREES AT 16 
KTS. NO GUSTS. HE STATED ALSO THAT SEVERE TURBULENCE EXISTED AND CONTRIBUTED TO THE ACCIDENT. THE ARPT MANAGER SAID THAT 
THE ACFT TOOK OFF FROM RWY 16, ATTAINED AN ALT OF 100-150 FT AGL WHEN A GUST OF WIND FLIPPED THE AC~T UP AND OVER. 
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Brief of Accident (Continued) 

File No. - 1697 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/03/83 SELDOVIA.AK 

LOSS OF CONTROL - IN FLIGHT 
TAKEOFF - INITIAL CLIMB 

1. WEATHER CONDITION - TURBULENCE 

A/C Reg. No. N3124E 

2. COMPENSATION FOR WIND CONDITIONS - INADEQUATE - PILOT IN COMMAND 
3. WEATHER EVALUATION - INACCURATE - PILOT IN COMMAND 
4. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

NOSE OVER 
TAKEOFF - INITIAL CLIMB 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4 

Factor(s) relating to this accident is/are finding(s) 1 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1756 9/04/83 SKWENTNA,AK A/C Reg. No. N4097Z 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-APPROACH 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0945 ADT 

Injuries 
Serious Minor 

0 1 
0 0 

None 
0 
0 

Make/Model - PIPER PA-18-150 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING 0-320-A2A 
Number Engines - 1 

ELT Installed/Activated - YES-UNK/NR 
Stall Warning System - NO 

Max Gross Wt 1750 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 270/020 KTS 
Visibility 90.0 SM 
Lowest Sky/Clouds CLEAR 

Engjne Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

ANCHORAGE.AK 
Destination 

SAME AS ACC/INC 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
SKWETNA 

- UNK/NR 
- UNK/NR 
- DIRT 

Lowest Ceiling - 10000 FT BROKEN 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status - DRY 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LANO 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - VALLEY/TERRAIN FOLLOWING 

Age - 38 
Biennial Flight Review 

Current - NO 
Months Since - UNK/NR 
Aircraft Type - UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument-

676 · Last 24 Hrs - 8 
676 Last 30 Days- UNK/NR 

2 Last 90 Days- 71 

THE ACFT STALLED INTO THE GROUND ON FINAL APPROACH LANDING IN GUSTY TURBULENT WIND CONDITIONS. THE PILOT STATED THAT HE 
WAS TRYING TO LANO WHEN A GUST OF WIND FLIPPED THE ACFT OVER AT 500 FT AGL. HE SAID HE CORRECTED WITH LEFT AILERON BUT 
BY THE TIME HE COULD RECOVER HE HAD LOST TOO MUCH ALTITUDE AND PANCAKED INTO THE GROUND. FSS WERE AVAILABLE TO THE PILOT 
BY TELEPHONE OR RADIO BUT HE DID NOT RECEIVE A WEATHER BRIEFING. THE WEATHER WAS VMC BUT THE WIND WAS REPORTED TO BE 
FROM 270 DEGREES AT 20 KTS, GUSTING TO 25 KTS. WITH MODERATE TURBULENCE. 

PAGE 24 



Brief of Accident (Continued) 

File No. - 1756 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/04/83 SKWENTNA,AK 

LOSS OF CONTROL - IN FLIGHT 
APPROACH - VFR PATTERN - FINAL APPROACH 

1. WEATHER CONDITION - TURBULENCE 
2. FLIGHT CONTROLS - IMPROPER USE OF - PILOT IN COMMAND 
3. THROTTLE/POWER CONTROL - IMPROPER USE OF - PILOT IN COMMAND 
4. AIRSPEED - REDUCED - PILOT IN COMMAND 
5. STALL/MUSH - NOT CORRECTED - PILOT IN COMMAND 
6. WIND INFORMATION - NOT OBTAINED - PILOT IN COMMAND 
7. PREFLIGHT BRIEFING SERVICE - NOT OBTAINED - PILOT IN COMMAND 
8. IN FLIGHT BRIEFING SERVICE - NOT OBTAINED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
APPROACH - VFR PATTERN -. FINAL APPROACH 

A/C Reg. No. N4097Z 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4,5,6,7,8 

Factor(s) relating to this accident is/are finding(s) 1 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1755 9/14/83 KENAI, AK A/C Reg. No. N2430M 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-CLIMB 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1840 ADT 

Injuries 
Serious Minor 

0 1 
0 0 

None 
0 
0 

Make/Model - PIPER PA-12 
Landing Gear - FLOAT 

Eng Make/Model - LYCOMING 0-290-D2 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - NO 

Max Gross Wt 1750 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 045/010 KTS 
Visibility 5.0 SM 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 135 HP 

Itinerary 
Last Departure Point 

LIME VILLAGE, AK 
Destination 

ELMENDORF AFB,AK 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
KENAI 

- UNK/NR 
- UNK/NR 

Lowest Sky/Clouds 4500 
Lowest Ceiling 7000 

FT SCATTERED Type of Flight Plan - NONE 
FT OVERCAST Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- SNOW 
- SNOW - CRUSTED 

Obstructions to Vision- FOG 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND,SE SEA 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - NONE 

Age - 47 
Biennial Flight 

Current 
Review 

- YES 
Months Since 
Aircraft Type -

2 
PA-12 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument-

450 Last 24 Hrs - 4 
350 Last 30 Days- UNK/NR 

3 Last 90 Days- 30 

THE ACFT COLLIDED WITH A RIDGELINE WHEN THE PILOT ATTEMPTED TO FLY THROUGH A PASS. THE PASS WAS CRESTED AT ABOUT 3600 FT 
SURROUNDED BY ELEVATIONS. OF OVER 8000 FT MSL. THE PILOT STATED THAT HE WAS ATTEMPTING TO GET THROUGH MERRILL PASS 
BECAUSE OF HUNTERS THAT HAD BEEN STRANDED AT TUNDRA LAKE. THE PILOT SAID HE LEFT FOOD FOR THEM AND WAS GOING TO CONTACT 
THE AIR TAXI OPERATOR WHO HAD BROUGHT THE HUNTERS THERE AND WAS SUPPOSED TO HAVE RETURNED FOR THEM. AS THE PILOT OF THE 
ACCIDENT ACFT REACHED MERRILL PASS HE SAID THE FOG ROLLED IN FAST AND A DOWNDRAFT PREVENTED HIM FROM CRESTING THE TOP. 
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Brief of Accident (Continued) 

File No. - 1755 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/14/83 KENAI.AK 

IN FLIGHT ENCOUNTER WITH WEATHER 
CLIMB - TO CRUISE 

1. WEATHER CONDITION - FOG 
2. WEATHER EVALUATION - INACCURATE - PILOT IN COMMAND 

A/C Reg. No. N2430M 

3. IMPROPER USE OF PROCEDURE.UNDER CONFIDENCE IN PERSONAL ABILITY - PILOT IN COMMAND 
4. WEATHER CONDITION - DOWNDRAFT 
5. IN-FLIGHT PLANNING/DECISION - IMPROPER - PILOT IN COMMAND 
6. IMPROPER USE OF PROCEDURE,PRESSURE INDUCED BY OTHERS - OTHER PERSONNEL 

Occurrence #2 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
CLIMB - TO CRUISE 

7. TERRAIN CONDITION - MOUNTAINOUS/HILLY 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,5,6 

Factor(s) relating to this accident is/are finding(s) 1,4,7 
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File No. - 1753 9/16/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

BIG LAKE.AK A/C Reg. No. N7286D 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1850 ADT 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-TAKEOFF 

NONE 0 0 1 

Make/Model - PIPER PA-18A 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING 0-320 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - NO 

Max Gross Wt 1750 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed-
Visibi l ity 50.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Age 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

SAME AS ACC/INC 

ATC/Airspace 

-

Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

27 Medical 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Certificate -

BIG LAKE 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 40 
1500 -UNK/NR 

- GRASS/TURF 
- DRY 

VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 262 Last 24 Hrs - 2 
Months Since 2 Make/Model- 150 Last 30 Days- UNK/NR 
Aircraft Type - PA-18 Instrument- 2 Last 90 Days- 65 

THE ACFT COLLIDED WITH BUSHES AT THE DEPARTURE END OF THE RWY. THE PILOT TOLD THE INVESTIGATOR THAT HE ATTEMPTED TO TAKE 
OFF FROM THE GRASS STRIP BUT ABORTED AT THE LAST MOMENT. HE SAID HE WAS UNABLE TO STOP THE ACFT BEFORE STRIKING BUSHES 
AT THE DEPARTURE END. 
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Brief of Accident (Continued) 

File No. - 1753 

Occurrence 
Phase of Operation 

Ffnding(s) 
1. OBJECT~ TREE(S) 

9/16/83 BIG LAKE.AK 

ON GROUND COLLISION WITH OBJECT 
TAKEOFF - GROUND RUN 

2. ABORTED TAKEOFF - DELAYED - PILOT IN COMMAND 
3. DISTANCE - MISJUDGED - PILOT IN COMMAND 

-- -Probable Cause----

A/C Reg. No. N7286D 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3 

Factor(s) relating to this accident is/are ffnding(s) 1 
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Fi 1 e No. - 1754 9/18/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

TALKEETNA,AK A/C Reg. No. N9125T 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1100 ADT 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-TAKEOFF 

NONE 0 0 1 

Make/Model - CESSNA 180 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - CONTINENTAL 0-470-K 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - UNK/NR 

Max Gross Wt 2800 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 090/010 KTS 
Visibility 50.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 230 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

ANCHORAGE,AK 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
ON AIRSTRIP 

Airport Data 
TALKEETNA 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- UNK/NR 
- UNK/NR 
- GRAVEL 
- DRY 

----Personnel Information---
Pi lot-In-Command Age - 40 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Biennial Flight Review F 1 i ght Time (Hours) Certif icate(s)/Rating(s) 
PRIVATE Current - YES Total 36 Last 24 Hrs - UNK/NR 
SE LAND Months Since 1 Make/Model- 36 Last 30 Days- UNK/NR 

Aircraft Type - C-180 Instrument- 0 Last 90 Days-

Instrument Rating(s) - UNK/NR 

----Narrative----
THE ACFT COLLIDED WITH A SANDBAR AND COLLAPSED THE LEFT MAIN LANDING GEAR DURING AN ABORTED TAKEOFF. THE PILOT STATED 
THAT HE WAS ATTEMPTING A TAKEOFF FROM A SHORT AIRSTRIP AT AN ELEVATION OF 3000 FT MSL WHEN HE ENCOUNTERED A TAILWIND AT 
ROTATION & THE ACFT SETTLED BACK TO THE GROUND AND COLLIDED WITH A SANDBAR. THE ACFT WAS LOADED WITH 2 PASSENGERS A 
LARGE DOG (EST. 130 LBS) BAGGAGE AND 50 GALLONS OF FUEL. THE PILOT SAID THE ACFT WAS AT OR BELOW MAX GROSS WEIGHT. THE 
RWY IS 1000 FT LONG SURROUNDED BY TREES HIGH AND A VERTICAL DROP. 
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Brief of Accident (Continued) 

File No. - 1754 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/18/83 TALKEETNA,AK 

ON GROUND COLLISION WITH TERRAIN 
TAKEOFF - GROUND RUN 

1. WEATHER CONDITION - TAILWIND 
2. WRONG RUNWAY - SELECTED - PILOT IN COMMAND 

A/C Reg. No. N9125T 

3. IMPROPER USE OF EQUIPMENT/AIRCRAFT.TOTAL - PILOT IN COMMAND 
4. TERRAIN CONDITION - SAND BAR 
5. JUDGEMENT - POOR - PILOT IN COMMAND 
6. IMPROPER USE OF PROCEDURE.LACK OF FAMILIARITY WITH GEOGRAPHIC AREA - PILOT IN.COMMAND 
7. TERRAIN CONDITION - HIGH TERRAIN 
8. ABORTED TAKEOFF - DELAYED - PILOT IN COMMAND 
9. PERFORMANCE DATA - INACCURATE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

MAIN GEAR COLLAPSED 
TAKEOFF - GROUND RUN 

10. LANDING GEAR.NOSE GEAR ASSEMBLY - OVERLOAD 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,5,6,8,9 

Factor(s) relating to this accident is/are finding(s) 1,4,7,10 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 1708 9/23/83 WASILLA,AK A/C Reg. No. N4008M 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-AERIAL OBSERVATION 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUB ST ANTI AL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1500 A~T 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PIPER PA-12 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING 0-320-A2A 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - NO 

Max Gross Wt 1750 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 270/004 KTS 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
WASILLA 

- 18 
Visibility 15.0 SM 
Lowest Sky/Clouds 2000 

ATC/Airspace 
FT SCATTERED Type of Flight Plan - NONE 
FT BROKEN Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

1000 -UNK/NR 
- GRAVEL 

Lowest Ceiling 4000 - UNK/NR 
Obstructions to Vision- NONE Type Apch/Lndg - NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command Age - 40 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL 

Biennial Flight 
Current 

Review 
- YES Total 

Flight Time (Hours) 
7350 Last 24 Hrs - 0 

SE LAND,SE SEA 
HELICOPTER 

Months Since 7 Make/Model- 5050 Last 30 Days- UNK/NR 
Aircraft Type - PA-18 Instrument- 115 Last 90 Days-

Multi-Eng - 10 Rotorcraft 

Instrument Rating(s) - AIRPLANE 

----Narrative----
ACCORDING TO THE PILOT THE ENGINE STARTED RUNNING INTEMITTENTLY AFTER HE WAS OVER TREES AT THE DEPARTURE END OF THE 
RUNWAY. THE ENGINE STOPPED AND THE PILOT SET UP FOR AND ACCOMPLISHED A FORCED LANDING. AFTER THE ACCIDENT THE PILOT 
AND A MECHANIC FOUND WATER IN THE FUEL SYSTEM. THE GAS CAPS WERE ALMOST FLUSH WITH THE WING AND ALLOWED WATER TO COLLECT 
AT THE SAME LEVEL AS THE FILLER NECK. 
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Brief of Accident (Continued) 

Fi 1 e No. - 1708 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/23/83 WASILLA.AK 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
TAKEOFF - INITIAL CLIMB 

1. FUEL SYSTEM - WATER 
2. FUEL SYSTEM.CAP - LEAK 

Occurrence #2 
Phase of Operation 

----Probable Cause----

FORCED LANDING 
DESCENT - EMERGENCY 

A/C Reg. No. N4008M 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f1nding(s) 1,2 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1687 3/06/83 BIRMINGHAM,AL A/C Reg. No. N9543R 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-APPROACH 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
2 

Time (Lcl) - 1932 CST 

Injuries 
Serious Minor 

1 0 
0 1 

None 
0 
0 

Make/Model - BEECH K35 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL I0-470-C 
Number Engines - 1 

ELT Installed/Activated - YES-UNK/NR 
Stall Warning System - YES 

Max Gross Wt 2950 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - IN PERSON 
Completeness - FULL 

~asic Weather - VMC 
Wind Dir/Speed- 160/007 KTS 
Visibility 7.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - NIGHT(BRIGHT) 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 250 HP 

Itinerary 
Last Departure Point 

TRI CITIES,TN 
Destination 

BIRMINGHAM.AL 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
BIIRMINGHAM MUNI. 
Runway !dent 

ATC/Airspace Runway Lth/Wid 
Type of Flight Plan - VFR Runway Surface 
Type of Clearance - UNK/NR Runway Status 
Type Apch/Lndg - !LS - LOCALIZER ONLY 

VISUAL STRAIGHT-IN 

- 23 
8220/ 

- ASPHALT 
- DRY 

150 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 39 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 241 Last 24 Hrs -
SE LAND Months Since - 11 Make/Model- 20 Last 30 Days-

Aircraft Type - C-150 Instrument- 27 Last 90 Days-
Multi-Eng - 4 

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT COLLIDED WITH TREES AND TERRAIN DURING A PRACTICE LOCALIZER APPROACH AT NIGHT TO RWY 23 AT BIRMINGHAM MUNICIPAL 
ARPT. THE WEATHER WAS VMC AND THE PILOT WAS NOT INSTRUMENT RATED. ON APPROACHING BIRMINGHAM FROM TRI-CITIES, NC THE 
PILOT ASKED FOR A LOCALIZER APPROACH. HE WAS CLEARED FOR THE APPROACH AND DESCENT TO 3000 FT. AT 1925 WHEN ASKED IF HE 
WAS RECEIVING THE LOCALIZER HE ANSWERED "AFFIRMATIVE-ON GLIDE PATH, EXCUSE ME, ON THE CENTER." HE WAS ADVISED OF HIS 
POSITION 13 MILES FROM THE ROEBY RADIO BEACON AND CLEARED FOR THE APPROACH. HE ACKNOWLEDGED THE CLEARANCE AND 
INSTRUCTION TO REMAIN VFR. THE LOCAL CONTROLLER FOLLOWED HIM ON RADAR (NO ALT) AND LOST THE RETURN WHEN THE TARGET WAS 
6 MILES FROM THE ARPT. THE CRASH SITE WAS ABOUT ON COURSE NEAR THE CREST OF A 1240 FT MOUNTAIN ABOUT 2 MILES OUTSIDE THE 
OUTER MARKER. PROCEDURES DICTATE THAT 2000 FT BE MAINTAINED UNTIL INSIDE THE OUTER MARKER. A WITNESS SAW THE ACFT 
DESCENDING AND HEARD AN INCREASE IN ENGINE NOISE AND SAW THE NOSE OF THE ACFT COME UP BEFORE HITTING THE TREES. 
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Br;ef of Acc;dent (Continued) 

F;1e No. - 1687 

Occurrence #1 
Phase of Operation 

Finding(s) 
1. OBJECT - TREE(S) 

3/06/83 BIRMINGHAM,AL 

IN FLIGHT COLLISION WITH OBJECT 
APPROACH - IAF TO FAF/OUTER MARKER (IFR) 

2. IFR PROCEDURE - NOT FOLLOWED - PILOT IN COMMAND 

A/C Reg. No. N9543R 

3. IMPROPER USE OF EQUIPMENT/AIRCRAFT.OVER CONFIDENCE IN PERSONAL ABILITY - PILOT IN COMMAND 
4. LIGHT CONDITION - NIGHT 
5. VISUAL LOOKOUT - NOT MAINTAINED - PILOT IN COMMAND 
6. MINIMUM DESCENT ALTITUDE - NOT MAINTAINED - PILOT IN COMMAND 

Occurrence #2 
Phase of ·Operat;on 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
APPROACH - IAF TO FAF/OUTER MARKER (IFR) 

7. TERRAIN CONDITION - MOUNTAINOUS/HILLY 

----Probable Cause----

The Nat;onal Transportation Safety Board determines that the Probable Cause(s) of this acc;dent 
is/are f inding(s) 2,3,5,6 

Factor(s) relating to this accident is/are f;nding(s) 1,4,7 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1686 8/25/83 PLEASANT GROVE.AL A/C Reg. No. N20MS 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1509 CDT 

Injuries 
Serious Minor 

0 1 
0 0 

None 
0 
0 

Make/Model - CESSNA T210L 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL TSI0-520-H4A 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 3800 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather VMC 
Wind Dir/Speed- 050/005 KTS 
Visibility 5.0 SM 
Lowest Sky/Clouds PART OBS 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 285 HP 

Itinerary 
Last Departure Point 

CRYSTAL RIVER,FL 
Destination 

BESSEMER,AL 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 
- N/A 

Lowest Ceiling 4000 FT BROKEN 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status - N/A 

Obstructions to Vision- HAZE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND,ME LAND 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - FORCED LANDING 

Age - 33 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total • 270 Last 24 Hrs - UNK/NR 
Months Since 3 Make/Model- 60 Last 30 Days- UNK/NR 
Aircraft Type - PA-23 Instrument- UNK/NR Last 90 Days- UNK/NR 

Multi-Eng - UNK/NR Rotorcraft - UNK/NR 

THE PLT REPORTED THAT THE ENG LOST POWER AS HE WAS APPROACHING HIS DESTINATION WITH THE LEFT MAIN FUEL GAGE INDICATING 
1/2 FULL. DURING THE EMERGENCY LANDING THE LEFT WING TIP HIT A UTILITY POLE PRIOR TO TOUCHDOWN. THE ACFT THEN COLLIDED 
WITH A CHAIN LINK FENCE. ALL USABLE FUEL HAD BEEN CONSUMED. THE ACFT WAS EQUIPPED WITH AN EXTENDED RANGE FUEL SYSTEM 
PER STC SA2162WE & THE PLT HAD EXPECTED A FUEL CONSUMPTION OF 75 PPH. HOWEVER, ACTUAL FUEL CONSUMPTION WAS 88.5 PPH. 
THE PLT ESTIMATED THAT HE HAD FLOWN 970 MI WHEN THE ENG QUIT. HE EXPECTED A RANGE OF 1100 MI. 
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Brief of Accident (Continued) 

File No. - 1686 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/25/83 PLEASANT GROVE.AL 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
DESCENT - NORMAL 

1. PREFLIGHT PLANNING/PREPARATION - INADEQUATE - PILOT IN COMMAND 
2. FUEL CONSUMPTION CALCULATIONS - INACCURATE - PILOT IN COMMAND 
3. ENGINE INSTRUMENTS.FUEL QUANTITY GAGE - INCORRECT 
4. FUEL SUPPLY - MISJUDGED - PILOT IN COMMAND 
5. FLUID.FUEL - EXHAUSTION 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING 

IN FLIGHT COLLISION WITH OBJECT 
LANDING - FLARE/TOUCHDOWN 

6. OBJECT - UTILITY POLE 

Occurrence #4 
Phase of Operat;on 

Finding(s) 
7. OBJECT - FENCE 

----Probable Cause----

ON GROUND COLLISION WITH OBJECT 
LANDING - ROLL 

A/C Reg. No. N20MS 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,4,5 

Factor(s) relating to this accident is/are finding(s) 3,6,7 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1659 8/27/83 SAMSON,AL A/C Reg. No. N9172R 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-AERIAL APPLICATION 
-14 CFR 137 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0630 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - CESSNA A188B 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - CONTINENTAL I0-520-D 
Number Engines - 1 

ElT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 3300 
No. of Seats· - 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 5.0 SM 
Lowest Sky/Clouds 
Lowest Ceiling 2000 FT BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Age 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 300 HP 

Itinerary 
Last Departure Point 

SAMSON.AL 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

- 26 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
----Personnel Information---

Pi lot-In-Command 
Certificate(s)/Rating(s) 

COMMERCIAL 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 3150 Last 24 Hrs - UNK/NR 
SE LAND Months Since 6 Make/Model- 350 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 0 Last 90 Days- UNK/NR 

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT COLLIDED WITH A DIRT BANK DURING A FORCED LANDING AFTER AN INFLT POWER LOSS. THE PILOT WAS ENROUTE TO A FIELD 
AT ABOUT 500 FT AGL WHEN THE POWER LOSS OCCURRED. THE PILOT DID NOT JETTISON HIS LOAD OF CHEMICALS. HE LANDED ON WET 
GRASS AND WAS UNABLE TO STOP IN TIME TO AVOID THE EMBANKMENT. THE ENGINE WAS EXAMINED AFTER THE ACCIDENT. THE CRANKSHAFT 
WAS BROKEN BETWEEN THE #3 MAIN JOURNAL AND THE #3 CONNECTING ROD JOURNAL. THE #3 MAIN BEARINGS WERE WORN AND HAD BEEN 
ROTATING ON THE CRANKSHAFT. THE FRACTURED SURFACE OF THE CRANKSHAFT APPEARED TO CONTAIN FATIGUE RELATED MARKINGS. THE 
ENGINE HAD BEEN OPERATING 2160 HOURS, 877 SINCE OVERHAUL. THE OWNERS KNOW OF NO HISTORY OF PROPELLER GROUND STRIKES. 
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Brief of Accident (Continued) 

File No. - 1659 8/27/83 SAMSON.AL A/C Reg. No. N9172R 

Occurrence #1 
Phase of Operation 

LOSS OF POWER(TOTAL) - MECH FAILURE/MALFUNCTION 
CRUISE - NORMAL 

Finding(s) 
1. ENGINE ASSEMBLY.BEARING - WORN 
2. LOAD JETTISON - NOT PERFORMED - PILOT IN COMMAND 
3. ENGINE ASSEMBLY.CRANKSHAFT - FATIGUE 
4. ENGINE ASSEMBLY,CRANKSHAFT - FAILURE.TOTAL 

Occurrence 112 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

5. TERRAIN CONDITION - NONE SUITABLE 
6. TERRAIN CONDITION - WET 
7. TERRAIN CONDITION - DIRT BANK 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,3,4 

Factor(s) relating to this accident is/are finding(s) 2,5,6,7 
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F i 1 e No . - 1660 9/05/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

PELL CITY, AL A/C Reg. No. N82CJ 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1735 CDT 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
1 0 

None 
0 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-TAKEOFF 

NONE 0 0 1 

Make/Model - JOHNSTON LONG E-Z 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-540 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 1425 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method -·N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 220/028 KTS 
Visibility 2.000 SM 
Lowest Sky/Clouds 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 235 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

AUSTIN, TX 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

Airport Data 

- 20 
4200/ 

- ASPHALT 
80 

Lowest Ceiling 2500 FT OVERCAST 
Type of Flight Plan 
Type of Clearance 
Type Apch/Lndg 

NONE 
- NONE 

ST. CLAIR COUNTY 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status - WET 

Obstructions to Vision- FOG 
Precipitation - RAIN 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND.ME LAND 

Instrument Rating(s) - NONE 

----Narrative----

Age - 42 
Biennial Flight Review 

Current - YES 
Months Since - 18 
Aircraft Type - PA-28 

- NONE 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument
Multi-Eng -

1755 Last 24 Hrs - 4 
126 Last 30 Days- UNK/NR 
226 Last 90 Days- 122 

16 

THE ACFT CRASHED WHILE ATTEMPTING A DOWNWIND TAKEOFF IN HIGH WINDS AND HEAVY RAIN. THE PILOT SAID HE WAS TRYING TO TAKE 
OFF BEFORE THE HEAVY RAIN SO HE PICKED A RWY POINTING INTO CLEAR WEATHER BUT WITH A TAILWIND. THE TAILWIND INCREASED 
DURING THE TAKEOFF WITH GUSTS TO 39 KTS. THE ACFT CRASHED ABOUT 500 YARDS OFF THE DEPARTURE END OF THE RWY. 
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Brief of Accident (Continued) 

Fi 1 e No. - 1660 

Occurrence 
Phase of Operation 

Findir.g(s) 

9/05/83 PELL CITY, AL 

IN FLIGHT COLLISION WITH TERRAIN 
TAKEOFF - INITIAL CLIMB 

1. WEATHER CONDITION - TAILWIND 
2. PREFLIGHT PLANNING/PREPARATION - IMPROPER - PILOT IN COMMAND 
3. WEATHER CONDITION - RAIN 
4. PERFORMANCE DATA - NOT UNDERSTOOD - PILOT IN COMMAND 
5. WEATHER CONDITION - HIGH WIND 
6. WEATHER EVALUATION - INACCURATE - PILOT IN COMMAND 
7. PROCEDURES/DIRECTIVES - NOT FOLLOWED - PILOT IN COMMAND 
8. WRONG RUNWAY - SELECTED - PILOT IN COMMAND 
9. ABORTED TAKEOFF - NOT PERFORMED - PILOT IN COMMAND 

----Probable Cause----

A/C Reg. No. N82CJ 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4,6,7,8,9 

Factor(s) relating to this accident is/are finding(s) 1,3,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 164 7 10/05/83 MONTGOMERY, AL A/C Reg. No. N218RC 

----Basic Information----
Type Operating Certificate-ON-DEMAND AIR TAXI 
Name of Carrier -BIRMINGHAM AERO SVC. 
Type of Operation -NON SCHED,DOMESTIC,PASSENGER 

Aircraft Damage 
SUBSTANTIAL 

Fire 
Flight Conducted Under -14 CFR 135 NONE 
Accident Occurred During -LANDING 

----Aircraft Information----

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0808 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
2 

Make/Model - BEECH 58 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL I0-520-CB 
Number Engines - 2 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 6100 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 220/007 KTS 
Visibility 7.0 SM 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 285 HP 

Itinerary. 
Last Departure Point 

BIRMINGHAM,AL 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Lowest Sky/Clouds 1000 
Lowest Ceiling 3500 

FT SCATTERED Type of Flight Plan - !FR 
FT BROKEN Type of Clearance - !FR 

Airport Proximity 
ON AIRPORT 

Airport Data 
DANNELLY 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

Obstructions to Vision- NONE Type Apch/Lndg - VISUAL STRAIGHT-IN 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

- 09 
9001/ 

- ASPHALT 
- DRY 

150 

----Personnel Information---
Pi lot-In-Command Age - 30 Medical ~ertificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL 

Biennial Flight 
Current 

Review 
- YES Total 

Flight Time (Hours) 
2162 Last 24 Hrs -

SE LAND.ME LAND Months Since 6 Make/Model- 206 Last 30 Days-
Aircraft Type - UNK/NR Instrument- 122 Last 90 Days-

Multi-Eng - 1242 

Instrument Rating(s) - AIRPLANE 

----Narrative----
DURING AN APCH TO LAND, THE PLT LOWERED THE GEAR HANDLE, BUT OBSERVED THAT THE NOSE GEAR LIGHT DID NOT COME 
ON & THE RIGHT MAIN GEAR LIGHT WAS FLICKERING. CONSEQUENTLY, HE RECYCLED THE GEAR OPERATION. AFTER THAT, HE 
REPORTEDLY SAW ALL 3 INDICATING DOWN & LOCKED, BUT EXPRESSED THE OPINION THAT THE GEAR OPERATION SEEMED TO TAKE 
LONGER THAN HE REMEMBERED. DURING THE LANDING, ALL 3 GEAR FOLDED INTO THE WHEEL WELLS. AFTER THE ACCIDENT, OBSERVERS 
REPORTED THAT THE GEAR HANDLE WAS DOWN, THE FLAP HANDLE WAS IN TH APCH POSITION & THE GEAR CIRCUIT BREAKER WAS 
POPPED. AFTER THE ACFT WAS RAISED, THE CIRCUIT BREAKER WAS RESET & THE LANDING GEAR WAS CYCLED. THE LEFT MAIN & NOSE 
GEAR CAME DOWN & LOCKED IMMEDIATELY. THE RIGHT MAIN ALSO CAME DOWN & LOCKED AFTER IT WAS CLEARED FROM A JAMMED GEAR 
DOOR. THE ACFT WAS ON ITS 1ST FLT AFTER A 100 HR INSPECTION. IT WAS FLOWN BACK TO THE SAME FACILITY & WAS FURTHER 
CHECKED. REPORTEDLY, PERSONNEL AT THE FACILITY FOUND NO MALFUNCTION OF THE LANDING GEAR SYS. 
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Brief of Accident (Continued) 

F i l e No. - 164 7 10/05/83 MONTGOMERY ,·AL A/C Reg. No. N218RC 

Occurrence GEAR COLLAPSED 
Phase of Operation LANDING - FLARE/TOUCHDOWN 

Finding(s) 
1. UNDETERMINED 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 1 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1731 4/07/83 CARLISLE, AR A/C Reg. No. N888Q 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-INSTRUCTIONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 2015 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
2 
0 

Make/Model - CESSNA 320D 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL TSI0-520B 
Number Engines - 2 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 5200 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 045/010 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 285 HP 

Itinerary 
Last Departure Point 

LITTLE ROCK, AR 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

Airport Proximity 
ON AIRPORT 

Airport Data 
CARLISLE 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 36 
4500/ 

- ASPHALT 
- DRY 

150 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,CFI 

Age - 49 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

SE LAND.ME LAND,SE SEA 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since - UNK/NR 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

2480 Last 24 Hrs - 1 
8 Last 30 Days- UNK/NR 

156 Last 90 Days- 116 
355 

A PRIVATE PILOT WAS RECEIVING MULTI-ENGINE TRAINING FROM A CFI WHEN THE ACCIDENT OCCURRED. THE CFI PULLED THE 
RIGHT THROTTLE BACK FOR ENGINE OUT TRAINING AND THE ACFT PROCEEDED AROUND THE TRAFFIC PATTERN. THE PILOT THINKS 
HE MOVED THE GEAR SELECTOR FROM UP TO NEUTRAL INSTEAD OF DOWN AND DID NOT CHECK THE LANDING GEAR POSITION INDICATOR 
LIGHTS. AS THE LANDING FLAIR WAS STARTED, AND THE PROPELLERS STRUCK THE RUNWAY, THE CFI PUT THE GEAR HANDLE DOWN. THE 
GEAR WARNING HORN WAS BLOWING THRU OUT THE APPROACH. 
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Brief of Accident (Continued) 

File No. - 1731 

Occurrence 
Phase of Operation 

Finding(s) 

4/07/83 CARLISLE.AR 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING - FLARE/TOUCHDOWN 

1. TERRAIN CONDITION - RUNWAY 
2. GEAR EXTENSION - MISJUDGED - PILOT IN COMMAND(CFI) 

A/C Reg. No. N888Q 

3. IMPROPER USE OF EQUIPMENT/AIRCRAFT,VISUAL/AURAL PERCEPTION -
4. GEAR EXTENSION - MISJUDGED - DUAL STUDENT 
5. IMPROPER USE OF EQUIPMENT/AIRCRAFT,VISUAL/AURAL PERCEPTION -
6. CHECKLIST - NOT PERFORMED - PILOT IN COMMAND(CFI) 
7. CHECKLIST - NOT PERFORMED - DUAL STUDENT 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are findirig(s) 2,4,6,7 

Factor(s) relating to this accident is/are finding(s) 1,3,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1725 4/13/83 LITTLE ROCK.AR A/C Reg. No. N4657A 

----Basic Information----
Type Operating Certificate-ON-DEMAND AIR TAXI 
Name of Carrier -CENTRAL FLYING SERVICE 
Type of Operation -NON SCHED,DOMESTIC,PASSENGER 

Aircraft Damage 
SUBSTANTIAL 

Fire 
Flight Conducted Under -14 CFR 135 NONE 
Accident Occurred During -LANDING 

----Aircraft Information----

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1615 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
2 

Make/Model - BEECH BE-58 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL I0-520-C5B 
Number Engines - 2 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 5400 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - IMC 
Wind Dir/Speed- 270/009 KTS 
Visibility .500 SM 
Lowest Sky/Clouds 700 FT PART OBS 
Lowest Ceiling - OBSCURED 
Obstructions to Vision- FOG 
Precipitation - RAIN SHOWERS 
Condition of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 285 HP 

Itinerary 
Last Departure Point 

MEMPHIS.TN 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - IFR 
Type of Clearance - IFR 
Type Apch/Lndg - ILS - COMPLETE 

FULL STOP 

Airport Proximity 
ON AIRPORT 

Airport Data 
ADAMS FIELD 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 22 
7172/ 

- ASPHALT 
- WET 

150 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERC~AL,ATP,CFI 

Age - 61 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

SE LAND.ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Biennial Flight 
Current 

Review 
- YES 

2 Months Since 
Aircraft Type - LEAR 24 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

9500 Last 24 Hrs - 2 
765 Last 30 Days- UNK/NR 

2457 Last 90 Days- 152 
8000 

THE PILOT REPORTED THAT PRIOR TO GLIDE SLOPE INTERCEPTION HE PLACED HIS HAND ON THE LANDING GEAR SELECTOR SWITCH 
AND WAS SIMULTANEOUSLY TOLD TO CONTACT THE TOWER, WHICH HE DID. AS THE ACFT APPROACHED THE THRESHOLD, THE THROTTLES 
WERE RETARDED AND PROPS PUSHED FULL FORWARD. THE PILOT DOES NOT RECALL HEARING THE WARNING HORN. THE ACFT TOUCHED 
DOWN ON ITS BELLY AND STOPPED ON THE RUNWAY. WEATHER AT THE TIME OF THE ACCIDENT WAS REPORTED AS APRX 800 FEET OVCST, 
VIS 1 1/4. THERE WAS HEAVY RAIN THROUGHOUT THE APPROACH. 
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Brief of Accident (Continued) 

File No. - 1725 

Occurrence 
Phase of Operation 

Finding(s) 

4/13/83 LITTLE ROCK.AR 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING - FLARE/TOUCHDOWN 

1. TERRAIN CONDITION - RUNWAY 
2. GEAR EXTENSION - NOT PERFORMED - PILOT IN COMMAND· 

A/C Reg. No. N4657A 

3. IMPROPER USE OF EQUIPMENT/AIRCRAFT.DIVERTED ATTENTION - PILOT IN COMMAND 
4. WEATHER CONDITION - RAIN 
5. CHECKLIST - NOT USED - PILOT IN COMMAND 
6. IMPROPER USE OF EQUIPMENT/AIRCRAFT.EXCESSIVE WORKLOAD (TASK OVERLOAD) - PILOT IN COMMAND 
7. WEATHER CONDITION - LOW CEILING 
8. WHEELS UP LANDING - PERFORMED - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,5,8 

Factor(s) relating to this accident is/are finding(s) 1,3,4,6,7 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 1773 5/04/83 BENTONVILLE.AR A/C Reg. No. N89557 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

- INSTRUCTIONAL 
-14 CFR 91 
-LANDING 

A i'rcra.ft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1340 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - CESSNA 152 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-235-L2C 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 1670 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing UNK/NR 
Method - UNK/NR 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 220/005 KTS 
Visibility 15.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 110 HP 

Itinerary 
Last Departure Point 

TULSA,OK 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - VFR 
Type of Clearance - NONE 
Type Apch/Lndg - FULL STOP 

Airport Proximity 
ON AIRPORT 

Airport Data 
BENTONVILLE MUNICIPAL 
Runway !dent - 17 
Runway Lth/Wid 4090/ 65 
Runway Surface - ASPHALT 
Runway Status - DRY 

Pilot-In-Command Age - 40 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Certif icate(s)/Rating(s) Biennial Flight Review Flight Time (Hours) 

STUDENT Current - N/A Total 30 Last 24 Hrs -
Months Since - N/A Make/Model- 30 Last 30 Days-
Aircraft Type - N/A Instrument- 0 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE PILOT REPORTED THAT AFTER THE ACFT WENT OFF THE RIGHT SIDE OF THE RUNWAY DURING LANDING IT WENT THROUGH A DRAINAGE 
DITCH AND ONCE AGAIN BECAME AIRBORNE. AFTER THE ACFT LANDED THE SECOND TIME IN A MUDDY FIELD THE NOSE GEAR COLLAPSED 
RESULTING IN DAMAGE TO THE PROPELLER, FIREWALL AND LOWER FUSELAGE. THIS WAS A SOLO X-CTRY INSTRUCTIONAL FLIGHT. 
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Brief of Accident (Continued) 

Fi 1 e No. - 1773 

Occurrence #1 
Phase of Operation 

Finding(s) 

5/04/83 BENTONVILLE.AR 

LOSS OF CONTROL - ON GROUND 
LANDING - ROLL 

1. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 

A/C Reg. No. N89557 

2. IMPROPER USE OF EQUIPMENT/AIRCRAFT.TOTAL - PILOT IN COMMAND 
3. GROUND LOOP/SWERVE - UNCONTROLLED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

4. TERRAIN CONDITION - DITCH 

Occurrence #3 
Phase of Operation 

Finding(s) 

NOSE GEAR COLLAPSED 
LANDING - ROLL 

5. LANDING GEAR,NOSE GEAR - OVERLOAD 
6. TERRAIN CONDITION - SOFT 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3 

Factor(s) relating to this accident is/are finding(s) 4,5,6 
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File No. - 1745 5/06/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

MOHAVE COUNTY,AZ A/C Reg. No. N714VK 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1230 MST 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 1 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-CRUISE 

NONE 0 0 1 

Make/Model - CESSNA 152 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-235-L2C 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 1670 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 180/005 KTS 
Visibility 50.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 110 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
UNK/NR 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- UNK/NR 
- UNK/NR 
- UNK/NR 
- UNK/NR 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 33 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 194 Last 24 Hrs -
SE LAND Months Since 4 Make/Model- 114 Last 30 Days-

Aircraft Type - 152 Instrument- 3 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
AFTER FLXING AT AN ALTITUDE OF 300-500 FEET FOR ABOUT 45 MINUTES THE PILOT INTENTIONAL LANDED ON A DIRT ROAD AND 
INQUIRED ABOUT DIRECTIONS TO THEIR INTENDED DESTINATION. THE PERSON THE PILOT SPOKE TO SAID SHE SAW THE ACFT BECOME 
AIRBORNE BUT IT WAS FLYING RATHER SLOWLY AND IT WAS ·MANEUVERING AT FENCE POST HEIGHT. WITHIN ANOTHER MINUTE OR TWO 

UNK/NR 
UNK/NR 

17 

THE ACFT CRASHED ON THE ROAD AND CAME TO REST IN AN INVERTED ATTITUDE. BASED ON THE OCCUPANT AND CARGO WEIGHTS THE ACFT 
WAS BETWEEN 10 AND 60 POUNDS BEYOND ITS MAX ALLOWABLE GROSS WEIGHT. 
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Brief of Accident (Continued) 

Fi 1 e No. - 17 45 

Occurrence #1 
Phase of Operation 

Finding(s) 

5/06/83 MOHAVE COUNTY,AZ 

LOSS OF CONTROL - IN FLIGHT 
CRUISE - NORMAL 

1. AIRSPEED - NOT MAINTAINED - PILOT IN COMMAND 
2. PREFLIGHT PLANNING/PREPARATION - INACCURATE - PILOT IN COMMAND 
3. AIRCRAFT WEIGHT AND BALANCE - EXCEEDED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

HARD LANDING 
APPROACH - VFR PATTERN - FINAL APPROACH 

4. STALL/MUSH - INADVERTENT - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING - FLARE/TOUCHDOWN 

5. TERRAIN CONDITION - GROUND 
6. REMEDIAL ACTION - INADEQUATE - PILOT IN COMMAND 

Occurrence #4 
Phase of Operation 

----Probable Cause----

NOSE OVER 
LANDING - ROLL 

A/C Reg. No. N714VK 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4,5,6 

PAGE 51 

Time (Lcl) - 1230 MST 



F i 1 e No. - 1644 7/30/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

SHOW LOW,AZ A/C Reg. No. N30236 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1116 MST 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 1 

None 
0 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-LANDING 

NONE 1 1 1 

Make/Model - CESSNA 177 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-E2D 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2350 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 135/005 KTS 
Visibility 60.0 SM 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

SHOW LOW.AZ 
Destination 

LOCAL 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- UNK/NR 
- UNK/NR 

Lowest Sky/Clouds 9000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

SHOW LOW 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- UNK/NR 
- UNK/NR 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - FORCED LANDING 

Age - 30 
Review 

- YES 
Biennial Flight 

Current 
Months Since 
Aircraft Type 

- 13 
- UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument
Multi-Eng -

531 Last 24 Hrs - 0 
36 Last 30 Days- UNK/NR 

Last 90 Days- 14 

THE ARPT ELEVATION WAS 6411 FT MSL & THE DENSITY ALTITUDE WAS APRX 9150 FT. DURING TAKEOFF, THE ACFT CLIMBED 
TO ABOUT 7300 FT MSL, THEN BEGAN TO LOSE POWER. THE PLT WAS UNABLE TO RETURN TO THE ARPT. DURING AN EMERGENCY 
LANDING, THE WING OF THE ACFT HIT A TREE, THEN THE PLANE CRASHED. THE ENG WAS REMOVED & TRANSPORTED TO A FACILITY 
FOR TESTING. DUE TO IMPACT, THE MAGNETOS WERE REPLACED, THEN THE ENGINE WAS RUN AT 1000, 1800 & 2200 RPM. NO 
PREIMPACT DISCREPANCIES WERE VERIFIED. 
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Brief of Accident (Continued) 

Fi 1 e No. - 1644 

Occurrence #1 
Phase of Operation 

Finding(s) 
1. UNDETERMINED 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 
2. OBJECT - TREE(S) 

Occurrence #4 
Phase of Operation 

----Probable Cause----

7/30/83 SHOW LOW.AZ 

LOSS OF POWER 
TAKEOFF - INITIAL CLIMB 

FORCED LANDING 
LANDING 

IN FLIGHT COLLISION WITH OBJECT 
LANDING 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING 

A/C Reg. No. N30236 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1 · 

Factor(s) relating to this accident is/are finding(s) 2 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1646 11/05/83 NEW RIVER,AZ A/C Reg. No. N17DW Time (Lcl) - 1530 MST 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - SCHREDER HP-18 
Landing Gear - BODY GEAR 

Eng Make/Model - N/A 
Number Engines - N/A 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 890 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 270/005 KTS 

Engine Type - N/A 
Rated Power - N/A 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

Airport Proximity 
OFF AIRPORT/STRIP 

- UNK/NR 
Visibility 50.0 SM 
Lowest Sky/Clouds CLEAR 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Airport Data 
PLEASANT VALLEY 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

4000 -UNK/NR 
- UNK/NR 

Lowest Ceiling - NONE - UNK/NR 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Type Apch/Lndg - UNK/NR 

Age - 36 Medical Certificate 
Biennial F 1 i ght Review Flight 

Current - YES Total 

- NO MEDICAL 
Time (Hours) 
49 Last 24 Hrs -

SE LAND Months Since - 11 Make/Model- 2 Last 30 Days-
GLIDER Aircraft Type - UNK/NR Instrument- 0 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE PLT HAD JUST PURCHASED THE HOME BUILT, SINGLE PLACE, GLIDER & WAS ON HIS 1ST TOW. HE REPORTED THAT DURING 
TAKEOFF, THE GLIDER BECAME AIRBORNE PRIOR TO THE TOW PLANE, HE FELT A SLIGHT TUG AT THE ELEVATOR CONTROL, HAD 
CLIMBED TOO HIGH BEHIND THE TOW PLANE, THEN OVERCORRECTED IN A NOSE DOWN POSITION. THE GLIDER TOUCHED DOWN ON THE 
RWY, BOUNCED & WENT BACK IN THE AIR. THE PLT NOTICED THAT THE CANOPY HAD LOOSENED AT ITS FRONT LOCKING POINT. 
AT APRX 50 FT AGL, HE RELEASED FROM THE TOW PLANE & LANDED IN A FIELD. DURING THE LANDING, THE LEFT WING HIT 
A BUSH, AND SUBSEQUENTLY, THE GLIDER WAS DAMAGED. EARLIER THAT DAY, THE PREVIOUS OWNER & ANOTHER PLT HAD FLOWN 
THE GLIDER WITH NO PROBLEMS. 
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File No. - 1646 

Occurrence #1 
Phase of Operation 

Find1ng(s) 

Brief of Accident (Continued) 

11/05/83 NEW RIVER.AZ A/C Reg. No. N17DW 

LOSS OF CONTROL - IN FLIGHT 
TAKEOFF - INITIAL CLIMB 

1. FLIGHT CONTROLS - IMPROPER USE OF - PILOT IN COMMAND 

Time (Lcl) - 1530 MST 

2. IMPROPER USE OF EQUIPMENT/AIRCRAFT.LACK OF TOTAL EXPERIENCE IN TYPE OF AIRCRAFT - PILOT IN COMMAND 
3. AIRCRAFT HANDLING - INADEQUATE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

F1nding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
TAKEOFF 

4. ABORTED TAKEOFF - PERFORMED - PILOT IN COMMAND 
5. TERRAIN CONDITION - HIGH VEGETATION 

----Probable Cause--~-

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,3 

Factor(s) relating to this accident is/are finding(s) 2,4,5 

PAGE 55 



National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 1645 11/19/83 PEACH SPRINGS.AZ A/C Reg. No. N8178W 

----Basic Informat1on----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1330 PST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
3 

M~ke/Model - PIPER PA-32R-301T 
Landing Gear - TRiCYCLE-RETRACTABLE 

Eng Make/Model - LYCOMING TI0-540-S1AD 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 3600 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- VARIABLE 
Visibility 50.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 300 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

BULLHEAD CITY.AZ 

ATC/Airspace 
Type of Flight Plan - VFR 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
ON AIRPORT 

Airport Data 
HUA LA PI 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 23 
3972/ 

- DIRT 
- DRY 

30 

----Personnel Information---
P11ot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 

Age - 44 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 1345 Last 24 
SE LAND,ME LAND Months Since - 19 Make/Model- 14 Last 30 

Aircraft Type - C-182 Instrument- 327 Last 90 
Multi-Eng - 936 

Instrument Rating(s) - AIRPLANE 

----Narrat1ve----
REPORTEDLY, THE WIND WAS VARIABLE & GUSTY WHEN THE ACFT TOOK OFF FROM THE HUALAPAI. ARPT, PEACH SPRINGS, AZ. THE 
PLT REPORTED THAT AFTER ROTATING FOR TAKEOFF, THE ACFT MOVED LATERALLY TO THE LEFT, AND AS HE WAS CORRECTING 
FOR THE MOVEMENT, THE LEFT MAIN GEAR CONTACTED SOMETHING. REPORTEDLY, THE ACFT STRUCK A BERM BESIDE THE DIRT 
RWY. HE LEFT THE GEAR EXTENDED & FLEW TO KINGMAN WHERE HE MADE AN UNEVENTFUL LANDING. AN EXAM OF THE ACFT 
REVEALED THE LEFT MAIN GEAR HAD BEEN PUSHED AFT, THE FORWARD & AFT SPARS OF THE LEFT WING WERE TWISTED & THE 
LEFT WING SKIN HAD.POPPED RIVETS & WRINKLES ON THE TOP & BOTTOM. THE PLT REPORTED THE WINDS WERE GUSTING FROM 
CALM TO 15 KTS. 
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Brief of Accident (Continued) 

File No. - 1645 

Occurrence 
Phase of Operation 

Finding(s) 

11/19/83 PEACH SPRINGS,AZ 

IN FLIGHT COLLISION WITH TERRAIN 
TAKEOFF - INITIAL CLIMB 

1. WEATHER CONDITION - UNFAVORABLE WIND 
2. WEATHER CONDITION - GUSTS 
3. COMPENSATION FOR WIND CONDITIONS - IMPROPER - PILOT IN COMMAND 
4. PROPER ALIGNMENT - NOT MAINTAINED - PILOT IN COMMAND 
5. TERRAIN CONDITION - DIRT BANK 

----Probable Cause----

A/C Reg. No. N8178W 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 3,4 

Factor(s) relating to this accident is/are finding(s) 1,2,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i l e No. - 160 1 3/16/83 TIPTON,CA A/C Reg. No. N400HP Time (Lcl) - 1145 PST 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-AERIAL APPLICATION 
-14 CFR 137 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

0 1 
0 0 

None 
0 
0 

Make/Model - PIPER PA-36-285 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING I0-720 AIB 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 3900 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 200/007 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds 
Lowest Ceiling - 10000 FT BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 375 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Informatton---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 

Age - 38 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 2471 Last 24 Hrs -
SE LAND Months Since - 10 Make/Model- 1400 Last 30 Days-

Aircraft Type - UNK/NR Instrument- 15 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
DURING TAKEOFF, AT APRX 80 FT AGL, THE ENG BACKFIRED THEN LOST POWER. THE PLT CHOSE AN OPEN FIELD FOR AN EMERGENCY 
LANDING WHILE TRYING TO DUMP THE LOAD. WHILE LANDING, THE ACFT BOUNCED, ROLLED ABOUT 600 FT, THEN HIT A DIRT 
BERM & SUBSEQUENTLY CAME TO REST IN A NOSE DOWN POSITION. AN INVESTIGATION REVEALED THAT AN EXHAUST STACK BRACKET 
HAD FAILED FROM FATIGUE & ALLOWED THE EXHAUST GASES TO MELT THE P-LEADS TO THE MAGNETOS. 

PAGE 58 

8 
UNK/NR 

92 



Brief of Accident (Continued) 

Fi 1 e No. - 1601 3/16/83 TIPTON,CA A/C Reg. No. N400HP 

Occurrence #1 
Phase of Operation 

LOSS OF POWER(TOTAL) - MECH FAILURE/MALFUNCTION 
TAKEOFF - INITIAL CLIMB 

Finding(s) 
1. EXHAUST SYSTEM.CLAMP - FATIGUE 
2. IGNITION SYSTEM,IGNITION LEAD - BURNED 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

3. LOAD JETTISON - ATTEMPTED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

4. TERRAIN CONDITION - DIRT BANK 

Occurrence #4 
Phase of Operation 

----Probable Cause----

NOSE DOWN 
LANDING - ROLL 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are finding(s) 3,4 

PAGE 59 

Time (Lcl) - 1145 PST 



National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1722 3/27/83 COULTERVILLE,CA A/C Reg. No. N8463G 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-CRUISE 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1715 PST 

Injuries 
Serious Minor 

1 0 
0 0 

None 
0 
0 

Make/Model - CESSNA 150F 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-200A 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 1600 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - IMC 
Wind Dir/Speed- UNK/NR 
Visibility - UNK/NR 
Lowest Sky/Clouds UNK/NR 
Lowest Ceiling - UNK/NR 
Obstructions to Vision- FOG 
Precipitation - RAIN 
Condition of Light - DUSK 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 100 HP 

Itinerary 
Last Departure Point 

TONOPAH,NV 
Destination 

COLUMBIA.CA 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway Ident 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 33 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight 
Current 

Review 
- YES 

Months Since 
Aircraft Type -

5 
C-150F 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

425 Last 24 Hrs -
305 Last 30 Days-

2 Last 90 Days-

THE PILOT MADE TWO TELEPHONE CALLS TO THE FSS REQUESTING WX BRIEFINGS FOR A VFR FLT TO MEDFORD, OR. HE WAS PROVIDED 
WITH A SUMMARY OF THE CURRENT AND FORECAST WX FOR HIS ROUTE AND DESTINATION. HE WAS ADVISED THAT VFR FLT WAS 
NOT RECOMMENDED FOR THAT DAY. THE PILOT DID NOT FILE A FLT PLAN AND IT IS NOT KNOWN WHAT TIME HE DEPARTED. THE 
AIRCRAFT WAS REFUELED AT TONOPAH, NV AND NO FLT PLAN WAS FILED AND NO ETD KNOWN. THE AIRCRAFT CRASHED INTO A TREE 
AT APRX 20 FEET AGL. A WITNESS STATED THAT THE AIRCRAFT JUST BARELY CLEARED HIS HOUSETOP, HEAVY RAIN WAS FALLING 
AND ALL THE HILLS AT THE LEVEL OF HIS HOUSE WERE ENGULFED IN FOG. 
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Brief of Accident (Continued) 

File No. - 1722 

Occurrence #1 
Phase of Operation 

Finding(s) 

3/27/83 COULTERVILLE.CA 

IN FLIGHT ENCOUNTER WITH WEATHER 
CRUISE - NORMAL 

1. WEATHER CONDITION - CLOUDS 
2. VFR FLIGHT INTO IMC - CONTINUED - PILOT IN COMMAND 
3. WEATHER CONDITION - FOG 

A/C Reg. No. N8463G 

4. FLIGHT INTO KNOWN ADVERSE WEATHER - ATTEMPTED - PILOT IN COMMAND 
5. WEATHER CONDITION - RAIN 
6. JUDGEMENT - POOR - PILOT IN COMMAND 
7. PREFLIGHT BRIEFING SERVICE - DISREGARDED - PILOT IN COMMAND 
8. IN FLIGHT BRIEFING SERVICE - NOT USED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 
9. OBJECT - TREE(S) 

----Probable Cause----

IN FLIGHT COLLISION WITH OBJECT 
CRUISE - NORMAL 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4,6,7 

Factor(s) relating to this accident is/are finding(s) 1,3,5,8,9 
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National Transportation Safety Board 
Washington, D.C. 20594 

F i 1 e No . - 1 7 2 3 7/08/83 LANCASTER,CA 

----Basic Information----
Type Oper~ting Certificate-AIR CARRIER 

ON-DEMAND AIR TAXI 
Type of Operation -AERIAL APPLICATION 
Flight Conducted Under -14 CFR 137 
Accident Occurred During -CRUISE 

----Aircraft Information----

- Brief of Accident 

A/C Reg. No. N64861 

Aircraft Damage 
SUBSTANTIAL 

Fire 
IN FLIGHT 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0900 PDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - HILLER UH 12-E 
Landing Gear - SKID 

Eng Make/Model - LYCOMING VO 540-C2A 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 2800 
No. of Seats 3 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 120/004 KTS 
Visibility 50.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 305 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - UNK/NR 

Airport Proximity 
UNK/NR 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- UNK/NR 
- UNK/NR 
- UNK/NR 
- UNK/NR 

----Personnel Information---
Pi lot-In-Command Age - 36 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND 
HELICOPTER 

Instrument Rating(s) - HELICOPTER 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since 1 
Aircraft Type - 12 E 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

7000 Last 24 Hrs -
450 Last 30 Days-

1575 Last 90 Days
Rotorcraft 

ACCORDING TO THE PILOT, AFTER SPRAYING AN ONION FIELD HE WAS DEPARTING FOR THE NEXT JOB WHEN HE NOTED AN 
INCREASE IN ENGINE RPM AND A DECREASE IN ROTOR RPM. UNABLE TO MAINTAIN ALTITUDE, 'HE MADE AN EMERGENCY LANDING 
APRX 200 FEET AGL. PRIOR TO LANDING, THE PILOT OBSERVED SMOKE AND FLAME COMING FROM BEHIND THE COCKPIT AREA, 
APPARENTLY FROM THE ENGINE TRANSMISSION AREA. A TEARDOWN INSPECTION OF THE TRANSMiSSION AND CLUTCH ASSEMBLY REVEALED 
DISCOLORATION OF THE CLUTCH ASSEMBLY INDICATING THAT IT HAD BEEN OVERHEATED FROM FRICTION. 

PAGE 62 

6 
75 

250 
7000 



File No. - 1723 

Occurrence #1 
Phase of Operation 

Finding(s) 

Brief of Accident (Continued) 

7/08/83 LANCASTER,CA 

LOSS OF POWER(PARTIAL) - MECH FAILURE/MALF 
CRUISE - NORMAL 

A/C Reg. No. N64861 

1. ROTOR DRIVE SYSTEM.CLUTCH ASSEMBLY - FAILURE, TOTAL 

Occurrence #2 
Phase of Operation 

----Probable Cause----

HARD LANDING 
DESCENT - EMERGENCY 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1763 7/10/83 AVALON CATALINA,CA A/C Reg. No. N3602U 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-STANDING 

Aircraft Damage 
NONE 

Fire 
NONE 

Time (Lcl) - 1900 PDT 

Injuries 
Fatal Serious Minor None 

Crew 0 0 0 1 
Pass 0 0 0 4 
Other 0 1 0 0 

Make/Model - CESSNA 182 
Landing Gear - TRICYCLE-FIXED 
Max Gross Wt - UNK/NR 

Eng Make/Model - CONTINENTAL 0-470 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - UNK/NR 

No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- UNK/NR 
Visibility 40.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition Of Light - DUSK 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 230 HP 

Itinerary 
Last Departure Point 

SAND DIEGO.CA 
Destination 

AVALON.CA 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE-
Type Apch/Lndg - UNK/NR 

Airport Proximity 
ON AIRPORT 

Airport Data 
AVALON 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- UNK/NR 
- UNK/NR 
- UNK/NR 
- UNK/NR 

----Personnel Information---
Pi lot-In-Command Age - 35 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since - 14 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

340 Last 24 Hrs -
340 Last 30 Days-

36 Last 90 Days-

THE ACFT PROPELLER STRUCK THE ARM OF A LINEMAN WHO WAS ASSISTING THE PLT TO START THE ACFT THE PLT STATED THAT THE 
PROPELLER WAS TURNING SLOWLY AND HE ASKED FOR HELP. THE LINEMAN REQUESTED THAT ALL SWITCHES BE TURNED OFF AND PROCEED TO 
TURN THE PROPELLER WHICH IMMEDIATELY FIRED AND CONTINUED TO RUN. UPON EXAMINATION A P-LEAD ON THE MAGNETO WAS FOUND 
PULLED OUT OF THE LUG AT THE NOISE FILTER. THIS CAUSED THE MAGNETO TO BE HOT AT ALL TIMES. 
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File No. - 1763 

Occurrence 
Phase of Operation 

Finding(s) 

Brief of Accident (Continued) 

7/10/83 AVALON CATALINA.CA 

PROPELLER/ROTOR CONTACT 
STANDING - STARTING ENGINE(S) 

A/C Reg. No. N3602U 

1. IGNITION SYSTEM,MAGNETO - IMPROPER 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1 

PAGE 65 

Time (Lcl) - 1900 PDT 



National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1689 7/18/83 FONTANA.CA A/C Reg. No. N7692S 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-DESCENT 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
1 
0 

Time (Lcl) - 1730 PDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

Make/Model - BELLANCA 7KCAB 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING AEI0-320-E2B 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 1650 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 260/012 KTS 
Visibility 4.000 SM 
Lowest Sky/Clouds PART OBS 
Lowest Ceiling - NONE 
Obstructions to Vision- HAZE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 160 HP 

Itinerary 
Last Departure Point 

LA VERNE.CA 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 53 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review 

Current - YES 
SE LAND Months Since 9 

Aircraft Type - UNK/NR 

Instrument Rating(s) - NONE 

----Narrative----

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

1029 Last 24 Hrs -
18 Last 30 Days-

4 Last 90 Days-
39 

THE ACFT IMPACTED THE TERRAIN AT 4600 FT MSL AT A STEEP ANGLE IN BRUSH AND DIRT NEAR A FIRE ROAD. ACCORDING TO THE PLTS 
FAMILY THE ACFT HAD RECENTLY BEEN PURCHASED BY THE PLT AND HE FREQUENTLY PRACTICED AEROBATICS IN THE LATE AFTERNOON. HIS 
AEROBATIC INSTRUCTION CONSISTED OF INFORMAL DISCUSSIONS. THE DENSITY ALT AT THE ACCIDENT SITE WAS CALCULATED TO BE ABOUT 
7500 FT. THE WEATHER WAS VMC AND WINDS WERE LIGHT AND VARIABLE. THE ENGINE WAS PARTIALLY DISASSEMBLED ON 7/27 AND NO 
CONDITIONS WERE FOUND WHICH WOULD HAVE INTERFERED WITH NORMAL OPERATION. 
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File No. - 1689 

Occurrence #1 
Phase of Operation 

Finding(s) 

7/18/83 FONTANA.CA 

LOSS OF CONTROL - IN FLIGHT 
MANEUVERING 

1. WEATHER CONDITION - HIGH DENSITY ALTITUDE 
2. AEROBATICS - PERFORMED - PILOT IN COMMAND 

Brief of Accident (Continued) 

A/C Reg. No. N7692S 

3. IMPROPER USE OF EQUIPMENT/AIRCRAFT,OVER CONFIDENCE IN PERSONAL ABILITY - PILOT IN COMMAND 
4. ALTITUDE - NOT MAINTAINED - PILOT IN COMMAND 

Time (Lcl) - 1730 PDT 

5. IMPROPER USE OF EQUIPMENT/AIRCRAFT.INADEQUATE TRANSITION/UPGRADE TRAINING - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

6. TERRAIN CONDITION - HIGH TERRAIN 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4,5 

Factor(s) relating to this accident is/are finding(s) 1,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1665 8/04/83 WEAVERVILLE.CA A/C Reg. No. N757TE 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 2044 PDT 

Injuries 
Serious Minor 

1 0 
1 0 

None 
0 
0 

Make/Model - CESSNA 152 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-235-L2C 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 1670 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 180/004 KTS 
Visibility 60.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE -
Precipitation - NONE 
Condition of Light - DUSK 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 110 HP 

Itinerary 
Last Departure Point 

BROOKINGS,OR 
Destination 

REDDING.CA 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

Age - 42 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight 

Current 
Review 

- YES 
Months Since 
Aircraft Type -

5 
UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

260 Last 24 Hrs - 3 
58 Last 30 Days- UNK/NR 

2 Last 90 Days- 4 

THE ACFT CRASH LANDED IN MOUNTAINOUS TERRAIN AFTER THE ENGINE LOST POWER. AT 2040 PDT A MAYDAY CALL WAS HEARD FROM THE 
ACCIDENT ACFT BY THE REDDING TOWER. THE ACFT WAS ADVISED TO SQUAWK CODE 7700 AND TO TRANSMIT ON SEVERAL OTHER 
FREQUENCIES. NO FURTHER READABLE TRANSMISSIONS FROM THE ACFT WERE RECEIVED BY REDDING TWR. AT 2047 ANOTHER ACFT ADVISED 
REDDING THAT THE ACCIDENT ACFT INITIALLY REPT LOSS OF OIL PRESSURE, THEN A DEAD ENGINE AND THAT HE WAS GOING DOWN IN THE 
AREA OF TRINITY CENTER. LATER ONE OF THE OPERATORS OF THE FLYING CLUB TO WHICH THE ACCIDENT ACFT BELONGED SAID THE PILOT 
HAD TOLD HIM HE RAN OUT OF FUEL. NO FUEL WAS FOUND IN THE ACFT AT THE ACCIDENT SITE. 
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Brief of Accident (Continued) 

File No. - 1665 

Occurrence #1 
Phase of Operation 

f inding(s) 

8/04/83 WEAVERVILLE,CA 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
CRUISE - NORMAL 

1. FLUID.FUEL - EXHAUSTION 
2. FUEL SUPPLY - NOT CORRECTED - PILOT IN COMMAND 

A/C Reg. No. N757TE 

3. IMPROPER USE OF EQUIPMENT/AIRCRAFT,LACK OF RECENT TOTAL EXPERIENCE - PILOT IN COMMAND 
4. AIRCRAFT PREFLIGHT - INADEQUATE - PILOT IN COMMAND 
5. REFUELING - NOT PERFORMED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4,5 

Factor(s) relating to this accident is/are finding(s) 1 
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Fi 1 e No. - 17 46 8/16/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

HERNDON,CA A/C Reg. No. N3926F 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 2350 PDT 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-LANDING 

NONE 0 0 2 

Make/Mode 1 - CESSNA 172 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-300-A 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2200 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - ACFT RADIO 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 30.0 SM 
Lowest Sky/Clouds SCATTERED 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - NIGHT(DARK) 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 145 HP 

Itinerary 
Last Departure Point 

PORTERVILLE.CA 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Airport Proximity 
ON AIRPORT 

Airport Data 
SIERRA SKY PARK 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 30 
2920/ 

- MACADAM 
- DRY 

50 

Type Apch/Lndg - VISUAL STRAIGHT-IN 

Age - 50 
Biennial Flight Review 

Current - YES 
Months Since 1 
Aircraft Type - 172 

FULL STOP 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument-

116 Last 24 Hrs - 1 
19 Last 30 Days- UNK/NR 

9 Last 90 Days- 20 

THE PILOT REPORTED THAT THE APPROACH AND LANDING WERE NORMAL. DURING ROLLOUT, THE ACFT'S LANDING LIGHT FAILED AND THE 
PILOT WAS UNABLE TO SEE WELL ENOUGH TO MAINTAIN HIS COURSE ON THE RWY. THE ACFT VEERED OFF THE LEFT SIDE ONTO SOFT 
TERRAIN AND THE NOSE GEAR COLLAPSED. THERE ARE NO ILLUMINATED RWY LIGHTS. 
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Brief of Accident (Continued) 

F i l e No . - 17 46 8/16/83 HERNDON,CA 

Occurrence #1 
Phase of Operation 

LOSS OF CONTROL - ON GROUND 
LANDING - ROLL 

Finding(s) 
1. ELECTRICAL SYSTEM.FUSE - LOOSE 
2. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
3. LIGHT CONDITION - DARK NIGHT 
4. AIRPORT FACILITIES.RUNWAY EDGE LIGHTS - UNAVAILABLE 

Occurrence #2 
Phase of Operation 

Finding(s) 

NOSE DOWN 
LANDING - ROLL 

5. TERRAIN CONDITION - SOFT 

----Probable Cause----

A/C Reg. No. N3926F 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2 

Factor(s) relating to this accident is/are finding(s) 1,3,4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1632 8/17/83 SANTA ROSA.CA A/C Reg. No. N5698V 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-BUSINESS 
-14 CFR 91 
-DESCENT 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
1 
1 

Time (Lcl) - 0550 PDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

Make/Model - PIPER PA-28-181 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-360-A4M 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2550 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - IMC 
Wind Dir/Speed- CALM 
Visibility .500 SM 
Lowest Sky/Clouds UNK/NR 
Lowest Ceiling - UNK/NR 
Obstructions to Vision- FOG 
Precipitation - NONE 
Condition of Light - DAWN 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 180 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

PALO ALTO,CA 

ATC/Airspace 

Age -

Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

43 Medical 
Biennial Flight Review 

Airport Proximity 
ON AIRPORT 

Airport Data 
SONOMA CO. 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- UNK/NR 
- UNK/NR 
- ASPHALT 
- UNK/NR 

Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

----Personnel Information---
~i lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE Current - YES Total 152 Last 24 Hrs - UNK/NR 
SE LAND Months Since 3 Make/Model- 99 Last 30 Days-

Aircraft Type - PA-28 Instrument- 4 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE NON-INSTRUMENT RATED PLT & A PASSENGER TOOK OFF FROM THE ARPT AT DAWN BEFORE THE CONTROL TOWER WAS IN 
OPERATION. THE TAKEOFF WAS AT 0549 PDT IN IMC CONDITIONS. SHORTLY AFTER TAKING OFF, THE ACFT CRASHED. ONE WITNESS 
STATED THAT HE HEARD THE ACFT TAKEOFF "ON 19". THEN HEARD THE ENG LIKE IT WAS IN A DIVE. ANOTHER WITNESS HEARD THE 
ACFT FLY OVER HIS HOUSE, THEN TURN AROUND & FLY BACK OVER HIS HOUSE & CRASH. HE STATED THE WX WAS FOGGY, BUT 
HE COULD SEE RUNWAY LIGHTS ABOUT 400 TO 500 YARDS AWAY. AT 0620 PDT, TOWER PERSONNEL OBSERVED THE WX WAS: 200 FT 
INDEFINITE CEILING, VISIBILITY 1/2 MI WITH FOG, TEMP 57, DEW POINT 55, WIND CALM. DURING IMPACT, THE ACFT WAS 
DEMOLISHED & THE WRECKAGE WAS STREWN OVER A PATH 345 FT LONG. A PIECE OF RED LENS WAS FOUND NEAR THE 1ST IMPACT 
POINT. THERE WAS NO RECORD OF A PREFLT WX BRIEFING OR COMMUNICATION WITH ANY RADIO FACILITY. 
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Brief of Accident (Continued) 

File No. - 1632 8/17/83 SANTA ROSA,CA 

Occurrence 111 
Phase of Operation 

IN FLIGHT ENCOUNTER WITH WEATHER 
TAKEOFF 

Finding(s) 
1. CONTROL TOWER SERVICE - NOT POSSIBLE - PILOT IN COMMAND 
2. PREFLIGHT PLANNING/PREPARATION - INADEQUATE - PILOT IN COMMAND 
3. LIGHT CONDITION - DAWN 
4. WEATHER CONDITION - LOW CEILING 
5. WEATHER CONDITION - FOG 
6. VFR FLIGHT INTO IMC - INITIATED - PILOT IN COMMAND 

A/C Reg. No. N5698V 

7. IMPROPER DECISION,LACK OF TOTAL INSTRUMENT TIME - PILOT IN COMMAND 

Occurrence 112 
Phase of Operation 

Finding(s) 

LOSS OF CONTROL - IN FLIGHT 
TAKEOFF - INITIAL CLIMB 

8. AIRCRAFT HANDLING - NOT POSSIBLE - PILOT IN COMMAND 
9. IMPROPER USE OF EQUIPMENT/AIRCRAFT.SPATIAL DISORIENTATION - PILOT IN COMMAND 

Occurrence 113 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,6,9 

Factor(s) relati0g to this accident is/are finding(s) 1,3,4,5,7,8 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1633 8/18/83 SAN PEDRO,CA A/C Reg. No. N90958 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-OTHER WORK USE 
-14 CFR 91 
-STANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
1 

Time (Lcl) - 0643 PDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
2 

Make/Model - HUGHES 369HS 
Landing Gear - SKID 

Eng Make/Model - ALLISON 250-C18B 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 2400 
No~ of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NWS 
Method - TV/RADIO 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 140/005 KTS 
Visibility 12.0 SM 

Engine Type - TURBOSHAFT 
Rated Power 317 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

UNK/NR 

ATC/Airspace 
Lowest Sky/Clouds 900 
Lowest Ceiling 1900 

FT SCATTERED Type of Flight Plan - NONE 
FT BROKEN Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
ON AIRPORT 

Airport Data 
HE LI PAD 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- UNK/NR 
250/ 

- UNK/NR 
- WET 

75 

----Personnel Information---
Pi lot-In-Command Age - 50 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
PRIVATE,COMMERCIAL,ATP 
SE LAND,ME LAND 
HELICOPTER ,GLIDER 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since - 25 
Aircraft Type - H-369 

Flight Time (Hours) 
Total 9500 Last 24 Hrs -
Make/Model- 800 Last 30 Days-
Instrument- 1000 Last 90 Days-
Multi-Eng - 1000 Rotorcraft 

THE PLT WAS ON A MISSION TO TRANSPORT COMPANY PERSONNEL & HAD LANDED ON A BARGE THAT WAS BEING USED AS A HELIPAD. THE 
BARGE WAS ABOUT 250 FT LONG & 75 FT WIDE. AFTER ARRIVING, THE PLT PARKED THE HELICOPTER WITH THE TAIL BOOM AS CLOSE 
TO THE EDGE OF THE BARGE 'AS POSSIBLE. HE THEN REDUCED THE POWER TO IDLE & SIGNALED FOR THE 3 PASSENGERS (WAITING 
BEHIND A ROPE LINE) TO APPROACH THE HELICOPTER IN ACCORDANCE WITH ESTABLISHED OPERATING PROCEDURES. AS THE PASSENGERS 
APPROACHED THE RIGHT SIDE OF THE HELICOPTER, THEY MOVED OUT OF THE PLT'S LINE OF SIGHT. WHILE 2 WERE BOARDING, THE 
3RD PASSENGER WALKED TO THE REAR OF THE ACFT, DUCKED UNDER THE HORIZONTAL STABILIZER & WALKED INTO THE TAIL ROTOR. THE 
VICTIM WAS TREATED & TAKEN TO A HOSPITAL, BUT SUCCUMBED LATER DUE TO HEAD & SHOULDER INJURIES. A TRAINING PROGRAM HAD 
BEEN INSTITUTED TO EDUCATE THE PASSENGERS CONCERNING HAZARDS ASSOCIATED WITH ROTATING COMPONENTS OF THE ROTOR SYS & 
OFF-LIMIT AREAS. THE PASSENGER HAD BEEN BRIEFED ON 3 OCCASIONS & HAD BEEN A PASSENGER NEARLY EVERY DAY FOR 6 WEEKS. 
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File No. - 1633 

Occurrence 
Phase of Operation 

Finding(s) 

Brief of Accident (Continued) 

8/18/83 SAN PEDRO.CA A/C Reg. No. N90958 

PROPELLER/ROTOR CONTACT 
STANDING - IDLING ROTORS 

1. PROCEDURES/DIRECTIVES - NOT FOLLOWED - PASSENGER 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1759 9/13/83 SAN JOSE.CA A/C Reg. No. N8398Q 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

- INSTRUCTIONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1220 PDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - ROBINSON R22 
Landing Gear - SKID 

Eng Make/Model - LYCOMING 0-320-B2C 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 1300 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 15.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 160 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

FULL STOP 

Airport Proximity 
ON AIRPORT 

Airport Data 
REID-HILLVIEW 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 31L 
3099/ 

- ASPHALT 
- DRY 

75 

----Personnel Information---
Pi lot-In-Command Age - 23 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Biennial Flight Review 
Current - YES 
Months Since 3 
Aircraft Type - PA-38 

Flight Time (Hours) 
Total 88 Last 24 Hrs -
Make/Model- 16 Last 30 Days-
Instrument- 2 Last 90 Days-

Rotorcraft 

Instrument Rating(s) - NONE 

----Narrative----
THE PRIVATE PLT WAS CERTIFICATED FOR FIXED WING, SINGLE ENG, LAND ACFT, BUT WAS NOT RATED IN HELICOPTERS. WHILE 
ON A SOLO FLT, PRACTICING LANDINGS, HE WAS ON FINAL APCH TO LAND WHEN HE ENCOUNTERED A DECREASE IN ENG POWER & 
ROTOR RPM. SUBSEQUENTLY, THE HELICOPTER WAS DAMAGED DURING AN EMERGENCY LANDING. TOWER PERSONNEL STATED THAT THE 
ENGS & ROTORS WERE OPERATING AFTER THE LANDING. AN ENG RUN-UP & MAGNETO CHECK WERE. CONDUCTED AFTER THE MISHAP 
WHICH SHOWED NORMAL OPERATION. 
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File No. - 1759 

Occurrence #1 
Phase of Operation 

Finding(s) 
1. UNDETERMINED 

Occurrence #2 
Phase of Operation 

Finding(s) 

Brief of Accident (Continued) 

9/13/83 SAN JOSE.CA A/C Reg. No. N8398Q 

LOSS OF POWER 
APPROACH - VFR PATTERN - FINAL APPROACH 

FORCED LANDING 
LANDING 

2. AUTOROTATION - PERFORMED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

----Probable Cause----

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1709 9/15/83 TULELAKE.CA A/C Reg. No. N871H Time (Lcl) - 0930 PST 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-AERIAL APPLICATION 
-14 CFR 137 
-MANEUVERING 

Aircraft Damage 
DESTROYED 

Fire 
ON GROUND 

Crew 
Pass 

Fatal 
1 
0 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

Make/Model - HILLER UH12L 
Landing Gear - SKID 

Eng Make/Model - LYCOMING TIV0-540-A2A 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 3100 
No. of Seats 3 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- VARIABLE 
Visibility 30.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 315 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command Age - 40 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL 

Biennial Flight 
Current 

Review 
- UNK/NR Total 

Flight Time (Hours) 
10000 Last 24 Hrs -

SE LAND,ME LAND 
HELICOPTER 

Months Since - UNK/NR Make/Model- UNK/NR Last 30 Days-
Aircraft Type - UNK/NR Instrument- UNK/NR Last 90 Days-

Multi-Eng - UNK/NR Rotorcraft 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE HELICOPTER WAS ON AN AGRICULTURAL SPRAYING OPERATION. WHILE PERFORMING A TURN-AROUND, A SPRAY BOOM STRUCK A 
RAISED DIRT BANK BESIDE A DITCH AT THE EDGE OF THE FIELD. SUBSEQUENTLY, THE HELICOPTER WAS PITCHED DOWN & TO THE 
RIGHT, THEN IMPACTED AN UPRIGHT PORTION OF A FLAT BED TRUCK, CRASHED & BURNED. NO PREIMPACT/MECHANICAL FAILURE WAS 
FOUND. 
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Brief of Accident (Continued) 

File No. - 1709 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/15/83 TULELAKE.CA 

IN FLIGHT COLLISION WITH TERRAIN 
MANEUVERING - AERIAL APPLICATION 

1. TERRAIN CONDITION - DIRT BANK 
2. CLEARANCE - MISJUDGED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 
3. OBJECT - VEHICLE 

----Probable Cause----

IN FLIGHT COLLISION WITH OBJECT 
MANEUVERING - AERIAL APPLICATION 

A/C Reg. No. N871H 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2 

Factor(s) relating to this accident is/are finding(s) 1,3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1688 9/18/83 VENICE.CA A/C Reg. No. N22697 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-BANNER TOW 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1326 PDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - CESSNA 150H 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-EZD 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 1680 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 210/009 KTS 
Visibility 3.000 SM 
Lowest Sky/Clouds PART OBS 
Lowest Ceiling - NONE 
Obstructions to Vision- HAZE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
COMMERCIAL 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

SAN FERNANDO.VA 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

Age - 41 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review 

Current - UNK/NR 
Months Since - UNK/NR 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

1080 Last 24 Hrs - 5 
18 Last 30 Days- UNK/NR 
24 Last 90 Days- 13 

THE ACFT DITCHED IN THE OCEAN AFTER LOSING POWER WHILE TOWING A BANNER. THE PILOT STATED THAT THE ENG QUIT WHILE THE 
ACFT WAS OVER LAND. HE TURNED TOWARD THE OCEAN AND MANAGED TO START THE ENGINE 2 TIMES FOR A BRIEF PERIOD WHILE 
DESCENDING. THE PROPELLER STOPPED BEFORE THE ACFT WAS DITCHED 50 YARDS OFFSHORE WITH THE BANNER STILL ATTACHED. THE PLT 
SWAM ASHORE AND THE ACFT WAS WASHED ASHORE BY THE WAVES WITH THE ASSISTANCE OF LIFEGUARDS. THE FUEL SYSTEM WAS INTACT 
WITH NO FUEL OBSERVED ON THE WATER. THE FUEL SYSTEM WAS DRAINED OF 4 GALLONS OF FUEL. THIS ACFT NORMALLY HAS ABOUT 3 
GALLONS OF UNUSABLE FUEL ABOARD. 
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Brief of Accident (Continued) 

Fi 1 e No. - 1688 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/18/83 VENICE,CA 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
CRUISE - NORMAL 

1. FLUID.FUEL - EXHAUSTION 
2. PREFLIGHT PLANNING/PREPARATION - POOR - PILOT IN COMMAND 
3. FUEL SUPPLY - INADEQUATE - PILOT IN COMMAND 
4. REFUELING - MISJUDGED - PILOT IN COMMAND 
5. LOAD JETTISON - NOT PERFORMED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

DITCHING 
LANDING - FLARE/TOUCHDOWN 

A/C Reg. No. N22697 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4,5 

Factor(s) relating to this accident is/are finding(s) 1 

PAGE 81 

Time (Lcl) - 1326 PDT 



National Transportation Safety Board 
Washington. D.C. 20594 

Brief of Accident 

File No. - 1642 9/20/83 JOSHUA TREE,CA A/C Reg. No. N5437B 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1305 PDT 

Injuries 
Serious Minor 

0 1 
0 1 

None 
0 
0 

Make/Model - CESSNA 182 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-470L 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2800 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - PATWAS 
Method - TELEPHONE 
Completeness - UNK/NR 

Basic Weather - IMC 
Wind Dir/Speed- UNK/NR 
Visibility .125 SM 
Lowest Sky/Clouds 100 FT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 230 HP 

Itinerary 
Last Departure Point 

SAN CARLOS.CA 
Destination 

GLENDALE,AZ 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 
- N/A 

Lowest Ceiling 100 FT OVERCAST 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status - N/A 

Obstructions to Vision- FOG 
Precipitation - UNK/NR 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - PRECAUTJONARY LNDG 

Age - 44 
Biennial Flight 

Current 
Review 

- YES 
7 

182 
Months Since 
Aircraft Type -

Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument
Multi-Eng -

900 Last 24 Hrs - UNK/NR 
500 Last 30 Days- UNK/NR 

UNK/NR Last 90 Days- UNK/NR 
UNK/NR Rotorcraf t - UNK/NR 

THE PLT REPORTED THAT HE WAS FLYING UNDER A 2000 FT MSL CLOUD LAYER WHILE EN ROUTE FROM SAN CARLOS, CA TO GLENDALE, 
AZ. HE FLEW INTO A VALLEY & THE CLOUDS BEGAN CLOSING IN. HE THEN MADE A 180 DEG TURN, BUT THE CLOUDS HAD 
CLOSED IN BEHIND HIM. HE ATTEMPTED A PRECAUTIONARY LANDING ON A ROAD IN THE JOSHUA TREE NATIONAL MONUMENT. 
HOWEVER, DURING THE ROLL-OUT, THE LEFT WING OF THE ACFT CONTACTED A JOSHUA TREE & THE ACFT WAS SUBSTANTIALLY 
DAMAGED. 
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Brief of Accident (Continued) 

File No. - 1642 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/20/83 JOSHUA TREE.CA 

IN FLIGHT ENCOUNTER WITH WEATHER 
CRUISE - NORMAL 

1. WEATHER CONDITION - CLOUDS 
2. WEATHER CONDITION - LOW CEILING 
3. WEATHER CONDITION - FOG 
4. VFR FLIGHT INTO IMC - CONTINUED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH OBJECT 
LANDING - ROLL 

5. PRECAUTIONARY LANDING - PERFORMED - PILOT IN COMMAND 
6. OBJECT - TREE(S) 

----Probable Cause----

A/C Reg. No. N5437B 

The National Transportation Safety Board determines 'that the Probable Cause(s) of this accident 
is/are finding(s) 4 

Factor(s) relating to this accident is/are finding(s) 1,2,3,5,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1721 9/25/83 LODI,CA A/C Reg. No. N361F 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-DESCENT 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1730 PDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PILATUS PC-6/C-H2 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - AIRESEARCH TPE 331-25D 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 4850 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 300/008 KTS 
Visibility 25.0 SM 

Engine Type - TURBOPROP 
Rated Power 516 HP 

Itinerary 
Last Departure Point 

LODI, CA 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Lowest Sky/Clouds 5000 
Lowest Ceiling - 20000 

FT SCATTERED Type of Flight Plan - NONE 
FT BROKEN Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE FULL STOP 
Condition of Light - DAYLIGHT 

Airport Proximity 
ON AIRPORT 

Airport Data 
LODI 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- UNK/NR 
2070/ 

- ASPHALT 
- DRY 

26 

----Personnel Information---
Pi lot-In-Command Age - 40 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL 
ME LAND.SE SEA 
GLIDER 

Instrument Rating(s) - NONE 

----Narrative----

Review 
- YES 

4 

Biennial Flight 
Current 
Months Since 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

2780 Last 24 Hrs -
5 Last 30 Days-

80 Last 90 Days-
1000 

ACCORDING TO THE PILOT AS HE MADE AN APPROACH TO LAND HE ADVANCED THE POWER LEVER TO GAIN MORE THRUST BUT 
HE FELT THAT THE PROPELLER WENT INTO BETA RANGE DUE TO PLAY IN THE PROPELLER CONTROL LINKAGE. AT APRX 50 FEET 
AGL AND 200 FEET FROM THE END OF THE RUNWAY, THE AIRCRAFT STALLED AND FELL TO THE GROUND. 
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Brief of Accident (Continued) 

File No. - 1721 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/25/83 LODI.CA 

LOSS OF POWER(PARTIAL) - MECH FAILURE/MALF 
APPROACH - VFR PATTERN - FINAL APPROACH 

1. PROPELLER SYSTEM/ACCESSORIES,PROP CONTROL UNIT - LOOSE 

Occurrence #2 
Phase of Operation 

Finding(s) 

LOSS OF CONTROL - IN FLIGHT 
APPROACH - VFR PATTERN - FINAL APPROACH 

2. STALL - INADVERTENT - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

3. TERRAIN CONDITION - GROUND 

----Probable Cause----

A/C Reg. No. N361F 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are finding(s) 3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1666 11/28/83 EL CAJON,CA A/C Reg. No. N9335A 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1722 PST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
1 

Make/Model - CESSNA 195 
landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - JACOBS R-755-82 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 3350 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 5 Rated Power 300 HP 

-------------------------------------------------------------------------------------------------------------------------------------
----Environment/Operations Information---

Weather Data 
Wx Briefing - UNK/NR 

Method - UNK/NR 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 15.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - NIGHT(DARK) 

Itinerary 
Last Departure Point 

EL MONTE,CA 
Destination 

EL CAJON.CA 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

Airport Proximity 
ON AIRPORT 

Airport Data 
GILLESPIE 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 27 
5340/ 

- ASPHALT 
- DRY 

70 

----Personnel Information---
Pi lot-In-Command Age - 31 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certificate(s)/Rating(s) 
COMMERCIAL 

Biennial Flight 
Current 

Review 
- YES Total 

Flight Time (Hours) 
4103 Last 24 Hrs - 4 

SE LAND.ME LAND 
HELICOPTER 

Months Since 7 Make/Model- 404 Last 30 Days- UNK/NR 
Aircraft Type - C-195 Instrument- UNK/NR Last 90 Days-

Multi-Eng - 250 Rotorcraft 

Instrument Rating(s) - NONE 

----Narrative----
THE PILOT STATED THAT THE ACFT VEERED TO THE RIGHT DURING LANDING. THE PILOT TRIED LEFT BRAKE WITH NO SUCCESS. THE ACFT 
GROUNDLOOPED AND THE LEFT GEAR FAILED. THE BRAKES WERE EXAMINED AFTER THE ACCIDENT BUT DUE TO THE DAMAGE TO THE LINES & 
AND FITTINGS NO PRE-EXISTING LEAK COULD BE FOUND. ACCORDING TO THE PILOT HE MADE THREE LANDINGS THAT DAY WITHOUT A 
PROBLE~. THE WINDS WERE CALM. 
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Brief of Accident (Continued) 

File No. - 1666 

Occurrence #1 
Phase of Operation 

Finding(s) 

11/28/83 EL CAJON,CA 

LOSS OF CONTROL - ON GROUND 
LANDING - FLARE/TOUCHDOWN 

1. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
2. GROUND LOOP/SWERVE - NOT CORRECTED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

MAIN GEAR COLLAPSED 
LANDING - ROLL 

3. LANDING GEAR,MAIN GEAR STRUT - OVERLOAD 

----Probable Cause----

A/C Reg. No. N9335A 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are finding(s) 3 
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National Transportation Safety Board 
Washingtori, D.C. 20594 

Brief of Accident 

File No. - 1678 2/11/83 BURLINGTON,CO A/C Reg. No. N94618 

----Basic Information----
Type Operating Certificate-AIR CARRIER 

Time (Lcl) - 0940 MST 

Injuries 
ON-DEMAND AIR TAXI 

Type of Operation -BUSINESS 

Aircraft Damage· 
DESTROYED 

Fire Crew 
Pass 

Fatal· 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under -14 CFR 91 NONE 0 0 1 1 
Accident Occurred During -APPROACH 

----Aircraft Information----
Make/Model - CESSNA 1820 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-470-U 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2950 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 310/008 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power· 230 HP 

Itinerary 
Last Departure Point 

ENGLEWOOD,CO 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of. Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

FULL STOP 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
BURLINGTON MUNI. 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 13 
3600/ 

- ASPHALT 
- DRY 

50 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,CFI 

Age - 32 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

SE LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Biennial Flight 
Current 

Review 
- YES 

Months Since 
Aircraft Type -

5 
C-172RG 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

407 Last 24 Hrs - UNK/NR 
20 Last 30 Days- UNK/NR 
68 Last 90 Days- 37 

THE ACFT CRASHED DURING AN ATTEMPTED GO-AROUND. THE PILOT HAD LANDED DOWNWIND WITH AN APPROACH SPEED OF 80 KTS AND 25 
DEGREES FLAPS. THE PILOT SAID HE USED RWY 13 INSTEAD OF 31 BECAUSE OF A NOTAM PROHIBITING LANDING ON RWY 31. THERE WAS 
NO NOTAM TO THAT EFFECT NOR WAS THERE A NOTAM PROHIBITING TAKEOFFS ON RWY 13. DURING LANDING ROLL THE PILOT REALIZED 
HE WAS TOO FAR DOWN THE RWY AND GOING TOO FAST. HE STARTED A GO-AROUND. A WITNESS SAW THE ACFT 1000 FT FROM THE 
DEPARTURE END OF THE RWY & MOVING AT A HIGH RATE OF SPEED. HE SAID THE ACFT WENT OFF THE RIGHT SIDE OF THE RUNWAY ABOUT 
300-400 FROM THE END OF RWY 13. THE ACFT'S NOSE GEAR WAS OFF THE GROUND BUT THE MAIN GEAR WAS NOT. "THE PILOT THEN 
PUSHED THE THROTTLE IN AS IF TO MAKE A GO-AROUND 11

• HE ALSO STATED THE ACFT WENT THROUGH A FENCE, HIT A RAILROAD TRACK 
ANO FLIPPED IT OVER. 
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Brief of Accident (Continued) 

File No. - 1678 

Occurrence #1 
Phase of Operation 

Finding(s) 

2/11/83 BURLINGTON.CO 

LOSS OF CONTROL - ON GROUND 
APPROACH - GO-AROUND (VFR) 

1. WEATHER CONDITION - TAILWIND 
2. LOWERING OF FLAPS - IMPROPER USE OF - PILOT IN COMMAND 
3. WRONG RUNWAY - SELECTED - PILOT IN COMMAND 
4. COMPENSATION FOR WIND CONDITIONS - IMPROPER - PILOT IN COMMAND 
5. AIRSPEED - ABOVE - PILOT IN COMMAND 
6. DISTANCE - MISJUDGED - PILOT IN COMMAND 
7. GO-AROUND - DELAYED - PILOT IN COMMAND 
8. GROUND LOOP/SWERVE - NOT CORRECTED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

NOSE OVER 
APPROACH - GO-AROUND (VFR) 

A/C Reg. No. N94618 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4,5,6,7,8 

Factor(s) relating to this accident is/are f inding(s) 1 
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Fi 1 e No. - 1790 6/17/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

ELLICOTT, CO A/C Reg. No. N75958 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 0835 MDT 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire ~rew 

Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-LANDING 

NONE 0 0 1 

Make/Mode 1 - CESSNA 172 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-H2AD 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2300 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 135/006 KTS 
Visibility 100.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 160 HP 

Itinerary 
Last Departure Point 

COLORADO SPRING.CO 
Destination 

· LOCAL 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 

Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 

Type Apch/Lndg - UNK/NR 

Age - 52 
Biennial Flight Review 

Current - YES 
Months Since - 10 
Aircraft Type - UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 3419 Last 24 Hrs - 1 
Make/Model- 484 Last 30 Days- UNK/NR 
Instrument- 191 Last 90 Days- 7 
Multi-Eng - UNK/NR Rotorcraft - UNK/NR 

THE ACFT COLLIDED WITH A FENCE DURING A FORCED LANDING AFTER THE ENGINE QUIT. THE PLT WAS DESCENDING FROM AIRWORK AT 
10800 FT MSL TO RETURN TO THE ARPT. THE ENGINE WAS REDUCED TO IDLE AND THE CARBURETOR HEAT WAS ON BUT THE ENGINE WOULD 
NOT RESPOND WHEN THE THROTTLE WAS ADVANCED. EMERGENCY PROCEDURES WERE INTITATED AND A LANDING SITE CHOSEN. THE DIRT ROAD 
CHOSEN HAD A CROSSWIND SO AN ALTERNATE FIELD WAS CHOSEN. THE GRASS FIELD GAVE POOR DECELERATION AND AFTER 455 FT OF ROLL 
A FENCE WAS ENCOUNTERED. IN THE RECOMMENDATION SECTION OF THE PILOT'S ACCIDENT REPORT HE WROTE "BE CAUTIOUS EVEN WITH NO 
VISIBLE MOISTURE WHEN IT WAS VISIBLE EARLIER." ALL POST ACCIDENT TESTS ON THE ENGINE WERE NORMAL. THE FUEL SYSTEM 
CONTAINED NO WATER IN THE TANKS OR LINES. THE TEMPERATURE ON THE DAY OF THE ACCIDENT WAS 55 DEGREES F AND THE DEWPOINT 
WAS 32 DEGREES F. 
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Brief of Accident (Continued) 

File No. - 1790 

Occurrence #1 
Phase of Operation 

Finding(s) 

6/17/83 ELLICOTT.CO 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
DESCENT - NORMAL 

1. FUEL SYSTEM.CARBURETOR - ICE 
2. CARBURETOR HEAT - IMPROPER USE OF - PILOT IN COMMAND 
3. WEATHER CONDITION - CARBURETOR ICING CONDITIONS 
4. THROTTLE/POWER CONTROL - IMPROPER USE OF - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 
5. OBJECT - FENCE 

----Probable Cause----

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

ON GROUND COLLISION WITH OBJECT 
LANDING - ROLL 

A/C Reg. No. N75958 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4 

Factor(s) relating to this accident is/are finding(s) 1,3,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1670 7/21/83 GUNNISON,CO A/C Reg. No. N86344 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0925 MDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
3 

Make/Model - CESSNA 182P 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-470-R-258 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2950 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 30.0 SM 

Rated Power 230 HP 

Itinerary 
Last Departure Point 

MILFORD,UT 
Destination 

GUNNISON,CO 

ATC/Airspace 
Lowest Sky/Clouds 25000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - VFR 
Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - FULL STOP 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
ON AIRPORT 

Airport Data 
GUNNISON COUNTY 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 24 
7198/ 

- ASPHALT 
- DRY 

100 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 39 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since - 12 
Aircraft Type - C-182 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

249 Last 24 Hrs - UNK/NR 
249 Last 30 Days- UNK/NR 

3 Last 90 Days- UNK/NR 

THE ACFT COLLIDED WITH A DRAINAGE DITCH AND COLLAPSED THE NOSE GEAR DURING LANDING. THE PILOT STATED THE LANDING WAS 
NORMAL BUT DURING ROLLOUT HE ELECTED TO RETRACT THE FLAPS, TURN OFF THE CARBUERTOR HEAT AND OPEN THE COWL FLAPS. AT THIS 
TIME THE ACFT VEERED LEFT AND THE PILOT SAID IN SPITE OF USE OF RUDDER AND/OR BRAKES HE WAS UNABLE TO REGAIN CONTROL. 
THERE WERE NO REPORTED WITNESSES TO THE ACCIDENT. UPON EXAMINATION OF BRAKES AND FLT CONTROLS NO MALFUNCTIONS WERE FOUND 
AND THE PLT DID NOT REPORT ANY MALFUNCTIONS. THE LOCAL SHERIFF REPORTED TIRE SCUFF MARKS AT THE SCENE OF THE 
ACCIDENT. INVESTIGATION REVEALED THAT THE SCUFF MARK PATTERN INDICATED THAT THE ACFT WAS DRIFTING TO THE LEFT AT 
TOUCHDOWN. THE ACFT TRAVELED 344 FT AFTER LEAVING THE RWY BEFORE HITTING THE DITCH AND STOPPING. THE WINDS WERE REPORTED 
AS CALM. 
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Brief of Accident (Continued) 

File No. - 1670 

Occurrence #1 
Phase of Operation 

F1nding(s) 

7/21/83 GUNNISON.CO 

LOSS OF CONTROL - ON GROUND 
LANDING - ROLL 

1. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 

A/C Reg. No. N86344 

2. IMPROPER USE OF EQUIPMENT/AIRCRAFT,DIVERTED ATTENTION - PILOT IN COMMAND 
3. GROUND LOOP/SWERVE - NOT CORRECTED - PILOT IN COMMAND 
4. FLIGHT CONTROLS - IMPROPER USE OF - PILOT IN COMMAND 
5. PROCEDURES/DIRECTIVES - NOT FOLLOWED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

F1nding(s) 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

6. TERRAIN CONDITION - DITCH 

Occurrence #3 
Phase of Operation 

Finding(s) 

NOSE GEAR COLLAPSED 
LANDING - ROLL 

7. LANDING GEAR.NOSE GEAR - OVERLOAD 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4,5 

Factor(s) relating to this accident is/are finding(s) 6,7 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1 7 8 1 7/23/83 SALIDA,CO A/C Reg. No. N12370 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-MANEUVERING 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1300 MDT 

Injuries 
Serious Minor 

0 1 
0 1 

None 
0 
2 

Make/Model - BEECH C35 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL E-225-8 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2700 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 230/015 KTS 
Visibility 12.0 SM 
Lowest Sky/Clouds UNK/NR 
Lowest Ceiling 3000 FT OVERCAST 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command Age 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 225 HP 

Itinerary 
Last Departure Point 

GRAND JUNCTION.CO 
Destination 

BOULDER.CO 

ATC/Airspace 

-

Type of Flight Plan - VFR 
Type of Clearance - NONE 
Type Apch/Lndg - UNK/NR 

25 Medical 

Airport Proximity 
UNK/NR 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- UNK/NR 
- UNK/NR 
- UNK/NR 
- UNK/NR 

Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Certif icate(s)/Rating(s} 

PRIVATE 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 289 Last 24 Hrs - UNK/NR 
SE LAND Months Since - 12 Make/Model- 28 Last 30 Days- UNK/NR 

Aircraft Type - 172 Instrument- 4 Last 90 Days- UNK/NR 

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT CRASHED INTO A MOUNTAIN IN A CONTROLLED CRASH SITUATION WITH FULL FLAPS AND FULL POWER AT THE 11,312 FT LEVEL 
THE DENSITY ALT WAS COMPUTED TO BE 12,370 FT MSL. THE PLT WAS AWARE THAT THE WEATHER WAS QUESTIONABLE IN SOME AREAS OF 
HIS ROUTE AND THE MOUNTAIN TOPS OBSCURED. THE PLT TOLD THE FSS AT GRAND JUNCTION AFTER A WEATHER BRIEFING THAT HE WOULD 
GO AND FLT CHECK THE WEATHER IN THE AREA AND CALL FSS BACK. AFTER TAKEOFF THERE WERE NO FURTHER COMMUNICATIONS WITH 
THE FLT. THE PLT GAVE SEVERAL ACCOUNTS OF HIS DIFFICULTIES TO DIFFERENT PEOPLE NONE OF WHICH COULD BE VERIFIED. THE PLTS 
ACCOUNT OF A LIGHTING STRIKE AND AIRFRAME FAILURE WERE NOT EVIDENCED BY WRECKAGE EXAMINATION OR BY WITNESSES WHO SAW THE 
ACFT CIRCLING THE VALLEY WEST OF THE TRAIL THEY WERE HORSEBACK RIDING ON. THE PLT SAID HE COULD NOT MAINTAIN ALT. HE 
TURNED INTO THE HILLSIDE, LOWERED FLAPS, APPLIED FULL POWER AND SETTLED INTO THE .TREES. ALL 4 OCCUPANTS GOT OUT WITH 
M:1-.JOR OR NO INJURIES. 
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Brief of Accident (Continued) 

File No. - 1781 

Occurrence 
Phase of Operation 

Finding(s) 

7/23/83 SALIDA.CO 

IN FLIGHT COLLISION WITH TERRAIN 
MANEUVERING 

1. WEATHER CONDITION - HIGH DENSITY ALTITUDE 

A/C Reg. No. N12370 

2. PREFLIGHT PLANNING/PREPARATION - INADEQUATE - PILOT IN COMMAND 
3. IN-FLIGHT PLANNING/DECISION - IMPROPER - PILOT IN COMMAND 
4. WEATHER EVALUATION - INACCURATE - PILOT IN COMMAND 
5. THROTTLE/POWER CONTROL - IMPROPER USE OF - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4,5 

Factor(s) relating to this accident is/are finding(s) 1 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 1677 8/07/83 ERIE, CO A/C Reg. No. N2893T 

~---Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1300 MDT 

Injuries 
Serious Minor 

0 0 
0 

None 
1 
0 

Make/Model - PIPER PA-28-140 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-E3D 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2150 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 090/006 KTS 
Visibility 15.0 SM 

Rated Power 150 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

DENVER,CO 

ATC/Airspace 
Lowest Sky/Clouds 8000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - FORCED LANDING 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
TRI-COUNTY 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 15 
5400/ 

- DIRT 
- DRY 

75 

------------------------------------------------------------------------------------------------------------------------------------
----Personnel Information---

Pi lot-In-Command 
Certificate{s)/Rating(s) 

PRIVATE 

Age - 43 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 514 Last 24 Hrs - 7 
SE LAND Months Since 7 Make/Model- 121 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 5 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT CRASHED SHORTLY AFTER TAKEOFF IN VMC WX CONDITIONS WITH AN ARPT ELEVATION OF 5145 FT MSL AND TEMPERTAURE 86 
DEGREES F. DENSITY ALT WAS 7468 FT. IN THE PlLOTS OPERATING HANDBOOK THE TAKEOFF DISTANCE VS DENSITY ALT CHART GOES TO A 
MAX ALT OF 7000 FT. A NOTE SAYS "EXTRAPOLATION OF THE CHART ABOVE 7000 FT DENSITY ALT IS INVALID". AN FAA AVIATION 
SAFETY INSPECTOR STATED THAT A TAKEOFF SHOULD NOT BE ATTEMPTED IF THE TAKEOFF DISTANCE CANNOT BE DETERMINED BY THE 
CHARTS. AFTER THE ACCIDENT THE ENGINE WAS TEST RUN THE THE MIXTURE WAS LEANED USING THE PILOTS TECHNIQUE. IT WAS FOUND 
THAT 100 MORE RPM WAS OBTAINED WHEN THE MIXTURE WAS SET WITH THE MIXTURE CONTROL LEANED AN ADDITIONAL 1/2 INCH. THE PLT 
HAD USED RWY 15 WHICH IS 5400 FT LONG FOR TAKEOFF. TAKEOFF ROLL WAS LONGER THAN USUAL & THE ACFT WOULD NOT CLIMB ABOVE 
200 FT. THE TERRAIN WAS RISING TO THE SOUTH SO THE PILOT MADE A FORCED LANDING IN A PLOWED FIELD ONE MILE SOUTH OF THE 
ARPT. 

PAGE 96 

36 



Brief of Accident (Continued) 

File No. - 1677 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/07/83 ERIE.CO 

LOSS OF CONTROL - IN FLIGHT 
TAKEOFF - INITIAL CLIMB 

1. PREFLIGHT PLANNING/PREPARATION - IMPROPER - PILOT IN COMMAND 
2. MIXTURE - IMPROPER USE OF - PILOT IN COMMAND 
3. PERFORMANCE DATA - NOT UNDERSTOOD - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

4. TERRAIN CONDITION - SOFT 

Occurrence #3 
Phase of Operation 

Finding(s) 

MAIN GEAR COLLAPSED 
LANDING - FLARE/TOUCHDOWN 

5. LANDING GEAR.MAIN GEAR - OVERLOAD 

----Probable Cause----

A/C Reg. No. N2893T 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3 

Factor(s) relating to this accident is/are finding(s) 4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 1792 8/18/83 AKRON,CO A/C Reg. No. N4877P 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

- INSTRUCTIONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1100 MDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - CESSNA 152 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-235-L2C 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 1670 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 160/006 KTS 
Visibility 20.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 110 HP 

Itinerary 
Last Departure Point· 

ENGLEWOOD.CO 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - VFR 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

Airport Proximity 
ON AIRPORT 

Airport Data 
A"KRON 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 09 
4100/ 

- ASPHALT 
- DRY 

50 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
STUDENT 

Age - 19 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Flight Time (Hours) 

Total 31 Last 24 Hrs - 1 
Biennial Flight Review 

Current - N/A 
Months Since - N/A 
Aircraft Type - N/A 

Make/Model- 31 Last 30 Days- UNK/NR 
Instrument- 0 Last 90 Days-

Instrument Rating(s) - NONE 

--~-Narrative----
THE ACFT NOSE GEAR COLLAPSED DURING LANDING. THE PLT SAID HE MADE A NORMAL LANDING AND WHEN THE NOSE WAS LOWERED THE 
GEAR SHOOK VIOLENTLY AND COLLAPSED. A WITNESS, WHO IS A CFI SAID THE ACFT LANDED AND BOUNCE ABOUT 3 TIMES AND CAME DOWN 
HARD ON THE NOSE GEAR. A~ EXAMINATION OF THE NOSE GEAR AFTER THE ACCIDENT REVEALED EVIDENCE OF AN OVERSTRESS TYPE 
FAILURE. THE PLT WHO HAD FLOWN THIS ACFT PRIOR TO THE ACCIDENT NOTED NO DISCREPANCIES. 
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Brief of Accident (Continued) 

File No. - 1792 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/18/83 AKRON,CO 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

1. FLARE - MISJUDGED - PILOT IN COMMAND 

A/C Reg. No. N4877P 

2. IMPROPER USE OF PROCEDURE.LACK OF TOTAL EXPERIENCE - PILOT IN COMMAND 
3. RECOVERY FROM BOUNCED LANDING - IMPROPER - PILOT IN COMMAND 
4. THROTTLE/POWER CONTROL - IMPROPER USE OF - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

NOSE GEAR COLLAPSED 
LANDING - FLARE/TOUCHDOWN 

5. LANDING GEAR.NOSE GEAR - OVERLOAD 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1729 8/29/83 GRAND JUNCTION,CO A/C Reg. No. NONE 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 103 
-DESCENT 

Aircraft Damage 
MINOR 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1830 MDT 

Injuries 
Serious Minor 

1 0 
0 0 

None 
0 
0 

Make/Model - STARFLIGHT STARFIRE 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CUYUNA UNKNOWN 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt - UNK/NR Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 310/011 KTS 
Visibility 90.0 SM 

Rated Power 20 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Lowest Sky/Clouds 8000 
Lowest Ceiling - 20000 

FT SCATTERED Type of Flight Plan - NONE 
FT BROKEN Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - TOUCH AND GO 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information----

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway Ident 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

Pilot-In-Command Age - 37 Medical Certificate - NO MEDICAL 
Certif icate(s)/Rating(s) Biennial Flight Review Flight Time (Hours) 

NONE Current - N/A Total 0 Last 24 Hrs -
Months Since - N/A Make/Model- 0 Last 30 Days-
Aircraft Type - N/A Instrument- 0 Last 90 Days-

Multi-eng - 0 Rotorcraft 

Instrument Rating(s) - NONE 

----Narrative----
ACCORDING TO THE PILOT, HE WAS TRYING TO GET THE FEEL OF THE VEHICLE AND WAS TAKING IT ABOUT 1 FOOT OFF THE GROUND 
BEFORE SETTING IT BACK DOWN. ON THE FINAL TAKEOFF, THE WIND LIFTED THE ACFT UP TO .ABOUT 15-20 FEET AND IT 
STALLED. AS THE PILOT WAS ATTEMPTING TO RECOVER, THE ACFT STRUCK THE GROUND IN A NOSE LOW ATTITUDE. ACCORDING TO THE 
COMPANY, THE ACFT IS CONTROLLED BY THE PILOT SHIFTING HIS WEIGHT. THERE ARE NO ELEVATOR OR AILERON CONTROLS. THIS WAS 
THE PILOT'S FIRST FLIGHT IN ANY TYPE ACFT. 
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Brief of Accident (Continued) 

File No. - 1729 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/29/83 GRAND JUNCTION.CO 

LOSS OF CONTROL - IN FLIGHT 
TAKEOFF 

1. PLANNING-DECISION - IMPROPER - PILOT IN COMMAND 
2. IMPROPER DECISION, INADEQUATE TRAINING - PILOT IN COMMAND 
3. LIFT-OFF - PERFORMED - PILOT IN COMMAND 
4. CLIMB - INADVERTENT - PILOT IN COMMAND 
5. AIRCRAFT HANDLiNG - NOT MAINTAINED - PILOT IN COMMAND 

A/C Reg. No. NONE 

~. IMPROPER USE OF EQUIPMENT/AIRCRAFT.LACK OF TOTAL EXPERIENCE - PILOT IN COMMAND 
7. STALL - INADVERTENT - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 5,7 

Factor(s) relating to this accident is/are finding(s) 1,2,4,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1768 9/03/83 DURANGO,CO A/C Reg. No. N4581W 

~---Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

~PERSONAL 

-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1810 MDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
2 

Make/Model - ROCKWELL INTERNATIONAL 112TC 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - LYCOMING I0-360-C1A6D 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2950 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 270/003 KTS 
Visibility 75.0 SM 
Lowest Sky/Clouds UNK/NR 
Lowest Ceiling 8000 FT BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 210 HP 

Itinerary 
Last Departure Point 

ENGLEWOOD,CO 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - VFR 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

FULL STOP 

Airport Proximity 
ON AIRPORT 

Airport Data 
ANIMAS 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 19 
5000/ 

- ASPHALT 
- DRY 

50 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
ATP 

Age - 26 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

SE LAND,ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Review 
- YES 

7 

Bi enn i a 1 F 1 i ght 
Current 
Months Since 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

2163 Last 24 Hrs - 3 
3 Last 30 Days- UNK/NR 

184 Last 90 Days- 45 
1275 

THE ACFT RAN OFF THE DEPARTURE END OF THE RWY AND COLLIDED WITH TREES DURING LANDING. THE DENSITY ALT AT THE ARPT WAS 
8800 FT AT THE TIME OF THE ACCIDENT. THE LANDING RWY WAS 19 AND THE WIND WAS 270 DEGREES AT 3 KTS. THE ACFT LANDED ABOUT 
2500 FT DOWN THE 5000 FT RWY. AN FAA INSPECTOR NOTED SKID MARKS FROM BOTH TIRES STARTING 650 FT FROM THE RWYS END. 
THE PLT HAD ONLY 3.4 HOURS IN THIS ACFT OF WHICH 1 HOUR WAS A CHECKOUT RIDE AND 2.4 HOURS FOR THE CROSS-COUNTRY. 

PAGE 102 



Brief of Accident (Continued) 

Fi 1 e No. - 1768 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/03/83 

OVERRUN 
LANDING - ROLL 

DURANGO,CO 

1. WEATHER CONDITION - HIGH DENSITY ALTITUDE 
2. PROPER TOUCHDOWN POINT - EXCEEDED - PILOT IN COMMAND 

A/C Reg. No. N4581W 

3. IMPROPER USE OF PROCEDURE, LACK OF FAMILIARITY WITH AIRCRAFT - PILOT IN COMMAND 
4. DISTANCE - MISJUDGED - PILOT IN COMMAND 
5. IMPROPER USE OF PROCEDURE, INADEQUATE TRANSITION/UPGRADE TRAINING - PILOT IN COMMAND 
6. GO-AROUND - NOT PERFORMED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 
7. OBJECT - TREE(S) 

----Probable Cause----

ON GROUND COLLISION WITH OBJECT 
LANDING - ROLL 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4,5,6 

Factor(s) relating to this accident is/are finding(s) 1,7 
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File No. - 1767 9/30/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

LA JUNTA.CO A/C Reg. No. N3280F 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1324 MDT 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-TAKEOFF 

NONE 0 0 1 

Make/Model - MOONEY M20F 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - LYCOMING I0-360-A1A 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2740 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - IN PERSON 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 210/022 KTS 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 200 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

DENVER,CO 

Airport Proximity 
ON AIRPORT 

Airport Data 
LA JUNTA MUNICIPAL 
Runway !dent - 26 

Visibility 35.0 SM ATC/Airspace Runway Lth/Wid 6844/ 100 
Lowest Sky/Clouds UNK/NR 
Lowest Ceiling - UNK/NR 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - UNK/NR 

Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg 

Runway Surface - ASPHALT 
Runway Status - DRY 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 32 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

current - YES Total 79 Last 24 Hrs - 1 
SE LAND Months Since 2 Make/Model- 15 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 0 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT STALLED INTO THE GROUND DURING A TAKEOFF IN WINDY CONDITIONS. THE WINDS WERE REPORTED TO BE FROM 210 DEGREES 
AT 22 KTS GUSTING TO 28 KTS. THE PLT RECEIVED A WEATHER BRIEFING FROM THE FSS AND KNEW A STRONG CROSSWIND FROM THE LEFT 
WAS PRESENT. HE USED RUDDER BUT NO AILERON DURING TAKEOFF. HE SAID THE ACFT LIFTED OFF AT 70 MPH AND AT 10 FT IN THE AIR 
"A GUST OR SHEAR" HIT THE ACFT. THE PLANE TURNED 90 DEGREES TO THE LEFT, LOST AIR~PEED AND SETTLED TO THE GROUND. THE 
LEFT WING MADE GROUND CONTACT FIRST. THE ACFT SLID ACROSS A DITCH AND CAME TO REST 60 FT FROM THE SOUTH EDGE OF THE RWY. 
THE FAA FLT TRAINING HANDBOOK STATES THAT FULL AILERON SHOULD BE HELD INTO THE WIND AS TAKEOFF STARTS. THIS POSITION IS 
HELD UNTIL SUFFICIENT AIRSPEED IS OBTAINED AND THEN USED AS REQUIRED TO KEEP WINGS LEVEL. TAKEOFF POWER CREATED TORQUE 
OR P-FACTOR WHICH YAWS THE ACFT TO THE LEFT AND A WIND FROM THE LEFT MAY AGGREVATE THE LEFT TURNING TENDENCY. 
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Brief of Accident (Continued) 

File No. - 1767 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/30/83 LA JUNTA,CO 

LOSS OF CONTROL - IN FLIGHT 
TAKEOFF - INITIAL CLIMB 

1. WEATHER CONDITION -. CROSSWIND 

A/C Reg. No. N3280F 

2. COMPENSATION FOR WIND CONDITIONS - INADEQUATE - PILOT IN COMMAND 
3. WEATHER CONDITION - GUSTS 
4. AILERON - IMPROPER USE OF - PILOT IN COMMAND 
5. WEATHER EVALUATION - INACCURATE - PILOT IN COMMAND 
6. STALL - NOT CORRECTED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
TAKEOFF - INITIAL CLIMB 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 2,4,5,6 

Factor(s) relating to this accident is/are finding(s) 1,3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No. - 16 13 7/06/83 LAKE WORTH.FL A/C Reg. No. N366DJ Time (Lcl) - 2040 EDT 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

1 0 
0 1 

None 
0 
0 

Make/Model· - BELL 47G-2 
Landing Gear - SKID 

Eng Make/Model - LYCOMING V0-435-A1D 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 2450 
No. of Seats 3 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 130/005 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DUSK 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 200 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

WEST PALM BEACH.FL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway Ident 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information/--
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 31 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 2000 Last 24 Hrs - UNK/NR 
SE LAND,ME LAND Months Since - 21 Make/Model- UNK/NR Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- UNK/NR Last 90 Days- UNK/NR 
Multi-Eng - UNK/NR Rotorcraf t - UNK/NR 

Instrument Rating(s) - NONE 

----Narrative----
AT 2037 EDT, THE PLT CALLED PALM B~ACH TOWER & REPORTED THAT HE WAS EAST OF LANTANA ARPT AT 500 FT, INBOUND FOR 
A LANDING AT THE PALM BEACH ARPT. APRX A MIN LATER, THERE WAS ANOTHER CALL FROM HELICOPTER STATING THAT IT WAS 
GOING DOWN, OUT OF FUEL. DURING AN EMERGENCY LANDING AT DUSK, THE HELICOPTER CRASHED IN THE FRONT YARD OF A 
RESIDENCE. DURING THE LANDING, IT STRUCK THE CORNER OF A ROOF AND A SMALL TREE. NO PREIMPACT, MECHANICAL FAILURE 
WAS FOUND. APRX 1/2 GAL OF FUEL WAS FOUND IN THE LEFT FUEL TANK & ABOUT 1 PINT WAS REMAINING IN THE RIGHT TANK. 

·THE PLT WAS NOT CERTIFICATED TO FLY HELICOPTERS. 
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Brief of Accident (Continued) 

File No. - 1613 

Occurrence #1 
Phase of Operation 

Finding(s) 

7/06/83 LAKE WORTH.FL 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
CRUISE 

1. PLANNING-DECISION - IMPROPER - PILOT IN COMMAND 
2. FLUID.FUEL - EXHAUSTION 
3. FUEL SUPPLY - INADEQUATE - PILOT IN COMMAND 

A/C Reg. No. N366DJ 

4. IMPROPER USE OF EQUIPMENT/AIRCRAFT,QUALIFICATION - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING 

5. AUTOROTATION - PERFORMED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH OBJECT 
LANDING 

6. LIGHT CONDITION - DUSK 
1. OBJECT - RESIDENCE 
8. OBJECT - TREE(S) 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1.2.3 

Factor(s) relating to this accident is/are finding(s) 4,5,6.7.8 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1 6 1 2 7/19/83 MIAMI.FL A/C Reg. No. N5170B 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

- INSTRUCTIONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Make/Mode 1 - CESSNA 152 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-235-L2C 
Number Engines - 1 

Fatal 
0 
0 

Time (Lcl) - 1106 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

fLT Installed/Activated - YES/YES 
Stall Warning System - UNK/NR 

Max Gross Wt 1670 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- VARIABLE 
Visibility 8.0 SM 

Rated Power 110 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Lowest Sky/Clouds 3000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE TOUCH AND GO 
Condition of Light - DAYLIGHT 

----Personnel Information----

Airport Proximity 
ON AIRPORT 

Airport Data 
TAMI AMI 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 09R 
4999/ 

- ASPHALT 
- DRY 

150 

Pilot-In-Command Age - 42 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Certificate(s)/Rating(s) Biennial Flight Review Flight Time (Hours) 

STUDENT Current - N/A Total 36 Last 24 Hrs -
Months Since - N/A Make/Model- 24 Last 30 Days-
Aircraft Type - N/A Instrument,:-- 0 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE STUDENT STATED THAT WHILE PERFORMING A TOUCH-AND-GO LANDING, THE ACFT BOUNCED 2 TIMES. ON THE 3RD TOUCHDOWN, THE 
NOSE GEAR COLLAPSED & THE ACFT CAME TO REST ON ITS NOSE. 
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Brief of Accident (Continued) 

F i 1 e No . - 16 12 7/19/83 MIAMI.FL A/C Reg. No. N5170B 

Occurrence HARD LANDING 
Phase of Operation LANDING - FLARE/TOUCHDOWN 

Finding(s) 
1. FLARE - IMPROPER - PILOT IN COMMAND 
2. IMPROPER USE OF EQUIPMENT/AIRCRAFT.LACK OF TOTAL EXPERIENCE - PILOT IN COMMAND 
3. RECOVERY FROM BOUNCED LANDING - IMPROPER - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,3 

Factor(s) relating to this accident is/are finding(s) 2 
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F i 1 e No . - 1 6 1 O 7/23/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

MELROSE,FL A/C Reg. No. N99474 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 2030 EDT 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 1 

None 
0 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-LANDING 

NONE 0 0 1 

Make/Mode l - ERCOUPE 415-C 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL C-75-12 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - UNK/NR 

Max Gross Wt 1260 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 150/009 KTS 
Visibility 5.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- HAZE 
Precipitation - NONE 
Condition of Light - DUSK 

----Personnel lnformation----
P i lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 75 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

KEYSTONE HGTS.,FL 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

- 11 

Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Data 
SANDERS RANCH 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

300/ 100 
- GRASS/TURF 
- WET 

Age - 47 
Review 

- YES 
Biennial Flight 

Current 
Months Since 
Aircraft Type 

- 14 
- UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model-

105 Last 24 Hrs - 1 
29 Last 30 Days- UNK/NR 

Instrument- UNK/NR Last 90 Days- 15 
Multi-Eng - UNK/NR Rotorcraft - UNK/NR 

THE PLT TOOK OFF ON RWY 11 (ELEV 150 FT MSL) WITH A DENSITY ALT OF 1500 FT. HE REPORTED THE WIND WAS CALM, BUT APRX 14 
MI WEST AT GAINSVILLE, FL, THE 2052 EDT WIND WAS FROM 250 DEG AT 9 KTS. DURING TAKEOFF, THE ACFT CLIMBED APRX 75 FT, 
THEN SETTLED INTO TREES AT THE END OF THE RWY. THE PLT REPORTED THAT THE GRASS ON THE RWY WAS DAMP, THE TIRES 
WERE "SOFT" & THE CANOPY WAS OPEN. THE PASSENGER REPORTED THAT THE ACFT USED MORE RWY THAN USUAL. NO MECHANICAL 
PROBLEMS WERE REPORTED. THE INVESTIGATOR ESTIMATED THAT THE TAKEOFF GROSS WT WAS 1318 LBS. THE MAX ALLOWABLE 
GROSS WT WAS 1260 LBS. 
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Brief of Accident (Continued) 

File No. - 1610 

Occurrence 
Phase of Operation 

Finding(s) 

7/23/83 MELROSE,FL 

IN FLIGHT COLLISION WITH OBJECT 
TAKEOFF - INITIAL CLIMB 

1. PREFLIGHT PLANNING/PREPARATION - INADEQUATE - PILOT IN COMMAND 
2. AIRCRAFT WEIGHT AND BALANCE - EXCEEDED - PILOT IN COMMAND 
3. WEATHER CONDITION - HIGH DENSITY ALTITUDE 
4. WEATHER CONDITION - UNFAVORABLE WIND 
5. AIRSPEED - NOT MAINTAINED - PILOT IN COMMAND 
6. STALL/MUSH - INADVERTENT - PILOT IN COMMAND 
7. OBJECT - TREE(S) 

----Probable Cause----

A/C Reg. No. N99474 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 1 

Factor(s) relating to this accident is/are finding(s) 2,3,4,7 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1611 7/23/83 MERRITT ISLAND.FL A/C Reg. No. N3936P 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1850 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PIPER PA-22-150 
Landing Gear - TRICYCLE-FIXED 
Max Gross Wt 1950 

Eng Make/Model - LYCOMING 0-320-A1A 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - UNK/NR 

No. of Seats - UNK/NR 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness -.N/A 

Basic Weather - VMC 
Wind Dir/Speed- 230/005 KTS 
Visibility 7.0 SM 
Lowest Sky/Clouds 3000 FT 
Lowest Ceiling 3000 FT BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
ON AIRPORT 

Airpor~ Data 
MERRITT ISLAND 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 29 
3600/ 

- ASPHALT 
- DRY 

75 

----Personnel Information---
Pi lot-In-Command Age - 58 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since 2 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

538 Last 24 Hrs - 1 
375 Last 30 Days- UNK/NR 

2 Last 90 Days- 12 

THE PLT REPORTED THAT DURING THE PREFLT, HE DID NOT VISUALLY CHECK THE FUEL TANKS, BUT RELIED OF THE FUEL GAUGES. 
THEY INDICATED THERE WAS 7 GAL IN THE LEFT TANK & 4 GAL IN THE RIGHT TANK. THE PLT TOOK OFF USING FUEL FROM THE 
LEFT TANK TO PRACTICE TOUCH-AND-GO LANDINGS, THEN A SHORT TIME LATER, CHANGED TO iHE RIGHT TANK. WHILE TAKING OFF 
FROM THE 2ND TOUCH-AND-GO, THE ENG LOST POWER AT APRX 400 FT AGL. THE PLT ATTTEMPTED TO SWITCH BACK TO THE LEFT 
TANK, BUT MADE AN EMERGENCY LANDING WITH THE FUEL SELECTOR BACK ON THE RIGHT TANK. THE ACFT CAME TO REST, UPRIGHT, 
IN A DRAINAGE DITCH. THE PLT REPORT THAT DURING THE LAND!NG ROLL-OUT, THE ACFT WENT INTO HEAVY BRUSH & THAT HE 
WAS NOT AWARE OF THE LOCATION OF THE DITCH. FOUR GAL OF FUEL WAS DRAINED FROM THE THE LEFT TANK, BUT NO FUEL WAS 
FOUND IN THE RIGHT TANK. 
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Brief of Accident (Continued) 

F i 1 e No . - 1 6 11 

Occurrence #1 
Phase of Operation 

Finding(s) 

7/23/83 MERRITT ISLAND.FL 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
TAKEOFF - INITIAL CLIMB 

1. AIRCRAFT PREFLIGHT - INADEQUATE - PILOT IN COMMAND 
2. ENGINE INSTRUMENTS.FUEL QUANTITY GAGE - FALSE INDICATION 
3. FUEL SUPPLY - MISJUDGED - PILOT IN COMMAND 
4. FLUID.FUEL - STARVATION 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

5. EMERGENCY PROCEDURE - INITIATED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

6. TERRAIN CONDITION - HIGH VEGETATION 
7. TERRAIN CONDITION - HIDDEN OBSTRUCTION(S) 
8. TERRAIN CONDITION - DITCH 

----Probable Cause----

A/C Reg. No. N3936P 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
1s/are finding(s) 1,3,4 

Factor(s) relating to this accident is/are finding(s) 2,5,6,7,8 
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National Transportation Safety Board 
Washington. D.C. 20594 

F i 1 e No . - 16 18 7/27/83 ST. AUGUSTINE. FL 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-INSTRUCTIONAL 
-14 CFR 91 
-TAKEOFF 

Brief of Accident 

A/.C Reg. No. N9945T 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Make/Model - PIPER PA-38-112 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-235-L2C 
Number Engines - 1 

Fatal 
0 
0 

Time (Lcl) - 1330 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
2 
0 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 3600 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 070/010 KTS 
Visibility 5.0 SM 
Lowest Sky/Clouds 1800 FT THIN BKN 
Lowest Ceiling 4000 FT OVERCAST 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

·Rated Power 112 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
ON AIRPORT 

Airport·Data 
TILLIS 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

Age - 25 Medical Certificate -
Flight Time (Hours) 

- 18 
2000 -UNK/NR 

- GRASS/TURF 
- DRY 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,CFI 
SE LAND 

Review 
- YES 

Bi enn i a 1 F 1 i ght 
current 
Months Since 
Aircraft Type 

- 22 
- UNK/NR 

Total 
Make/Model
Instrument
Multi-Eng -

4171 
603 
459 

1021 

Last 24 Hrs - 3 
Last 30 Days- UNK/NR 
Last 90 Days- 175 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE INSTRUCTOR PLT STATED THAT JUST AFTER LIFT-OFF. THE ENG BEGAN MISFIRING & LOST POWER. AT THAT POINT. THERE 
WAS INSUFFICIENT RWY REMAINING TO STOP. SO AN ATTEMPT WAS MADE TO CONTINUE THE TAKEOFF. THE ACFT DID NOT CLEAR 
CORN AT THE END OF THE 2000 FT STRIP. IT CAME TO REST IN THE CORN FIELD WITH SUBSTANTIAL DAMAGE. A TEARDOWN 
OF THE ENG REVEALED NO DISCREPANCIES THAT WOULD CAUSE A POWER LOSS. 
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Brief of Accident (Continued) 

F i 1 e No . - 1 6 1 8 

Occurrence #1 
Phase of Operation 

Finding(s) 
1. UNDETERMINED 

Occurrence #2 
Phase of Operation 

Finding(s) 

7/27/83 ST. AUGUSTINE, FL 

LOSS OF POWER 
TAKEOFF - INITIAL CLIMB 

IN FLIGHT COLLISION WITH TERRAIN 
TAKEOFF 

2. TERRAIN CONDITION - CROP 
3. PROPER CLIMB RATE - NOT POSSIBLE -

----Probable Cause----

A/C Reg. No. N9945T 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1 

Factor(s) relating to this accident is/are finding(s) 2,3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No. - 1608 11/12/83 MIAMI.FL A/C Reg. No. NONE 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 
-MANEUVERING 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
1 
0 

Time (Lcl) - 1700 EST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

Make/Model - WIZARD J3 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - KAWASAKI 440 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 550 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 070/003 KTS 
Visibility 8.0 SM 
Lowest Sky/Clouds 3500 FT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 40 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 
- N/A 

Lowest Ceiling 3500 FT BROKEN 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status - N/A 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
NONE 

Instrument Rating(s) - NONE 

----Narrative----

Age - 19 
Review 

- N/A 
Biennial Flight 

Current 
Months Since 
Aircraft Type 

- N/A 
- N/A 

Medical Certificate -
Flight Time 

Total 
Make/Model
Instrument-

500 
5 
0 

(Hours) 
Last 24 Hrs - 5 
Last 30 Days- UNK/NR 
Last 90 Days- UNK/NR 

SEVERAL WITNESSES OBSERVED THE ULTRALIGHT VEHICLE FLYING IN A SOUTHWESTERLY DIRECTION AT ABOUT 1500 FT AGL. THEY 
REPORTED THAT THE PLT HAD EXECUTED 5 OR 6 STALL MANEUVERS, FOLLOWED BY NORMAL STRAIGHT AHEAD RECOVERIES. DURING THE 
LAST STALL, THE ACFT WAS OBSERVED IN A STEEPER THAN NORMAL CLIMB ANGLE, THEN FELL OFF AT THE TOP OF THE MANEUVER & 
ENTER A DIVE IN A SLIGHTLY INVERTED ATTITUDE. MOMENTS LATER, THE WINGS FOLDED & THE ULTRALIGHT CRASHED. AN 
INVESTIGATION REVEALED THAT THE UPPER KING POST HAD COLLAPSED. THERE WAS EVIDENCE THE FAILURE OCCURRED WHEN 
NEGATIVE AERODYNAMIC LOADS WERE ENCOUNTERED. 
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File No. - 1608 

Occurrence #1 
Phase of Operation 

Finding(s) 

Brief of Accident (Continued) 

11/12/83 MIAMI,FL 

AIRFRAME/COMPONENT/SYSTEM FAILURE/MALFUNCTION 
MANEUVERING 

A/C Reg. No. NONE 

1. STALL - PERFORMED - PILOT IN COMMAND 
2. WING - OVERLOAD 
3. DESIGN STRESS LIMITS OF AIRCRAFT - EXCEEDED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1695 3/13/83 CHAMBLEE.GA A/C Reg. No. N2372M 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 2329 EST 

Injuries 
Serious Minor 

1 0 
2 1 

None 
0 
0 

Make/Model - PIPER PA-28-161 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-D3G 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2325 
No. of Seats 4 

----Environment/Operations Informatfon---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 270/006 KTS 
Visibility 15.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - NIGHT(DARK) 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 160 HP 

Itinerary 
Last Departure Point 

CHATTANOOGA., TN 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Airport Proximity 
ON AIRPORT 

Airport Data 
DEKALB-PEACHTREE 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

Type Apch/Lndg - VISUAL STRAIGHT-IN 
FULL STOP 

- 16 
3966/ 

- ASPHALT 
- DRY 

150 

----Personnel Information---
Pi lot-In-Command Age - 35 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL 
SE LAND 

Biennial Flight Review 
Current - YES 
Months Since 3 
Aircraft Type - 172 

Flight Time (Hours) 
Total 665 Last 24 Hrs - 4 
Make/Model- UNK/NR Last 30 Days- 13 
Instrument- 102 Last 90 Days- 38 
Multi-Eng - UNK/NR Rotorcraf t - UNK/NR 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE ACFT OVERRAN THE DEPARTURE END OF THE RWY DURING LANDING ROLLOUT ON A DARK NIGHT. THE WEATHER WAS VMC. THE PILOT 
MISUNDERSTOOD ATLANTA APPROACH CONTROL CONCERNING RWY LIGHTING AND PICKED A RWY AT THE UNCONTROLLED ARPT THAT WAS 
UNLIGHTED. IT INTERSECTED A LIGHTED RWY (RWY 02 & 20). THE PLT ATTEMPTED A LANDING ON RWY 16 BEYOND WHAT HE THOUGHT WAS 
THRESHOLD LIGHTS. HE NEVER SAW RWY NUMBERS. UPON FLARE FOR LANDING HE LOST VISUAL REFERENCE WITH THE RWY ENVIRONMENT. 
AFTER LANDING HE RETRACTED THE FLAPS BUT DID NOT BRAKE. HEAVILY THINKING HE HAD ABOUT 2500 FT IN WHICH TO STOP. WHEN THE 
END OF THE RWY APPEARED HE WAS UNABLE TO STOP. DEKALB-PEACHTREE ARPT IS CONTROLLED UNTIL 2300 EST AT WHICH TIME THE 
TOWER FREQUENCY IS REMOTED TO ATLANTA APPROACH CONTROL. RWY 16 WAS UNLIGHTED AND THE VASI WAS FOUND OUT OF SERVICE THE 
DAY AFTER THE ACCIDENT. 
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Brief of Accident (Continued) 

File No. - 1695 

Occurrence #1 
Phase of Operation 

Finding(s) 

3/13/83 

OVERRUN 
LANDING - ROLL 

CHAMBLEE.GA 

1. WRONG RUNWAY - SELECTED - PILOT IN COMMAND 

A/C Reg. No. N2372M 

2. IMPROPER DECISION,VISUAL/AURAL PERCEPTION - PILOT IN COMMAND 
3. LIGHT CONDITION - DARK NIGHT 
4. DISTANCE - MISJUDGED - PILOT IN COMMAND 
5. IMPROPER DECISION.SELF-INDUCED PRESSURE - PILOT IN COMMAND 
6. GO-AROUND - NOT PERFORMED - PILOT IN COMMAND 
7. COMMUNICATIONS - MISREAD - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
LANDING - ROLL 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1.2.4,5,6,7 

Factor(s) relating to this accident is/are finding(s) 3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F1 le No. - 1683 9/17/83 JONESBORO,GA A/C Reg. No. N7829D 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1912 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PIPER PA-22-150 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-A2B 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 1840 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 060/004 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

Airport Proximity 
OFF AIRPORT/STRIP 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Airport Data 
SOUTH EXPRESSWAY 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

Type Apch/Lndg - FORCED LANDING 

Age - 41 Medical Certificate - EXPIRED 
Biennial Flight Review Flight Time (Hours) 

- 06 
2700/ 

- ASPHALT 
- DRY 

30 

Certif icate(s)/Rating(s) 
COMMERCIAL 
SE LAND 

Current - YES 
Months Since 5 
Aircraft Type - UNK/NR 

Total 
Make/Model
Instrument
Multi-Eng -

10000 Last 
600 Last 
600 Last 

24 Hrs - 1 
30 Days- UNK/NR 
90 Days- 6 

7000 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE ACFT CRASHED DURING A FORCED LANDING AFTER THE ENGINE QUIT. THE PILOT SAID HE HAD BEEN FLYING IN THE LOCAL AREA AND 
CAME IN TO PRACTICE TOUCH AND GO LANDINGS. DURING THE 2ND TAKEOFF THE ENGINE MISSED. HE LANDED AND DID A MAGNETO CHECK 
THEN ANOTHER TAKEOFF WAS ATTEMPTED. AT ABOUT 150 FT AGL THE ENGINE LOST 400 RPM AND THEN QUIT. TWO WITNESSES SAID THEY 
THOUGHT THE ENGINE WAS RUNNING BADLY BEFORE THE LAST TAKEOFF THE ENGINE WAS EXAMINED AND WATER WAS FOUND IN THE FLUID 
DRAINED FROM THE CARBURETOR BOWL AND THE FUEL STRAINER. THE PLT SAID HE HAD A MEDICAL CERTIFICATE DATED 1/83. FAA'S 
RECORDS BRANCH IN OKLAHOMA CITY REPORTED THAT THEIR MUST RECENT MEDICAL FOR HIM WAS 1973. 
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Brief of Accident (Continued) 

File No. - 1683 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/17 /83 JONESBORO,GA 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
TAKEOFF - INITIAL CLIMB 

1. FLUID.FUEL - WATER 
2. AIRCRAFT PREFLIGHT - INADEQUATE - PILOT IN COMMAND 

A/C Reg. No. N7829D 

3. OPERATION WITH KNOWN DEFICIENCIES IN EQUIPMENT - ATTEMPTED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

ON GROUND COLLISION WITH OBJECT 
LANDING - ROLL 

4. OBJECT - BUILDING(NONRESIDENTIAL) 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3 

Factor(s) relating to this accident is/are f inding(s) 

PAGE 121 

Time (Lcl) - 1912 EDT 



National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1690 9/27/83 MOULTRIE.GA A/C Reg. No. N8751F 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-AERIAL APPLICATION 
-14 CFR 137 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1800 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - HUGHES 269A 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - AVCO LYCOMING 0-360 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 1550 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 090/005 KTS 
Visibility 7.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 180 HP 

Itinerary 
Last Departur~ Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command Age - 28 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certificate(s)/Rating(s) 
COMMERCIAL 

Biennial Flight 
Current 

Review 
UNK/NR Total 

Flight Time (Hours) 
1160 Last 24 Hrs - 0 

SE LAND Months Since - UNK/NR Make/Model- 190 Last 30 Days- UNK/NR 
HELICOPTER Aircraft Type - UNK/NR Instrument- UNK/NR Last 90 Days- 60 

Multi-Eng - UNK/NR Rotorcraft - UNK/NR 

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT LANDED HARD DURING AN AUTOROTATIONAL FORCED LANDING AFTER ENGINE STOPPAGE. THIS WAS AN AERIAL APPLICATION FLT 
IN VMC WEATHER. REPORTEDLY THE ENGINE QUIT AT 100 FT AGL OVER TREES WHILE THE PLT WAS TRYING TO LAND TO RELOAD. AFTER 
THE POWER LOSS A HARD LANDING WAS MADE. THE PILOT SAID HE HAD ADDED 10 GALLONS OF FUEL TO THE ACFT JUST 30 MINUTES PRIOR 
TO THE ENGINE STOPPAGE. THE ACFT LOADER SAID THERE WAS NO FUEL ON THE ACFT AFTER THE ACCIDENT. THE PLT WHEN QUESTIONED 
LATER SAID HE THOUGHT THE ENGINE FAILED FROM FUEL EXHAUSTION. 

PAGE 122 



Brief of Accident (Continued) 

File No. - 1690 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/27/83 MOULTRIE,GA 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
APPROACH - VFR PATTERN - FINAL APPROACH 

1. FLUID,FUEL - EXHAUSTION 
2. FUEL CONSUMPTION CALCULATIONS - IMPROPER - PILOT IN COMMAND 
3. FUEL SUPPLY - INADEQUATE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

4. AUTOROTATION - IMPROPER - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

----Probable Cause----

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

A/C Reg. No. N8751F 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4 

Factor(s) relating to this accident is/are f inding(s) 1 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1 7 16 3/23/83 HIGH ISLAND,GM A/C Reg. No. N417EM 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-EXECUTIVE/CORPORATE 
-14 CFR 91 
-DESCENT 

Aircraft Damage 
SUBSTANTIAL 

Fire · 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1342 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
2 
6 

Make/Model - BEECH 200 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - P & W PT6A-42 
Number Engines - 2 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 12500 
No. of Seats 15 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 040/010 KTS 
Visibility 7.0 SM 
Lowest Sky/Clouds 
Lowest Ceiling 1000 FT OVERCAST 
Obstructions to Vision- UNK/NR 
Precipitation - RAIN 
Condition of Light - DAYLIGHT 

Engine Type - TURBOPROP 
Rated Power 850 HP 

Itinerary 
Last Departure Point 

NEW ORLEANS, LA 
Destination 

LAKE JACKSON.TX 

ATC/Airspace 
Type of Flight Plan - !FR 
Type of Clearance - !FR 
Type Apch/Lndg - TRAFFIC PATTERN 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
BRAZORIA COUNTY 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 35 
6001/ 

- ASPHALT 
- WET 

100 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,ATP,CFI 

Age - 35 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 5505 Last 24 Hrs - 5 
SE LAND.ME LAND Months Since - 12 Make/Model- 300 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 805 Last 90 Days-
Multi-Eng - 3900 Rotorcraft 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE PILOT STATED THAT HE WAS BEING VECTORED AROUND THUNDERSTORMS WHEN SEVERE TURBULENCE WAS ENCOUNTERED. THE PILOT WAS 
ATTEMPTING TO PENETRATE A LINE OF THUNDERSTORMS ABOUT FOUR MILE WIDE WHEN THE TURBULENCE WAS ENCOUNTERED. THE COURSE OF 

·PENETRATION WAS DETERMINED TO BE THE AREA OF LEAST INTENSITY BASED ON ACFT RADAR,· CENTER RADAR AND PRECEDING ACFT 
REPORTS. THE PILOT FURTHER STATED THAT WHAT HE ENCOUNTERED WAS CLEAR AIR TURBULENCE. EXAMINATION OF THE ACFT REVEALED 
SUBSTANTIAL DAMAGE TO BOTH WINGS. 
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Brief of Accident (Continued) 

File No. - 1716 

Occurrence 
Phase of Operation 

Finding(s) 

3/23/83 HIGH ISLAND.GM 

IN FLIGHT ENCOUNTER WITH WEATHER 
DESCENT - NORMAL 

1. WEATHER CONDITION - TURBULENCE(THUNDERSTORMS) 
2. WEATHER EVALUATION - INADEQUATE - PILOT IN COMMAND 

A/C Reg. No. N417EM 

3. FLIGHT INTO KNOWN ADVERSE WEATHER - ATTEMPTED - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 3 

Factor(s) relating to this accident is/are finding(s) 1,2 
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Fi 1 e No. - 17 43 4/30/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

MT. PLEASANT,IA A/C Reg. No. N77090 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1500 CST 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-TAKEOFF 

NONE 0 0 1 

Make/Model - CESSNA C-140 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - CONTINENTAL C-85-12 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - NO 

Max Gross Wt 1450 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 050/005 KTS 
Visibility 7.0 SM 
Lowest Sky/Clouds UNK/NR 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 85 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

SAME AS ACC/INC 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

- UNK/NR 
1800 -UNK/NR 

- GRASS/TURF 
Lowest Ceiling 2500 FT BROKEN 

Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg 

Airport Data 
PRIVATE STRIP 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status - DRY 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Age - 43 
Review 

- YES 
9 

Biennial Flight 
Current 
Months Since 
Aircraft Type - C-140 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument-

490 Last 24 Hrs - 1 
472 Last 30 Days- UNK/NR 

0 Last 90 Days- 2 

THE PILOT STATED HE DID NOT MAKE A VISUAL CHECK OF HIS FUEL SUPPLY PRIOR TO FLIGHT. AFTER A 45 MINUTE SOLO FLIGHT 
HE LANDED AT A PRIVATE STRIP AND PICKED UP A PASSENGER. THE RIGHT FUEL TANK WAS SELECTED AND THE GUAGE WAS INDICATING 
IN THE LOWER RED 1/4 RED, NO TAKEOFF RANGE. AS THE ACFT CLIMBED TO APRX 25 FEET AGL, THE ENGINE FAILED. THE ACFT TOUCHED 
DOWN WITHOUT INCIDENT, THEN STRUCK A FENCE POST AND NOSED OVER ON ITS BACK. 
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Brief of Accident (Continued) 

File No. - 1743 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/30/83 MT. PLEASANT.IA 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
TAKEOFF - INITIAL CLIMB 

1. FLUID,FUEL - EXHAUSTION 
2. FUEL SUPPLY - INADEQUATE - PILOT IN COMMAND 
3. FUEL SUPPLY - DISREGARDED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
TAKEOFF - INITIAL CLIMB 

4. TERRAIN CONDITION - HIGH OBSTRUCTION(S) 

Occurrence #3 
Phase of Operation 

Finding(s) 
5. OBJECT - FENCE 

----Probable Cause----

ON GROUND COLLISION WITH OBJECT 
LANDING - ROLL 

A/C Reg. No. N77090 

Th~ National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3 

Factor(s) relating to this accident is/are finding(s) 4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1625 8/13/83 WHITTEMORE, IA A/C Reg. No. N8559L Time (Lcl) - 0700 CDT 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft lnformation----

-AERIAL APPLICATION 
-14 CFR 137 
-MANEUVERING 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

1 0 
0 0 

None 
0 
0 

Make/Model - PIPER PA-25-260 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING 0-540-G1A5 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 2900 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 15.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 260 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - UNK/NR 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command Age - 31 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL 

Biennial Flight 
Current 

Review 
- YES Total 

Flight Time (Hours) 
661 Last 24 Hrs -

SE LAND Months Since 1 Make/Model- 127 Last 30 Days-
Aircraft Type - E33A Instrument- 15 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE PLT REPORTED HE WAS MAKING A TRIM SWATH IN A LOW AREA TOWARD RISING TERRAIN WHEN HE APPROACHED AN UNEXPECTED 
"HIGH LINE" WIRE. THE WIRE WAS POSITIONED DIAGONALLY ACROSS THE FIELD. HE REPORTED T~AT WHILE AVOIDING THE WIRE, HE 
WAS UNABLE TO CLEAR NEARBY TREES. AFTER COLLIDING WITH THE TREES, THE ACFT REMAINED AIRBORNE FOR ANOTHER 380 FT 
BEFORE IMPACTING THE GROUND. 
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Brief of Accident (Continued) 

File No. - 1625 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/13/83 WHITTEMORE, IA 

IN FLIGHT COLLISION WITH OBJECT 
MANEUVERING - AERIAL APPLICATION 

1. PLANNING-DECISION - INADEQUATE - PILOT IN COMMAND 
2. OBJECT - WIRE,TRANSMISSION 
3. VISUAL LOOKOUT - INADEQUATE - PILOT IN COMMAND 
4. MANEUVER - PERFORMED - PILOT IN COMMAND 
5. TERRAIN CONDITION - RISING 
6. OBJECT - TREE(S) 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

A/C Reg. No. N8559L 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,3 

Factor(s) relating to this accident is/are f inding(s) 2,4,5,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 169 1 9/02/83 KLEMME,IA A/C Reg. No. N9921G Time (Lcl) - 0930 CDT 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT Aircraft Damage 

SUBSTANTIAL 
Fire 

Injuries 
Serious Minor 

Type of Operation -AERIAL APPLICATION Crew 
Pass 

Fatal 
0 
0 

0 0 
None 

1 
0 Flight Conducted Under 

Accident Occurred During 

----Aircraft Information----

-14 CFR 137 
-MANEUVERING 

Make/Model - CESSNA 188A 
Landing Gear - TAILWHEEL-ALL FIXED 
Max Gross Wt 3300 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- 240/008 KTS 
Visibility 20.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

NONE 

Eng Make/Model - LYCOMING I0-520-D 
Number Engines - 1 

0 0 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 300 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
KLEMME,IA 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- UNK/NR 
- UNK/NR 
- UNK/NR 
- UNK/NR 

Age - 34 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review 

Current - YES 
Months Since 5 
Aircraft Type - C-172 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

1550 Last 24 Hrs - 4 
200 Last 30 Days- UNK/NR 

42 Last 90 Days- 200 
Rotorcraft 15 

THE ACFT INADVERTENTLY DESCENDED INTO THE TOPS OF A CORN CROP WHILE DISPENSING SMOKE IN PREPARATION FOR SPRAYING. THE 
INDUCED DRAG SLOWED THE ACFT AND IT LANDED HARD. THE PLT STATED HE DIVERTED HIS HIS ATTN TO THE SPRAY NOZZLES. 
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Brief of Accident (Continued) 

File No. - 1691 

Occurrence 
Phase of Operation 

Finding(s) 

9/02/83 KLEMME.IA 

IN FLIGHT COLLISION WITH TERRAIN 
MANEUVERING - AERIAL APPLICATION 

1. TERRAIN CONDITION - CROP 
2. PROPER ALTITUDE - NOT MAINTAINED - PILOT IN COMMAND 

A/C Reg. No. N9921G 

3. IMPROPER USE OF PROCEDURE.DIVERTED ATTENTION - PILOT IN COMMAND 
4. CLEARANCE - MISJUDGED - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4 

Factor(s) relating to this accident is/are finding(s) 1 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 1656 11/17/83 DES MOINES,IA A/C Reg. No. N67118 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

- INSTRUCTIONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1509 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - BEECHCRAFT BE77 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-235-L2C 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 1650 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 170/013 KTS 
Visibility 10.0 SM 

Rated Power 115 HP 

Itinerary 
Last Departure Point 

DES MOINES, IA 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Lowest Sky/Clouds 12000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Obstructjons to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE TOUCH AND GO 
Condition of Light - DAYLIGHT 

Airport Proximity 
ON AIRPORT 

Airport Data 
DES MOINES MUNI 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 12R 
3200/ 

- ASPHALT 
- DRY 

100 

----Personnel Information---
Pi lot-In-Command Age - 41 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
STUDENT 

Instrument Rating(s) - NONE 

----Narrative----

Review 
- N/A 

Biennial Flight 
Current 
Months Since 
Aircraft Type 

- N/A 
- N/A 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

82 Last 24 Hrs - UNK/NR 
30 Last 30 Days- UNK/NR 

0 Last 90 Days- 9 

THE ACFT LANDED ON THE NOSE GEAR BOUNCED AND DRIFTED OFF THE RIGHT SIDE OF THE RWY. DURING THE 2ND TOUCHDOWN THE NOSE 
GEAR COLLAPSED AND THE ACFT NOSED OVER. THE PILOT WAS A STUDENT ENGAGING IN SOME SOLO LANDING PRACTICE. THE PILOT SAID 
HE THOUGHT HE WAS HIGH ON THE FINAL APPROACH BUT DECIDED TO LAND ANYWAY. HE WAS LANDING ON RWY 12R WITH THE WIND FROM 
170 DEGREES AT 13 KTS. 
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Brief of Accident (Continued) 

File No. - 1656 

Occurrence #1 
Phase of Operation 

Finding(s) 

11/17/83 DES MOINES,IA 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

1. WEATHER CONDITION - UNFAVORABLE WIND 
2. FLARE - IMPROPER - PILOT IN COMMAND 
3. RECOVERY FROM BOUNCED LANDING - INADEQUATE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

NOSE GEAR COLLAPSED 
LANDING - FLARE/TOUCHDOWN 

4. LANDING GEAR,NOSE GEAR - OVERLOAD 

Occurrence #3 
Phase of Operation 

----Probable Cause----

NOSE OVER 
LANDING - FLARE/TOUCHDOWN 

A/C Reg. No. N67118 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are find1ng(s) 2,3 

Factor(s) relating to this accident is/are finding(s) 1,4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1651 11/25/83 HAMPTON, IA A/C Reg. No. N7737U 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

- INSTRUCTIONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Make/Mode 1 - CESSNA 172 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-300-D 
Number Engines - 1 

Fatal 
0 
0 

Time (Lcl) - 1430 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2150 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 140/005 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Rated Power 145 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TOUCH AND GO 

Airport Proximity 
ON AIRPORT 

Airport Data 
HAMPTON MUNICIPAL 
Runway Ident 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 17 
3505/ 

- UNK/NR 
- SLUSH 

75 

----Personnel Information---
Pi lot-In-Command Age - 40 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
STUDENT 

Instrument Rating(s) 

----Narrative----

- NONE 

Biennial Flight Review 
Current - N/A 
Months Since - N/A 
Aircraft Type - N/A 

Flight 
Total 
Make/Model-
Instrument-

Time (Hours) 
18 Last 24 Hrs -
18 Last 30 Days-

0 Last 90 Days-

ON HIS FOURTH TOUCH AND GO LANDING THE PILOT ADDED POWER FOR THE GO-AROUND AND THE AIRCRAFT DRIFTED OFF THE LEFT SIDE 
OF THE RUNWAY. THE LEFT MAIN GEAR HIT A SNOWBANK AND THE AIRCRAFT FLIPPED OVER LANDING UPSIDE DOWN IN THE SNOW. 
THE WINDS AT MACON CITY, IA FSS AS 140 DEGREES AT 5 KTS. 
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Brief of Accident (Continued) 

File No. - 1651 

Occurrence #1 
Phase of Operation 

Finding(s) 

11/25/83 HAMPTON.IA 

LOSS OF CONTROL - ON GROUND 
TAKEOFF - GROUND RUN 

1. TERRAIN CONDITION - SLUSH COVERED 
2. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
3. TERRAIN CONDITION - RUNWAY 
4. GROUND LOOP/SWERVE - NOT CORRECTED - PILOT IN COMMAND 
5. RUDDER - IMPROPER USE OF - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

NOSE OVER 
TAKEOFF - GROUND RUN 

6. TERRAIN CONDITION - SNOW COVERED 

----Probable Cause----

A/C Reg. No. N7737U 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4,5 

Factor(s) relating to this accident is/are finding(s) 1,3,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 1640 11/28/83 WATERLOO, IA A/C Reg. No. N600TS 

----Basic Information----
Type Operating Certificate-AIR CARRIER 

COMMUTER 
Type of Operation -INSTRUCTIONAL 
Flight Conducted Under -14 CFR 91 
Accident Occurred During -LANDING 

----Aircraft Information----

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1620 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
2 
0 

Make/Model - PIPER PA-31-350 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - LYCOMING TI0-540-u2BD 
Number Engines - 2 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 7000 
No. of Seats 8 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 210/009 KTS 
Visibility 8.0 SM 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 350 HP 

Itinerary 
Last Departure Point 

DUBUQUE, IA . 
Destination 

SAME AS ACC/INC 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

Airport Data 
WATERLOO MUNICIPAL 
Runway !dent - 18 
Runway Lth/Wid 5401/ 150 

Lowest Sky/Clouds 2000 FT 
Lowest Ceiling 2000 FT OVERCAST 

Type of Flight Plan - VFR 
Type of Clearance - NONE 

Runway Surface - ASPHALT 
Runway Status - DRY 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL.ATP 
SE LAND,ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Type Apch/Lndg - TRAFFIC PATTERN 
FULL STOP 

Age - 40 Medical Certificate - VALID MEDICAL-NO 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 4505 Last 24 
Months Since 1 Make/Model- 815 Last 30 
Aircraft Type - PA-31 Instrument- 360 Last 90 

Multi-Eng - 3200 

AFTER TAKEOFF FOR AN FAA PART 135 CHECK RIDE, THE AIRCREW WERE UNABLE TO GET A POSITIVE UP INDICATION FOR THE 
LANDING GEAR. THE GEAR WAS RECYCLED & THEN THE LEFT MAIN GEAR WOULD NOT GET A DOWN & LOCKED INDICATION. REPEATED 
ATTEMPTS TO EXTEND THE LEFT MAIN GEAR WERE TO NO AVAIL. AFTER THE FUEL LOAD WAS REDUCED, A WHEELS UP LANDING 
WAS MADE. AN INVESTIGATION REVEALED A MECHANICAL MALFUNCTION IN THE GEAR EXTENSION/RETRACTION SYSTEM. 
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Brief of Accident (Continued) 

File No. - 1640 

Occurrence 
Phase of Operation 

Finding(s) 

11/28/83 WATERLOO.IA 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING - FLARE/TOUCHDOWN 

A/C Reg. No. N600TS 

1. LANDING GEAR,NORMAL RETRACTION/EXTENSION ASSEMBLY - INOPERATIVE 
2. GEAR EXTENSION - NOT POSSIBLE - PILOT IN COMMAND 
3. WHEELS UP LANDING - PERFORMED - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 1 

Factor(s) relating to this accident is/are f inding(s) 2,3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 1649 12/06/83 COUNCIL BLUFFS.IA A/C Reg. No. N5858N 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 

SUBSTANTIAL 
Fire Type of Operation 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Make/Model - ROCKWELL 114 
Landing Gear - TRICYCLE-RETRACTABLE 
Max Gross Wt 2650 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 300/004 KTS 
Visibility 7.0 SM 

NONE 
Crew 
Pass 

Eng Make/Model - LYCOMING I0-540-T4B5D 
Number Engines - 1 
Engine Type - RECIP-FUEL INJECTED 
Rated Power 260 HP 

Itinerary 
Last Departure Point 

DALLAS.TX 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Lowest Sky/Clouds 2000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Obstructions to Vision- HAZE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE FULL STOP 
Condition of Light - DAYLIGHT 

Fatal 
0 
0 

Time (Lcl) - 1230 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Airport Proximity 
ON AIRPORT 

Airport Data 
COUNCIL BLUFFS 
Runway Ident 
Runway Lth/Wid 
Runway Surface 
Runway Status 

MUNI 
- 13 

3500/ 75 
- CONCRETE 
- ICE COVERED 

----Personnel Information---
P i lot-In-Command Age - 44 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight Review 
Current - UNK/NR 
Months Since - UNK/NR 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

317 Last 24 Hrs - 5 
37 Last 30 Days- UNK/NR 

8 Last 90 Days- 55 
2 

ACCORDING TO THE PLT, HE LANDED ON RWY 13, WHICH WAS ICY, AND ENCOUNTERED A RIGHT X-WIND. SUBSEQUENTLY, THE ACFT 
DRIFTED TO THE LEFT, THE LEFT MAIN GEAR HIT A SNOWBANK & THE ACFT GROUND LOOPED. THE PLT REPORTED THAT THE RIGHT 
WING HIT SNOW & WAS DAMAGED. HE REPORTED THE WIND WAS FROM 350 DEG AT 15 KTS. APRX 5 MI AWAY, THE 1146 CST OMAHA, NE 
WIND WAS FROM 300 DEG AT 4 KTS. 
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Brief of Accident (Continued) 

File No. - 1649 

Occurrence #1 
Phase of Operation 

Finding(s) 

12/06/83 COUNCIL BLUFFS.IA 

LOSS OF CONTROL - ON GROUND 
LANDING - ROLL 

1. AIRPORT FACILITIES,RUNWAY/LANDING AREA CONDITION - ICY 
2. WEATHER CONDITION - UNFAVORABLE WIND 

A/C Reg. No. N5858N 

3. COMPENSATION FOR WIND CONDITIONS - IMPROPER - PILOT IN COMMAND 
4. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
5. PROPER ALIGNMENT - NOT MAINTAINED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

6. TERRAIN CONDITION - SNOWBANK 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
1s/are f inding(s) 3,4,5 

Factor(s) relating to this accident is/are finding(s) 1,2,6 
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National Transportation Safety Board 
Washington. D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1672 12/26/83 IOWA FALLS. IA A/C Reg. No. N9565W 

----Basic Information----
Type Operating Certificate-AIR CARRIER 

Time (Lcl) - 1500 CST 

Injuries 
ON-DEMAND AIR TAXI 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under -14 CFR 91 NONE 0 0 1 
Accident Occurred During -LANDING 

----Aircraft Information----
Make/Model - PIPER PA-28-140 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-E2A 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2050 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 230/012 KTS 
Visibility 15.0 SM 
Lowest Sky/Clouds CLEAR 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

IOVJA FALLS. IA 
Destination 

LOCAL 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

Airport Data 

- 13 
4000/ 

- ASPHALT 
75 

Lowest Ceiling 3000 FT OVERCAST 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

IOWA FALLS MUNI 
Runway !dent 
Runway Lth/Wid 
Runway surface 
Runway Status - DRY 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition.of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - TRAFFIC PATTERN 

Age - 22 
Biennial Flight Review 

Current - YES 
Months Since 1 
Aircraft Type - PA-28 

FULL STOP 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument-

·77 Last 24 Hrs - UNK/NR 
4 Last 30 Days- UNK/NR 
3 Last 90 Days- 3 

THE ACFT SWERVED AND COLLIDED WITH A SNOWBANK ALONGSIDE THE RWY DURING LANDING. THE PILOT STATED THAT SHE HIT SOME SNOW 
AND ICE ON THE RWY AND WHEN THE ACFT STARTED TO SLIDE SHE LOST CONTROL. THE ACFT TURNED LEFT AND WHEN THE LEFT WING HIT 
THE SNOWBANK THE ACFT NOSED OVER. 
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Brief of Accident (Continued) 

File No. - 1672 

Occurrence #1 
Phase of Operation 

Finding(s) 

12/26/83 IOWA FALLS.IA 

LOSS OF CONTROL - ON GROUND 
LANDING - ROLL 

1. TERRAIN CONDITION - RUNWAY 
2. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 

A/C Reg. No. N9565W 

3. IMPROPER USE OF EQUIPMENT/AIRCRAFT, TOTAL - PILOT IN COMMAND 
4. TERRAIN CONDITION - ICY 
5. GROUND LOOP/SWERVE - UNCONTROLLED - PILOT IN COMMAND 
6. UNSUITABLE TERRAIN - INADVERTENT USE - PILOT IN COMMAND 
7. REMEDIAL ACTION - NOT POSSIBLE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

8. TERRAIN CONDITION - SNOWBANK 

Occurrence #3 
Phase of Operation 

----Probable Cause----

NOSE OVER 
LANDING - ROLL 

Tile National Transportation Safe~y Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,5,6,7 

Factor(s) relating to this accident is/are finding(s) 1,4,8 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i l e No . - 16 1 7 10/01/83 BURLEY.ID A/C Reg. No. N4773J Time (Lcl) - 1810 MDT 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
3 

Make/Model - BEECH A23 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING I0-360-A2B 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2350 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELETYPE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 300/005 KTS 
Visibility 10.0 SM 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 200 HP 

Itinerary 
Last Departure Point 

GREAT FALLS.MT 
Destination 

JACKPOT,NV 

ATC/Airspace 
Lowest Sky/Clouds 800 FT SCATTERED Type of Flight Plan - VFR 
Lowest Ceiling 1500 FT BROKEN Type of Clearance - NONE 
Obstructions to Vision- FOG Type Apch/Lndg - FORCED LANDING 
Precipitation - RAIN 
Condition of Light - DAYLIGHT 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 21 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 195 Last 24 Hrs -
SE LAND Months Since - 15 Make/Model- 82 Last 30 Days-

Aircraft Type - UNK/NR Instrument- 3 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE PLT WAS PARTICIPATING IN AN OPEN COURSE AIR RACE TO JACKPOT, NV. HE PLANNED TO MAKE AN EN ROUTE STOP AT 
ARCO, ID TO REFUEL. THE WX FORCAST CALLED FOR MARGINAL CONDITIONS. THE PLT MADE A TELEPHONE CALL TO ARCO & CONFIRMED 
THAT THE WX (AT THAT TIME) WAS VFR, SO HE PROCEEDED WITH THE FLT. FOR WEIGHT CONSIDERATIONS, HE TOOK OFF WITH ONLY 
38 GAL OF FUEL ON BOARD. HOWEVER, AFTER ARRIVING IN THE AREA OF ARCO, A HEAVY RAIN SHOWER PREVENTED HIM FROM 
LANDING. HE CHOSE TO CONTINUE TO BURLEY, ID, BUT BEFORE REACHING HIS ALTERNATE STOPPING POINT, THE ENG LOST 
POWER FROM FUEL EXHAUSTION. SUBSEQUENTLY, THE ACFT WAS DAMAGED DURING A LANDING ON ROUGH TERRAIN. TOTAL TIME OF 
ENG OPERATION WAS APRX 4 HR & 50 MIN. ACCORDING TO THE OWNER'S MANUAL, 38 GAL WOULD HAVE PROVIDED ABOUT 4.9 HRS 
OF FLT TIME. LESS THAN 1 PINT OF FUEL WAS FOUND IN THE FUEL TANKS. 

PAGE 142 

4 
UNK/NR 

19 



Brief of Accident (Continued) 

File No. - 1617 

Occurrence #1 
Phase of Operation 

Finding(s) 

10/01/83 BURLEY.ID 

IN FLIGHT ENCOUNTER WITH WEATHER 
CRUISE - NORMAL 

1. PREFLIGHT PLANNING/PREPARATION - INADEQUATE - PILOT IN COMMAND 
2. WEATHER CONDITION - RAIN 
3. FLIGHT TO ALTERNATE DESTINATION - INITIATED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
CRUISE 

4. IN-FLIGHT PLANNING/DECISION - IMPROPER - PILOT IN COMMAND 
5. FLUID.FUEL - EXHAUSTION 
6. FUEL SUPPLY - INADEQUATE - PILOT IN COMMAND 

Occurrence. #3 
Phase of Operation 

Occurrence #4 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

ON GROUND COLLISION WITH TERRAIN 
LANDING 

7. TERRAIN CONDITION - ROUGH/UNEVEN 

----Probable Cause----

A/C Reg. No. N4773J 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,4,5,6 

Factor(s) relating to this accident is/are finding(s) 2,3,7 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 16 14 10/09/83 NEAR CHALLIS, ID A/C Reg. No. N97845 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-MANEUVERING 

Aircraf-t Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
1 

Time (Lcl) - 0920 MDT 

Injuries 
Serious Minor 

0 1 
0 2 

None 
0 
0 

Make/Model - CESSNA 1820 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-470-U 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 3100 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 4 Rated Power 230 HP 

----Environment/Operations Information---
Weather Data Itinerary 

Wx Briefing - NO RECORD OF BRIEFING Last Departure Point 
BOISE.ID 

Destination 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 270/004 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds 5000 FT 
Lowest Ceiling - UNK/NR 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

SAME AS ACC/INC 

ATC/Airspace 
SCATTERED Type of Flight Plan 

Type of Clearance 
Type Apch/Lndg 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 

- NONE Runway Surf ace 
- NONE Runway Status 
- VALLEY/TERRAIN FOLLOWING 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 

Age - . 30 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 2388 Last 24 Hrs - 2 
SE LAND,ME LAND Months Since 1 Make/Model- 123 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 487 Last 90 Days-
Multi-Eng - 447 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE ACFT COLLIDED WITH TREES AT AN ELEVATION OF 8560 FT MSL. THE CRASH SITE WAS ON THE EAST SIDE OF A RIDGE & APRX 
30 TO 40 FT BELOW THE RIDGELINE. THE RIDGE RAN NORTHEAST-SOUTHWEST & FORMED THE WEST SIDE OF DRY CANYON. THE PLT 
STATED THAT THE ENG LOST POWER AT APRX 9000 FT AS THE ACFT WAS APPROACHING THE RIDGELINE. HE STATED THAT HE COULD SEE 
THE ACFT WOULD NOT CLEAR THE RIDGE. HE TURNED TOWARD THE VALLEY, BUT THE ACFT HIT TREES. HOWEVER, A WITNESS REPORTED THE 
ACFT ENTERED DRY CANYON WHILE AT APRX 400 FT AGL. THE TERRAIN ELEVATION AT THE ENTRANCE WAS ABOUT 6500 FT MSL & THE 
ENTRANCE IS APRX 3 MI FROM THE CRASH SITE. THE WITNESS STATED THAT A FEW MINUTES AFTER THE ACFT PASSED HIS POSITION, HE 
HEARD THE ENG ROAR, THEN NOTHING. DURING AN INTERVIEW WITH THE PLT & PASSENGERS, THE INVESTIGATOR ESTABLISHED THAT THE 
ACFT ENTERED THE CANYON AT APRX 500 FT AGL. THE ENG WAS EXAMINED & A TEST RUN WAS CONDUCTED WHICH SHOWED EVIDENCE 
OF NORMAL OPERATION. 
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Brief of Accident (Continued) 

F i l e No. - 16 14 

Occurrence #1 
Phase of Operation 

Finding(s) 

10/09/83 NEAR CHALL! S, ID 

IN FLIGHT COLLISION WITH TERRAIN 
MANEUVERING 

1. TERRAIN CONDITION - MOUNTAINOUS/HILLY 
2. TERRAIN CONDITION - RISING 
3. TERRAIN CONDITION - HIGH TERRAIN 
4. WEATHER CONDITION - HIGH DENSITY ALTITUDE 
5. IN-FLIGHT PLANNING/DECISION - IMPROPER - PILOT IN COMMAND 

A/C Reg. No. N97845 

6. IMPROPER DECISION, LACK OF FAMILIARITY WITH GEOGRAPHIC AREA - PILOT IN COMMAND 
7. MANEUVER - INITIATED - PILOT IN COMMAND 
8. OBJECT - TREE(S) 

Occurrence #2 
Phase of Operation 

----Probable cause----

IN FLIGHT COLLISION WITH TERRAIN 
OTHER 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 5 

Factor(s) relating to this accident is/are finding(s) 1,2,3,4,6,8 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1658 12/02/83 KOOSKIA, ID A/C Reg. No. N49584 

----Basic Information----
Type Operating Certificate-ON-DEMAND AIR TAXI Aircraft Damage 

SUBSTANTIAL 
Fire 

Name of Carrier -VALLEY AVIATION 
Type of Operation -NON SCHED,DOMESTIC,PASSENGER 
Flight Conducted Under -14 CFR 135 
Accident Occurred During -LANDING 

----Aircraft Information----
Make/Model - BELL 206-BIII 
Landing Gear - SKID 
Max Gross Wt 3200 
No. of Seats 5 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- UNK/NR 
Visibility 20.0 SM 
Lowest Sky/Clouds UNK/NR 
Lowest Ceiling - UNK/NR 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

NONE 

Eng Make/Model - ALLISON 250-C-20 
Number Engines - 1 
Engine Type - TURBOSHAFT 
Rated Power 317 HP 

Itinerary 
Last Departure Point 

FI SH LAKE , ID 
Destination 

ORIFINO,ID 

ATC/Airspace 
Type of Flight Plan - COMPANY(VFR) 
Type of Clearance - NONE 
Type Apch/Lndg - FULL STOP 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1140 PST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
2 

ELT Installed/Activated - YES/YES 
Stall Warning System - NO 

Airport Proximity 
ON AIRSTRIP 

Airport Data 
FISH LAKE 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- UNK/NR 
2800/ . 100 

- SNOW 
- SNOW - DRY 

----Personnel Information---
Pi lot-In-Command Age - 43 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND 
HELICOPTER 

Instrument Rating(s) - NONE 

----Narrative----

Review 
- YES 

Biennial Flight 
Current 
Months Since 
Aircraft Type 

- 16 
- UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

7505 Last 24 Hrs - 4 
3600. Last 30 Days- UNK/NR 

35 Last 90 Days- 203 
UNK/NR Rotorcraft 7441 

THE HELICOPTER LANDED HARD AND ROLLED OVER TO THE RIGHT. THE EVENTS STARTED WHE~ .THE PILOT HEARD THE END OF A SEAT BELT 
BANGING AGAINST THE OUTSIDE OF THE ACFT WHERE IT HAD BEEN CAUGHT IN THE DOOR. THE PILOT DECIDED TO LAND AND SECURE THE 
BELT. DURING LANDING THE DOWNWASH FROM THE ACFT BLEW UP SNOW AND THE PILOT LOST SIGHT OF THE GROUND. A HARD LANDING AND 
ROLLOVER RESULTED. 
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Fi 1 e No. - 1658 

Occurrence #1 
Phase of Operation 

Finding(s) 

12/02/83 KOOSKIA. ID 

MISCELLANEOUS/OTHER 
TAKEOFF - INITIAL CLIMB 

1. MISC EQPT/FURNISHINGS,SEAT BELT - IMPROPER 

Brief of Accident (Continued) 

A/C Reg. No. N49584 

2. PREFLIGHT PLANNING/PREPARATION - INADEQUATE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

3. WEATHER CONDITION - WHITEOUT 
4. FLARE - NOT POSSIBLE - PILOT IN COMMAND 
5. WEATHER CONDITION - SNOW 

Occurrence #3 
Phase of Operation 

----Probable Cause----

ROLL OVER 
LANDING - FLARE/TOUCHDOWN 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4 

Factor(s) relating to this accident is/are finding(s) 1,3,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1622 6/11/83 CHICAGO,IL 

----Basic Information----
Type Operating Certificate-AIR CARRIER - FLAG/DOMESTIC 
Name of Carrier -UNITED AIRLINES, INC. 
Type of Operation -SCHEDULED,DOMESTIC,PAX/CARGO 
Flight Conducted Under -14 CFR 121 
Accident Occurred During -LANDING 

----Aircraft Information----

A/C Reg. No. N7273U 

Aircraft Damage 
SUBSTANTIAL 

Fire 
ON GROUND 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1733 CDT 

Injuries 
Serious Minor 

0 0 
2 15 

None 
7 

118 

Make/Model - BOEING 727-222A 
Landing Gear - TRICYCLE-RETRACTABLE 
Max Gross Wt - 210000 

Eng Make/Model - P&W JTSD-15 
Number Engines - 3 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Engine Type - TURBOFAN 
No. of Seats 147 Rated Power 15000 LBS THRUST 

--------------------------------------------------------------------------------------------------------------------------~---------
----Environment/Operations Information---

Weather Data 
Wx Briefing - COMPANY 

Method - IN PERSON 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 160/010 KTS 
Visibility 9.0 SM 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

TAMPA,FL 

ATC/Airspace 
Lowest Sky/Clouds 6000 FT 
Lowest Ceiling - UNK/NR 

SCATTERED Type of Flight Plan - IFR 
Type of Clearance - IFR 

Obstructions to Vision- NONE Type Apch/Lndg - NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Age - 57 Medical 
Biennial Flight Review 

Airport Proximity 
ON AIRPORT 

Airport Data 
O'HARE 

Certificate 
Flight 

-

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

Time (Hours) 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
ATP Current - UNK/NR Total 11926 Last 

- 22L 
0011 I 150 

- CONCRETE 
- DRY 

24 Hrs - 3 
ME LAND Months Since - UNK/NR Make/Model- 11307 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 0 Last 90 Days-

Instrument Rating(s) - AIRPLANE 

----Narrative----
DURING THE TAKEOFF ROLL, THE #1 ENG FAILED & THE TAKEOFF WAS ABORTED AT APRX 70 KTS. THE AIRCREW TAXIED THE ACFT CLEAR 
OF THE RWY & STOPPED ON THE REVERSE HIGH SPEED TURNOFF. THE AIRCREW OF ANOTHER COMPANY ACFT TRANSMITTED THAT THE #1 
ENG WAS ON FIRE. THERE WAS NO FIRE WARNING LIGHT IN THE COCKPIT, BUT THE #1 ENG WAS SHUT DOWN & A FIRE EXTINGUISHER 
WAS DISCHARGED INTO THE ENG. ANOTHER RADIO CALL WAS RECEIVED THAT THE ENG WAS STILL ON FIRE & A SECOND EXTINGUISHER 
WAS DISCHARGED INTO THE ENG. THE OTHER 2 ENGS WERE ALSO SHUT DOWN & ALL OCCUPANTS WERE EVACUATED USING THE EMERGENCY 
EXITS. TWO PASSENGERS RECEIVED SERIOUS INJURIES. AN INVESTIGATION REVEALED THE 2ND STAGE TURBINE DISK HAD FRACTURED 

UNK/NR 

FROM FATIGUE WHICH INITIATED AT THE BASE OF CAVITIES IN THE BOTTOM OF THE AIR SEAL GROOVE. THE INSIDE & OUTSIDE SURFACES 
OF THE DISK AIR SEAL GROOVE SHOWED SIGNS OF FRETTING AS IF THE MATING AIR SEAL HAD BEEN MOVING FORE & AFT WITHIN THE 
GROOVE. 
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File No. - 1622 

Occurrence 
Phase of Operation 

Finding(s) 

Brief of Accident (Continued) 

6/11/83 CHICAGO.IL A/C Reg. No. N7273U' 

LOSS OF POWER(TOTAL) - MECH FAILURE/MALFUNCTION 
TAKEOFF - GROUND RUN 

1. TURBINE ASSEMBLY,TURBINE WHEEL - CHAFED 
2. TURBINE ASSEMBLY.TURBINE WHEEL - FATIGUE 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

PAGE 149 

Time (Lcl) - 1733 CDT 



National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i l e No . - 1 7 30 5/27/83 LEBANON, IN A/C _Reg. No. N52470 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Fatal 
Crew O 
Pass 0 
Other 1 

Time (Lcl) - 1727 EST 

Injuries 
Serious Minor 

0 0 
0 0 
1 0 

None 
1 
0 
0 

Make/Model - BOEING A75N1 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING R-680-17 
Number Engines - 1 

ELT Installed/Activated - YES-UNK/NR 
Stall Warning System - NO 

Max Gross Wt 2950 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 170/003 KTS 
Visibility 15.0 SM 
Lowest Sky/Clouds 9000 FT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 220 HP 

Itiner~ 
Last Oepar-f'"or.e Point 

SAME -AS ACC/INC 
Destination 

WESTFIELD, IN 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

- UNK/NR 
- UNK/NR 
- GRASS/TURF 

Lowest Ceiling 9000 FT BROKEN 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Airport Data 
BOONE COUNTY 
Runway Ident 
Runway Lth/Wid 
Runway Surf ace 
Runway Status - DRY 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND,ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Type Apch/Lndg - FORCED LANDING 

Age - 45 
Review 

- YES 
Biennial Flight 

Current 
Months Since 
Aircraft Type 

- 24 
- UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument
Multi-Eng -

3430 Last 24 Hrs - 1 
200 Last 30 Days- UNK/NR 
610 Last 90 Days- 13 

2530 

THE PLT HAD FLOWN THE ACFT TO BOONE COUNTY ARPT TO GET THE ACFT'S CARBURETOR ADJUSTED. AFTER THE ADJUSTMENT, HE 
TOOK OFF TO THE SOUTH ON A GRASS RWY BESIDE THE CONCRETE RWY. WHILE CLIMBING THRU ABOUT 300 TO 400 FT AGL, THE 
ENG BEGAN RUNNING ROUGH. THE PLT ELECTED TO TURN & LAND ON THE ARPT. ON FINAL APCH, THE ACFT CROSSED OVER A BUILDING 
AREA AT A LOW ALT. ALSO, ON FINAL APCH, HE SAW 1 OF 2 PERSONS THAT WERE AHEAD, ON THE GROUND. THE PLT SAW THAT HE WAS 
ON A COLLISION COURSE. HE ELECTED TO PUSH THE CONTROL STICK FORWARD, BOUNCE THE ACFT OFF THE CONCRETE & OVER THE 
PERSON . HOWEVER, THE GEAR FAILED ON IMPACT & THE ACFT SKIDDED 236 FT ACROSS THE RAMP & INTO A GRASS AREA. BOTH PERSONS 
ON THE GROUND WERE STRUCK BY THE ACFT. THE PLT STATED THAT HE WAS USING A MIXTURE OF AUTOMOTIVE/AVIATION FUEL. 
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Brief of Accident (Continued) 

File No. - 1730 

Occurrence #1 
Phase of Operation 

F1nding(s) 
1. UNOETERMINEO 

5/27/83 LEBANON, IN 

LOSS OF POWER 
TAKEOFF - INITIAL CLIMB 

2. FLUIO,FUEL GRAOE - IMPROPER 

A/C Reg. No. N52470 

3. MAINTENANCE.SERVICE OF AIRCRAFT - IMPROPER - PILOT IN COMMANO 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

F1nding(s) 

FORCEO LANOING 
LANO ING 

IN FLIGHT COLLISION WITH TERRAIN 
LANO ING 

4. OBJECT - BUILOING(NONRESIDENTIAL) 
5. OBJECT - OTHER PERSON 
6. MANEUVER - ATTEMPTED - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1 

Factor(s) relating to this accident is/are finding(s) 4,5,6 
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File No. - 1624 8/16/83 

National Transportation Safety Board 
Washington. D.C. 20594 

Brief of Accident 

CENTERTO, IN A/C Reg. No. N386G Time (Lcl) - 0725 EST 
---------------------------------------------------------------------------------~--------------------------------------------------
----Basic Information----

Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-EXECUTIVE/CORPORATE 
-14 CFR 91 
-OTHER 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

0 1 
1 6 

None 
0 
0 

Make/Model - CESSNA 421C 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL GTSI0-520-L 
Number Engines - 2 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 7450 
No. of Seats 8 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 140/003 KTS 
Visibility 4.000 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- HAZE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 375 HP 

Itinerary 
Last Departure Point 

INDIANAPOLIS, IN 
Destination 

WASHINGTON, IN 

ATC/Airspace 
Type of Flight Plan - IFR 
Type of Clearance - IFR 
Type Apch/Lndg - NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL.ATP 

Age - 38 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 4138 Last 24 Hrs - UNK/NR 
SE LAND,ME LAND Months Since - 1 1 Make/Model- 97 Last 30 Days- UNK/NR 

Aircraft Type - 421C Instrument- 327 Last 90 Days-
Multi-Eng - 2271 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE PLT REPORTED THAT DURING A CLIMB AFTER TAKEOFF, HE ENGAGED THE AUTOPILOT. WHILE MAKING AN ENTRY ON A TRIP SHEET, HE 
FELT A BUMP & NOTED THAT THE ACFT HAD STARTED TO DESCEND. HE DISENGAGED THE AUTOPILOT & THE NOSE PITCHED DOWN VIOLENTLY. 
REDUCING POWER HAD AN ADVERSE EFFECT, SO HE INCREASED POWER AGAIN. HE FINALLY LEVELED THE ACFT JUST PRIOR TO IMPACTING 
IN A FIELD AT CRUISE POWER. THE ELEVATOR TRIM TAB CABLES WERE FOUND TO HAVE BEEN CROSSED BETWEEN THE TAB ACTUATOR & THE 
PULLEY IN THE TAIL CONE. THE TAB WAS ALSO FOUND FULLY TRIMMED NOSE DOWN. THE ACFT HAD JUST BEEN GIVEN AN ANNUAL 
INSPECTION DURING WHICH THE ELEVATOR TRIM ACTUATOR HAD BEEN REMOVED, INSPECTED & LUBRICATED. THIS WAS THE FIRST FLT 
SINCE THE INSPECTION. 

101 

------------------------------------------~-----------------------------------------------------------------------------------------
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Brief of Accident (Continued) 

File No. - 1624 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/16/83 CENTERTO,IN 

LOSS OF CONTROL - IN FLIGHT 
CLIMB - TO CRUISE 

1. FLT CONTROL SYST,ELEVATOR TAB CONTROL(TRIM) - INCORRECT 

A/C Reg. No. N386G 

2. MAINTENANCE,INSTALLATION - IMPROPER - COMPANY MAINTENANCE PSNL 
3. AIRCRAFT HANDLING - UNCONTROLLED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
OTHER 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are f inding(s) 3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No. - 1607 10/05/83 EVANSVILLE.IN A/C Reg. No. N3475X 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1205 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - MOONEY M20F 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - LYCOMING I0-360-A1A 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 2740 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NWS 
Method - UNK/NR 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 350/010 KTS 
Visibility 7.0 SM 
Lowest Sky/Clouds 2500 FT 
Lowest Ceiling 2500 FT BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 

·condition Of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 200 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

UNK/NR 

ATC/Airspace 
. Type of Flight Plan - NONE 

Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
ON AIRPORT 

Airport Data 
DRESS REGIONAL 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 04 
8020/ 

- ASPHALT 
- DRY 

150 

----Personnel Information---
Pi lot-In-Command Age - 37 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight 
Current 

Review 
- YES 

Months Since 
Aircraft Type -

8 
PA-32 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

238 Last 24 Hrs - 0 
108 Last 30 Days- UNK/NR 

3 Last 90 Days- 30 

DURING TAKEOFF, THE ACFT BEGAN TO SWERVE TO THE LEFT DESPITE THE PLT'S ATTEMPTS TO MAINTAIN DIRECTIONAL CONTROL 
WITH RUDDER & OPPOSITE BRAKE. THE ACFT WENT OFF THE LEFT SIDE OF THE RWY 7 STRUCK THE VASI LIGHTS WITH BOTH 
WINGS. AN EXAM OF THE BRAKES REVEALED THE ADJUSTING PINS WERE LOOSE. THIS ALLOWED PLAY WHICH COULD HAVE ALLOWED 
A BRAKE DISC TO COCK. 
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Brief of Accident (Continued) 

Fi 1 e No. - 1607 

Occurrence #1 
Phase of Operation 

Finding(s) 

10/05/83 EVANSVILLE.IN 

LOSS OF CONTROL - ON GROUND 
TAKEOFF - GROUND RUN 

1. LANDING GEAR.NOSE GEAR ASSEMBLY - LOOSE 
2. LANDING GEAR.NOSE GEAR ASSEMBLY - LOCKED 
3. DIRECTIONAL CONTROL - NOT POSSIBLE - PILOT IN COMMAND 
4. GROUND LOOP/SWERVE - UNCONTROLLED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH OBJECT 
TAKEOFF - GROUND RUN 

5. OBJECT - APPROACH LIGHT/NAVAID 

----Probable Cause----

A/C Reg. No. N3475X 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are finding(s) 3,4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1679 4/08/83 PAOLA,KS A/C Reg. No. N35722 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-BUSINESS 
-14 CFR 91 
-APPROACH 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 2214 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 

Make/Model - CESSNA 172 I 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-E2D 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2150 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - IMC 
Wind Dir/Speed- 350/005 KTS 
Visibility 2.000 SM 
Lowest Sky/Clouds UNK/NR 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

GREAT BEND.KS 
Destination 

NEVADA,MO 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 
- N/A 

Lowest Ceiling 300 FT OBSCURED 
Type of F.light Plan - IFR 
Type of Clearance - IFR 
Type Apch/Lndg 

Runway Ident 
Runway Lth/Wid 
Runway Surf ace 
Runway Status - N/A 

Obstructions to Vision- FOG 
Precipitation - SNOW 
Condition of Light - NIGHT(DARK) 

----Personnel Information---
Pilot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL, CFI 
SE LAND,ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Age - 62 
Biennial Flight Review 

Current - YES 
Months Since - 19 
Aircraft Type - C-172I 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument
Multi-Eng -

2726 Last 24 Hrs - 5 
628 Last 30 Days- UNK/NR 
406 Last 90 Days- 15 
340 

THE ACRT CRASHED IN A PASTURE AFTER FUEL EXHAUSTION DURING AN APPROACH TO JOHNSON COUNTY INDUSTRIAL ARPT. THE 
ACFT HAD MADE A MISSED APPROACH AT HIS DESTINATION OF NEVADA MO. ENROUTE TO A SUGGESTED ALTERATE OF BUTLER ARPT. THE 
WEATHER BECAME WORSE AND JOHNSON COUNTY BECAME THE VIABLE ALTERNATE. DURING THE APPROACH THE ACRT RAN OUT OF FUEL. AFTER 
THE ACRT DESCENDED OUT OF THE CLOUDS IT IMPACTED RIGHT WING AND NOSE LOW IN A PASTURE. IT THEN SPUN AROUND AND SLID 
BACKWARDS INTO A FENCE. THE PILOT HAD RECEIVED A WEATHER BRIEFING THAT .REPORTED CEILINGS AND VISIBILITIES AT OR BELOW 
INSTRUMENT APPROACH MINIMUMS IN THE VICINITY OF HIS DESTINATION AND FORECASTED AND REPORTED AIRFRAME ICING ALONG HIS FLT 
ROUTE. THE PILOT FILED AN IFR FLT PLAN. AFTER THE ACCIDENT HE STATED THAT HIS PASSENGER WAS EAGER TO GET TO NEVADA FOR 
AN APPOINTMENT ON 4/9/83. USING THE FUEL CONSUMPTION CALCULATED FROM THE LAST FLT THE ACFTS FUEL RANGE WAS ABOUT 4 HOURS 
THE FUEL WAS EXHAUSTED AFTER 4 HOURS AND 15 MINUTES ON THE ACCIDENT FLT. 
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Brief of Accident (Continued) 

File No. - 1679 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/08/83 PAOLA.KS 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
APPROACH - IAF TO FAF/OUTER MARKER (IFR) 

1. WEATHER CONDITION - LOW CEILING 

A/C Reg. No. N35722 

2. PREFLIGHT PLANNING/PREPARATION - INADEQUATE - PILOT IN COMMAND 
3. WEATHER CONDITION - RAIN 
4. FUEL SUPPLY - INADEQUATE - PILOT 
5. WEATHER CONDITION - FOG 
6. IN-FLIGHT PLANNING/DECISION - NOT 
7. FLUID,FUEL - EXHAUSTION 
8. WEATHER EVALUATION - POOR - PILOT 

Occurrence #2 
Phase of Operation 

FORCED LANDING 
APPROACH 

Finding(s) 
9. LIGHT CONDITION - DARK NIGHT 

IN COMMAND 

PERFORMED - PILOT IN COMMAND 

IN COMMAND 

Occurrence #3 
Phase of Operation 

IN FLIGHT COLLISION WITH TERRAIN 
APPROACH - IAF TO FAF/OUTER MARKER (IFR) 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4,6,8 

Factor(s) relating to this accident is/are finding(s) 1,3,5,7,9 
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National Transportation Safety Board 
Washington, D.c: 20594 

Brief of Accident 

File No. - 1693 4/26/83 WITCH IT A, KS A/C Reg. No. N22FM 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation. 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-BUSINESS 
-14 CFR 91 
-DESCENT 

Aircraft Damage 
SUBSTANTIAL 

Fire 
ON GROUND 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1454 CDT 

Injuries 
Serious Minor 

0 2 
0 0 

None 
0 
3 

Make/Model - CESSNA CE-500 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - P&W uTI5-1A 
Number Engines - 2 

ELT Installed/Activated - YES-UNK/NR 
Stall Warning System - YES 

Max Gross Wt 11500 
No. of Seats 8 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 270/009 KTS 
Visibility 15.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
COMMERCIAL.ATP 
SE LAND.ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Engine Type - TURBOFAN 
Rated Power 2200 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

CHICAGO.IL 

ATC/Airspace 
Type of Flight Plan - !FR 
Type of Clearance - !FR 
Type Apch/Lndg - NONE 

Airport Proximity 
ON AIRPORT 

Airport Data 
MID-CONTINENT 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 19L 
7208/ 150 

- CONCRETE 
- DRY 

Age - 52 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight 

Current 
Review 

- YES 
Months Since 
Aircraft Type -

1 
CE-500 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

6725 Last 24 Hrs - 5 
2300 Last 30 Days- UNK/NR 

780 Last 90 Days- 131 
2325 

THE ACFT COLLIDED WITH THE GROUND DURING TAKEOFF. THE FUEL TANK IN THE RIGHT WING ·RUPTURED AND THE ACFT BURNED 
WHILE SLIDING TO A STOP. THE DAY BEFORE THE ACCIDENT THE ACFT WAS WASHED AND THE THRUST REVERSER DOORS WERE POLISHED. 
AFTER THE SERVICE, THE REVERSER DOORS CIRCUIT BREAKERS WHICH HAD BEEN PULLED WERE NOT RESET. IT WAS COMPANY POLICY TO 
LEAVE CIRCUIT BREAKERS OUT THAT WERE PULLED DURING SERVICING. PRIOR TO FLT, THE ACFT WAS LOADED AND THE ENGINES 
STARTED. THE REVERSED UNLOCK LIGHTS ON BOTH REVERSER ANNUNCIATOR PANELS ILLUMINATED. THE PILOT DISCUSSED 
THE SITUATION WITH THE CO-PLT AND ELECTED TO GO. HE PUSHED THE LIGHT ASSEMBLIES WHICH UNLATCHED THE LIGHT HOUSING AND 
PUT OUT THE "UNLOCK" LIGHTS. AFTER TAKEOFF WHILE THE GEAR WAS RETRACTING THE ACFT YAWED RIGHT AND IMPACTED THE GROUND. 
ALL OCCUPANTS EVACUATED AND AFTER THE FIRE WAS PUT OUT A CESSNA ACFT INVESTIGATOR OBSERVED THE TWO THRUST REVERSER 
CIRCUIT BREAKERS IN THE "OUT", OPEN POSITION AND PARTIALLY COVERED BY A FLT CHART. BOTH THRUST REVERSERS WERE DEPLOYED. 
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Brief of Accident (Continued) 

File No. - 1693 

Occurrence #1 
Phase of Operation 

f jnding(s) 

4/26/83 WITCHITA,KS 

LOSS OF CONTROL - IN FLIGHT 
TAKEOFF - INITIAL CLIMB 

1. THRUST REVERSER.DOOR - UNLOCKED 
2. MAINTENANCE - INADEQUATE - COMPANY MAINTENANCE PSNL 
3. THRUST REVERSER.DOOR - DEPLOYED INADVERTENTLY 
4. AIRCRAFT PREFLIGHT - INADEQUATE - PILOT IN COMMAND 
5. ELECTRICAL SYSTEM.CIRCUIT BREAKER - POPPED/TRIPPED 

A/C Reg. No. N22FM 

6. OPERATION WITH KNOWN DEFICIENCIES I~ EQUIPMENT - ATTEMPTED - PILOT IN COMMAND 
1. ANNUNCIATOR PANEL LIGHTS - SWITCHED OFF 
8. CHECKLIST - NOT FOLLOWED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4,5,6,7,8 
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National Transportation Safety Board 
Washington, D.C. 20594 

Fi 1 e No. - 1769 5/08/83 MOUNDRIDGE.KS 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

- INSTRUCTIONAL 
-14 CFR 91 
-LANDING 

Brief of Accident 

A/C Reg. No. N4254V 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Make/Model - CESSNA 170 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - CONTINENTAL C145-2 
Number Engines - 1 

Fatal 
0 
0 

rime (Lcl) - 1515 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

ELT Installed/Activated - YES/YES 
Stall Warning System - NO 

Max Gross Wt 2050 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 150/006 KTS 
Visibility 20.0 SM 
Lowest Sky/Clouds UNK/NR 

Rated Power 145 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

SAME AS ACC/INC 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

Airport Data 
MOUNDRIDGE MUNICIPAL 
Runway !dent - 17 
Runway Lth/Wid 3600/ 105 

Lowest Ceiling - 25000 FT BROKEN 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway Surface - GRASS/TURF 
Runway Status - DRY 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - TRAFFIC PATTERN 

Age - 28 
Biennial Flight Review 

Current - YES 
Months Since 2 
Aircraft Type - UNK/NR 

TOUCH AND GO 

Medical Certificate - EXPIRED 
Flight Time (Hours) 

Total 
Make/Model
Instrument-

122 Last 
7 Last 
O Last 

24 Hrs - 1 
30 Days- UNK/NR 
90 Days- 6 

THE ACFT BOUNCED DURING LANDING AND GROUNDLOOPED TO THE RIGHT BEFORE DEPARTING THE RWY. THIS WAS THE PLTS FIRST SOLO IN 
AN ACFT WITH CONVENTIONAL LANDING GEAR. 
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Brief of Accident (Continued) 

File No. - 1769 

Occurrence #1 
Phase of Operation 

Finding(s) 

5/0S/83 MOUNDRIDGE,KS 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

1. FLARE - MISJUDGED - PILOT IN COMMAND 

A/C Reg. No. N4254V 

2. IMPROPER USE OF PROCEDURE,LACK OF TOTAL EXPERIENCE - PILOT IN COMMAND 
3. RECOVERY FROM BOUNCED LANDING - IMPROPER - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

LOSS OF CONTROL - ON GROUND 
LANDING - FLARE/TOUCHDOWN 

4. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
5. GROUND LOOP/SWERVE - NOT CORRECTED - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4,5 
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F i 1 e No . - 1 7 4 7 12/14/83 

----Basic Information----

National Transportation Safety Board 
Washington. D.C. 20594 

Brief of Accident 

GARNETT.KS A/C Reg. No. N4026R 

Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 
SUBSTANTIAL 

Fire Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-FERRY 
-14 CFR 91 NONE 
-LANDING 

Crew 
P.ass 

Fatal 
0 
0 

Time (Lcl) - 2130 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
1 

Make/Model - PIPER PA-32-300 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING I0-540-K145 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 3400 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 360/020 KTS 
Visibility 20.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - NIGHT(DARK) 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 300 HP 

Itinerary 
Last Departure Point 

TEXARKANA.AR 
Destination 

ROCHESTER.MN 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 

Age - 45 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 1800 Last 24 Hrs - 5 
SE LAND.ME LAND Months Since 9 Make/Model- 98 Last 30 Days- UNK/NR 

Aircraft Type - PA-34 Instr.ument- 200 Last 90 Days-
Multi-Eng - 800 

Instrument Rating(s) - AIRPLANE 

----Narrative----
WHILE ENROUTE PILOT WAS RUNNING THE ACFT USING THE RIGHT MAIN FUEL TANK. HE SWITCHED TO THE LEFT TO BALANCE THE LOAD 
AND THE ENGINE QUIT ABOUT 10 SECONDS AFTER BEING SWITCHED. THE PILOT COULD NOT RESTART THE ENGINE AND A FORCED LANDING 
WAS MADE IN A FIELD. THE RIGHT WING STRUCK A TREE AND SHEARED OFF. 
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Brief of Accident (Continued) 

File No. - 1747 

Occurrence #1 
Phase of Operation 

Finding(s) 

12/14/83 GARNETT,KS 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
CRUISE - NORMAL 

1. FLUID.FUEL - STARVATION 
2. PROCEDURES/DIRECTIVES - NOT FOLLOWED - PILOT IN COMMAND 

A/C Reg. No. N4026R 

3. FUEL BOOST PUMP SELECTOR POSITION - NOT USED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
DESCENT - EMERGENCY 

4. LIGHT CONDITION - NIGHT 

Occurrence #3 
Phase of Operation 

Finding(s) 
5. OBJECT - TREE(S) 

----Probable Cause----

IN FLIGHT COLLISION WITH OBJECT 
DESCENT - EMERGENCY 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3 

Factor(s) relating to this accident is/are finding(s) 1,4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1 609 10/11/83 MIDDLESBORO,KY A/C Reg. No. N3971A 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 

SUBSTANTIAL 
Fire Type of Operation 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-BUSINESS 
-14 CFR 91 
-LANDING 

Make/Model - BEECHCRAFT 58 
Landing Gear - TRICYCLE-RETRACTABLE 
Max Gross Wt 5400 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 250/006 KTS 
Visibility 7.0 SM 
Lowest Sky/Clouds 10000 FT 
Lowest Ceiling - 10000 FT OVERCAST 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

NONE 
Crew 
Pass 

Eng Make/Model - CONTINENTAL I0-520-C5 
Number Engines - 2 
Engine Type - RECIP-FUEL INJECTED 
Rated Power 285 HP 

Itinerary 
Last Departure Point 

SOMERSET.KY 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

Fatal 
0 
0 

Time (Lcl) - 1200 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Airport Proximity 
ON AIRPORT 

Airport Data 
MIDDLESBORO 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 28 
3630 -UNK/NR 

- ASPHALT 
- WET 

----Personnel Information---
Pi lot-In-Command Age - 49 Medical Certificate - VALID MEDICAL-NO WA IVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL 
SE LAND,ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since 1 
Aircraft Type - PA-31 

Flight Time (Hours) 
Total 4648 Last 
Make/Model- 202 Last 
Instrument- 551 Last 
Mu 1 t i. - Eng - 1479 

DURING ARRIVAL, THE ACFT WAS LANDED WITH THE LANDING GEAR RETRACTED. AN EXAM OF THE ACFT REVEALED NO EVIDENCE 
OF A PREIMPACT MALFUNCTION OR FAILURE OF THE LANDING GEAR SYSTEM. 
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Brief of Accident (Continued) 

File No. - 1609 

Occurrence 
Phase of Operation 

Finding(s) 

10/11/83 MIDDLESBORO.KY 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING - FLARE/TOUCHDOWN 

1. GEAR EXTENSION - NOT ATTAINED - PILOT IN COMMAND 
2. WHEELS UP LANDING - INADVERTENT - PILOT IN COMMAND 

----Probable Cause----

A/C Reg. No. N3971A 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1 

Factor(s) relating to this accident is/are f inding(s) 2 

PAGE 165 

Time (Lcl) - 1200 EDT 



National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1737 3/24/83 NEWELLTON, LA A/C Reg. No. N3652A Time (Lcl) - 1715 CST 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-AERIAL APPLICATION 
-14 CFR 137 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - AIR TRACTOR, INC. AT-301 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - PRATT&WHITNEY R-1340 
Number Engines - 1 . 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 5000 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 7.0 SM 

Rated Power 600 HP 

Itinerary 
Last Departure Point 

NEWELLTON.AR 
Destination 

LOCAL 

ATC/Airspace 
Lowest Sky/Clouds 4000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - FORCED LANDING 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
NEWELLTON 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 24 
2750/ 

- DIRT 
- DRY 

75 

----Personnel Information---
Pf lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 

Age - 45 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 10504 Last 24 Hrs -
SE LAND Months Since 9 Make/Model- 250 Last 30 Days-

Aircraft Type - UNK/NR Instrument- 0 Last 90 Days-
Multi-Eng - 4 

Instrument Rating(s) - NONE 

----Narrative----
APRX 1 MINUTE AFTER TAKEOFF THE ACFT ENGINE FAILED. DURING THE FORCED LANDING, THE ACFT FLIPPED INVERTED DAMAGING 
ONE WING TIP AND THE VERTICAL STABALIZER. POST CRASH INSPECTION REVEALED A CRACK IN THE NUMBER 7 CYLINDER, 
FROM SPARK PLUG TO SPARK PLUG, WHICH APPEARS TO HAVE HELD THE INTAKE VALVE OPEN, RESULTING IN A POWER LOSS. 
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Fi 1 e No. - 1737 

Occurrence #1 
Phase of Operation 

Finding(s) 

Brief of Accident (Continued) 

3/24/83 NEWELLTON.LA A/C Reg. No. N3652A 

LOSS OF POWER(TOTAL) - MECH FAILURE/MALFUNCTION 
TAKEOFF - INITIAL CLIMB 

1. ENGINE ASSEMBLY,CYLINDER - CRACKED 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 

FORCED LANDING 
DESCENT - EMERGENCY 

NOSE OVER 
LANDING - ROLL 

2. TERRAIN CONDITION - GROUND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 1 

Factor(s) relating to this accident is/are f inding(s) 2 
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F i 1 e No . - 1 7 1 7 3/27/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

INT.COASTAL CTY,LA A/C Reg. No. N61826 

Type Operating Certificate-ON-DEMAND AIR TAXI 

Time (Lcl) - 0700 CST 

Injuries 
Name of Carrier -PAUL FORNET AIR SERVICE 
Type of Operation .-NON SCHED,DOMESTIC,PASSENGER 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under -14 CFR 135 NONE 0 0 1 
Accldent Occurred During -LANDING 

----Aircraft Information----
Make/Model - CESSNA 185F 
Landing Gear - FLOAT 

Eng Make/Model - CONTINENTAL I0-520D 
Number Engines - 1 

ELT Installed/Activated - UNK/NR 
Stall Warning System - YES 

Max Gross Wt 3350 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing· - UNK/NR 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- 315/010 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND,ME LAND,SE SEA 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Engine Type - RECIP-FUEL INJECTED 
Rated Power 300 HP 

Itinerary 
Last Departure Point 

LAFAYETTE,LA 
Destination 

VERMILLION BAY.LA 

ATC/Airspace 
Type of Flight Plan - COMPANY(VFR) 
Type of Clearance - NONE 
Type Apch/Lndg - FULL STOP 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

Age - 50 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Review Biennial Flight 

Current 
Months Since 
Aircraft Type 

- UNK/NR 
- UNK/NR 
- UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

10000 Last 24 Hrs - 3 
5000 Last 30 Days- UNK/NR 

150 Last 90 Days- 200 
1000 

THE PILOT STATED THAT THE LANDING GEAR WAS NOT RETRACTED AFTER TAKEOFF FROM THE AIRPORT. WHEN THE PILOT ATTEMPTED TO 
LAND ON WATER THE AIRCRAFT FLIPPED OVER AND SANK. THE LANDING GEAR ARE BUILT INTO THE FLOATS AND DURING THE RETRACTION 
CYCLE THE LANDING GEAR RETRACTS INTO THE FLOATS. 
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Brief of Accident (Continued) 

F i 1 e No . - 1 7 1 7 3/27/83 INT.COASTAL CTY,LA A/C Reg. No. N61826 

Occurrence NOSE OVER 
Phase of Operation LANDING - FLARE/TOUCHDOWN 

Finding(s) 
1. CHECKLIST - NOT USED - PILOT IN COMMAND 
2. IMPROPER USE OF PROCEDURE, INATTENTIVE - PILOT IN COMMAND 
3. WHEELS DOWN LANDING IN WATER - ATTEMPTED - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,3 

Factor(s) relating to this accident is/are finding(s) 2 
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F i 1 e No . - 1 7 1 2 4/10/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

SHREVEPORT,LA A/C Reg. No. N180GL 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1630 CST 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-LANDING 

NONE 0 0 1 

Make/Model - GREAT LAKES 2T-1A-2 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING I0-360-B1F6 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 1580 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 300/015 KTS 
Visibility 15.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Engine Type - RECIP-FUEL INJECTED 
Rated Power 180 HP 

Itinerary 
Last Departure Point 

SHREVEPORT,LA 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FULL STOP 

Airport Proximity 
ON AIRPORT 

Airport Data 
LUCIEN 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 35 
2625/ 25 

- GRASS/TURF 
- DRY 

Age - 59 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review 

Current - YES 
Months Since 6 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

1239 Last 24 Hrs - 2 
29 Last 30 Days- UNK/NR 

9 Last 90 Days- 6 

ACCORDING TO THE PILOT, THE CROSSWIND LANDING AND INITIAL ROLLOUT WERE NORMAL. SHORTLY AFTER THE TAILWHEEL SETTLED 
A SUDDEN GUST OF WIND OF SURPRISING STRENGTH CAUSED THE AIRPLANE TO WEATHERVANE INTO THE WIND AND TOWARD A LINE OF 
PARKED AIRPLANES. TO AVOID A COLLISION WITH THE ACFT HE APPLIED BRAKES CAUSING THE ACFT TO GO NOSE DOWN AND OVER ON ITS 
BACK. 
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Brief of Accident (Continued) 

File No. - 1712 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/10/83 SHREVEPORT.LA 

LOSS OF CONTROL - ON GROUND 
LANDING - ROLL 

1. WEATHER CONDITION - GUSTS 
2. GROUND LOOP/SWERVE - INADVERTENT - PILOT IN COMMAND 
3. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 

A/C Reg. No. N180GL 

4. COMPENSATION FOR WIND CONDITIONS - INADEQUATE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

NOSE OVER 
LANDING - ROLL 

5. TERRAIN CONDITION - GROUND 
6. BRAKES(NORMAL) - IMPROPER USE OF - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f1nding(s) 2,3,4,6 

Factor(s) relating to this accident is/are finding(s) 1,5 
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National Transportation Safety Board· 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1734 4/16/83 BREAUX BRIDGE, LA A/C Reg. No. N3572Z 

·----Basic Information----
Type Operating Certificate-AIR CARRIER 

ON-DEMAND AIR TAXI 
Type of Operation -PERSONAL 
Flight Conducted Under -14 CFR 91 
Accident Occurred During -TAKEOFF 

----Aircraft Information----

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 2040 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
3 

Make/Model - PIPER PA-28-161 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-D3G 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2325 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 15.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - NIGHT(DARK) 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,CFI 
SE LAND,ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Engine Type - RECIP-FUEL INJECTED 
Rated Power 160 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

NEW ORLEANS.LA 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
ON AIRPORT 

Airport Data 
BORDELON 
Runway ldent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 24 
2950/ 80 

- GRASS/TURF 
- WET 

Age - 22 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review 

Current - YES 
Months Since 5 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

785 Last 24 Hrs - 6 
219 Last 30 Days- UNK/NR 

58 Last 90 Days- 183 
31 

ACCORDING TO THE PILOT HE WAS ATTEMPTING TO TAKEOFF AT NIGHT FROM AN UNLIT TURF STRIP. JUST BEFORE THE ATTEMPTED 
TAKEOFF, TWO SETS OF VEHICLE HEADLIGHTS WERE DIRECTED DOWN BOTH SIDES OF THE RNWY TO HELP THE PILOT IN THE TAKEOFF. 
ON BOTH SIDES OF THE RNWY, APRX 1500 FEET DOWN, WAS A GROUP OF BUSHES FROM 10 TO 30 FEET TALL. THE GRASS ON THE RUNWAY 
WAS ABOUT 8 INCHES TALL AND WET. THE EDGES OF THE RUNWAY WERE NOT EASY TO DETERMINE, THUS HE STARTED HIS TAKEOFF ROLL 
TO THE RIGHT OF CENTERLINE. USING SHORT FIELD TAKEOFF TECHNIQUE HE ROTATED AT ABOUT 20 KTS LIMITING HIS FORWARD 
VISIBILITY. AT ABOUT 40-45 KTS THE RIGHT WING STRUCK THE BUSHES CAUSING HIM TO LOSE DIRECTIONAL CONTROL. THE ACFT LEFT 
THE RNWY, SPUN 180 DEGREES AND CAME TO REST IN A PLOWED FIELD ADJACENT TO THE RUNWAY. 
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Brief of Accident (Continued) 

File No. - 1734 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/16/83 BREAUX BRIDGE, LA 

ON GROUND COLLISION WITH TERRAIN 
TAKEOFF - GROUND RUN 

1. TERRAIN CONDITION - HIGH VEGETATION 

A/C Reg. No. N3572Z 

2. PREFLIGHT PLANNING/PREPARATION - INADEQUATE - PILOT IN COMMAND 
3. IMPROPER USE OF EQUIPMENT/AIRCRAFT,OVER CONFIDENCE IN PERSONAL ABILITY - PILOT IN COMMAND 
4. LIGHT CONDITION - DARK NIGHT 
5. VISUAL LOOKOUT - NOT MAINTAINED - PILOT IN COMMAND 
6. TERRAIN CONDITION - GROUND 
7. ALL AVAILABLE RUNWAY - NOT USED - PILOT IN COMMAND 

·a. TERRAIN CONDITION - SOFT 
9. PROPER ALIGNMENT - NOT ATTAINED - PILOT IN COMMAND 

10. TERRAIN CONDITION - WET 
11. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
12. AIRPORT FACILITIES.RUNWAY EDGE LIGHTS - UNAVAILABLE 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Occurrence #4 
Phase of Operation 

Finding(s) 

LOSS OF CONTROL - ON GROUND 
TAKEOFF - GROUND RUN 

MAIN GEAR COLLAPSED 
TAKEOFF - GROUND RUN 

ON GROUND COLLISION WITH TERRAIN 
TAKEOFF - GROUND RUN 

13. TERRAIN CONDITION - OPEN FIELD 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,5,7,9,11 

Factor(s) relating to this accident is/are finding(s) 1,3,4,6,8,10,12,13 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 177 4 5/04/83 IOWA, LA A/C Reg. No. N65361 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-AERIAL APPLICATION 
-.14 CFR 137 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1645 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - BOEING A-75 
Landing Gear - TAILWHEEL-ALL FIXED 
Max Gross Wt - UNK/NR 

Eng Make/Model - P&W R-1340 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - UNK/NR 

Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 315/004 KTS 
Visibility 25.0 SM 

Rated Power 600 HP 

Itinerary 
Last Departure Point 

LAKE CHARLES.LA 
Destination 

LOCAL 

ATC/Airspace 
Lowest Sky/Clouds 5000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE FULL STOP 
Condition of Light - DAYLIGHT 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command Age - 37 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certificate(s)/Rating(s) 
COMMERCIAL 

Biennial Flight 
Current 

Review 
- YES Total 

Flight Time (Hours) 
6225 Last 24 Hrs - 8 

SE LAND.ME LAND 
HELICOPTER 

Months Since - 14 Make/Model- 4500 Last 30 Days- UNK/NR 
Aircraft Type - UNK/NR Instrument- 135 Last 90 Days-

Multi-Eng - 400 Rotorcraft 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE ACFT NOSED OVER DURING AN OFF ARPT LANDING. THE PLT STATED THAT HE WAS LANDING TO CHECK HIS AERIAL APPLICATION LOAD 
AND TALK TO A FARMER. DURING TOUCHDOWN THE MAIN LANDING GEAR DUG INTO THE SOFT GROUND AND THE ACFT NOSED OVER. 
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Brief of Accident (Continued) 

File No. - 1774 

Occurrence #1 
Phase of Operation 

Finding(s) 

5/04/83 IOWA.LA 

LOSS OF CONTROL - ON GROUND 
LANDING - FLARE/TOUCHDOWN 

1. UNSUITABLE TERRAIN - SELECTED - PILOT IN COMMAND 
2. JUDGEMENT - POOR - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

NOSE OVER 
LANDING - FLARE/TOUCHDOWN 

3. TERRAIN CONDITION - SOFT 

----Probable Cause----

A/C Reg. No. N65361 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are finding(s) 3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1627 8/27/83 NORTH LACASSINE,LA A/C Reg. No. N6714K 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT Aircraft Damage 

SUBSTANTIAL 
Fire Type of Operation 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-POSITIONING 
-14 CFR 91 
-LANDING 

Make/Model - GRUMMAN G-164B 
Landing Gear - TAILWHEEL-ALL FIXED 

NONE 

Eng Make/Model - P & W R-1340 
Number Engines - 1 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0800 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 6075 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 020/006 KTS 

Rated Power 1340 HP 

Itinerary 
Last Departure Point 

IOWA, LA 
Destination 

SAME AS ACC/INC 

Airport Proximity 
ON AIRPORT 

Airport Data 
LA MOTT 

- 27 
Visibility 5.0 SM 
Lowest Sky/Clouds UNK/NR 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

1400 -UNK/NR 
- GRASS/TURF 

Lowest Ceiling - 25000 FT BROKEN - WET 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - FULL STOP 

Age - 32 Medical Certificate - VALID MEDICAL-NO 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 9000 Last 24 
Months Since 8 Make/Model- 6500 Last 30 
Aircraft Type - UNK/NR Instrument- 0 Last 90 

THE PLT REPORTED THAT DURING THE LANDING, THE LEFT WING STRUCK TALL GRASS AT THE SIDE OF THE STRIP & THE ACFT 
SWERVED TO THE LEFT. HE TRIED TO CORRECT THE SITUATION BY APPLYING RIGHT BRAKING ACTION, BUT HIS BRAKING WAS 
INEFFECTIVE ON WET GRASS. SUBSEQUENTLY, THE ACFT GROUND LOOPED & SKIDDED INTO A DITCH WHERE THE GEAR COLLAPSED. 
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Brief of Accident (Continued) 

F i 1 e No . - 1 6 2 7 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/27/83 NORTH LACASSINE,LA 

ON GROUND COLLISION WITH TERRAIN 
LANDING 

1. TERRAIN CONDITION - HIGH VEGETATION 
2. CLEARANCE - INADEQUATE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

LOSS OF CONTROL - ON GROUND 
LANDING - ROLL 

3. AIRPORT FACILITIES,RUNWAY/LANDING AREA CONDITION - WET 
4. DIRECTIONAL CONTROL - NOT POSSIBLE - PILOT IN COMMAND 
5. GROUND LOOP/SWERVE - UNCONTROLLED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

6. TERRAIN CONDITION - DITCH 

Occurrence #4 
Phase of Operation 

Finding(s) 

GEAR COLLAPSED 
LANDING - ROLL 

7. LANDING GEAR - OVERLOAD 

----Probable Cause----

A/C Reg. No. N6714K 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 2 

Factor(s) relating to this accident is/are finding(s) 1,3,4,5,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1750 6/03/83 WESTFIELD,MA A/C Reg. No. N5286N 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-DEMO 
-14 CFR 91 
-MANEUVERING 

Aircraft Damage 
DESTROYED 

Fire 
ON GROUND 

Crew 
Pass 

Fatal 
1 
0 

Time (Lcl) - 1058 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

Make/Model - NORTH AMERICAN AT-6C 
Landing Gepr - TAILWHEEL FIXED-MAINS RETRACT 

Eng Make/Model - P & W R-1340-AN-1 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - UNK/NR 

Max Gross Wt 5300 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 210/004 KTS 
Visibility 30.0 SM 

Rated Power 550 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Lowest Sky/Clouds 6000 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
ON AIRPORT 

Airport Data 
BARNES MUNICIPAL 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 02 
9000/ 

- ASPHALT 
- DRY 

150 

----Personnel Information---
Pi lot-In-Command Age - 44 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
ATP 

Biennial Flight 
Current 

Review 
- YES Total 

Flight Time (Hours) 
15000 Last 24 Hrs -

SE LAND,ME LAND Months Since - 11 Make/Model- 250 Last 30 Days-
Aircraft Type - DC-9 Instrument- 3000 Last 90 Days-

Multi-Eng - 14000 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE AIRLINE TRANSPORT RATED PLT WAS ON A LOW LEVEL, AEROBATIC WAIVER, COMPETENCY CHECK FLT. HE WAS SCHEDULED TO 
DEMONSTRATE A LOOP, AN AILERON ROLL, A SPLIT-S, AN IMMELMANN, A BARREL ROLL & A 4-POINT HESITATION ROLL. THE MINIMUM 
ALT FOR THESE MANEUVERS WAS TO BE 500 FT AGL. FOR THE MOST PART, WITNESSES AGREED THE 1ST 5 MANEUVERS WERE PERFORMED 
WELL, WITH MINOR EXCEPTIONS. HOWEVER, DURING THE FINAL MANEUVER, A 4-POINT ROLL TO THE LEFT, THE ACFT CRASHED. MOST 
OF THE WITNESSES BELIEVED THE PLT STARTED THE MANEUVER BELOW 500 FT AGL. REPORTEDLY, AT THE 1ST POINT OF THE ROLL, THE 
NOSE HAD BEGUN TO DROP. AT THE 2ND POINT (INVERTED), THE NOSE HAD DROPPED THRU THE HORIZON TO PERHAPS 10 DEG LOW. ONE 
EXPERIENCED PLT REPORTED THE ACFT DISHED OUT FROM ABOUT THE 3RD POINT. SUBSEQUENTLY, THE PLANE IMPACTED IN A SOMEWHAT 
NOSE LOW, RIGHT WING LOW ATTITUDE. THERE WERE INDICATIONS THAT UP ELEVATOR & RIGHT RUDDER WERE APPLIED JUST BEFORE 
IMPACT. THE PLT HAD APRX 500 HRS SINGLE ENGINE EXPERIENCE & RECENT PRACTICE SESSIONS IN AEROBATIC FLT. 
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Brief of Accident (Continued) 

File No. - 1750 

Occurrence 
Phase of Operation 

Finding(s) 

6/03/83 WESTFIELD.MA 

IN FLIGHT COLLISION WITH TERRAIN 
MANEUVERING 

1. AEROBATICS - PERFORMED - PILOT IN COMMAND 
2. ALTITUDE - MISJUDGED - PILOT IN COMMAND 
3. FLIGHT CONTROLS - IMPROPER USE OF - PILOT IN COMMAND 

A/C Reg. No. N5286N 

4. IMPROPER USE OF EQUIPMENT/AIRCRAFT.OVER CONFIDENCE IN PERSONAL ABILITY - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3 

Factor(s) relating to this accident is/are finding(s) 1,4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1603 9/18/83 ORANGE.MA A/C Reg. No. N11LP 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 

SUBSTANTIAL 
Fire Type of Operation 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Make/Model - CESSNA 185B 
Landing Gear - TAILWHEEL-ALL FIXED 
Max Gross Wt 3200 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 350/003 KTS 

NONE 
Crew 
Pass 

Eng Make/Model - CONTINENTAL I0-470-F 
Number Engines - 1 
Engine Type - RECIP-FUEL INJECTED 
Rated Power 260 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

vis i bi 1 i ty 15. 0 SM ATC/Airspace 
Lowest Sky/Clouds 
Lowest Ceiling 

3500 FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Obstructions to Vision- HAZE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation NONE 
Condition of Light - DAYLIGHT 

Fatal 
0 
0 

Time (Lcl) - 1630 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

ELT Installed/Activated - YES-UNK/NR 
Stall Warning System - YES 

Airport Proximity 
ON AIRPORT 

Airport Data 
ORANGE 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 32 
2500 -UNK/NR 

- GRASS/TURF 
- DRY 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 

Age - 29 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review 

Current - YES 
SE LAND Months Since 3 

Aircraft Type - UNK/NR 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Flight Time (Hours) 
Total 
Make/Model
Instrument
Mu 1 ti -Eng : 

800 Last 24 Hrs - 3 
75 Last 30 Days- UNK/NR 
59 Last 90 Days- 100 

6 

DURING ARRIVAL, THE PLT USED A GRASS LANDING AREA ON THE NORTH SIDE OF RWY 32/14. THE WIND HAD PREVIOUSLY BEEN 
FROM 290 DEG, BUT HAD SWUNG TO 350 DEG. THE PLT REPORTED THAT HE LANDED IN A LEVEL ATTITUDE ON THE MAIN GEAR, THEN 
REDUCED· THE THROTTLE TO IDLE. BRAKES WERE APPLIED, AND AFTER ROLLING ABOUT 400 TO' 500 FT, THE ACFT BEGAN TO NOSE 
OVER. FULL NOSE UP ELEVATOR WAS APPLIED & BRAKING WAS DISCONTINUED, BUT THE ACFT NOSED OVER. 
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F i 1 e No. - 1603 

Occurrence 
Phase of Operation 

Finding(s) 

9/18/83 

NOSE OVER 
LANDING - ROLL 

ORANGE.MA 

Brief of Accident (Continued) 

A/C Reg. No. N11LP 

1. BRAKES(NORMAL) - IMPROPER USE OF - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of ·this accident 
ts/are finding(s) 1 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No. - 1703 11/01/83 NORTHAMPTON.MA A/C Reg. No. N54CW Time (Lcl) - 1500 EST 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 

SUBSTANTIAL 
Fire 

Injuries 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----
Make/Model - WICHAWK 1 

-PERSONAL 
-14 CFR 91 
-LANDING 

Landing Gear - TRICYCLE-FIXED 
Max Gross Wt - UNK/NR 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 50.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

NONE 0 0 1 

Eng Make/Model - CONTINENTAL 0-470 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 230 HP 

Itinerary 
Last Departure Point 

MERIDEN.CT 
Destination 

NORTHAMPTON,MA 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

Airport Data 
LAFLEUR 

150 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 14 
3500/ 

- ASPHALT 
- DRY 

Type Apch/Lndg - TRAFFIC PATTERN 

Age - 56 
Review 

- YES 
3 

Biennial Flight 
Current 
Months Since 
Aircraft Type - UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total - UNK/NR Last 24 Hrs - 0 
Make/Model- 15 Last 30 Days- UNK/NR 
Instrument- UNK/NR Last 90 Days- 5 
Multi-Eng - UNK/NR Rotorcraft - UNK/NR 

ACCORDING TO THE PILOT THE APPROACH WAS TOO LOW AND TOO SLOW AND THE AIRCRAFT LANDED SHORT OF THE RUNWAY. 
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Brief of Accident (Continued) 

File No. - 1703 

Occurrence 
Phase of Operation 

Finding(s) 

11/01/83 NORTHAMPTON,MA 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING - FLARE/TOUCHDOWN 

1. PROPER DESCENT RATE - NOT MAINTAINED - PILOT IN COMMAND 
2. AIRSPEED - NOT MAINTAINED - PILOT IN COMMAND 
3. PROPER TOUCHDOWN POINT - NOT ATTAINED - PILOT IN COMMAND 

----Probable Cause----

A/C Reg. No. N54CW 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1621 11/23/83 NEWBURG.MD A/C Reg. No. N6385G 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-MANEUVERING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1034 EST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - CESSNA 150K 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-200-A 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 1600 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - TV WX 
Methoq - TV/RADIO 
Completeness - PARTIAL,LMTD BY PILOT 

Basic Weather - VMC 
Wind Dir/Speed- 030/004 KTS 
Visibility 6.0 SM 

Rated Power 100 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Lowest Sky/Clouds 14000 
Lowest Ceiling - 17000 

FT SCATTERED Type of Flight Plan - NONE 
FT BROKEN Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - FORCED LANDING 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
AQUALAND/CLIFTON 
Runway !dent - UNK/NR 
Runway Lth/Wid 3165/ 
Runway Surface - ASPHALT 
Runway Status - UNK/NR 

36 

----Personnel Information---
Pi lot-In-Command Age - 29 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since 5 
Aircraft Type - C-150 

Flight Time (Hours) 
Total 222 Last 24 
Make/Model- 153 Last 30 
Instrument- 1 Last 90 

THE PLT REPORTED THAT DURING TAKEOFF AT APRX 200 FT AGL, THE ENG BEGAN TO SPUTTER & RUN ROUGH. HE ELECTED TO 
MAKE A 180 DEG TURN IN AN ATTEMPT TO REACH A CLEAR AREA. HOWEVER, THE ACFT STRUCK A TREE & IMPACTED IN A WOODED 
AREA. REPORTEDLY, THE ACFT HAD BEEN FLOWN APRX 4 HRS SINCE IT WAS REFUELED. AFTER THE ACCIDENT, THE RIGHT FUEL 
TANK WAS FOUND EMPTY WHILE THE LEFT TANK CONTAINED AN ESTIMATED 3 TO 4 GAL. A SMALL AMOUNT OF CONTAMINATION WAS 
FOUND IN THE CARBURETOR BOWL. A CHECK OF THE FUEL LINE FILTER INDICATED A PROLONGED BUILD UP OF FINE SILICONE 

Hrs -
Days-
Days-

SILT, RUST PARTICLES & DISOLVED MICE DROPPINGS. AN OPERATIONAL CHECK OF THE ENG REVEALED NO DISCREPANCIES. REPORTEDLY, 
THE PLT/OWNER HAD USED A STICK, NOTCHED IN INCREMENTS, TO DETERMINE THE FUEL LEVEL BEFORE TAKEOFF. HOWEVER, THE 
ACCURACY OF HIS METHOD WAS NOT DETERMINED. 
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Brief of Accident (Continued) 

File No. - 1621 11/23/83 NEWBURG,MD 

Occurrence #1 
Phase of Operation 

LOSS OF POWER(PARTIAL) - NON-MECHANICAL 
TAKEOFF - INITIAL CLIMB 

Finding(s) 
1. FLUID,FUEL - LOW LEVEL 
2. AIRCRAFT PREFLIGHT - IMPROPER - PILOT IN COMMAND 
3. FLUID,FUEL - CONTAMINATION 
4. FLUID.FUEL - STARVATION 

FORCED LANDING 

A/C Reg. No. N6385G 

Occurrence #2 
Phase of Operation MANEUVERING - TURN TO LANDING AREA (EMERGENCY) 

IN FLIGHT COLLISION WITH OBJECT Occurrence #3 
Phase of Operation MANEUVERING - TURN TO LANDING AREA (EMERGENCY) 

Finding(s) 
5. TERRAIN CONDITION - HIGH OBSTRUCTION(S) 
6. MANEUVER - PERFORMED - PILOT IN COMMAND 
7. OBJECT - TREE(S) 

Occurrence #4 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 4 

Factor(s) relating to this accident is/are finding(s) 1,2,3,5,6,7 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1681 11/26/83 BAL TI MORE, MD A/C Reg. No. N7473S 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1039 EST 

Injuries 
Serious Minor 

0 1 
0 1 

None 
0 
0 

Make/Model - CESSNA 1820 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-470U 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2950 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - PATWAS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 220/012 KTS 
Visibility 20.0 SM 
Lowest Sky/Clouds SCATTERED 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 230 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

OCEAN C ITV, MD 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

Airport Data 
BALTIMORE/WASHINGTON 

Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway !dent - UNK/NR 
Runway Lth/Wid - UNK/NR 
Runway Surface - GRASS/TURF 
Runway Status - DRY 

Type Apch/Lndg - FORCED LANDING 

Age - 56 
Review 

- YES 
4 

Biennial Flight 
Current 
Months Since 
Aircraft Type - C-182 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 235 Last 24 Hrs - UNK/NR 
Make/Model- 137 Last 30 Days- UNK/NR 
Instrument- O Last 90 Days- 13 
Multi-Eng - 19 

THE ACFT CRASHED SHORTLY AFTER TAKEOFF WHEN THE ENGINE LOST POWER DURING INITIAL CLIMB. THIS ACFT HAD NOT BEEN FLOWN FOR 
ABOUT ONE MONTH. THE PILOT WAS AWARE OF WATER ACCUMULATION IN C-182 BLADDER EQUIPPED ACFT, SO HE DRAINED THE GASCOLATOR 
FOR AN ADDED LENGTH OF TIME. THE WING TANKS WERE ALSO DRAINED. START, TAXI AND RUN-UP WERE NORMAL. AFTER DEPARTURE A 
CLIMBING TURN WAS MADE. AT 1500 FT THE PILOT FELT THE ACFT LOSE POWER. HE PUMPED THE THROTTLE TO NO AVAIL. HE CALLED THE 
TOWER AND STARTED THAT "HE HAD A PROBLEM AND WAS COMING IN." HE WAS CLEARED TO LAND ON RWY 33R. THE PILOT DECLARED AN 
EMERGENCY AND SAID HE WAS GOING FOR ANY RWY HE COULD REACH. THIS TRANSMISSION WAS BLOCKED BY THE TOWER CALLING AT THE 
SAME TIME. THE PILOT BLOCKED FURTHER TRANSMISSIONS BY KEYING HIS MIKE INADVERTANTLY. AS HE MANEUVERED FOR RWY 04 HE SAW 
A POTENTIAL CONFLICT WITH A B-737 APPROACHING RWY 28 SO HE DIVERTED TO RWY 15R. WHEN HE COULD NOT MAKE THAT HE TURNED 
RIGHT AND MUSHED INTO THE GROUND TO THE LEFT OF 33L. THE LANDING GEAR COLLAPSED AT GROUND CONTACT. 
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Brief of Accident (Continued) 

File No. - 1681 11/26/83 BALTIMORE.MD A/C Reg. No. N7473S 

Occurrence #1 
Phase of Operation 

LOSS OF POWER(TOTAL) - MECH FAILURE/MALFUNCTION 
TAKEOFF - INITIAL CLIMB 

Finding~s) 
1. FLUID.FUEL - WATER 
2. AIRCRAFT PREFLIGHT - INADEQUATE - PILOT IN COMMAND 
3. AIRCRAFT/EQUIPMENT,INADEQUATE DESIGN - MANUFACTURER 
4. FUEL SYSTEM.TANK - INADEQUATE 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 

FORCED LANDING 
DESCENT - EMERGENCY 

LOSS OF CONTROL - IN FLIGHT 
DESCENT - EMERGENCY 

5. TRAFFIC PATTERN PROCEDURE - INADEQUATE 
6. STALL/SPIN - INADVERTENT - PILOT IN COMMAND 

Occurrence #4 
Phase of Operation 

Finding(s) 

COMPLETE GEAR COLLAPSED 
LANDING - FLARE/TOUCHDOWN 

7. LANDING GEAR.MAIN GEAR - OVERLOAD 
8. LANDING GEAR.NOSE GEAR ASSEMBLY - OVERLOAD 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4,5,6 

Factor(s) relating to this accident is/are finding(s) 7,8 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1631 2/22/83 DETROIT ,MI A/C Reg. No. N58WA 

----Basic Information----
Type Operating Certificate-ON-DEMAND AIR TAXI 
Name of Carrier -PDQ AIR SERVICES, INC 
Type of Operation -SCHEDULED,DOMESTIC,CARGO 

Aircraft Damage 
SUBSTANTIAL 

Fire 
Flight Conducted Under -14 CFR 135 NONE 
Accident Occurred During -LANDING 

----Aircraft Information----

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 2135 EST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - BEECH 58 
Landing Gear - TRICYCLE-RETRACTABLE 
Max Gross Wt 5400 

Eng Make/Model - CONTINENTAL I0-520-C 
Number Engines - 2 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

No. of Seats - UNK/NR 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - UNK/NR 

Basic Weather - IMC 
Wind Dir/Speed- CALM 
Visibility 2.000 SM 
Lowest Sky/Clouds 
Lowest Ceiling 5000 FT OVERCAST 
Obstructions to Vision- FOG 
Precipitation - DRIZZLE 
Condition of Light - NIGHT(DARK) 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 285 HP 

Itinerary 
Last Departure Point 

SAGINAW,MI 
Destination 

SAME AS ACC/INC 

Airport Proximity 
ON AIRPORT 

Airport Data 
DETROIT CITY 
Runway !dent 

ATC/Airspace Runway Lth/Wid 
Type of Flight Plan - !FR Runway Surface 
Type of Clearance - !FR Runway Status 
Type Apch/Lndg - !LS - LOCALIZER ONLY 

- 15 
5090/ 

- ASPHALT 
- WET 

100 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL, CF! 

Age - 24 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 2544 Last 24 Hrs -
SE LAND,ME LAND Months Since 1 Make/Model- 18 Last 30 Days-

Aircraft Type - 58 Instrument- 271 Last 90 Days-
Multi-Eng - 275 

Instrument Rating(s) - AIRPLANE 

----Narrative----
DURING ARRIVAL, THE PLT RECEIVED VECTORS FOR AN !LS APPROACH. HE ELECTED TO MAKE A LOCALIZER ONLY APPROACH. AT THE 
OUTER MARKER, THE ACFT WAS APRX 200 FT ABOVE THE MINIMUM ALTITUDE & ABOVE THE APPROACH SPEED. THE PLT REPORTED 
THAT HE REDUCED THE AIRSPEED DURING THE DESCENT & VISUALLY ACQUIRED THE RWY ENVIRONMENT APRX 1 1/2 OUT. ACCORDING 
TO THE PLT, HE TOUCHED DOWN ABOUT 1/3 OF THE WAY DOWN THE RWY. OTHER WITNESSES REPORTED THAT THE ACFT TOUCHED 
DOWN AT OR BEYOND THE MIDPOINT. THE WIND WAS CALM & THE RWY WAS WET. AFTER TOUCHDOWN, THE PLT APPLIED BRAKES, 
BUT REPORTED THAT THE ACFT FELT LIKE IT WAS ON ICE. AS HE APPROACHED THE END OF THE RWY, HE TRIED TO STEAR TO THE 
LEFT TO AVOID THE LOCALIZER ANTENNA, BUT ACFT HIT THE LEFT PORTION OF THE ANTENNA. 
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Brief of Accident (Continued) 

File No. - 1631 

Occurrence #1 
Phase of Operation 

Finding(s) 

2/22/83 

OVERRUN 
LANDING - ROLL 

1. LIGHT CONDITION - DARK NIGHT 
2. WEATHER CONDITION - FOG 

DETROIT,MI 

3. DISTANCE - MISJUDGED - PILOT IN COMMAND 
4. AIRSPEED - MISJUDGED - PILOT IN COMMAND 
5. GO-AROUND - NOT PERFORMED - PILOT IN COMMAND 
6. AIRPORT FACILITIES,RUNWAY/LANDING AREA CONDITION - WET 
7. AIRCRAFT PERFORMANCE,HYDROPLANING CONDITION - WATER 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH OBJECT 
LANDING - ROLL 

8. OBJECT - APPROACH LIGHT/NAVAID 

----Probable Cause----

A/C Reg. No. N58WA 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 3,4,5 

Factor(s) relating to this accident is/are finding(s) 1,2,6,7,8 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1628 5/11/83 CERESCO.MI A/C Reg. No. N3355H 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-APPROACH 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1923 EDT 

Injuries 
Serious Minor 

1 0 
0 0 

None 
0 
0 

Make/Model - ERCOUPE 415-C 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL C-85-12F 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 1450 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 170/004 KTS 
Visibility 15.0 SM 
Lowest Sky/Clouds 
Lowest Ceiling - 25000 FT BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information----
Pilot-In-Command Age 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 85 HP 

Itinerary 
·Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Airport Proximity 
ON AIRSTRIP 

Airport Data 
RAY FARM 
Runway Ident 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

Type Apch/Lndg - VISUAL STRAIGHT-IN 

- 27 
1600/ 50 

- GRASS/TURF 
- DRY 

- 47 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Certificate(s)/Rating(s) Biennial Flight Review Flight Time (Hours) 

STUDENT Current - N/A Total 81 Last 24 Hrs - UNK/NR 
Months Since - N/A Make/Model- 28 Last 30 
Aircraft Type - N/A Instrument- 3 Last 90 

Instrument Rating(s) - NONE 

----Narrative----
THE PLT REPORTED THAT THE ACFT WAS NORMAL UNTIL HE WAS ON FINAL APCH TO LAND. THE ACFT BEGAN TO LOOSE TOO MUCH 
ALTITUDE, SO HE ADVANCED THE THROTTLE, THEN THE ENG LOST POWER. SUBSEQUENTLY, THE ACFT HIT THE TOP OF A TREE 
SHORT OF THE RWY, THEN CRASHED. AN EXAM OF THE ACFT REVEALED THAT THE CARBURETOR HEAT CABLE WAS LOOSE & HEAVY 
SOOT DEPOSITS WERE FOUND IN THE EXHAUST STACKS & ON THE SPARK PLUGS. THE TEMP & DEW POINT WERE 74 & 42 DEG, 
RESPECTIVELY. ACCORDING TO ICING PROBABILITY CHARTS, SERIOUS CARBURETOR ICING COULD OCCUR AT GLIDE POWER. 
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Brief of Accident (Continued) 

File No. - 1628 5/11/83 CERESCO,MI A/C Reg. No. N3355H 

Occurrence #1 
Phase of Operation 

LOSS OF POWER(TOTAL) - MECH FAILURE/MALFUNCTION 
APPROACH - VFR PATTERN - FINAL APPROACH 

Finding(s) 
1. CARBURETOR HEAT CONTROL - LOOSE 
2. WEATHER CONDITION - CARBURETOR ICING CONDITIONS 
3. FUEL SYSTEM,CARBURETOR - ICE 

Occurrence #2 
Phase of Operation 

FORCED LANDING 
APPROACH 

Occurrence #3 
Phase of Operation 

IN FLIGHT COLLISION WITH OBJECT 
APPROACH - VFR PATTERN - FINAL APPROACH 

Finding(s) 
4. OBJECT - TR£E(S) 

Occurrence #4 
Phase 9f Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,3 

Facto~(s) relating to this accident is/are finding(s) 2,4 
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National Transportation Safety Board 
Washington. D.C. 20594 

Brief of Accident 

F i l e No . - 16 2 9 5/24/83 LANSING.MI A/C Reg. No. N20ZZ Time (Lcl) - 1430 EDT 
----------------------------------------------------------------------------------------------------------------------r-------------
----Basic Information----

Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - SCHEICHER ASW-20 
Landing Gear - BODY GEAR 

Eng Make/Model - N/A 
Number Engines - N/A 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 1000 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 270/010 KTS 
Visibility 20.0 SM 

Engine Type - N/A 
Rated Power - N/A 

Itinerary 
Last Departure Point 

IONIA .MI 
Destination 

IONIA. MI 

ATC/Airspace 
Lowest Sky/Clouds 4000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command Age - 60 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certificate(s)/Rating(s) 
COMMERCIAL.CF! 
SE LAND.ME LAND 
GLIDER 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since 1 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 4175 Last 
Make/Model- 80 Last 
Instrument- 650 Last 
Multi-Eng - 500 

THE PLT WAS PARTICIPATING IN THE NATIONAL 15 METER CHAMPIONSHIP MEET. DURING A TRIANGULAR COURSE, HE RAN OUT 

24 
30 
90 

OF THERMAL ACTIVITY & SELECTED A FIELD FOR A LANDING. FROM THE AIR. HE THOUGHT HE HAD SELECTED AN ALFALFA FIELD 
WITH A 5 TO 6 INCH GROWTH. HOWEVER. HE STATED THAT THE FIELD ACTUALLY HAD GRASS AP.RX 24 TO 30 INCHES TALL. 
DURING THE LANDING, ONE WING CAUGHT THE GRASS. THE GLIDER SWERVED. THEN THE TAIL CONE FAILED FROM OVERLOAD 
FORCES FROM THE SIDE. 
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Brief of Accident (Continued) 

File No. - 1629 

Occurrence #1 
Phase of Operation 

Finding(s) 

5/24/83 LANSING.MI 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING - FLARE/TOUCHDOWN 

1. TERRAIN CONDITION - HIGH VEGETATION 
2. UNSUITABLE TERRAIN - SELECTED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

LOSS OF CONTROL - ON GROUND 
LANDING - FLARE/TOUCHDOWN 

3. DIRECTIONAL CONTROL - NOT POSSIBLE - PILOT IN COMMAND 
4. GROUND LOOP/SWERVE - UNCONTROLLED -

----Probable Cause----

A/C Reg. No. N20ZZ 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2 

Factor(s) relating to this accident is/are finding(s) 1,3,4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F 1 le No. - 1630 6/18/83 FLINT, MI A/C Reg. No. N27114 Time (Lcl) - 2015 EDT 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 

SUBSTANTIAL 
Fire 

Injuries 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Make/Model 
Landing Gear 
Max Gross Wt 
No. of Seats 

- BALLOON WORKS FIREFLY 7 
UNK/NR 
UNK/NR 
UNK/NR 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- 020/008 KTS 
Visibility 14.0 SM 
Lowest Sky/Clouds CLEAR 

NONE 

Eng Make/Model - N/A 
Number Engines - N/A 
Engine Type - N/A 
Rated Power - N/A 

Itinerary 
Last Departure Point 

FLINT, MI 
Destination 

LOCAL 

ATC/Airspace 

Crew 
Pass 

Fatal 
1 
0 

Serious Minor 
0 0 
0 0 

None 
0 
2 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 
- N/A 

Lowest Ceiling - 25000 FT OVERCAST 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status - N/A 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND 
FREE BALLOON 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - FORCED LANDING 

Age - 58 
Biennial Flight Review 

Current - UNK/NR 
Months Since - UNK/NR 
Aircraft Type - UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
· Flight Time (Hours) 

Total 350 Last 24 Hrs - UNK/NR 
Make/Model- UNK/NR Last 30 Days- UNK/NR 
Instrument- UNK/NR Last 90 Days- UNK/NR 
Multi-Eng - UNK/NR Rotorcraft - UNK/NR 

AFTER TAKEOFF, THE PLT LEVELED THE BALLOON, AND A SHORT TIME LATER, HE COLLAPSED TO THE FLOOR OF THE GONDOLA & 
HAD DIFFICULTY BREATHING. THE BALLOON BEGAN DESCENDING. SUBSEQUENTLY, IT HIT THE PORCH OF A HOUSE & WAS DAMAGED. 
THE PLT DIED FROM ACUTE MYOCARDIAL INFARCTION. 
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Brief of Accident (Continued) 

File No. - 1630 

Occurrence 
Phase of Operation 

Finding(s) 

6/18/83 FLINT,MI 

IN FLIGHT COLLISION WITH OBJECT 
LANDING 

1. AIRCRAFT HANDLING - NOT POSSIBLE - PILOT IN COMMAND 

A/C Reg. No. N27114 

2. IMPROPER USE OF EQUIPMENT/AIRCRAFT,INCAPACITATION(HEART ATTACK) - PILOT IN COMMAND 
3. OBJECT - RESIDENCE 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2 

Factor(s) relating to this accident is/are finding(s) 1,3 

PAGE 195 

Time (Lcl) - 2015 EDT 



National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 16 7 4 10/12/83 TROY.MI A/C Reg. No. N35695 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-INSTRUCTIONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1900 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
2 
0 

Make/Model - PIPER J4E 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - CONTINENTAL A75 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - UNK/NR 

Max Gross Wt 1400 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - UNK/NR 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 170/012 KTS 
Visibility 5.0 SM 
Lowest Sky/Clouds UNK/NR 
Lowest Ceiling 2000 FT BROKEN 
Obstructions to Vision- HAZE 
Precipitation - NONE 
Condition of Light - DUSK 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 75 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TOUCH AND GO 

Airport Proximity 
ON AIRPORT 

Airport Data 
TROY-OAKLAND 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 09 
3855/ 

- ASPHALT 
- DRY 

50 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 

Age - 25 Medical Certificate - VALID MEDICAL-NO WA IVERS/LIMIT 
Biennial F 1 i ght Review Flight Time (Hours) 

Current - YES Total 1757 Last 24 Hrs - 1 
SE LAND,ME LAND Months Since - 18 Make/Model- 10 Last 30 Days- UNK/NR 

Aircraft Type - AA5A Instrument- 319 Last 90 Days-
Multi-Eng - 135 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE ACFT DEPARTED THE SIDE OF THE RWY DURING LANDING AND NOSED OVER. A PRIVATE PILOT WAS BEING ACCOMPANIED BY A 
COMMERCIAL PILOT WHOSE CFI CIRTIFICATE HAD EXPIRED. DURING LANDING ROLL THE PRIVATE PILOT BEGAN "S" TURNS FOR BETTER 
FORWARD VISIBILITY. THE COMMERCIAL PILOT TRIED TO CORRECT THE TURNS BEING UNAWARE OF THE INTENTION OF THEM. THE LEFT 
MAIN GEAR WENT OFF THE SIDE OF THE RWY INTO SOFT GROUND AND THE ACFT NOSED OVER. THE COMMERCIAL PILOT SAID HE IS TAKING 
RESPONSIBILITY AS PIC WHEN THE ACCIDENT OCCURRED. 
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Brief of Accident (Continued) 

File No. - 1674 

Occurrence #1 
Phase of Operation 

Finding(s) 

10/12/83 TROY,MI 

LOSS OF CONTROL - ON GROUND 
LANDING - ROLL 

1. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
2. GROUND LOOP/SWERVE - UNCONTROLLED - PILOT IN COMMAND 
3. CONTROL INTERFERENCE - CONFLICTING - COPILOT 

Occurrence #2 
Phase of Operation 

Finding(s) 

NOSE OVER 
LANDING - ROLL 

4. TERRAIN CONDITION - SOFT 

----Probable Cause----

A/C Reg. No. N35695 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3 

Factor(s) relating to this accident is/are finding(s) 4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 1623 4/26/83 MINNEAPOLIS, MN A/C Reg. No. N82717 

----Basic Information----
Type Operating Certificate-NONE (GENERAL. AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Informa~ion----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1400 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
1 

Make/Model - PIPER PA-28-181 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-360-181 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2500 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 190/007 KTS 
Visibility 20.0 SM 

Rated Power 180 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Lowest Sky/Clouds 4000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - FORCED LANDING 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
ANOKA 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 17 
4800/ 

- ASPHALT 
- DRY 

100 

----Personnel Information---
Pi lot-In-Command Age - 29 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL 

Biennial Flight 
Current 

Review 
- YES Total 

Flight Time (Hours) 
1846 Last 24 Hrs -

SE LAND Months Since - 11 Make/Model- 243 Last 30 Days-
Aircraft Type - PA-28 Instrument- 303 Last 90 Days-

Multi-Eng - 6 

Instrument Rating(s) - NONE 

----Narrative----
AFTER TAKEOFF, THE PLT ELECTED TO PRACTICE TOUCH-AND-GO LANDINGS. AFTER ABOUT 5 LANDINGS, THE ENG LOST POWER 
WHILE THE PLT WAS TURNING ON A BASE LEG FOR RWY 17 AT ABOUT 400 FT AGL. HE TRIED TO RESTART THE ENG. HOWEVER, THE 
LEFT WING HIT THE TOPS OF TREES & THE PLANE CRASHED DURING AN EMERGENCY LANDING. REPORTEDLY, THE FUEL SELECTOR 
WAS POSITIONED TO THE RIGHT TANK WHEN THE ENG LOST POWER. NO MEASURABLE AMOUNT OF FUEL WAS FOUND IN THE RIGHT 
TANK; HOWEVER, FUEL WAS AVAILABLE IN THE LEFT TANK. 
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Brief of Accident (Continued) 

File No. - 1623 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/26/83 MINNEAPOLIS.MN 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
APPROACH 

1. FLUID.FUEL - STARVATION 
2. FUEL SYSTEM - IMPROPER USE OF - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING 

3. EMERGENCY PROCEDURE - INITIATED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 
4. OBJECT - TREE(S) 

Occurrence #4 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH OBJECT 
LANDING 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING 

A/C Reg. No. N82717 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are finding(s) 3,4 
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National Transportation Safety Board 
Washington. D.C. 20594 

Brief of Accident 

File No. - 1655 8/11/83 STORM LAKE.MO A/C Reg. No. N84581 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pess 

Fatal 
0 
0 

Time (Lcl) - 1715 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
6 

Make/Model - PIPER PA-32-301 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING I0-540K1GS 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 3600 
No. of Seats 7 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 050/003 KTS 
Visibility 15.0 SM 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 300 HP 

Itinerary 
Last Departure Point 

DES MOINES,IA 
Destination 

SAME AS ACC/INC 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

Airport Data 

- 35 

Lowest Sky/Clouds 5000 FT 
Lowest Ceiling - UNK/NR 

SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

STORM LAKE MUNI 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

4200/ 75 
- CONCRETE 
- DRY 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - TRAFFIC PATTERN 

Age - 49 
Biennial Flight Review 

Current - YES 
Months Since - 11 
Aircraft Type - PA-28 

FULL STOP 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument-

153 Last 24 Hrs - 3 
40 Last 30 Days- UNK/NR 

0 Last 90 Days- 24 

'THE ACFT RAN OFF THE RIGHT SIDE OF THE RWY AND COLLAPSED THE RIGHT LANDING GEAR. THE ACFT LANDING ON RWY 35 WITH THE 
WIND FROM THE NORTHEAST AT 7 TO 10 KTS. THE PILOT SAID THE ACFT TURNED LEFT AFTER TOUCHDOWN AND SHE CORRECTED WITH 
RIGHT RUDDER, THEN THE ACFT TURNED RIGHT. AS THE PILOT TRIED TO REGAIN CONTROL THE ACFT SWERVED LEFT AND RIGHT AGAIN AND 
RAN OFF THE RIGHT SIDE OF THE RWY. THE ACFT COLLIDED WITH 3 RWY LIGHTS AND THE RIGHT GEAR BROKE OFF. NO MECHANICAL 
DEFICIENCIES WERE NOTED WHICH WOULD HAVE CONTRIBUTED TO THE LOSS OF CONTROL. 
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Brief of Accident (Continued) 

File No. - 1655 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/11/83 STORM LAKE.MO 

LOSS OF CONTROL - ON GROUND 
LANDING - ROLL 

1. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
2. RUDDER - IMPROPER USE OF - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH OBJECT 
LANDING - ROLL 

3. OBJECT - RUNWAY LIGHT 

Occurrence #3 
Phase of Operation 

Finding(s) 

MAIN GEAR COLLAPSED 
LANDING - ROLL 

4. LANDING GEAR.MAIN GEAR STRUT - OVERLOAD 

----Probable Cause----

A/C Reg. No. N84581 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are f inding(s) 3,4 
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National Transportation Safety Board 
Washington. D.C. 20594 

Brief of Accident 

Fi 1 e No. - 17 42 8/14/83 KEYTESVILLE.MO A/C Reg. No. N9703U 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 2015 CDT 

Injuries 
Serious Minor 

0 1 
0 0 

None 
0 
0 

Make/Model - GRUMMAN AMERICAN AA-SA 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-E-2G 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2400 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 010/004 KTS 
Visibility 6.0 SM 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure 

COLUMBIA.MO 
Destination 

BROOKFIELD.MO 

ATC/Airspace 

Point 
Airport Proximity 

OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 

Lowest Sky/Clouds 10000 
Lowest Ceiling - 25000 

FT SCATTERED Type of Flight Plan - NONE 
FT BROKEN Type of Clearance - NONE 

Runway ldent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pilot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rat1ng(s) - NONE 

----Narrative----

Type Apch/Lndg - FORCED LANDING 

Age - 34 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 657 Last 24 Hrs -
Months Since 2 Make/Model- 645 Last 30 Days-
Aircraft Type - UNK/NR Instrument- 0 Last 90 Days-

ACCORDING TO THE PILOT, AFTER DEPARTURE HE CLIMBED TO 2000 FEET MSL, ADJUSTED THE THROTTLE FOR 2500 RPM AND LEANED 
THE MIXTURE FOR CRUISE FLIGHT. THE ENGINE SLOWED TO 2000 RPM SO HE SELECTED THE OPPOSITE FUEL TANK, MOVED THE MIXTURE 
TO FULL RICH AND APPLIED FULL THROTTLE. HE DID NOT APPLY CARBURETOR HEAT. THE RPM DID NOT INCREASE AND THE ACFT 
CONTINUED TO DESCEND SO HE DECIDED TO LAND. AS HE APPROACHED THE OPEN FIELD HE HAD SELECTED FOR LANDING, THE LANDING 
GEAR STRUCK A TREE. THE AIRCRAFT DESCENDED LOWER AND THE LEFT WING STRUCK A TREE. THE AIRCRAFT SPUN TO THE GROUND, 
IMPACTING A CORN FIELD WHILE MOVING REARWARD. 
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Brief of Accident (Con~inued) 

File No. - 17 42 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/14/83 KEYTESVILLE.MO 

LOSS OF POWER(PARTIAL) - NON-MECHANICAL 
CRUISE - NORMAL 

1. WEATHER CONDITION - CARBURETOR ICING CONDITIONS 
2. CARBURETOR HEAT - NOT USED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 
3. OBJECT - TREE(S) 

Occurrence #4 
Phase of Operation 

Finding(s) 

FORCED LANDING 
DESCENT - EMERGENCY 

IN FLIGHT COLLISION WITH OBJECT 
LANDING - FLARE/TOUCHDOWN 

IN FLIGHT COLLISION WITH TERRAIN 
LA!'JDING - ROLL 

4. TERRAIN CONDITION - CROP 

----Probable Cause----

A/C Reg. No. N9703U 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are f inding(s) 3,4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No. - 17 40 8/21/83 KANSAS CITY.MO A/C Reg. No. N67544 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 

SUB ST ANTI AL 
Fire Type of Operation 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

- INSTRUCTIONAL 
-14 CFR 91 
-LANDING 

Make/Model - CESSNA C-152 
Landing Gear - TRICYCLE-FIXED 
Max Gross Wt 1670 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 210/010 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipit~tion - NONE 
Condition of Light - DAYLIGHT 

NONE 
Crew 
Pass 

Eng Make/Model - LYCOMING 0-235-L2C 
Number Engines - 1 
Engine Type - RECIP-FUEL INJECTED 
Rated Power 110 HP 

Itinerary 
Last ·Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TOUCH AND GO 

Fatal 
0 
0 

Time (Lcl) - 1905 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Airport Proximity 
ON AIRPORT 

Airport Data 
KANSAS CITY DOWNTOWN 
Runway !dent - 18 
Runway Lth/Wid 7000/ 150 
Runway Surface - ASPHALT 
Runway Status - DRY 

----Personnel Information---
Pi lot-In-Command 

·certificate(s)/Rating(s) 
STUDENT 

Age - 39 Medical Certificate -

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight Review 
Current - N/A 
Months Since - N/A 
Aircraft Type - N/A 

Flight Time 
Total 
Make/Model
Instrument-

27 
27 

0 

(Hours) 
Last 24 Hrs - 61 
Last 30 Days- UNK/NR 
Last 90.Days- 20 

THE STUDENT PILOT HAD MADE 3 SOLO TOUCH AND GO LANDINGS. ON THE 4TH LANDING THE AIRCRAFT FLOATED AND THEN LANDED NOSE 
GEAR FIRST. THE NOSE GEAR COLLAPSED. 
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Brief of Accident (Continued) 

F i 1 e No . - 1 7 40 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/21/83 KANSAS CITY, MO 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

1. LANDING GEAR,NOSE GEAR - OVERLOAD 
2. LEVEL OFF - MISJUDGED - PILOT IN COMMAND 
3. REMEDIAL ACTION - IMPROPER - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

A/C Reg. No. N67544 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3 

Factor(s) relating to this accident is/are finding(s) 1 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1654 8/28/83 WALDRON.MO A/C Reg. No. N69KP 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL . 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1330 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PRELL QUICKIE 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - ONAN B54M 
Number Engines - · 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 480 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 110/005 KTS 
Visibility 7.0 SM 

Rated Power 18 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Lowest Sky/Clouds 10000 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
NOAHS ARK 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 15 
2950/ 

- ASPHALT 
- DRY 

30 

----Personnel Information---
Pi lot-In-Command Age - 42 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL 
SE LAND 

Instrument Rating(s) - NONE 

----Narrattve----

Biennial Flight Review 
Current - YES 
Months Since - 15 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 450 Last 24 Hrs -
Make/Model- 85 Last 30 Days-
Instrument- 0 Last 90 Days-

THE ACFT COLLIDED WITH THE GROUND DURING AN ATTEMPTED TAKEOFF. THE PILOT STATED HE HAD INSTALLED A NEW PROPELLER THAT 
WAS EXPECTED TO IMPROVE TAKEOFF AND CLIMB PERFORMANCE. HE SAID THE ACFT GOT AIRBORNE, BUT WOULD NOT CLIMB. BY THE 
TIME HE DECIDED THAT THE ACFT WOULD NOT CLIMB IT WAS TOO LATE TO ABORT. THE ACFT MUSHED BACK TO THE GROUND OFF THE OF 
THE RWY. AT THE TIME OF THE ACCIDENT THE EFFECTIVE HEADWIND WAS LESS THAN 5 KTS AND THE DENSITY ALT WAS ABOUT 3000 FT. 
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Brief of Accident (Continued) 

File No. - 1654 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/28/83 WALDRON.MO 

LOSS OF CONTROL - IN FLIGHT 
TAKEOFF - INITIAL CLIMB 

1. AIRCRAFT PERFORMANCE.TAKEOFF CAPABILITY - INADEQUATE 
2. MAINTENANCE,MODIFICATION - PERFORMED - PILOT IN COMMAND 
3. PROPELLER SYSTEM/ACCESSORIES.BLADE - IMPROPER 
4. PROPER CLIMB RATE - NOT ATTAINED - PILOT IN COMMAND 
5. WEATHER CONDITION - HIGH DENSITY ALTITUDE 
6. ABORT - NOT PERFORMED - PILOT IN COMMAND 
7. STALL/MUSH - INADVERTENT - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
TAKEOFF - INITIAL CLIMB 

A/C Reg. No. N69KP 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4,6,7 

Factor(s) relating to this accident is/are f inding(s) 5 
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National Transportation Safety Board 
Washington, D.C. 20594 

File No. - 1785 9/01/83 UNIONVILLE.MO 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-AERIAL APPLICATION 
-14 CFR 137 
-LANDING 

Brief of Accident 

A/C Reg. No. N3819E 

Aircraft Damage 
DESTROYED 

Fire 
ON GROUND 

Crew 
Pass 

Fatal 
1 
0 

Time (Lcl) - 0920 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

Make/Model - PIPER PA-36-375 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING !0720-DICD 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 4800 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 050/006 KTS 
Visibility 5.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- HAZE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 375 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
UNIONVILLE 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 35 
2800/ 

- ASPHALT 
- DRY 

Age - 27 Medical Certificate - NON-VALID MEDICAL 
Review (Hours) 

50 

Certif icate(s)/Rating(s) 
COMMERCIAL 
SE LAND 

Biennial Flight 
Current - YES 
Months Since 
Aircraft Type -

4 
PA-36 

Flight Time 
Total - UNK/NR 
Make/Model- UNK/NR 
Instrument- UNK/NR 
Multi-Eng - UNK/NR 

. Last 24 Hrs - UNK/NR 
Last 30 Days- UNK/NR 
Last 90 Days- UNK/NR 
·~otorcraf t - UNK/NR 

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT WAS OBSERVED TO TURN 45 DEG TO THE LEFT AFTER TAKEOFF AND WHEN A SHORT DISTANCE PAST THE SOUTH END OF THE 
RUNWAY INITIATED A TURN RIGHT AS IF TO LAND ON RUNWAY 35. AS THE ACFT BECAME ALIGNED WITH RUNWAY 35, THE RIGHT W~G 
DROPPED, THE ACFT ENTERED A SPIN AND HIT THE GROUND. EXAMINATION OF THE WRECKAGE DID NOT REVEAL ANY EVIDENCE OF 
PREIMPACT FAILURE OR DEFICIENCY IN THE ACFT BUT A WHITE LIQUID THOUGHT TO BE SPRAY CHEMICAL, COULD BE SEEN LEAKING FROM 
THE BOTTOM OF THE ACFT DURING THE SHORT FLIGHT. 
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Brief of Accident (Continued) 

Fi le No. - 1785 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/01/83 UNIONVILLE, MO 

AIRFRAME/COMPONENT/SYSTEM FAILURE/MALFUNCTION 
TAKEOFF - INITIAL CLIMB 

1. SPRAY/DUSTING EQUIPMENT - LEAK 

Occurrence #2 
Phase of Operation 

Finding(s) 

LOSS OF CONTROL - IN FLIGHT 
APPROACH - VFR PATTERN - FINAL APPROACH 

2. STALL/SPIN - INADVERTENT - PILOT IN COMMAND 
3. LOAD JETTISON - NOT PERFORMED - PILOT IN COMMAND 

----Probable Cause----

A/C Reg. No. N3819E 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are ¥inding(s) 2 

Factor(s) relating to this accident is/are finding(s) 1,3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1782 9/07/83 ODESSA.MO A/C Reg. No. N459Y 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-AERIAL APPLICATION 
-14 CFR 137 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1530 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - GRUMMAN G-164 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - JACOBS R-755-A2M 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 3725 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 10.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 300 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - UNK/NR 

Airport Proximity 
UNK/NR 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- UNK/NR 
- UNK/NR 
- UNK/NR 
- UNK/NR 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 

Age - 39 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 6000 Last 24 Hrs - 8 
SE LAND,ME LAND Months Since 4 Make/Model- 100 Last 30 Days- UNK/NR 

Aircraft Type - 402 Instrument- 3000 Last 90 Days-

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE .ACFT WAS MAKING AN AERIAL APPLICATION TURN WHEN ACCORDING TO THE PILOT THE ENGINE QUIT. THE LANDING WAS MADE IN A 
STUBBLE TERRACED FIELD WHICH COLLAPSED THE LEFT MAIN LANDING GEAR. DURING THE LANDING THE ACFT STRUCK THE RISING TERRAIN 
OF A TERRACE AND BECAME AIRBORNE BEFORE LANDING HARD ON THE LEFT MAIN GEAR. THIS IMPACT BROKE THE LEFT GEAR. A CURSORY 
EXAMINATION BY AN FAA INSPECTOR SHOWED NO EVIDENCE OF PRE-IMPACT DAMAGE OR FAILURE IN THE ACFT ENGINE AND SUFFICIENT 
FUEL WAS FOUND IN THE FUEL CELLS AFTER THE ACCIDENT. 
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Brief of Accident (Continued) 

File No. - 1782 

Occurrence #1 
Phase of Operation 

Finding(s) 
1. UNDETERMINED 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 

9/07/83 ODESSA.MO 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
MANEUVERING - AERIAL APPLICATION 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

MAIN GEAR COLLAPSED 
LANDING - FLARE/TOUCHDOWN 

2. LANDING GEAR.MAIN GEAR - OVERLOAD 

----Probable Cause----

A/C Reg. No. N459Y 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f1nding(s) 1 

Factor(s) relating to this accident is/are finding(s) 2 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1775 9/09/83 OZARK.MO A/C Reg. No. NONE 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 103 
-APPROACH 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1950 CDT 

Injuries 
Serious Minor 

1 0 
0 0 

None 
0 
0 

Make/Model - EIPPER QUICKSILVER MXL 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - ROTAX 503 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 550 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 170/005 KTS 
Visibility 15.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DUSK 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
NONE 

Instrument Rating(s) - NONE 

----Narrative----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 48 HP 

Itinerary 
Last Departure Pdint 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

Airport Proximity 
ON AIRSTRIP 

Airport Data 
SADOWSKI 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

Age - 34 Medical Certificate - NO Ml;DICAL 
(Hours) 

Last 
Last 
Last 

Review 
- N/A 

Biennial Flight 
Current 
Months Since 
Aircraft Type 

- N/A 
- N/A 

Flight Time 
Total 
Make/Model
Instrument-

200 
200 

0 

THE ACFT COLLIDED WITH A TREE DURING THE APPROACH TO LAND. A WITNESS TO THE ACCIDENT, WHO HAD LANDED 

- 36 
2700/ 50 

- GRASS/TURF 
- DRY 

24 Hrs - 3 
30 Days- UNK/NR 
90 Days- 30 

HIS ULTRALIGHT, SAID THE PLT CIRCLED TO LAND & THEN ABORTED TO MAKE ANOTHER APPROACH TO LAND CLOSER TO THE WITNESSS. AS 
HE MADE A RIGHT DESCENDING TURN TO ALIGN WITH THE RWY, THE ACFT COLLIDED WITH A TREE. THE ACFT THEN CRASHED TO THE 
GROUND IN A NOSE DOWN INVERTED ATTITUDE ABOUT 50 FT FROM THE TREE. THE LANDING AREA WAS AN UNLIGHTED TURF STRIP, 2700 FT 
LONG. THE STRIP WAS LOCATED IN A FENCED PASTURE. THE TREE WAS NEAR THE FENCE ON THE EAST SIDE OF THE 175 FT 
WIDE FIELD, ABOUT 600 FT FROM THE APPROACH END. THE PLT WAS NOT WEARING GLASSES AND HE SAID HIS EYESIGHT WAS POOR. THE 
AMOUNT OF DAYLIGHT LEFT AT THE TIME OF THE ACCIDENT MADE OBJECTS DIFFICULT TO SEE IN THE FADING TWILIGHT. 
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Brief of Accident (Continued) 

File No. - 1775 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/09/83 OZARK.MO 

IN FLIGHT COLLISION WITH OBJECT 
APPROACH - VFR PATTERN - BASE TO FINAL 

1. LIGHT CONDITION - DUSK 
2. VISUAL LOOKOUT - INADEQUATE - PILOT IN COMMAND 

A/C Reg. No. NONE 

3. IMPROPER USE OF PROCEDURE,PHYSICAL IMPAIRMENT(VISUAL DEFICIENCY) - PILOT IN COMMAND 
4. OBJECT - TREE(S) 
5. CLEARANCE - NOT MAINTAINED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,5 

Factor(s) relating to this accident is/are finding(s) 1,4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1 606 4/19/83 MARTINSDALE, MT A/C Reg. No. N6322D 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-BUSINESS 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1340 MST 

Injuries 
Serious Minor 

0 2 
0 0 

None 
0 
0 

Make/Model - CESSNA 172N 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-H2AD 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2300 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 270/008 KTS 
Visibility 50.0 SM 
Lowest Sky/Clouds 12000 FT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 160 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

GERALDINE.MT 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 
- N/A 

Lowest Ceiling - 12000 FT BROKEN 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status - N/A 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL ,CFI 
SE LAND.ME LAND 

Instrument Rating(s) - UNK/NR 

----Narrative----

Age - 73 
Biennial Flight 

Current 
Review 

- YES 
Months Since 
Aircraft Type -

2 
C-P210 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument
Multi-Eng -

5893 Last 24 Hrs - 2 
1000 Last 30 Days- UNK/NR 
230 Last 90 Days- 21 
660 

REPORTEDLY, THE INSTRUCTOR PLT WAS ON A PERSONAL/BUSINESS FLT WITH A STUDENT PLT AS A PASSENGER. A LANDING WAS 
MADE ON A ROAD THAT HAD BEEN USED BY CROP DUSTER PLTS. THE PLT HAD BEEN INFORMED ABOUT THE PRESENCE OF POWER LINES. 
HE SAW SOME POWER LINES & HAD LANDED SHORT OF THEIR POSITION; HOWEVER, HE DID NTO SEE THE TELEPHONE LINES THAT 
CROSSED THE ROAD AT ANOTHER LOCATION. DURING A SUBSEQUENT TAKEOFF DOWN A GRADE, THE TELEPHONE LINES WERE OBSCURED 
BY SUN REFLECTING OFF SWOW COVERED MOUNTAINS IN THE BACKGROUND. AFTER LIFTOFF, THE LEFT GEAR HIT A TELEPHONE 
LINE & THE ACFT CARTWHEELED TO THE LEFT & CRASHED. 
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Brief of Accident (Continued) 

File No. - 1606 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/19/83 MARTINSDALE.MT 

IN FLIGHT COLLISION WITH OBJECT 
TAKEOFF - INITIAL CLIMB 

1. PREFLIGHT PLANNING/PREPARATION - INADEQUATE - PILOT IN COMMAND 
2. LIGHT CONDITION - SUNGLARE 
3. VISUAL LOOKOUT - INADEQUATE - PILOT IN COMMAND 
4. OBJECT - WIRE.TRANSMISSION 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

A/C Reg. No. N6322D 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,3 

Factor(s) relating to this accident is/are f inding(s) 2,4 

PAGE 215 

Time (Lcl) - 1340 MST 



National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 1662 5/14/83 TOWNSEND,MT A/C Reg. No. N759LW 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (lcl) - 1830 MDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
3 

Make/Model - CESSNA 1820 
landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-470U 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2800 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- 180/010 KTS 
Visibility 50.0 SM 
lowest Sky/Clouds CLEAR 
lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 230 HP 

Itinerary 
last Departure Point 

BOZEMAN.MT 
Destination 

BI LUNGS, MT 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/lndg 

Airport Proximity 
ON AIRSTRIP 

Airport Data 
PVT AIRSTRIP 
Runway !dent 
Runway lth/Wid 
Runway Surf ace 
Runway Status 

- 36 
2500 -UNK/NR 

- GRASS/TURF 
- SOFT 

Age - 34 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review 

Current - YES 
Months Since 8 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instr.ument-

161 last 24 Hrs - UNK/NR 
59 last 30 Days- UNK/NR 

0 last 90 Days- UNK/NR 

THE ACFT NOSED OVER IN A PLOWED FIELD OFF THE END OF THE RWY DURING AN ATTEMPTED ABORTED TAKEOFF. THE ACFT HAD DEPARTED 
ONE ARPT AND LANDED AGAIN AT A PRIVATE STRIP TO ONLOAD A PASSENGER CLOTHES BAG. THE LANDING WAS UPHILL INTO THE WIND. 
THERE WAS NO WINDSOCK AT THIS STRIP. THE PILOT DEBATED WHILE WAITING WHETHER TO TAKEOFF DOWNHILL OR TO TAKEOFF UPHILL. 
THE WIND SEEMED TO DIE SO A DOWNHILL TAKEOFF WAS CHOSEN. THE WIND VELOCITY ROSE AS THE TAKEOFF PROGRESSED. THE PILOT 
SAID HIS A/S WAS ONLY 40 MPH AT 2/3 OF THE WAY DOWN THE RWY. WHEN THERE WAS ONLY 100-150 OF RWY LEFT HE DECIDED TO 
ABORT. THE ACFT WENT INTO THE PLOWED FIELD AND NOSED OVER IN THE SOFT DIRT. 
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Brief of Accident (Continued) 

File No. - 1662 

Occurrence #1 
Phase of Operation 

Finding(s) 

5/14/83 TOWNSEND,MT 

LOSS OF CONTROL - ON GROUND 
TAKEOFF - GROUND RUN 

1. WEATHER CONDITION - TAILWIND 
2. PERFORMANCE DATA - NOT UNDERSTOOD - PILOT IN COMMAND 
3. PROCEDURES/DIRECTIVES - NOT FOLLOWED - PILOT IN COMMAND 
4. WRONG RUNWAY - SELECTED - PILOT IN COMMAND 
5. EMERGENCY PROCEDURE - DELAYED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

NOSE OVER 
TAKEOFF - GROUND RUN 

6. TERRAIN CONDITION - SOFT 

----Probable Cause----

A/C Reg. No. N759LW 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 2,3,4,5 

Factor(s) relating to this accident is/are finding(s) 1,~ 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1791 6/16/83 BILLINGS,MT A/C Reg. No. N2187F 

----Basic Information----
Type Operating Certificate-ON-DEMAND AIR TAXI 
Name of Carrier -HOWARD KAISER 
Type of Operation -NON SCHED~DOMESTIC,PASSENGER 

Aircraft Damage 
SUBSTANTIAL 

Fire 
Flight Conducted Under -14 CFR 135 NONE 
Accident Occurred During -LANDING 

----Aircraft Information----

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1745 MDT 

Injuries 
Serious Minor 

0 1 
0 3 

None 
0 
0 

Make/Model - CESSNA U206 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL I0-520-A 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 3500 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 180/008 KTS 
Visibility 40.0 SM 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 285 HP 

Itinerary 
Last Departure Point 

BUTTE.MT 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Lowest Sky/Clouds 20000 FT SCATTERED Type of Flight Plan - VFR 
Lowest Ceiling 5000 FT BROKEN Type of Clearance - NONE 
Obstructions to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
BILLINGS LOGAN 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 09R 
3800/ 

- ASPHALT 
- DRY 

275 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 

Age - 48 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review 

Current - YES 
SE LAND.ME LAND Months Since 5 

Aircraft Type - UNK/~R 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

953 Last 24 Hrs - 3 
4 Last 30 Days- UNK/NR 

154 Last 90 Days- 14 
176 

THE ACFT NOSED OVER DURING A FORCED LANDING AFTER THE ENGINE QUIT DURING DESCENT FOR APPROACH TO LAND. THE PILOT STATED 
THAT VERY SHORTLY AFTER THE BEGINNING OF DESCENT TO LAND THE ENGINE QUIT AT 5000 FT WHILE HE WAS ACCOMPLISHING THE CHECK 
LIST. THE PLT SAID LATER THAT HE THOUGHT HE COULD REACH THE RWY BUT THE WINDMILLI°NG PROPELLER CAUSED A HIGH SINK RATE. 
HE STATED THAT HE THOUGHT HE TRIED TO RESTART THE ENGINE BY SWITCHING TANKS AT LEAST ONCE ("BUT MAYBE TWICE".) USING 
BOOST PUMP WITH EACH TANK AND CHANGING MIXTURE SETTING WITH NO SUCCESS. HE THEN HAD TO LAND OFF THE ARPT AND NOSED OVER. 
AN ONSITE EXAMINATION OF THE ACFT REVEALED NO FUEL IN THE RIGHT TANK AND A SUBSTANTIAL AMOUNT IN THE LEFT TANK. THERE 
WAS NO SPILLAGE OR RUPTURES IN EITHER TANK. THE EMERGENCY AIRSTART PROCEDURE FROM THE OPERATING HANDBOOK: 1. 75 KIAS 2. 
FUEL SELECTOR VALVE AND QUANTITY CHECK 3. MIXTURE-RICH 4.AUX FUEL PUMP ON 3-5 SEC WITH THROTTLE HALF OPEN, THEN OFF 5. 
IGNITION SWITCH BOTH (OR START IF PROP STOPS) 6. THROTTLE-ADVANCE SLOWLY. PLT HAD NOT FLOWN THIS MODEL ACFT IN 90 DAYS. 

PAGE 218 



Brief of Accident (Continued) 

File No. - 1791 

Occurrence #1 
Phase of Operation 

Finding(s) 

6/16/83 BILLINGS.MT 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
DESCENT - NORMAL 

1. FLUID,FUEL - STARVATION 
2. FUEL TANK SELECTOR POSITION - DELAYED - PILOT IN COMMAND 

A/C Reg. No. N2187F 

3. IMPROPER USE OF PROCEDURE.LACK OF TOTAL EXPERIENCE IN KIND OF AIRCRAFT - PILOT IN COMMAND 
4. STARTING PROCEDURE - IMPROPER - PILOT IN COMMAND 

·Time (Lcl) - 1745 MDT 

5. IMPROPER USE OF PROCEDURE.LACK OF RECENT EXPERIENCE IN KIND OF AIRCRAFT - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

NOSE OVER 
LANDING - ROLL 

6. TERRAIN CONDITION - SOFT 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4,5 

Factor(s) relating to this accident is/are finding(s) 1,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1671 6/30/83 TOWNSEND,MT A/C Reg. No. N1334X 

----Basic Information----
Type Operating Certificate-AIR CARRIER 

ON-DEMAND AIR TAXI 
Type of Operation -PERSONAL 
Flight Conducted Under -14 CFR 91 
Accident Occurred During -LANDING 

----Aircraft Information----

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0940 MDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - BELL 47G-3B-1 SOLOY 
Landing Gear - SKID 

Eng Make/Model - ALLISON 250-C20 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - NO 

Max Gross Wt 2950 
No. of Seats 3 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- UNK/NR 
Visibility 30.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,CFI 
SE LAND 
HELICOPTER 

Instrument Rating(s) - NONE 

----Narrative----

Engine Type - TURBOSHAFT 
Rated Power 400 HP 

Itinerary 
Last Departure Point 

E. OF TOWNSEND.MT 
Destination 

TOWNSEND.MT 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

Age - 36 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review 

Current - YES 
Months Since 1 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
MakeiModel
Instrument-

10260 Last 24 Hrs - 7 
1100 Last 30 Days- UNK/NR 
385 Last 90 Days- 350 

Rotorcraft 10260 

THE HELICOPTER MADE A HARD TOUCHDOWN DURING AN AUTOROTATIVE FORCED LANDING AFTER THE ENGINE QUIT. DURING THE LANDING THE 
MAIN ROTOR SEVERED THE TAIL BOOM. THE PILOT STRETCHED THE AUTOROTATIONAL GLIDE TO REACH A HAY FIELD AND LOST MAIN ROTOR 
RPM IN THE PROCESS. THE ENGINE DIED OF FUEL STARVATION BECAUSE OF A LOW FUEL STATE AND BECAUSE THE PILOT WAS DESCENDING 
AT HIGH SPEED WITH NOSE LOW. IN THIS ACFT ACCORDING TO A TEST PILOT WHO SPECIALIZES IN THIS MODEL CAUTION MUST BE USED 
TO AVOID UNUSUAL PITCH ATTITUDES WITH A LOW FUEL STATE. THE PILOT SAID HE HAD A 30 DEGREE NOSE LOW ATTITUDE. THE FUEL 
TANKS ARE SLANTED 10 DEGREES AFT TO COMPENSATE FOR A 7 DEGREE NOSE LOW ATTITUDE IN NORMAL HIGH SPEED (80 MPH) CRUISE. 
THE PILOT SAID THE GAUGES SHOWED ABOUT 10 GALLONS JUST BEFORE THE ENGINE QUIT. HE ALSO STATED THAT HE FELT STARVATION 
OCCURRED. 
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Brief of Accident (Continued) 

File No. - 1671 

Occurrence #1 
Phase of Operation 

Finding(s) 

6/30/83 TOWNSEND,MT 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
DESCENT - EMERGENCY 

1. FLUID.FUEL - STARVATION 
2. PERFORMANCE DATA - NOT IDENTIFIED - PILOT IN COMMAND 
3. FLUID.FUEL - LOW LEVEL 
4. MANEUVER - EXCESSIVE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

5. AUTOROTATION - PERFORMED - PILOT IN COMMAND 
6. ADEQUATE ROTOR RPM - NOT MAINTAINED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

----Probable Cause----

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

A/C Reg. No. N1334X 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4 

Factor(s) relating to this accident is/are finding(s) 1,3,5,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1669 7/22/83 BOZEMAN.MT A/C Reg. No. N2834J 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-AERIAL APPLICATION 
-14 CFR 137 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1030 MDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - CESSNA T188C 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - CONTINENTAL TS10-520-T 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 4400 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 310/005 KTS 
Visibility 20.0 SM 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 310 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

SAME AS ACC/INC 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 

Lowest Sky/Clouds 15000 
Lowest Ceiling - 20000 

FT SCATTERED Type of Flight Plan - NONE 
FT BROKEN Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - UNK/NR 

Age - 38 
Biennial Flight Review 

Current - YES 
Months Since 1 
Aircraft Type - UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument
Multi-Eng -

1490 Last 24 Hrs - 2 
40 Last 30 Days- UNK/NR 

1 Last 90 Days- 40 
2 

THE ACFT SETTLED INTO TREES AFTER THE ENGINE LOST POWER DURING A SWATH RUN. THE FLT HAD BEEN IN PROGRESS FOR ABOUT 15 
MINUTES. THE PLT STARTED THE 4TH RUN AND THE ACFT STARTED TO SETTLE. THE PLT DUMPED THE LOAD BUT DID NOT TOUCH THE 
THROTTLE OR MIXTURE. HE HAD SET THE THROTTLE AND MIXTURE FOR THE OPERATION AND TIGHTENED THE FRICTION ADJUSTMENT. THE 
MIXTURE HAD BEEN LEANED TO PEAK TEMPERATURE AND THEN ENRICHED SO THE CYL HEAD TEMP WAS PEAK TEMP MINUS 125 DEGREES. 
THE MANIFOLD PRESSURE WAS 32 INCHES AND THE PROP SET AT 2400 RPM THE PILOT WAS ASKED ABOUT HIS USE OR POWER AND MIXTURE 
AND HE SAID HE DID NOT MOVE OR ADJUST THEM FROM THE TIME HE SET THEM AFTER INITIAL LEVELOFF UNTIL GROUND IMPACT. HE SAID 
THAT AFTER THE ACCIDENT THESE CONTROLS WERE IN A NORMAL FLT POSITION. THE PILOT WAS WEARING A HELMET AND SAID IT WOULD 
BE POSSIBLE FOR THE ENGINE TO STOP AND HIM NOT BE ABLE TO HEAR IT. FROM THE CONDITION OF THE PROPELLER IT WAS DETERMINED 
THAT THE ENGINE WAS NOT PRODUCING POWER AT IMPACT. DURING INSPECTION, NOTHING WAS FOUND WRONG WITH THE POWERPLANT. 
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Brief of Accident (Continued) 

F i l e No. - 1669 

Occurrence #1 
Phase of Operation 

Finding(s) 

7/22/83 BOZEMAN.MT 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
MANEUVERING - AERIAL APPLICATION 

1. THROTTLE/POWER CONTROL - IMPROPER USE OF - PILOT IN COMMAND 
2. MIXTURE - IMPROPER USE OF - PILOT IN COMMAND 
3. LOAD JETTISON - PERFORMED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 
4. OBJECT - TREE(S) 

----Probable Cause----

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

IN FLIGHT COLLISION WITH OBJECT 
LANDING - FLARE/TOUCHDOWN 

A/C Reg. No. N2834J 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3 

Factor(s) relating to this accident is/are f inding(s) 4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1764 8/21/83 ST. XAVIER,MT A/C Reg. No. N3351M 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-APPROACH 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0900 MDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PIPER PA-12 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING 0-290-02 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 1625 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 50.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 135 HP 

Itinerary 
Last Departure Point 

ST. XAVIER,MT 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command Age - 37 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
PRIVATE 

Biennial Flight 
Current 

Review 
- YES Total 

Flight Time (Hours) 
312 Last 24 Hrs - 6 

SE LAND Months Since - 29 Make/Model- 238 Last 30 Days- UNK/NR 
Aircraft Type - UNK/NR Instrument- 0 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT COLLIDED WITH A FENCE DURING AN ATTEMPTED GO-AROUND IN A FIELD WHICH WAS ESTIMATED 
TO BE 500 FT LONG. THE WIND WAS CALM AND THE DENSITY ALT WAS CALCULATED TO BE 4900 FT. AFTER LANDING AND ROLLING 300 FT 
THE PLT DECIDED HE WOULD NOT BE ABLE TO STOP. HE APPLIED POWER TO GO-AROUND AND THE ENGINE COUGHED AND SPUTTERED. AFTER 
BECOMING AIRBORNE THE ENGINE COUGHED AGAIN. AT THE END OF THE FIELD THE LANDIN~ GEAR OF THE ACFT HIT A FENCE POST AND 
THE ACFT NOSED OVER. 
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Brief of Accident (Continued) 

File No. - 1764 

Occurrence 
Phase of Operation 

Finding(s) 
1. OBJECT - FENCE 

8/21/83 ST. XAVIER,MT 

IN FLIGHT COLLISION WITH OBJECT 
APPROACH - GO-AROUND (VFR) 

2. UNSUITABLE TERRAIN - SELECTED - PILOT IN COMMAND 
3. WEATHER CONDITION - 'HIGH DENSITY ALTITUDE 
4. GO-AROUND - DELAYED - PILOT IN COMMAND 
5. DISTANCE - MISJUDGED - PILOT IN COMMAND 
6. JUDGEMENT - POOR - PILOT IN COMMAND 

----Probable Cause----

A/C Reg. No. N3351M 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4,5,6 

Factor(s) relating to this accident is/are finding(s) 1,3 

PAGE 225 

Time (Lcl) - 0900 MDT 



National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1765 8/23/83 ALZADA,MT A/C Reg. No. N9038D 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0730 MDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PIPER PA-22 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - AVCO LYCOMING 0-360-A3A 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2000 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 270/010 KTS 
Visibility 30.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 180 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - UNK/NR 

Airport Proximity 
ON AIRSTRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- UNK/NR 
- UNK/NR 
- UNK/NR 
- UNK/NR 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 55 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 3693 Last 24 Hrs - 1 
SE LAND Months Since 1 Make/Model- 3693 Last 30 Days- UNK/NR 

Aircraft Type - PA-22 Instrument- 0 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT NOSED OVER DURING LANDING AFTER THE LANDING GEAR COLLAPSED. THE PLT SAID THE LANDING WAS A LITTLE HARD AND THAT 
HE HIT A BUMP WHICH BROKE THE LEFT SHOCK CORD. THE PLT STATED THAT HE DOES NOT BELIEVE THAT THE LANDING WAS HARD ENOUGH 
TO FAIL THE GEAR BUT THAT IT WAS FATIGUED FROM OPERATING OUT OF UNIMPROVED LANDING SITES. 
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Brief of Accident (Continued) 

File No. - 1765 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/23/83 ALZADA,MT 

MAIN GEAR COLLAPSED 
LANDING - FLARE/TOUCHDOWN 

1. LANDING GEAR.MAIN GEAR SHOCK ABSORBING STRUT - FAILURE.TOTAL 
2. FLARE - INADEQUATE - PILOT IN COMMAND 
3. LANDING GEAR,MAIN GEAR SHOCK ABSORBING STRUT - FATIGUE 
4. TERRAIN CONDITION - ROUGH/UNEVEN 

Occurrence #2 
Phase of Operation 

----Probable Cause----

NOSE OVER 
LANDING - ROLL 

A/C Reg. No. N9038D 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f1nding(s) 1,3 

Factor(s) relating to this accident is/are f inding(s) 2,4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1726 8/26/83 BUSBY,MT A/C Reg. No. N4596B Time (Lcl) - 1030 MDT 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
1 

Make/Model - CESSNA 180 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - CONTINENTAL 0-470-J 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2550 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 300/007 KTS 
Visibility 60.0 SM 

Rated Power 225 HP 

Itinerary 
Last Departure Point 

BUSBY,MT 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Lowest Sky/Clouds 25000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE FULL STOP 
Condition of Light - DAYLIGHT 

Airport Proximity 
ON AIRSTRIP 

Airport Data 
JONE'S RANCH 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- UNK/NR 
- UNK/NR 
- DIRT 
- DRY 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 52 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 245 Last 24 Hrs -
SE LAND Months Since 5 Make/Model- 25 Last 30 Days-

Aircraft Type - UNK/NR Instrument- 0 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
ACCORDING TO THE PILOT HE WAS MAKING A DOWNWIND LANDING TO AVOID TAXIING OVER ROUGH GROUND ANY FARTHER THAN NECESSARY. 
AFTER TOUCHDOWN HE TRAVELLED ABOUT 150 YARDS UP THE RUNWAY WHEN A GUST OF WIND PICKED UP THE TAIL AND HE LOST 
CONTROL ENDING IN A GROUND LOOP. THE AIRCRAFT TURNED OVER ON ITS NOSE AND RIGHT WING. THE PILOT SAID HE MIGHT HAVE 
BEEN A LITTLE HEAVY ON THE BRAKES. 
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Brief of Accident (Continued) 

File No. - 1726 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/26/83 BUSBY.MT 

LOSS OF CONTROL - ON GROUND 
TAXI - FROM LANDING 

1. WEATHER CONDITION - GUSTS 
2. IN-FLIGHT PLANNING/DECISION - POOR - PILOT IN COMMAND 
3. GROUND LOOP/SWERVE - INADVERTENT - PILOT IN COMMAND 
4. WRONG RUNWAY - SELECTED - PILOT IN COMMAND 

A/C Reg. No. N4596B 

5. COMPENSATION FOR WIND CONDITIONS - INADEQUATE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

NOSE DOWN 
TAXI - FROM LANDING 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 3,4,5 

Factor(s) relating to this accident is/are finding(s) 1,2 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1684 6/03/83 LEXINGTON,NC A/C Reg. No. N7571R 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred.During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1330 EDT 

Injuries 
Serious Minor 

1 0 
0 1 

None 
0 
0 

Make/Model - PIPER PA-28-140 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-E2A 
Number Engines - 1 

ELT Installed/Activated - YES-UNK/NR 
Stall Warning System - YES 

Max Gross Wt 2150 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 210/013 KTS 
Visibility 7.0 SM 

Rated Power 150 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Lowest Sky/Clouds 3000 
Lowest Ceiling - 12000 

FT SCATTERED Type of Flight Plan - NONE 
FT BROKEN Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE FULL STOP 
Condition of Light - DAYLIGHT 

Airport Proximity 
ON AIRPORT 

Airport Data 
LEXINGTON MUNI. 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 26 
3300/ 

- ASPHALT 
- DRY 

65 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 38 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 165 Last 24 Hrs - 1 
SE LAND Months Since - 11 Make/Model- 38 Last 30 Days- UNK/NR 

Aircraft Type - PA-28 Instrument- UNK/NR Last 90 Days- 8 
Multi-Eng - UNK/NR Rotorcraft - UNK/NR 

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT CRASHED SHORT OF THE APPROACH END OF THE INTENDED LANDING RWY. THE WEATHER WAS VMC. THE LANDING RWY WAS 26 AND 
THE PILOT SAID H~ REALIZED HE WAS LOW ON THE FINAL APPROACH. DURING THE APPROACH THE ACFT WAS BLOWN OFF THE APPROACH 
PATH. ALTHOUGH THE PILOT ADDED POWER AND RE-ALIGNED THE ACFT WITH THE RWY IT STRUCK TREES AND CAME TO REST 300 FT SHORT 
OF THE DISPLACED RWY THRESHOLD. POST ACCIDENT EXAMINATION OF THE ENGINE DISCLOSED NO EVIDENCE OF PRE-IMPACT MALFUNCTION 
THE WIND WAS REPORTED TO BE 13 KTS GUSTING TO 18 KTS FROM 210 DEGREES AT THE TIME OF THE ACCIDENT. 
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Brief of Accident (Continued) 

File No. - 1684 

Occurrence #1 
Phase of Operation 

Finding(s) 

6/03/83 LEXINGTON,NC 

LOSS OF CONTROL - IN FLIGHT 
APPROACH - VFR PATTERN - FINAL APPROACH 

1. WEATHER CONDITION - GUSTS 
2. PROPER GLIDEPATH - NOT MAINTAINED - PILOT IN COMMAND 
3. TERRAIN CONDITION - DIRT BANK 

A/C Reg. No. N7571R 

4. COMPENSATION FOR WIMD CONDITIONS - INADEQUATE - PILOT IN COMMAND 
5. THROTTLE/POWER CONTROL - IMPROPER USE OF - PILOT IN COMMAND 
6. DISTANCE - MISJUDGED - PILOT IN COMMAND 
7. STALL/MUSH - NOT CORRECTED - PILOT IN.COMMAND 

Occurrence #2 
Phase of Operation 

IN FLIGHT COLLISION WITH TERRAIN 
APPROACH - VFR PATTERN - FINAL APPROACH 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4,5,6,7 

Factor(s) relating to this accident is/are finding(s) 1,3 

PAGE 231 

Time (Lcl) - 1330 EDT 



File No. - 1780 2/27/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

EMERADO.ND A/C Reg. No. N704HP 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1415 CST 

Injuries 

Type of Opera~ion -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-LANDING 

NONE 0 0 1 

Make/Model - CESSNA 150M 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-200-A 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 1600 
No. of Seats 2 

----Environment/Operations Information-~-
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - IMC 
Wind Dir/Speed- 320/014 KTS 
Visibility 2.000 SM 
Lowest Sky/Clouds UNK/NR 
Lowest Ceiling - OBSCURED 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,CFI 
SE LAND,ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 100 HP 

Itinerary 
Last Departure Point 

HALLOCK.MN 
Destination 

MONTEVIDEO, MN 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
UNK/NR 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- UNK/NR 
- UNK/NR 
- UNK/NR 
- UNK/NR 

Age - 23 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Review 

- YES 
Biennial Flight 

Current 
Months Since 
Aircraft Type 

- 19 
- UNK/NR 

Flight Time (Hours) 
Total 
Make/Mode1-
Instrument
Multi-Eng -

349 Last 24 Hrs - UNK/NR 
91 Last 30 Days- UNK/NR 
80 Last 90 Days- 53 

5 

THE ACFT MADE A FORCED LANDING DUE TO WEATHER WHICH INCLUDED ICING AND LOW CEILINGS. ACCORDING TO THE PLT. THE ACFT 
WOULD NO LONGER HOLD LEVEL FLT DUE TO ICING AND AFTER THE ACFT BROKE OUT AT 300-350 FT AGL HE LANDED AND THE GEAR 
COLLAPSED. THE PLT HAD RECEIVED TWO WEATHER BRIEFINGS. THE FIRST INDICATED VFR FLT NOT RECOMMENDED. THE FLT WAS DELAYED 
AND AFTER A LATER BRIEFING WHICH SHOWED SOME IMPROVED WEATHER BUT STILL MARGINAL IN SOME AREAS THE PLT DECIDED TO GO. 
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Brief of Accident (Continued) 

File No. - 1780 

Occurrence #1 
Phase of Operation 

Finding(s) 

2/27/83 EMERADO,ND 

IN FLIGHT ENCOUNTER WITH WEATHER 
CRUISE - NORMAL 

1. WEATHER CONDITION - LOW CEILING 

A/C Reg. No. N704HP 

2. PREFLIGHT PLANNING/PREPARATION - INADEQUATE - PILOT IN COMMAND 
3. WEATHER CONDITION - ICING CONDITIONS 
4. WEATHER EVALUATION - INACCURATE - PILOT IN COMMAND 
5. WEATHER CONDITION - TURBULENCE 
6. FLIGHT INTO KNOWN ADVERSE WEATHER - ATTEMPTED - PILOT IN COMMAND 
7. BECAME LOST/DISORIENTED - INADVERTENT - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 
8. WING - ICE 

Occurrence #3 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN. 

COMPLETE GEAR COLLAPSED 
LANDING - FLARE/TOUCHDOWN 

9. LANDING GEAR.MAIN GEAR - OVERLOAD 
10. LANDING GEAR,NOSE GEAR - OVERLOAD 
11. LANDING GEAR.MAIN GEAR - SEPARATION 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4,6,7 

Factor(s) relating to this accident is/are finding(s) 1,3,5,8,9,10,11 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i l e No . - 1 7 3 5 8/08/83 UPHAM.ND A/C Reg. No. N4394Y Time (Lcl) - 1600 CDT 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-FERRY 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PIPER PA-25C-235 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING I0-540-B2C5 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 2900 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 110/003 KTS 
Visibility 20.0 SM 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 235 HP 

Itinerary 
Last Departure Point 

MANDAN.ND 
Destination 

SOURIS.ND 

ATC/Airspace 
Lowest Sky/Clouds 15000 
Lowest Ceiling - 25000 

FT SCATTERED Type of Flight Plan - NONE 
FT OVERCAST Type of Clearance - NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway Ident 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

Obstructions to Vision- NONE Type Apch/Lndg - VISUAL STRAIGHT-IN 
Precipitation - NONE FULL STOP 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 

Age - 35 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 1611 Last 24 Hrs -
SE LAND Months Since 3 Make/Model- 858 Last 30 Days-

Aircraft Type - UNK/NR Instrument- 0 Last 90 Days-

Instrument Rating(s) - N~NE 

----Narrative----
THE PILOT SAID HE DEPARTED SOURIS WITH APRX 17 GALLONS OF FUEL ON BOARD AND FLEW FOR 1 HOUR AT 500 FEET TO MANDAN, ND. 
HE DEPARTED MANDAN WITHOUT REFUELING AND FUEL EXHAUSTION OCCURRED ABOUT 1 HOUR LATER. HE HAD FLOWN FOR ABOUT 2 HOURS 
AT 500 FEET AGL WITH THE FUEL MISTURE LEANED FOR BEST ECONOMY. ACCORDING TO THE ACFT HANDBOOK THE ENGINE WILL CONSUME 
15.5 GPH AT 75 PERCENT POWER AND 12.2 GPH AT 60 PERCENT CRUISE. THE ACFT LANDED IN A FIELD. 
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Brief of Accident (Continued) 

Fi 1 e No. - 1735 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/08/83 UPHAM.ND 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
CRUISE - NORMAL 

1. FLUID,FUEL - EXHAUSTION 

A/C Reg. No. N4394Y 

2. PREFLIGHT PLANNING/PREPARATION - INADEQUATE - PILOT IN COMMAND 
3. AIRCRAFT SERVICE - INADEQUATE - PILOT IN COMMAND 
4. PROCEDURES/DIRECTIVES - NOT FOLLOWED - PILOT IN COMMAND 
5. FUEL CONSUMPTION CALCULATIONS - INACCURATE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - EMERGENCY 

6. TERRAIN CONDITION - OPEN FIELD 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4,5 

Factor(s) relating to this accident is/are f inding(s) 6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1789 9/08/83 MANDAN.ND A/C Reg. No. N320RD 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1218 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - CESSNA 320B 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL TSI0-470-C 
Number Engines - 2 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 5200 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 130/015 KTS 
Visibility 5.0 SM 
Lowest Sky/Clouds 1000 FT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 200 HP 

Itinerary 
Last Departure Point 

TOWNER.ND 
Destination 

MINOT.ND 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

Airport Data 

- 12 
- UNK/NR 
- GRASS/TURF 

Lowest Ceiling 1000 FT OVERCAST 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

MANDAN MUNICIPAL 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status - DRY 

Obstructions to Vision- UNK/NR 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND,ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Type Apch/Lndg - TRAFFIC PATTERN 

Age - 36 
Biennial Flight Review 

Current - UNK/NR 
Months Since - UNK/NR 
Aircraft Type - UNK/NR 

FULL STOP 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument
Multi-Eng -

10500 Last 24 Hrs - 8 
290 Last 30 Days- UNK/NR 
700 Last 90 Days- 92 
250 

THE ACFT LANDED GEAR UP AFTER THE NORMAL AND EMERGENCY EXTENSION SYSTEMS FAILED TO EXTEND THE LANDING GEAR. DURING THE 
APPRAOCH TO LAND THE PLT NOTICED THE LANDING GEAR DOWN LIGHT"WOULD NOT COME ON". A MISSED APPROACH WAS EXECUTED. THE PLT 
DISCUSSED THE PROBLEM VIA RADIO WITH A MECHANIC AND TRIED ALL EMERGENCY PROCEDURES TO LOWER THE NOSE GEAR WITHOUT 
SUCCESS. HE DIVERTED TO MANDAN VIA BISMARCK TO BURN OFF FUEL AND LAND WHERE HE COULD GET MAINTENANCE ASSISTANCE. THE PLT 
AND MECHANIC DECIDED THE ACFT SHOULD BE LANDED ON THE SOD WITH ALL GEAR UP AFTER ANOTHER ATTEMPT TO EXTEND THE GEAR 
FAILED. A FULL FLAP LANDING WAS MADE WITH ENGINES CUT PRIOR TO TOUCHDOWN. THE ACFT SLID 250 FT. EXAMINATION OF THE ACFT 
REVEALED THAT THE NOSE GEAR TORGUE TUBE WAS BUCKLED. INITIALLY IT WAS THOUGHT THAT A COOLING HOSE OR HEATER TUBE HAD 
INTERFERED w!TH AND BUCKLED THE TUBE BY BEING IN THE WAY OF THE RETRACTION ROD. THIS WAS CONSIDERED BUT A MORE LIKELY 
REASON WAS OPERATION OF THE ACFT ON ROUGH TERRAIN. 
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Fi 1 e No. - 1789 

Occurrence 
Phase of Operation 

Finding(s) 

9/08/83 MANDAN.ND 

COMPLETE GEAR COLLAPSED 
LANDING - FLARE/TOUCHDOWN 

Brief of Accident (Continued) 

A/C Reg. No. N320RD 

1. LANDING GEAR.NORMAL RETRACTION/EXTENSION ASSEMBLY - INOPERATIVE 
2. WHEELS UP LANDING - PERFORMED - PILOT IN COMMAND 
3. LANDING GEAR.NOSE GEAR ASSEMBLY - BUCKLED 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3 
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File No. - 1766 9/12/83 

----Basic Information----

National Transportation Safety Boarq 
Washington, D.C. 20594 

Brief of Accident 

WATFORD CITY, ND A/C Reg. No. N5821W 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 0730 MDT 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-LANDING' 

NONE. 0 0 1 

Make/Model - PIPER PA-28B-150 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-360-A1A 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2150 
No. of Seats 4 

----Environment/Operatio~s Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 020/011 KTS 
Visibility 4.000 SM 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 180 HP' 

Itinerary 
Last Departure Point 

PARSHALL,ND 
Destination 

SIDNEY, MT 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 

Lowest Sky/Clouds 300 
Lowest Ceiling 700 

FT SCATTERED Type of Flight Plan - NONE 
FT OVERCAST Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 

Obstructions to Vision- FOG Type Apch/Lndg - PRECAUTIONARY LNDG 
Precipitation - DRIZZLE 
Condition of Light - DAYLIGHT 

----Personnel lnformation---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 46 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES' Total 85 Last 24 Hrs - UNK/NR 
SE LAND Months Since 9 Make/Model- 25 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 0 Last 90 Days- UNK/NR 

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT NOSE GEAR COLLAPSED DURING A PRECAUTIONARY LANDING DUE TO WEATHER. THE PLT HAD BEEN BRIEFED ON THE WEATHER THE 
EVENING BEFORE THE ACCIDENT. THE PILOT STATED THAT WHEN THE FLIGHT WAS 20 MINUTES FROM HOME HE "THOUGHT WE COULD MAKE 
IT." HOWEVER, HE DECIDED TO LAND ON A RANCH BELOW AND WAIT ON WEATHER IMPROVEMENT. DURING MANEUVERING TO LAND THE FOG 
WAS ENTERED AND THE ENGINE BEGAN LOSING POWER. THE PLT SAW THE GROUND AND STALL LANDED. THE NOSE GEAR COLLAPSED DURING 
ROLLOUT. 
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Brief of Accident (Continued) 

Fi 1 e No. - 1766 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/12/83 WATFORD CITY, ND 

IN FLIGHT ENCOUNTER WITH WEATHER 
MANEUVERING 

1. FUEL SYSTEM.CARBURETOR - ICE 
2. WEATHER EVALUATION - INACCURATE - PILOT IN COMMAND 
3. WEATHER CONDITION - FOG 

A/C Reg. No. N5821W 

4. FLIGHT INTO KNOWN ADVERSE WEATHER - ATTEMPTED - PILOT IN COMMAND 
5. WEATHER CONDITION - LOW CEILING 
6. VFR FLIGHT INTO IMC - IMPROPER - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

7. PRECAUTIONARY LANDING - ATTEMPTED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 

NOSE GEAR COLLAPSED 
LANDING - ROLL 

8. LANDING GEAR,NOSE GEAR ASSEMBLY - OVERLOAD 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4,6 

Factor(s) relating to this accident is/are finding(s) 1,3,5,7,8 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1784 6/06/83 MINDEN.NE A/C Reg. No. N26972 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-APPROACH 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1125 CDT 

Injuries 
Serious Minor 

1 0 
0 0 

None 
0 
0 

Make/Model - CESSNA 320E 
Landing Ge~r - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL TSI0-520-B 
Number Engines - 2 

ELT Installed/Activated - YES-UNK/NR 
Stall Warning System - YES 

Max Gross Wt 5300 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 270/012 KTS 
Visibility 15.0 SM 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 285 HP 

Itinerary 
Last Departure Point 

GOODLAND,KS 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Lowest Sky/Clouds 25000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE FULL STOP 
Condition of Light - DAYLIGHT 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
PIONEER VIL. 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 34 
2800/ 

- CONCRETE 
- DRY 

50 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 52 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

SE LAND,ME LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennfal Flight Review 
Current - YES 
Months Since - 10 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

1775 Last 24 Hrs - UNK/NR 
12 Last 30 Days- UNK/NR 
0 Last 90 Days- UNK/NR 

1300 

THE ACFT STALLED AND CRASHED ON THE FINAL APPROACH TO LAND. THE ACFT HAD CALLED FOR LANDING INFORMATION AND ENTERED THE 
PATTERN AND WAS SEEN ESTABLISHED IN A LOW FINAL APPROACH WHEN IT SUDDENLY TURNED RIGHT AND DESCENDED TO THE GROUND. 
THE ACFT IMPACTED ABOUT 1/4 MILE SE OF THE APPROACH END OF RWY 34 IN A WINGS LEVEL SLIGHTLY NOSE LOW ATTITUDE. ALL 3 
LANDING GEAR WERE BROKEN DURING IMPACT AND THE ACFT SLID ABOUT 40 FT BEFORE COMING TO A STOP HEADING NNE. EXAMINATION OF 
THE WRECKAGE REVEALED THAT THE ACFT HAD BEEN MODIFIED TO ACCOMODATE WEATHER RADAR. WHEN THE RADOME IS INSTALLED 2 PITOT 
TUBES ARE INSTALLED IF DONE IN ACCORDANCE WITH THE STC. ON THIS ACFT ONLY ONE TUBE WAS INSTALLED AND IT WAS INSTALLED ON 
THE WRONG SIDE. IT WAS INSCRIBED PH506R AND IT WAS PUT ON THE LEFT SIDE OF THE FUSELAGE. NO ONE WAS ABLE TO TELL WHO 
INSTALLED THE TUBES OR WHEN. THE WRECKAGE EXAMINATION ALSO REVEALED THAT THE AIRSPEED INDICATOR WAS READING 198 MPH. IT 
WAS DISASSEMBLED AND THE DAMAGE NOTED WAS THAT THE SECTOR GEAR HAD SLIPPED CAUSING THE POINTER TO BE INACCURATE. 
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Brief of Accident (Continued) 

File No. - 1784 

Occurrence #1 
Phase of Operation 

Finding(s) 

6/06/83 MINDEN,NE 

AIRFRAME/COMPONENT/SYSTEM FAILURE/MALFUNCTION 
APPROACH - VFR PATTERN - FINAL APPROACH 

1. PITOT/STATIC SYSTEM - FALSE INDICATION 
2. MAINTENANCE.MODIFICATION - IMPROPER - OTHER MAINTENANCE PSNL 
3. FLIGHT/NAV INSTRUMENTS,AIRSPEED INDICATOR - INCORRECT 

Occurrence #2 
Phase of Operation 

Finding(s) 

LOSS OF CONTROL - IN FLIGHT 
APPROACH - VFR PATTERN - FINAL APPROACH 

4. STALL/MUSH - INADVERTENT - PILOT IN COMMAND 

----Probable Cause----

A/C Reg. No. N26972 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1741 8/05/83 ALLIANCE.NE A/C Reg. No. N777EE 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1720 MST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
3 

Make/Model - PIPER PA-24-235 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - LYCOMING 0-540-B145 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 3000 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 20.0 SM 
Lowest Sky/Clouds UNK/NR 
Lowest Ceiling - BROKEN 
Obstructions to Vision- NONE 
Precipitation - RAIN SHOWERS 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
COMMERCIAL,ATP,CFI 
SE LAND.ME LAND 
GLIDER 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 235 HP 

Itinerary 
Last Departure Point 

OSHKOSH,WI 
Destination 

SCOTTSBLUFF.NE 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - UNK/NR 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

Age - 54 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review 

Current - YES 
Months Since 3 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

15310 Last 24 Hrs - 5 
900 Last 30 Days- UNK/NR 
925 Last 90 Days- 240 

11200 

THE PILOT STATED THAT HE DEPARTED OSHROSH FOR SCOTTSBLUFF WITH AN ESTIMATED 80 GALLONS OF FUEL ON BOARD THE AIR 
CRAFT HIS ETE WAS 4 HOURS 30 MINUTES AND FUEL CONSUMPTION AT 15 GPH. APRX 37 NM SHORT OF SCOTTS BLUFF HE NOTICED 
THE RIGHT FUEL GAUGE INDICATING BELOW THE QUANTITY HE CALCULATED SHOULD HAVE BEEN ABOARD. THIS WAS THE ONLY TANK 
THAT NOW CONTAINED FUEL. HE REDUCED ENGINE POWER TO 55 PERCENT OF RATED. OVERFLEW ALLIANCE, WHERE FUEL WAS AVAILABLE, 
AND CONTINUED TO SCOTTSBLUFF. AS THE AIRCRAFT BEGAN· ITS DESCENT, THE ENGINE FAILED. THE PILOT TURNED TOWARD 
ALLIANCE WHILE TRYING TO. RESTART THE ENGINE. THE AIRCRAFT LANDED ON A ROLLING SAND HILL APRX 7 MILES SOUTHWEST 
OF ALLIANCE. 
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Brief of Accident (Continued) 

File No. - 1741 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/05/83 ALLIANCE.NE 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
CRUISE - NORMAL 

1. FUEL SUPPLY - INADEQUATE - PILOT IN COMMAND 
2. REFUELING - NOT USED - PILOT IN COMMAND 
3. FUEL CONSUMPTION CALCULATIONS - INACCURATE - PILOT IN COMMAND 
4. IN-FLIGHT PLANNING/DECISION - IMPROPER - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
DESCENT - EMERGENCY 

5. FLUID,FUEL - EXHAUSTION 
6. TERRAIN CONDITION - ROUGH/UNEVEN 

----Probable Cause----

A/C Reg. No. N777EE 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4 

Factor(s) relating to this accident is/are f inding(s) 5,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1639 8/06/83 S. SIOUX CITY, NE A/C Reg. No. N1911F 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 2018 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
1 

Make/Model - CESSNA 150L 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-200A 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 1600 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - PARTIAL,LMTD BY PILOT 

Basic Weather - VMC 
Wind Dir/Speed- 180/008 KTS 
Visibility 15.0 SM 
Lowest Sky/Clouds SCATTERED 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 100 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TOUCH AND GO 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
MARTIN 
Runway Ident 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 14 
3277/ 

- ASPHALT 
- DRY 

22 

----Personnel Information---
Pi lot-In-Command Age - 29 Medical Certificate 

Flight 
- VALID MEDICAL-NO WA IVERS/LIMIT 

Certif icate(s)/Rating(s) 
PRIVATE 

Biennial Flight Review 
Current - YES 

Time 
69 

(Hours) 
Last 24 Hrs -

SE LAND Months Since - 11 
Aircraft Type - PA-22 

Total 
Make/Model
Instrument-

11 Last 30 Days-
2 Last 

Instrument Rating(s) - NONE 

----Narrative----
THE PLT REPORTED THAT DURING A TOUCH-AND-GO LANDING ON RWY 14 WITH A SOUTHERLY WIND AT 8 KTS, HE TOUCHED DOWN 
ABOUT 1/4 OF THE WAY DOWN THE RWY WITH 20 DEG OF FLAPS. THE TEMP WAS 93 DEG & THE DENSITY ALTITUDE WAS APRX 

90 Days-

3800 FT. THE PLT DID NOT RAISE THE FLAPS UNTIL AFTER THE ACFT TOOK OFF AGAIN. WHEN IT REACHED APRX 50 FT AGL, HE 
NOTICED THAT THE ACFT WAS CLIMBING SLOWER THAN NORMAL & HE BECAME CONCERNED ABOUT CLEARANCE TALL TREES BEYOND THE 
END OF THE RWY. A LEFT TURN WAS BEGUN; HOWEVER, THERE WERE BUILDINGS AHEAD & TO THE LEFT, SO A 90DEG RIGHT TURN 
WAS ATTEMPTED. DURING THE TURN, THE NOSE HAD TO BE LOWERED TO KEEP FROM STALLING THE ACFT. SUBSEQUENTLY, THE PLANE 
WAS LANDED IN A DITCH, PARALLEL TO A ROAD. DURING THE LANDING ROLL, THE ACFT COLLIDED WITH A UTILITY POLE. 
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Brief of Accident (Continued) 

File No. - 1639 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/06/83 S. SIOUX CITY, NE 

ON GROUND COLLISION WITH OBJECT 
TAKEOFF 

1. WEATHER CONDITION - HIGH DENSITY ALTITUDE 
2. WEATHER CONDITION - CROSSWIND 
3. PLANNING-DECISION - IMPROPER - PILOT IN COMMAND 
4. TOUCH~AND-GO LANDING - CONTINUED - PILOT IN COMMAND 
5. TERRAIN CONDITION - HIGH OBSTRUCTION(S) 
6. MANEUVER - PERFORMED - PILOT IN COMMAND 
7. ALTITUDE - NOT MAINTAINED - PILOT IN COMMAND 
8. ABORTED TAKEOFF - PERFORMED - PILOT IN COMMAND 
~- OBJECT - UTILITY POLE 

----Probable Cause----

A/C Reg. No. N1911F 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 3,7 

Factor(s) relating to this accident is/are finding(s) 1,2,4,5,6,B,9 
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National Transportation Safety Board 
Washington, D.C. 20594 

File No. - 1650 12/03/83 DAVID CITY ,NE 

----Basic Information----
Type Operating Certificate-AIR CARRIER 

ON-DEMAND AIR TAXI 
Type of Operation -INSTRUCTIONAL 
Flight Conducted Under -14 CFR 91 
Accident Occurred During ~LANDING 

----Aircraft Information----

Brief of Accident 

A/C Reg. No. N89812 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1300 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
2 
0 

Make/Model - CESSNA 152 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-235-L2C 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 1670 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- CALM 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 110 HP 

Itinerary 
Last Departure Point 

PAPILLION,NE 
Destination 

SAME AS ACC/INC 

Airport Proximity 
ON AIRPORT 

·Airport Data 
DAVID CITY MUNICIPAL 
Runway !dent - 32 

Visibility 7.0 SM ATC/Airspace Runway Lth/Wid 2300/ 250 
Lowest Sky/Clouds 10000 FT THIN BKN 
Lowest Ceiling - 12000 FT OVERCAST 

Type of Flight Plan - NONE 
Type of Cle~rance - NONE 

Runway Surface - GRASS/TURF 
Runway Status - ICE COVERED 

Obstructions to Vision- NONE Type Apch/Lndg - TOUCH AND GO 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
ATP,CFI 

Age - 27 Medical Certificate - VALID MEDICAL-NO WA IVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 1950 Last 24 Hrs -
SE LAND,ME LAND Months Since - UNK/NR Make/Model- 360 Last 30 Days-

Aircraft Type - C-421 Instrument- 196 Last 90 Days-
Multi-Eng - 850 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE INSTRUCTOR PLT (CFI) & HIS STUDENT DEPARTED ON A ROUND ROBIN X-COUNTRY FLT & HAD PLANNED TO MAKE A SOFT 
FIELD LANDING AT DAVID CITY, NE. DURING ARRIVAL AT DAVID CITY, THEY MADE A VISUAL CHECK OF THE RWY BECAUSE THEY 
WERE UNABLE TO CONTACT THE ARPT UNICOM. THEY HAD NO SPECIFIC KNOWLEDGE OF WHETHER THE RWY HAD BEEN CLEARED OF 
SNOW FROM THE PREVIOUS WEEK'S SNOWFALL. THE CFI REPORTED THAT WHILE CHECKING THE RWY, THEY EVEN LET THE MAIN GEAR 
TOUCH DOWN TO GAUGE THE QUALITY OF THE RWY SURFACE. THE CFI THEN ELECTED TO ALLOW THE STUDENT TO PRACTICE A SOFT 
FIELD LANDING. SHORTLY AFTER TOUCHDOWN, THE MAIN GEAR OF THE ACFT ROLLED THROUGH AN AREA OF DRIFTED SNOW. THE 
NOSE THEN DROPPED & THE ACFT NOSED OVER. 
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Brief of Accident (Continued) 

Fi 1 e No. - 1650 

Occurrence #1 
Phase of Operation 

Finding(s) 

12/03/83 DAVID CITY, NE 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

1. AIRPORT FACILITIES.RUNWAY/LANDING AREA CONDITION - ICY 
2. AIRPORT FACILITIES,RUNWAY/LANDING AREA CONDITION - SNOWBANK 
3. UNSUITABLE TERRAIN - SELECTED - PILOT IN COMMAND(CFI) 

Occurrence #2 
Phase of Operation 

----Probable Cause----

NOSE OVER 
LANDING - ROLL 

A/C Reg. No. N89812 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 3 

Factor(s) relating to this accident is/are finding(s) 1,2 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1705 10/02/83 EPPINGHAM,NH A/C Reg. No. N66162 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-DESCENT 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1430 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
3 

Make/Model - CESSNA 172 
Landing Gear - TRICYCLE-FIXED 
Max Gross Wt - UNK/NR 

Eng Make/Model - LYCOMING 0-320-D2J 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NWS 
Method - UNK/NR 
Completeness - PARTIAL,LMTD BY PILOT 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 12.0 SM 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 160 HP 

Itinerary 
Last Departure Poirit 

BETHEL.ME 
Destination 

NO. CONWAY,NH 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 

Lowest Sky/Clouds 25000 FT 
Lowest Ceiling - UNK/NR 

SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - FORCED LANDING 

Age - 36 
Biennial Flight Review 

Current - UNK/NR 
Months Since - UNK/NR 
Aircraft Type - UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument-

110 Last 24 Hrs - 1 
78 Last 30 Days- UNK/NR 

4 Last 90 Days- 29 

THE PILOT STATED THAT WHILE ENROUTE TO NORTH CONWAY, NH WITH ABOUT 10 GAL. OF FU~L ON BOARD HE HAD TO ALTER COURSE 
TO THE SOUTHEAST TO FIND A HOLE TO DROP UNDER CLOUDS AND AVOID THE MOUNTAINS. HE COULD NOT IDENTIFY AND LAND 
MARKS AND LOST CONTACT WITH THE AUGUSTA AND KENNYBUNK VORS DUE TO LOW ALTITUDE. HE· REALIZED HE WAS LOST AND DID 
NOT HAVE ENOUGH FUEL TO CLIMB UP TO GET A VOR FIX ON HIS LOCATION. THE FUEL GAUGES WERE INDICATING EMPTY SO THE 
PILOT IMMEDIATELY LOOKED FOR A SUITABLE FORCED LANDING SITE. 
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Brief of Accident (Continued) 

File No. - 1705 

Occurrence #1 
Phase of Operation 

Finding(s) 

10/02/83 EPPINGHAM,NH 

FORCED LANDING 
DESCENT - EMERGENCY 

1. FLUID.FUEL - INADEQUATE 
2. PREFLIGHT PLANNING/PREPARATION - POOR - PILOT IN COMMAND 

A/C Reg. No. N66162 

3. FLIGHT INTO KNOWN ADVERSE WEATHER - CONTINUED - PILOT IN COMMAND 
4. BECAME LOST/DISORIENTED - INADVERTENT - PILOT IN COMMAND 
5. REFUELING - NOT PERFORMED - PILOT IN COMMAND 
6. IN-FLIGHT PLANNING/DECISION - IMPROPER - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,6 

Factor(s) relating to this accident is/are finding(s) 1,3,4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No. - 1799 9/17/83 SUCCASUNNA,NJ A/C Reg. No. N8014T 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION)· 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1750 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model 
Landing Gear 
Max Gross Wt 
No. of Sea.ts 

- CESSNA C175A 
TRICYCLE-FIXED 

2350 

Eng Make/Model - CONTINENTAL G0-300 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - UNK/NR 

UNK/NR 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- 360/015 KTS 
Visibility 7.0 SM 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 175 HP 

Itinerary 
Last Departure Point 

GT. BARRINGTON.MA 
Destination 

BLYTHVILLE,AK 

ATC/Airspace 

Airport Proximity 
UNK/NR 

Airport Data 

- UNK/NR 
- UNK/NR 

Lowest Sky/Clouds 3500 FT 
Lowest Ceiling - UNK/NR 

SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- UNK/NR 
- UNK/NR 

Obstructions to Vision- HAZE 
Precipitation - RAIN 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - UNK/NR 

Age - 51 
Biennial Flight Review 

Current - YES 
Months Since - 11 
Aircraft Type - UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument-

440 Last 24 Hrs - 2 
146 Last 30 Days- UNK/NR 

16 Last 90 Days- 5 

THE PLT WAS PLANNING TO FLY TO BLYTHVILLE, AK, HOWEVER, HE MADE A DECISION TO RETURN TO HIS ORIGINAL DEPARTURE POINT 
DUE TO DETERIORATING WEATHER. ENROUTE HOME HE DECIDED TO MAKE A STOP AT EASTON, PA BUT REALIZED DURING THE APPROACH HE 
WAS AT THE WRONG ARPT. HE BEGAN TO CLIMB FROM LOW ALT AND EXPERIENCED AN ENGINE PROBLEM. HE USED CARBURETOR HEAT AND 
THE ENGINE KEPT RUNNING BUT HE WAS DOUBTFULL ABOUT CLEARI~G A RIDGE AHEAD SO HE LANDED ON A ROAD. THE ACFT COLLIDED 
WITH TREES DAMAGING THE WINGS, NOSE GEAR, COWLING AND PROPELLER. AFTER THE ACCIDENT FAA EXAM REVEALED THE LEFT TANK WAS 
MORE THAN HALF FULL AND THE RIGHT TANK WAS EMPTY. THE FUEL SELECTOR WAS IN THE RIGHT TANK POSITION. 
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Brief of Accident (Continued) 

F i 1 e No. - 1799 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/17/83 SUCCASUNNA,NJ 

LOSS OF POWER(TOTAL} - NON-MECHANICAL 
TAKEOFF - INITIAL CLIMB 

1. FLUID.FUEL - STARVATION 
2. FUEL TANK SELECTOR POSITION - IMPROPER - PILOT IN COMMAND 

A/C Reg. No. N8014T 

3. IMPROPER USE OF PROCEDURE.LACK OF RECENT TOTAL EXPERIENCE - PILOT IN COMMAND 
4. EMERGENCY PROCEDURE - INADEQUATE - PILOT IN COMMAND 
5. REMEDIAL ACTION - INADEQUATE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 
6. OBJECT - TREE(S) 

----Probable Cause----

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

ON GROUND COLLISION WITH OBJECT 
LANDING - ROLL 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f1nding(s) 2,3,4,5 

Factor(s) relating to this accident is/are finding(s) 1 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1771 4/30/83 ROSWELL.NM A/C Reg. No. N82946 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-INSTRUCTIONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1425 MDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
2 
0 

Make/Model - PIPER PA-18-150 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING 0-320-A2B 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - NO 

Max Gross Wt 1625 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- 340/005 KTS 
Visibility 40.0 SM 
Lowest Sky/Clouds UNK/NR 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

Airport Data 
ROSEWELL INDUSTRIAL CTR. 
Runway !dent - 17 

Lowest Ceiling - 15000 FT BROKEN 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway Lth/Wid - 10004/ 200 
Runway Surface - ASPHALT 
Runway Status - DRY 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
COMMERCIAL,CFI 
SE LAND.ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Type Apch/Lndg - UNK/NR 

Age - 29 
Biennial Flight Review 

Current - YES 
Months Since 3 
Aircraft Type - UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument
Multi-Eng -

6648 Last 24 Hrs - 2 
200 Last 30 Days- UNK/NR 
708 Last 90 Days- 117 

3163 

THE CF! STATED, THE ACFT WAS LINED UP ON THE CENTER LINE AT THE END OF RUNWAY 17. THE STUDENT PILOT APPLIED POWER AND 
THE ACFT VEERED TO THE LEFT, HE OVER-CORRECTED TO THE RIGHT. HE FURTHER STATED, "I REDUCED THE POWER TO IDLE AS THE 
RIGHT LANDING GEAR COLLAPSED AND WE SLID TO A STOP." 
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Brief of Accident (Continued) 

File No. - 1771 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/30/83 ROSWELL.NM 

LOSS OF CONTROL - ON GROUND 
TAKEOFF - GROUND RUN 

1. DIRECTIONAL CONTROL - NOT MAINTAINED - DUAL STUDENT 
2. BRAKES(NORMAL) - IMPROPER USE OF - DUAL STUDENT 
3. REMEDIAL ACTION - DELAYED - PILOT IN COMMAND(CFI) 
4. GROUND LOOP/SWERVE - NOT CORRECTED - DUAL STUDENT 

Qccurrence #2 
Phase of Operation 

Finding(s) 

MAIN GEAR COLLAPSED 
TAKEOFF - GROUND RUN 

5. LANDING GEAR.MAIN GEAR - OVERLOAD 

----Probable Cause----

A/C Reg. No. N82946 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4 

Factor(s) relating to this accident is/are finding(s) 5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i l e No . - 1 7 1 9 8/09/83 ALBUQUERQUE,NM A/C Reg. No. N52456 Time (Lcl) - 1045 MDT 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 

SUBSTANTIAL 
Fire 

Injuries 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-INSTRUCTIONAL 
-14 CFR 91 
-MANEUVERING 

Make/Mode l - CESSNA 172P 
Landing Gear - TAILWHEEL-ALL FIXED 
Max Gross Wt 2150 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 315/010 KTS 
Visibility 50.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
ATP,CFI 
SE LAND,ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

NONE 
Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 
0 0 

None 
2 
0 

Eng Make/Model - LYCOMING 0-320 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 160 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - SIMULATED FORCED 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway Ident 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

LNDG 

- N/A 
- N/A 
- N/A 
- N/A 

Age - 35 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 2100 Last 24 Hrs - 6 
Months Since 1 Make/Model- 700 Last 30 Days- UNK/NR 
Aircraft Type - UNK/NR Instrument- UNK/NR Last 90 Days- 80 

Multi-Eng - UNK/NR Rotorcraft - UNK/NR 

DURING A PRE-SOLO FLT, THE FLT INSTRUCTOR (CFI) ASKED THE STUDENT TO MAKE A SIMULATED FORCED LANDING APCH TO A 
ROAD. THE STUDENT MADE THE APCH, BUT WHILE HE WAS MAKING A GO-AROUND MANEUVER, THE ACFT'S RIGHT WING TIP COLLIDED 
WITH A TREE ON A RISE IN THE TERRAIN. THE ACFT CONTINUED TO FLY & WAS LANDED WITHOUT FURTHER INCIDENT. 
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Brief of Accident (Continued) 

F i 1 e No . - 1 7 1 9 

Occurrence 
Phase of Operation 

Finding(s) 

8/09/83 ALBUQUERQUE.NM 

IN FLIGHT COLLISION WITH OBJECT 
MANEUVERING 

1. PRECAUTIONARY LANDING - SIMULATED - PILOT IN COMMAND(CFI) 
2. ALTITUDE - MISJUDGED - DUAL STUDENT 
3. SUPERVISION - INADEQUATE - PILOT IN COMMAND(CFI) 
4. OBJECT - TREE(S) 

----Probable Cause----

A/C Reg. No. N52456 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3 

Factor(s) relati~g to this accident is/are finding(s) 1,4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1634 8/25/83 ALBUQUERQUE.NM A/C Reg. No. N2665U Time (Lcl) - 1500 MDT 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 

SUBSTANTIAL 
Fire 

Injuries 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

~---Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Make/Model - CESSNA 172D 
Landing Gear - TRICYCLE-FIXED 
Max Gross Wt 2150 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 140/004 KTS 
Visibility 15.0 SM 
Lowest Sky/Clouds UNK/NR 

NONE 
Crew 
Pass 

Eng Make/Model - CONTINENTAL 0-300 
Number Engines - 1 

Fatal 
0 
0 

Serious Minor 
1 0 
0 0 

None 
0 
0 

ELT Installed/Activated - UNK/NR 
Stall Warning System - YES 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 145 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

UNK/NR 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

- UNK/NR 
- UNK/NR 
- UNK/NR 

Lowest Ceiling - 25000 FT OVERCAST 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Airport Data 
CORONADO 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status - UNK/NR 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - VISUAL STRAIGHT-IN 

Review 
Age - UNK/NR 
Biennial Flight 

Current 
Months Since 
Aircraft Type 

- UNK/NR 
- UNK/NR 
- UNK/NR 

Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Flight Time (Hours) 

Total - UNK/NR Last 24 Hrs - UNK/NR 
Make/Model- UNK/NR Last 30 Days- UNK/NR 
Instrument- UNK/NR Last 90 Days- UNK/NR 
Multi-Eng - UNK/NR Rotorcraft - UNK/NR 

THE PLT REPORTED THAT THE ENG LOST POWER & HE HAD TO MAKE A FORCED LANDING ON DESERT TERRAIN. THE ACFT TOUCHED DOWN 
SHORT OF THE RWY NEAR THE CORONADO ARPT & THE PLT RECEIVED HEAD INJURIES. THE REASON FOR THE POWER LOSS WAS NOT 
DETERMINED. HOWEVER. THE TEMP & DEW POINT WERE 79 & 53 DEG, RESPECTIVELY. WHICH WERE CONDUCIVE TO CARB ICE. 
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Brief of Accident (Continued) 

File No. - 1634 

Occurrence #1 
Phase of Operation 

Finding(s) 
1. UNDETERMINED 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 

8/25/83 

LOSS OF POWER 
UNKNOWN 

FORCED LANDING 
LANDING 

ALBUQUERQUE,NM 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING 

2. TERRAIN CONDITION - ROUGH/UNEVEN 

----Probable Cause----

A/C Reg. No. N2665U 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1 

Factor(s) relating to this accident is/are finding(s) 2 
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National Transportation Safety Board 
- Washington, D.C. 20594 

Brief of Accident 

File No. - 1643 7/30/83 ELY.NV A/C Reg. No. N756XT 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Airc'raft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1239 PDT 

Injuries 
Serious Minor 

0 1 
1 2 

None 
0 
0 

Make/Model - CESSNA TR182 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - LYCOMING 0-540-13C5D 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 3300 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- VARIABLE/010 KTS 
Visibility 45.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 235 HP 

Itinerary 
Last Departure Point 

PAGE,AZ 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - VFR 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

FULL STOP 

Airport ,Proximity 
ON AIRPORT 

Airport Data 
ELY-YELLAND 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 36 
6000/ 

- ASPHALT 
- DRY 

150 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 59 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 523 Last 24 Hrs -
SE LAND Months Since - 11 Make/Model- 31 Last 30 Days-

Aircraft Type - UNK/NR Instrument- 12 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE PLT SAID THAT HE APCHD THE 6000 FT RWY WITH 40 DEG OF FLAPS. THE ACFT BOUNCED TWICE DURING THE LANDING, 
THEN THE PLT INITIATED A FULL POWER GO-AROUND. THE PLT REPORTED THAT THE ACFT DID NOT CLIMB, BUT WAS "WALLOWING" 
IN GROUND EFFECT. TO REDUCE THE DRAG, HE RETRACTED THE LANDING GEAR, BUT THE ACFT SETTLED ONTO THE RWY. AFTER THE 
ACCIDENT, THE WING FLAPS WERE FOUND IN THE FULLY RETRACTED POSITION. THE PLT BELIEVED THAT THE FLAPS WERE ACCIDENTLY 
RETRACTED WHEN THE PASSENGER'S KNEE CONTACTED THE FLAP SWITCH DURING THE 1ST BOUNCE .. THE PASSENGER WAS APRX 
6 FT 7 INCHES TALL & HAD DIFFICULTY SITTING COMFORTABLY IN THE ACFT. HE RECEIVED A BRUISE ON HIS LEFT KNEE IN A 
POSITION THAT CORRESPONDED TO THE LOCATION OF THE FLAP SW. THE PLT REPORTED THE WINDS WERE VARIABLE & THAT HE 
MAY HAVE ENCOUNTERED A GUST OR WIND SHEAR. 
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Brief of Accident (Continued) 

F i le No. - 1643 

Occurrence #1 
Phase of Operation 

Finding(s) 

7/30/83 ELY.NV 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

1. WEATHER CONDITION - UNFAVORABLE WIND 
2. FLARE - IMPROPER - PILOT IN COMMAND 
3. RECOVERY FROM BOUNCED LANDING - INITIATED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

F1nding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING 

4. RAISING OF FLAPS - INADVERTENT - PASSENGER 
5. RAISING OF FLAPS - NOT MAINTAINED -
6. RAISING OF FLAPS - NOT IDENTIFIED - PILOT IN COMMAND 
7. GO-AROUND - INITIATED - PILOT IN COMMAND 
8. GEAR RETRACTION - PERFORMED - PILOT IN COMMAND 
9. AIRSPEED(VS) - NOT PERFORMED - PILOT IN COMMAND 

10. STALL/MUSH - INADVERTENT - PILOT IN COMMAND 

----Probable Cause----

A/C Reg. No. N756XT 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 2,4,6,9 

Factor(s) relating to this accident is/are finding(s) 1,3,5,7,8,10 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1795 8/22/83 BATTLE MOUNTAIN.NV 

----Basic Information----
Type Operating Certificate-ON-DEMAND AIR TAXI 
Name of Carrier -ENTERPRISE HELICOPTERS 
Type of Operation -NON SCHED,DOMESTIC,PAX/CARGO 
Flight Conducted Under -14 CFR 135 
Accident Occurred During -LANDING 

----Aircraft Information----

A/C Reg. No. N17355 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1345 PDT 

Injuries 
Serious Minor 

0 1 
0 1 

None 
0 
0 

Make/Model - BELL 206-B 
Landing Gear - SKID 

Eng Make/Model - ALLISON 250-C-20 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - NO 

Max Gross Wt 3200 
No. of Seats 5 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 220/008 KTS 
Visibility 40.0 SM 
Lowest Sky/Clouds UNK/NR 

Engine Type - TURBOSHAFT 
Rated Power 317 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 
- N/A 

Lowest Ceiling 8000 FT BROKEN 
Type of Flight Plan - COMPANY(VFR) 
Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status - N/A 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,CFI 
SE LAND.ME LAND 
HELICOPTER 

Type Apch/Lndg - PRECAUTIONARY LNDG 

Age - 48 
Biennial Flight Review 

Current - YES 
Months Since - UNK/NR 
Aircraft Type - 206 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument
Multi-Eng -

7710 Last 24 Hrs - 5 
3001 Last 30 Days- UNK/NR 

370 Last 90 Days- 180 
30 Rotorcraft 7500 

Instrument Rating(s) - AIRPLANE.HELICOPTER 

----Narrative----
THE HELICOPTER LOST POWER DURING TAKEOFF.TOUCHED DOWN ON THE LEFT SKID.BOUNCED AND ROLLED OVER. THE FLT HAD ORIGINATED 
AT 1315 AT A LOCAL FIELD AND PROCEEDED TO PICK UP A PASSENGER AT ANOTHER LOCATION. THE ACFT HAD JUST LANDED, PICKED UP 
THE PASSENGER AND WAS DEPARTING TO TAKE HIM TO A MINING CLAIMS SURVEY WHEN THE ACCIDENT OCCURRED. THE HELICOPTER WAS 
EXAMINED AND THE ENGINE WAS TORN DOWN BUT NO REASON FOR THE POWER LOSS WAS FOUND. IN THE FUEL GOVERNOR AND FUEL 
CONTROLLER SMALL BITS OF METAL, WOOD, CLOTH AND AN "0" RING WERE FOUND. IN THE OPINION OF THE TECHNICIANS THIS WAS 
CONSISTENT WITH A SYSTEM OPERATING IN BYPASS & COULD NOT BY THEMSELVES HAVE CAUSED A SUDDEN PARTIAL LOSS OF POWER. SOME 
OTHER MINOR DISCREPANCIES WERE FOUND, NONE OF WHICH SHOULD HAVE AFFECTED NORMAL OPERATION OF THE ENGINE. 
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Brief of Accident (Continued) 

File No. - 1795 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/22/83 BATTLE MOUNTAIN.NV 

LOSS OF POWER(PARTIAL) - NON-MECHANICAL 
TAKEOFF - INITIAL CLIMB 

1. FUEL SYSTEM,FUEL CONTROL - CONTAMINATION 
2. UNDETERMINED 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

ROLL OVER 
LANDING - FLARE/TOUCHDOWN 

3. TERRAIN CONDITION - RISING 
4. FLARE - NOT POSSIBLE - PILOT IN COMMAND 

----Probable Cause----

A/C Reg. No. N17355 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1752 8/21/83 MILTON,NY A/C Reg. No. N980RP 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1848 EDT 

Injuries 
Serious Minor 

1 0 
1 0 

None 
0 
0 

Make/Model - BEECH V35A 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL I0-520-BA-2 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 3400 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 290/012 KTS 
Visibility 45.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 285 HP 

Itinerary 
Last Departure Point 

HYANNIS,MA 
Destination 

SARATOGA,NY 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
SARATOGA COMPANY 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 32 
4000/ 

- ASPHALT 
- DRY 

100 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
·PRIVATE 

Age - 55 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since - 16 
Aircraft Type - V35A 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-eng -

826 Last 24 Hrs -
746 Last 30 Days-

5 Last 90 Days-
0 Rotorcraft 

THE FLT ORIGINATED AT ALBANY, NY & CONTINUED TO SARATOGA, NY. PROVINCETOWN, MA, HYANNIS, MA, THEN RETURNED TO 
SARATOGA. THE TOTAL FLT TIME WAS APRX 3 HRS & WAS CONDUCTED USING FUEL SOLELY FROM THE LEFT FUEL TANK. THE 
APCH TO SARATOGA WAS FROM THE SOUTHEAST. DURING AN ENTRY TO A RIGHT BASE LEG, THE PLT MADE A SHALLOW LEFT TURN, THEN 
FOLLOWED THIS BY A SHARPER RIGHT TURN ONTO FINAL APCH. AT THIS POINT, THE ACFT WAS SOMEWHAT LOW, SO THE PLT ADVANCED 
THE THROTTLE, BUT THE ENG LOST POWER. THE PLT ATTEMPTED TO RESTART THE ENG, BUT WAS UNABLE. SUBSEQUENTLY, THE ACFT 
COLLIDED WITH TREES & A HOUSE DURING AN EMERGENCY LANDING. BOTH OCCUPANTS RECEIVED HEAD INJURIERS. THE ACFT WAS NOT 
EQUIPPED WITH SHOULDER HARNESSES. AN EXAM REVEALED NO EVIDENCE OF A PREIMPACT, MECHANICAL PROBLEM. THE ACFT WAS 
PLACARDED: "TURNING TYPE TAKEOFFS, & TAKEOFF IMMEDIATELY FOLLOWING FAST TAXI TURN PROHIBITED. AVOID PROLONGED SLIPS 
(20 SECONDS OR MORE) WITH FUEL TANKS LESS THAN HALF FULL." 
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Brief of Accident (Continued) 

Fi 1 e No. - 1752 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/21/83 MILTON, NY 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
APPROACH - VFR PATTERN - BASE TO FINAL 

1. FLUID.FUEL - STARVATION 
2. PROCEDURES/DIRECTIVES - NOT FOLLOWED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING 

3. EMERGENCY PROCEDURE - INITIATED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 
4. OBJECT - TREE(S) 

IN FLIGHT COLLISION WITH OBJECT 
LANDING - FLARE/TOUCHDOWN 

5. OBJECT - RESIDENCE 

----Probable Cause----

A/C Reg. No. N980RP 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are f inding(s) 4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1604 9/03/83 BOONVILLE.NY A/C Reg. No. N22853 Time (Lcl) - 0700 EDT 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 

SUBSTANTIAL 
Fire 

Injuries 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-APPROACH 

Make/Model - CESSNA 150H 
Landing Gear - TRICYCLE-FIXED 
Max Gross Wt 1600 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx B~iefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- UNK/NR 
Visibility 8.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAWN 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

NONE 
Crew 
Pass 

Eng Make/Model - CONTINENTAL 0-200-A 
Number Engines - 1 

Fatal 
0 
0 

Serious Minor 
0 0 
0 0 

None 
1 
0 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 100 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
HUGHES 
Runway !dent 
Runway Lth/Wid 
Runway surface 
Runway Status 

- UNK/NR 
1400 -UNK/NR 

- GRASS/TURF 
- UNK/NR 

Age - 50 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review 

Current - YES 
Months Since 1 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

280 Last 24 Hrs - UNK/NR 
260 Last 30 Days- UNK/NR 

10 Last 90 Days- 10 

DURING AN APPROACH, THE PLT LOWERED 40 DEG OF FLAPS FOR A SPOT LANDING. AS HE APPROACHED THE RWY, HE BANKED 
LEFT & ADDED POWER TO AVOID HITTING A TREE. HOWEVER. CONTACT WAS MADE & HE INITIATED A GO-AROUND. AS THE ACFT 
CLIPPED SOME TREES TO THE LEFT, THE NOSE WAS LOWERED & THE FLAPS WERE RAISED. HOWEVER, THE ACFT WOULD NOT CLIMB. 
THE ACFT CONTINUED IN A STALLED CONDITION & AN EMERGENCY LANDING WAS MADE IN ROUGH TERRAIN. THE RIGHT MAIN GEAR 
NOSEWHEEL, BOTH WING TIPS & THE PROPELLER WERE DAMAGED. 
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Brief of Accident (Continued) 

File No. - 1604 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/03/83 BOONVILLE.NY 

UNDERSHOOT 
APPROACH - VFR PATTERN - FINAL APPROACH 

1. DISTANCE - MISJUDGED - PILOT IN COMMAND 
2. ALTITUDE - MISJUDGED - PILOT IN COMMAND 
3. GO-AROUND - DELAYED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 
4. OBJECT - TREE(S) 

Occurrence #3 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH OBJECT 
APPROACH - GO-AROUND (VFR) 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING 

5. RAISING OF FLAPS - PREMATURE - PILOT IN COMMAND 
6. STALL/MUSH - INADVERTENT - PILOT IN COMMAND 
7. TERRAIN CONDITION - ROUGH/UNEVEN 

----Probable Cause----

A/C Reg. No. N22853 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f1nd1ng(s) 1,2,3 

Factor(s) relating to this accident is/are finding(s) 4,5,6,7 
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F i 1 e No. - 1796 9/17/83 

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

JONES BEACH.NY A/C Reg. No. N50807 Time (Lcl) - 1903 EDT 
--------------------------------------------------------------------------------------------------------------------------·---------
----Basic Information----

Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
NONE 

Fire 
NONE 

Crew 
Pass 

Fatal 
1 
3 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

----Aircraft Information---
Make/Model - CESSNA U-206FG 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL I0-520-F 
Number Engines - 1 

ELT Installed/Activated - UNK/NR 
Stall Warning System - YES 

Max Gross Wt 3600 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 240/006 KTS 
Visibility 7.0 SM 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 300 HP 

Itinerary 
Last Departure Point 

WASHINGTON.DC 
Destination 

WESTHAMPTON.NY 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- UNK/NR 
- UNK/NR 

Lowest Sky/Clouds 1400 
Lowest Ceiling 2400 

FT SCATTERED Type of Flight Plan - IFR 
FT BROKEN Type of Clearance - IFR 

J. F. KENNEDY 
Runway Ident 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- UNK/NR 
- UNK/NR 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DUSK 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,CFI 
SE LAND,SE SEA 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Type Apch/Lndg - NONE 

Age - 41 
Biennial FJight Review 

Current - YES 
Months Since - 15 
Aircraft Type - UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Tota 1: 800 Last 24 Hrs - UNK/NR 
Make/Model- 50 Last 30 Days- 10 
Instrument- 0 Last 90 Days- 30 

THE ACFT DITCHED IN THE OCEAN ABOUT 4 MILES SE OF JONES BEACH, NY FOLLOWING ENG POWER FAILURE. THE 4 OCCUPANTS DROWNED. 
THE PLT WAS GOING FROM WASHINGTON.DC TO WESTHAMPTON BEACH, NY, THE ACFT WAS LAST REFUELED BEFORE ITS DEPARTURE FROM 
WESTHAMPTON BEACH ON 9/16 WHEN IT WAS TOPPED OFF WITH 58 GALLONS OF FUEL. THE NEXT MORNING THE FLT DEPARTED FOR 
WASHINGTON, DC AND ARRIVED THERE AT 1030. NO FUEL WAS REQUESTED OR DELIVERED TO THE ACFT. THE FLT DEPARTED WASHINGTON 
AT 1737 FOR THE 2 HOUR TRIP WITH 3 HOURS OF FUEL LISTED ABOARD. AN ENROUTE FLT CLEARANCE ROUTED THE ACFT ABOUT 20 MILES 
FROM THE COAST FOR ATC CONSIDERATIONS. ABOUT 15 MIN LATER THE PILOT REPORTED ERRATIC FUEL INDICATIONS AND REQUESTED 
DIRECT ROUTING TO ISLIP, NY. 
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Brief of Accident (Continued) 

File No. - 1796 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/17/83 JONES BEACH,NY 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
CRUISE - NORMAL 

1. FLUID,FUEL - EXHAUSTION 
2. IN-FLIGHT PLANNING/DECISION - IMPROPER - PILOT IN COMMAND 
3. PROCEDURES/DIRECTIVES - DISREGARDED - PILOT IN COMMAND 
4. FUEL SUPPLY - MISJUDGED - PILOT IN COMMAND 
5. REFUELING - NOT PERFORMED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

DITCHING 
LANDING - FLARE/TOUCHDOWN 

6. ALTITUDE - NOT MAINTAINED - PILOT IN COMMAND 

----Probable Cause----

A/C Reg. No. N50807 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 2,3,4,5,6 

Factor(s) relating to this accident is/are finding(s) 1 
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F i 1 e No . - 1798 10/06/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

SPRING VALLEY,NY A/C Reg. No. N96103 

Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 
SUBSTANTIAL 

Fire Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-INSTRUCTIONAL 
-14 CFR 91 
-LANDING 

Make/Model - CESSNA C-172 
Landing Gear - TRICYCLE-FIXED 

NONE 

Eng Make/Model - LYCOMING 0-320 
Number Engines - 1 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1125 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2150 Engine Type - RECIPROCAT!NG-CARBURETOR 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 270/010 KTS 
Visibility 20.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information----
Pilot-In-Command 

Certificate(s)/Rating(s) 
STUDENT 

Instrument Rating(s) - NONE 

----Narrative----

Rated Power 160 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

Airport Proximity 
ON AIRPORT 

Airport Data 
RAMAPO VALLEY 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- UNK/NR 
- UNK/NR 
- UNK/NR 
- UNK/NR 

Age - 35 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - N/A Total 34 Last 24 Hrs - UNK/NR 
Months Since - N/A Make/Model- 34 Last 30 Days- UNK/NR 
Aircraft Type - N/A Instrument- 0 Last 90 Days- UNK/NR 

THE STUDENT PILOT, ON A SOLO INSTRUCTIONAL FLT LANDED HARD AND BOUNCED OFF THE RWY. THE STUDENT PLT WAS NOT INJURED BUT 
THE ACFT RECEIVED DAMAGE TO THE MAIN AND NOSE GEAR, THE PROPELLER, FIREWALL, WING ROOT AND THE ENGINE COWLING. 
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Brief of Accident (Continued) 

File No. - 1798 

Occurrence #1 
Phase of Operation 

Finding(s) 

10/06/83 SPRING VALLEY.NY 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

1. FLARE - MISJUDGED - PILOT IN COMMAND 
2. RECOVERY FROM BOUNCED LANDING - IMPROPER - PILOT IN COMMAND 
3. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
4. GROUND LOOP/SWERVE - NOT CORRECTED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

NOSE GEAR COLLAPSED 
LANDING - FLARE/TOUCHDOWN 

5. LANDING GEAR.NOSE GEAR - OVERLOAD 

----Probable Cause----

A/C Reg. No. N96103 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f1nding(s) 1,2,3,4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 17 48 10/ 10/83 WESTPORT.NY A/C Reg. No. NONE Time (Lcl) - 0745 CDT 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 103 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
ON GROUND 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

1 0 
0 0 

None 
0 
0 

Make/Model - VECTOR 610 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - XENOAH G25B-1 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 445 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 22 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

Airport Proximity 
ON AIRPORT 

- 36 
Visibility 50.0 SM 
Lowest Sky/Clouds CLEAR 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Airport Data 
WESTPORT 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

1700/ 150 
- GRASS/TURF 

Lowest Ceiling - NONE - DRY 
Obstructions to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE FULL STOP 
Condition of Light - DAYLIGHT 

----Personnel Information----
P1lot-In-Command Age - 18 Medical Certif 1cate - NO MEDICAL 

Certif icate(s)/Rating(s) Biennial Flight Review Flight Time (Hours) 
NONE Current - N/A Total 11 Last 24 Hrs -

Months Since - N/A Make/Model- 7 Last 30 Days-
Aircraft Type - N/A Instrument- 0 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
REPORTEDLY, THE NOSE GEAR ASSEMBLY FAILED WHEN THE PLT MADE A HARD LANDING, THEN THE ULTRALIGHT VEHICLE WENT OVER 
ON ITS NOSE & CAME TO REST IN A VERTICAL POSITION. FLAMES ENGULFED THE CENTER PORTION OF THE VEHICLE. THE PLT ROLLED 
FREE FROM THE VEHICLE, BUT HIS PARKA & HELMET WERE ON FIRE. HIS FATHER ARRIVED AT THE SCENE & ASSISTED IN THE RESCUE 
EFFORT, BUT HAD DIFFICULTY IN REMOVING THE HELMET SINCE THE NYLON STRAP HAD MELTED TOGETHER. THE PLT RECEIVED BURNS 
OVER 44% OF HIS BODY. THE VEHICLE WAS EQUIPPED WITH 2 PLASTIC FUEL TANKS WHICH WERE PORTABLE & WERE SECURED TO THE 
FRAME WITH A BUNGEE CORD. THE PLT'S FATHER OWNED THIS & 1 OTHER VECTOR 610. AN EXAM OF THE OTHER VEHICLE REVEALED THE 
FUEL TANKS WERE MOUNTED WITH THE FUEL CAPS FACING FORWARD, NEXT TO THE BACK OF THE PLT'S SEAT. THERE WAS NO SEAL 
WHERE THE PLASTIC FUEL LINES PASSED THRU THE FUEL TANK CAPS. WITH APRX 1 GAL OF FUEL IN A TANK, FUEL WOULD LEAK OUT 
AT A RATE OF ABOUT 1 PINT PER MINUTE. MANUFACTURER'S BROCHURES SHOW THAT. THE FUEL TANK CAPS SHOULD FACE TO THE REAR. 
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Brief of Accident (Continued) 

File No. - 1748 

Occurrence #1 
Phase of Operation 

Finding(s) 

10/10/83 WESTPORT.NY A/C Reg. No. NONE 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

- PILOT IN COMMAND 1. FLARE - IMPROPER 
2. IMPROPER USE 
3. FLARE - IMPROPER 
4. IMPROPER USE 

OF EQUIPMENT/AIRCRAFT,LACK OF TOTAL EXPERIENCE - PILOT IN COMMAND 
- PILOT IN COMMAND 
OF EQUIPMENT/AIRCRAFT.LACK OF TOTAL EXPERIENCE - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Occurrence #4 
Phase of Operation 

Finding(s) 

NOSE DOWN 
LANDING - ROLL 

FIRE 
STANDING 

5. FUEL SYSTEM - INCORRECT 
6. MAINTENANCE.INSTALLATION - IMPROPER -
7. FUEL SYSTEM,CAP - LEAK 
8. FUEL SYSTEM.LINE - LEAK 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,3 

Factor(s) relating to this accident is/are finding(s) 2,4,5,6,7,8 

PAGE 271 

Time (Lcl) - 0745 CDT 



National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No. - 1699 10/31/83 SKANEATELES,NY A/C Reg. No. N89940 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0030 EDT 

Injuries 
Serious Minor 

0 1 
0 0 

None 
0 
1 

Make/Mode 1 - CESSNA 152 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-235-L2C 
Number Engines - 1 

ELT Installed/Activated - YES-UNK/NR 
Stall Warning System - YES 

Max Gross Wt 1670 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 2 Rated Power 110 HP 

---------------------------------------------------------------------------------~--------------------------------------------------
----Environment/Operations Information---

Weather Data 
Wx Briefing - NO RECORD OF BRIEFING 

Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 50.0 .SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - NIGHT(DARK) 

----Personnel Information----

Itinerary 
Last Departure Point 

RICHMOND.VA 
Destination 

MARCELLUS.NY 

ATC/Airspace 
Type of Flight Plan - VFR 
Type of Clearance - NONE 
Type Apch/Lndg - UNK/NR 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

P i lot-In-Command 
Certificate(s)/Rating(s) 

PRIVATE 

Age - 46 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 67 Last 24 Hrs - 4 
SE LAND Months Since 8 Make/Model- 40 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 0 Last 90 Days-

Instrument Rating(s) - UNK/NR 

----Narrative----
THE PILOT STATED THAT AFTER RETURNING FROM A X-CTRY FLIGHT HE WAS UNABLE TO ACTIVATE THE ARPT RWY LIGHTS. LOW ON FUEL, 
THE ENGINE QUIT WHILE HE SEARCHED FOR A PLACE TO LAND. HE EXECUTED A FORCED LANDING INTO AN OPEN FIELD. THE PILOT STATED 
HE SHOULD NOT HAVE TRUSTED THE FUEL GAUGES AND SHOULD HAVE GOTTEN MORE FAMILIAR WITH THE FUEL CONSUMPTION 
CHARACTERISTICS OF THE ACFT BEFORE THE NIGHT X-CTRY FLIGHT. ACCORDING TO THE AIRPORT OWNER AT LEAST ONE AIRCRAFT DID 
ACTIVATE THE LIGHTS ON THE SAME NIGHT OF THE ACCIDENT. 
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Brief of Accident (Continued) 

File No. - 1699 10/31/83 SKANEATELES,NY A/C Reg. No. N89940 

Occurrence #1 
Phase of Operation 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
MANEUVERING - TURN TO LANDING AREA (EMERGENCY) 

Finding(s) 
1. FLUID,FUEL - EXHAUSTION 
2. IN-FLIGHT PLANNING/DECISION - IMPROPER - PILOT IN COMMAND 
3. IMPROPER USE OF EQUIPMENT/AIRCRAFT,LACK OF FAMILIARITY WITH AIRCRAFT - PILOT IN COMMAND 
4. PROCEDURES/DIRECTIVES - INACCURATE - PILOT IN COMMAND 
5. FUEL SUPPLY - INADEQUATE - PILOT IN COMMAND 
6. REFUELING - NOT PERFORMED - PILOT IN COMMAND 
7. PERFORMANCE DATA - INACCURATE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

8. TERRAIN CONDITION - OPEN FIELD 

Occurrence #3 
Phase of Operation 

Finding(s) 

NOSE OVER 
LANDING - ROLL 

9. TERRAIN CONDITION - TERRAIN/RUNWAY CONDITION 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this·accident 
is/are finding(s) 2,3,4,5,6,7 

Factor(s) relating to this accident is/are finding(s) 1,8,9 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1626 6/19/83 YOUNGSTOWN,OH A/C Reg. No. N995H 

----Basic Information----
Type Operating Certificate-ON-DEMAND AIR TAXI 
Name of Carrier -WYMANS PILOT SERVICE 
Type of Operation -SCHEDULED,DOMESTIC,CARGO 

Aircraft Damage 
SUBSTANTIAL 

Fire 
Flight Conducted Under -14 CFR 135 NONE 
Accident Occurred During -APPROACH 

----Aircraft Information----

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0200 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
2 
0 

Make/Model - BEECH E18S 
Landing Gear - TAILWHEEL-ALL RETRACT 

Eng Make/Model - P&W R-985 
Number Engines - 2 

ELT Installed/Activated - YES-UNK/NR 
Stall Warning System - UNK/NR 

Max Gross Wt 9300 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - IMC 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 450 HP 

Itinerary 
Last Departure Point 

BIG RAPIDS, MI 
Destination 

SAME AS ACC/INC 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
YOUNGSTOWN EXECUTIVE 
Runway !dent - 29 
Runway Lth/Wid 4155/ 60 

Wind Dir/Speed- 350/004 KTS 
Visibility 2.000 SM 
Lowest Sky/Clouds 
Lowest Ceil.ing 5500 FT OVERCAST 

Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway Surface - ASPHALT 
Runway Status - UNK/NR 

Obstructions to Vision- HAZE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE FULL STOP 
Condition of Light - NIGHT(DARK) 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
ATP,CFI 

Age - 28 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 3904 Last 24 Hrs -
SE LAND.ME LAND Months Since 1 Make/Model- 2000 Last 30 Days-

Aircraft Type - 18S Instrument- 353 Last 90 
Multi-Eng - 2225 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE PLT HAD NOT OBTAINED A WX BRIEFING, BUT HAD GOTTEN INFO FROM ANOTHER COMPANY PLT WHO HAD FLOWN INTO THE 
DESTINATION ARPT EARLIER. DURING ARRIVAL, HE COULD SEE THE ROTATING BEACON & RWY LIGHTS THRU SOME FOG & ELECTED 

Days-

TO MAKE A VISUAL APCH. AT APRX 75 FT AGL ON FINAL APCH, THICKER FOG WAS ENCOUNTERED, BUT THE RWY LIGHTS WERE STILL 
IN SIGHT. THE PLT CONTINUED THE APCH UNTIL HE SAW HE WAS PASSING THE OPERATIONS BUILDING, THEN HE KNEW THERE WAS 
INSUFFICIENT RWY REMAINING TO STOP SAFELY, SO HE INITIATED A GO-AROUND. HOWEVER, HE WAS UNABLE TO CLEAR TREES 
OFF THE DEPARTURE END OF THE RWY. AFTER COLLIDING WITH THE TREES, THE ACFT WAS LANDED IN A FIELD WHERE IT SKIDDED 
APRX 150 YARDS TO A STOP WITHOUT INJURY TO THE PLT OR CARGO HANDLER. 
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Brief of Accident (Continued) 

File No. - 1626 

Occurrence #1 
Phase of Operation 

Finding(s) 

6/19/83 YOUNGSTOWN,OH 

IN FLIGHT ENCOUNTER WITH WEATHER 
APPROACH 

1. LIGHT CONDITION - DARK NIGHT 
2. WEATHER CONDITION - FOG 
3. VFR FLIGHT INTO IMC - CONTINUED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH OBJECT 
APPROACH - GO-AROUND (VFR) 

4. DISTANCE - MISJUDGED - PILOT IN COMMAND 
5. OBJECT - TREE(S) 
6. GO-AROUND - DELAYED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
LANDING 

A/C Reg. No. N995H 

The National Transportation Safety Board determines that the Probable Cause(s) of .this accident 
is/are finding(s) 3,4,6 

Factor(s) relating to this accident is/are finding(s) 1,2,5 
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File No. - 1720 3/16/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

OKLAHOMA CITY, OK A/C Reg. No. N879SW 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1650 CST 

Injuries 

Type of Operation -BUSINESS 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-LANDING 

NONE 0 0 2 

Make/Model - PIPER PA-31T1 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - P & W PT6A-11 
Number Engines - 2 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 8700 
No. of Seats 7 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - IMC 
Wind Dir/Speed- 330/021 KTS 
Visibility 2.500 SM 
Lowest Sky/Clouds 
Lowest Ceiling 700 FT OVERCAST 
Obstructions to Vision- FOG 
Precipitation - NONE 
Conditio~ of Light - DAYLIGHT 

Engine Type - TURBOPROP 
Rated Power 500 HP 

Itinerary 
Last Departure Point 

TUlSA,OK 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - IFR 
Type of Clearance - IFR 
Type Apch/Lndg - ILS - COMPLETE 

FULL STOP 

Airport Proximity 
ON AIRPORT 

Airport Data 
WILL ROGERS 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 35R 
9802/ 150 

- CONCRETE 
- DRY 

------------------------------------------------------------------------------------------------------------------------------------
----Personnel Information----

Pi lot-In-Command 
Certificate(s)/Rating(s) 

PRIVATE 

Age - 46 
Biennial Flight 

Current 
Review 

- YES 

Medical Certificate - NON-VALID MEDICAL 
Flight Time (Hours) 

Total 2022 Last 24 Hrs -
SE LAND.ME LAND Months Since - 14 Make/Model- 728 Last 30 Days-

Aircraft Type - UNK/NR Instrument- 100 Last 90 Days-
Multi-Eng - 728 

Instrument Rating(s) - AIRPLANE 

----Narrative----
WITNESSES REPORTED THAT THE LANDING GEAR WAS LOWERED AT THE OUTER MARKER ON AN ILS APPROACH. THE PILOT STATED THAT 
HE EXTENDED FULL FLAPS AT ABOUT 400 FEET AGL JUST AS THEY BROKE OUT OF THE CLOUDS. ALMOST IMMEDIATELY AFTER LANDING 
THE PILOT RETRACTED THE FLAPS TO O. THE FLAPS CAME UP AND THE NOSE OF THE AIRCRAFT FELL AS THE GEAR UP CYCLE 
BEGAN. THE MAIN GEAR THEN CAME UP AND THE AIRCRAFT SLID TO A STOP ON THE RUNWAY. WHEN THE AIRCRAFT WAS TRANSPORTED TO 
A HANGER, ALL LANDING GEAR WERE FOUND TO BE UP AND LOCKED. NUMEROUS CYCLE TESTS OF THE LANDING GEAR SYSTEM FAILED TO 
SHOW ANY MALFUNCTION WITHIN ANY COMPONENT OF THE SYSTEM. 
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Brief of Accident (Continued) 

File No. - 1720 

Occurrence #1 
Phase of Operation 

Find1ng(s) 

3/16/83 OKLAHOMA CITY.OK 

COMPLETE GEAR COLLAPSED 
LANDING - ROLL 

1. GEAR RETRACTION - INADVERTENT - PILOT IN COMMAND 
2. PROCEDURES/DIRECTIVES - NOT FOLLOWED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

A/C Reg. No. N879SW 

The National Transportation Safety Board determines that the Probable .cause(s) of this accident 
is/are f inding(s) 1 

Factor(s) relating to this accident is/are finding(s) 2 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No. - 1 7 14 3/18/83 GUTHRIE,OK A/C Reg. No. N6501J 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1445 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PIPER PA-28-180 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-360-A3A 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2400 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 350/008 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 180 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

SAME AS ACC/INC 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

Airport Data 
GUTHRIE MUNICIPAL 

- 34 
3060/ 

- CONCRETE 
50 

Lowest Ceiling 1500 FT OVERCAST 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Runway Ident 
Runway Lth/Wid 
Runway Surface 
Runway Status - DRY 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi 1 ot-In-Command 

Certif icate(s)/Rating(s) 
STUDENT 

Instrument Rating(s) - NONE 

----Narrative----

Age - 61 
Biennial Flight Review 

Current - N/A 
Months Since - N/A 
Aircraft Type - N/A 

Medical Certificate 
Flight 

Total 
Make/Model
Instrument-

- VALID MEDICAL-WAIVERS/LIMIT 
Time (Hours) 
50 Last 24 Hrs - 1 
50 Last 30 Days- UNK/NR 

0 Last 90 Days- 7 

THE PILOT SAID HE WAS WAITING FOR AN ACFT TO CLEAR THE RWY. AS HE STARTED TO TURN DOWNFIELD FOR TAKEOFF HE PUSHED THE 
THROTTLE IN, ADVANCING THE POWER INSTEAD OF .RETARDING IT. THE AIRCRAFT CROSSED THE RUNWAY AT AN ANGLE, BECAME AIRBORNE 
AND HIT A TREE. THE PILOT IS A PARAPLEGIC AND THE AIRCRAFT IS WITH A HAND CONTROLLED RUDDER BAR AND A CONVENTIONAL 
THROTTLE. 
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Brief of Accident (Continued) 

File No. - 1714 

Occurrence #1 
Phase of Operation 

Finding(s) 

3/18/83 GUTHRIE,OK 

LOSS OF CONTROL - ON GROU~D 
TAXI - TO TAKEOFF 

1. THROTlLE/POWER CONTROL - INADVERTENT USE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

LOSS OF CONTROL - IN FLIGHT 
TAKEOFF - INITIAL CLIMB 

2. ABORTED TAKEOFF - NOT PERFORMED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 
3. OBJECT - TREE(S) 

----Probable Cause----

IN FLIGHT COLLISION WITH OBJECT 
TAKEOFF - INITIAL CLIMB 

A/C Reg. No. N6501J 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are f inding(s) 3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1 7 1 8 3/28/83 MOUNTAIN PARK,OK A/C Reg. No. N6983D Time (Lcl) - 1600 CST 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-AERIAL APPLICATION 
-14 CFR 137 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PIPER PA-18A-150 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING 0-320-A2A 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 2070 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 145/005 KTS 
Visibility 7.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command Age - 22 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL 

Biennial Flight 
Current 

Review 
- YES Total 

Flight Time (Hours) 
700 Last 24 Hrs -

SE LAND Months Since 8 Make/Model- 36 Last 30 Days-
Aircraft Type - UNK/NR Instrument- 59 Last 90 Days-

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE PILOT STATED THAT HE WAS TAKING OFF TO THE NORTH ON A HIGHWAY FOR A CROP SPRAYING OPERATION. THE AIRCRAFT WAS 
LOADED WITH 720 POUNDS OF CHEMICAL AND 36 GAL OF FUEL. HE PERCEIVED A BREEZE FROM THE SOUTH BUT TOOK OFF NORTH 
BECAUSE OF A HILL TO THE SOUTH. THE AIRCRAFT WAS ROTATED AFTER ABOUT 1500 FEET WITH VEHICULAR TRAFFIC IN SIGHT. 
TO AVOID FLYING OVER THE TRAFFIC THE PILOT TURNED LEFT OVER A WHEAT FIELD BORDERED BY 20-30 FOOT TALL TREES. HE 
REALIZED HE WAS NOT MAINTAINING ALTITUDE AND BECAME CONCERNED WITH CLEARING THE TREES SO HE LOWERED THE FLAPS 
TO 20 DEGREES AND DUMPED HIS CHEMICAL LOAD. WHILE CONTINUING THE TURN TO AVOID THE TREES, THE LEFT WING CONTACTED 
THE GROUND CAUSING THE AIRCRAFT TO CARTWHEEL TO A STOP, UPRIGHT. AFTER THE ACCIDENT THE PILOT REALIZED THAT 
THE SOUTHERLY WIND HAD INCREASED TO ABOUT 10 MPH. AIRCRAFT WEIGHT AT THE TIME OF THE ACCIDENT WAS APRX 2229 POUNDS. 
ACCORDING TO THE AIRCRAFT LOG MAXIMUM GROSS WEIGHT AT TAKEOFF IS 2070 POUNDS. . 
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Brief of Accident (Continued) 

File No. - 1718 

Occurrence #1 
Phase of Operation 

Finding(s) 

3/28/83 MOUNTAIN PARK,OK 

DRAGGED WING, ROTOR, POD. OR FLOAT 
TAKEOFF - INITIAL CLIMB 

1. WEATHER CONDITION - TAILWIND 
2. PREFLIGHT PLANNING/PREPARATION - POOR - PILOT IN COMMAND 
3. AIRCRAFT WEIGHT AND BALANCE - EXCEEDED - PILOT IN COMMAND 
4. WIND INFORMATION - DISREGARDED - PILOT IN COMMAND 
5. VISUAL LOOKOUT - INADEQUATE - PILOT IN COMMAND 
6. CLIMB - NOT MAINTAINED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
TAKEOFF - INITIAL CLIMB 

7. TERRAIN CONDITION - GROUND 

----Probable Cause----

A/C Reg. No. N6983D 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 3,4 

Factor(s) relating to this accident is/are finding(s) 1,2,5,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1 7 1 5 4/09/83 HUGO,OK A/C Reg. No. N15454 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1500 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
3 

Make/Model - PIPER PA-28R-200 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - LYCOMING I0-360-C1C 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max 'Gross Wt 2900 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 270/012 KTS 
Visibility 15.0 SM 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 200 HP 

Itinerary 
Last Departure Point 

ADDISON, TX 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Lowest Sky/Clouds 5000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - VFR 
Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE FULL STOP 
Condition of Light - DAYLIGHT 

----Personnel Information----

Airport Proximity 
ON AIRPORT 

Airport Data 
NASH MUNICIPAL 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 18 
2960/ 

- ASPHALT 
- DRY 

75 

Pi lot-In-Command 
Certificate(s)/Rating(s) 

PRIVATE 

Age - 40 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 104 Last 24 Hrs - 1 
SE LAND Months Since 2 Make/Model- 77 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 5 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE PILOT REPORTED THAT DURING THE FIRST APPROACH STRONG GUSTS WERE ENCOUNTERED OVER THE THRESHOLD AND A GO-AROUND WAS 
WAS INITIATED. DURING THE SECOND APPROACH HE FLEW A LITTLE HIGHER ON FINAL WITH A STEEPER DESCENT. HE AGAIN ENCOUNTERED 
GUSTY WINDS JUST BEFORE TOUCHDOWN AND LANDED HARD WITH FULL LEFT RUDDER APPLIED AND THE NOSE POINTED INTO THE RIGHT TO 
LEFT CROSSWIND. THE AIRPLANE BOUNCED ONCE AND WENT OFF THE LEFT SIDE OF THE RUNWAY. AFTER ROLLING THRU 30-40 YARDS OF 
TURF THE PILOT STEERED THE AIRCRAFT BACK ON THE RUNWAY TO A SAFE STOP. 
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Brief of Accident (Continued) 

F i 1 e No . - 1 7 1 5 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/09/83 HUGO.OK 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

1. WEATHER CONDITION - GUSTS 
2. IN-FLIGHT PLANNING/DECISION - POOR - PILOT IN COMMAND 
3. PROPER DESCENT RATE - NOT MAINTAINED - PILOT IN COMMAND 

A/C Reg. No. N15454 

4. COMPENSATION FOR WIND CONDITIONS - INADEQUATE - PILOT IN COMMAND 
5. GO-AROUND - NOT PERFORMED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

LOSS OF CONTROL - ON GROUND 
LANDING - ROLL 

6. RECOVERY FROM BOUNCED LANDING - IMPROPER - PILOT IN COMMAND 
7. GROUND LOOP/SWERVE - INADVERTENT - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

8. TERRAIN CONDITION - ROUGH/UNEVEN 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 3,4,5,6 

Factor(s) relating to this accident is/are finding(s) 1,2,7,8 
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National Transportation Safety Board· 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No. - 1797 4/20/83 GAGE,OK A/C Reg. No. N599VK 

----Basic Information---~ 
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1324 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
3 

Make/Model - BEECH 95-B55 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL I0-470-L 
Number Engines - 2 

ELT Installed/Activated - YES-UNK/NR 
Stall Warning System - YES 

Max Gross Wt 5100 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 150/012 KTS 
Visibility 7.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 260 HP 

Itinerary 
Last Departure Point 

LOS ANGELES, CA · 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
GAGE SHATTUCK 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 17 
5435/ 

- ASPHALT 
- DRY 

150 

----Personnel Information---
Pi lot-In-Command Age - 52 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since - 15 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Mult.i-Eng -

1549 · Last 24 Hrs - 6 
337 Last 30 Days- UNK/NR 

7 Last 90 Days- 12 
337 

THE ACFT MADE A FORCED LANDING OFF ARPT AFTER THE ENGINE QUIT. THE WEATHER WAS VMC AND NO FLT PLAN WAS FILED. THIS WAS A 
CROSS-COUNTRY FLT FROM LOS ANGELES, CA TO BOLIVAR, MO WITH A FUEL STOP AT GAGE, OK. THE FLT CRASHED 900 FT SHORT OF THE 
RWY AT GAGE, OK. POSTCRASH INVESTIGATION BY THE ARPT MANAGER REVEALED AN UNDETERMINED AMOUNT OF 
FUEL IN THE TANKS. AN ON SCENE INVESTIGATION BY A CONTINENTAL REPRESENTATIVE REVEALED NO FUEL IN THE SPIDER VALVE AND 
NO DRAINABLE FUEL IN ANY OF THE FUEL LINES. THE ARPT MANAGER VISUALLY CHECKED THE COCKPIT FUEL GAUGES FINDING 
THE LEFT TANK INDICATING EMPTY AND THE RIGHT 1/8 FULL. THE ACFT HAD FLOWN ABOUT 5 HOURS AND 24 MINUTES WHICH WOULD 
INDICATE FUEL CONSUMPTION OF ABOUT 138 GALLONS OF FUEL. THE ACFT HOLDS 142 GALLONS OF FUEL, OF WHICH 136 IS CONSIDERED 
USEABLE. 
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Brief of Accident (Continued) 

File No. - 1797 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/20/83 GAGE,OK 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
APPROACH - VFR PATTERN - FINAL APPROACH 

1. FLUID.FUEL - EXHAUSTION 

A/C Reg. No. N599VK 

2. PREFLIGHT PLANNING/PREPARATION - INADEQUATE - PILOT IN COMMAND 
3. IN-FLIGHT PLANNING/DECISION - INADEQUATE - PILOT IN COMMAND 
4. FUEL CONSUMPTION CALCULATIONS - INACCURATE - PILOT IN COMMAND 
5. FUEL SUPPLY - INADEQUATE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING - FLARE/TOUCHDOWN 

6. TERRAIN CONDITION - GROUND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4,5 

Factor(s) relating to this accident is/are finding(s) 1,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1762 4/22/83 ALTUS,OK A/C Reg. No. N63385 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

- INSTRUCTIONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1230 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
2 
0 

Make/Model - CESSNA 150M 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-200-A 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 1600 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 014/014 KTS 
Visibility 20.0 SM 

Rated Power 100 HP 

Itinerary 
'Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Lowest Sky/Clouds 8000 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
ALTUS MUNICIPAL 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 27 
4000/ 

- CONCRETE 
- DRY 

75 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,CFI 

Age - 39 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 683 Last 24 Hrs -
SE LAND,ME LAND Months Since - UNK/NR Make/Model- 31 Last 30 Days-

Air:-craft Type - UNK/NR Instrument- 131 Last 90 Days-
Multi-Eng - 135 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE ACFT COLLIDED WITH A BARBED WIRE FENCE AND A DITCH DURING AN ABORTED TAKEOFF. THE ACFT WAS PULLED. OFF THE GROUND 
PREMATURELY AND WHEN IT FAILED TO ACCELERATE THE CF! ABORTED THE TAKEOFF. DURING THE ROLLOUT THE ACFT WENT THROUGH A 
FENCE AND INTO A DITCH. THIS WAS A DUAL INSTRUCTIONAL FLT. NO MECHANICAL MALFUNCTIONS WERE REPORTED. 
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Brief of Accident (Continued) 

File No. - 1762 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/22/83 ALTUS,OK 

LOSS OF CONTROL - IN FLIGHT 
TAKEOFF - INITIAL CLIMB 

1. LIFT-OFF - PREMATURE - DUAL STUDENT 
2. PROPER CLIMB RATE - NOT ATTAINED - DUAL STUDENT 
3. ABORTED TAKEOFF - DELAYED - PILOT IN COMMAND(CFI) 

Occurrence #2 
Phase of Operation 

Finding(s) 
4. OBJECT - FENCE 

ON GROUND COLLISION WITH TERRAIN 
TAKEOFF - INITIAL CLIMB 

5. TERRAIN CONDITION - DITCH 

----Probable Cause----

A/C Reg. No. N63385 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3 

Factor(s) relating to this accident is/are finding(s) 4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i l e No . - 1 7 8 3 4/28/83 FORGAN,OK A/C Reg. No. N9484F Time (Lcl) - 2000 CDT 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 

SUBSTANTIAL 
Fire 

Injuries 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-BUSINESS 
-14 CFR 91 
-LANDING 

Make/Model - HUGHES 269B 
Landing Gear - SKID 
Max Gross Wt 2050 
No. of Seats 3 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- UNK/NR 
Visibility 10.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 
HELICOPTER 

Instrument Rating(s) - NONE 

----Narrative----

NONE 
Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 
0 0 

None 
1 
0 

Eng Make/Model - LYCOMING HI0-360-A1A 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 180 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

Age - 38 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - UNK/NR Total 160 Last 24 Hrs - UNK/NR 
Months Since - UNK/NR Make/Model- UNK/NR Last 30 Days- UNK/NR 
Aircraft Type - UNK/NR Instrument- UNK/NR Last 90 Days- 18 

Multi-Eng - UNK/NR Rotorcraft 160 

THE HELICOPTER HOOKED A SKID AND ROLLED OVER WHILE TRYING TO LAND ON A TRAILER. THE PLT STATED THAT AFTER SURVEYING SOME 
PROPERTY HE LANDED NEXT TO THE TRAILER USED FOR TRANSPORTING THE ACFT. HE THEN LIFTED OFF AND WHILE HOVERING OVER THE 
TRAILER A SKID HOOKED ON THE TRAILER FENDER AND THE ACFT ROLLED OVER. 

PAGE 288 



Brief of Accident (Continued) 

File No. - 1783 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/28/83 FORGAN.OK 

DRAGGED WING, ROTOR, POD, OR FLOAT 
LANDING - FLARE/TOUCHDOWN 

1. CLEARANCE - MISJUDGED - PILOT IN COMMAND 
2. REMEDIAL ACTION - NOT POSSIBLE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

ROLL OVER 
LANDING - FLARE/TOUCHDOWN 

A/C Reg. No. N9484F 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 16 16 10/09/83 PORTLAND,OR A/C Reg. No. N222NT 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91. 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1645 PDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - ENSTROM 280C 
Landing Gear - SKID 

Eng Make/Model - LYCOMING HI0-360-E1AD 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall warning System - NO 

Max Gross Wt 2350 
No. of Seats 3 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 205 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
NONE 

- UNK/NR 
- UNK/NR 

Wind Dir/Speed- 130/006 KTS 
Visibility 20.0 SM 
Lowest Sky/Clouds Type of Flight Plan - NONE 

Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- ASPHALT 
Lowest Ceiling 8500 FT BROKEN - DRY 
Obstructions to Vision- NONE Type Apch/Lndg - FORCED LANDING 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Ptlot-In-Command Age - 27 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL 
SE LAND 
HELICOPTER 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since 6 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 660 Last 24 Hrs -
Make/Model- 5 Last 30 Days-
Instrument- 0 Last 90 Days-

Rotorcraft 

ACCORDING TO THE PLT, HE HAD MADE A RIGHT TURN INTO THE WIND AFTER LIFT-OFF & HAD JUST CLEARED A FENCE AT 40 
TO 50 FT AGL, WHEN HE BEGAN TO LOSE POWER. HE THEN TURNED TO THE RIGHT TO CLEAR POWER LINES. SINCE THE HELICOPTER DID 
NOT HAVE ENOUGH ROOM TO CLEAR THE LINES, THE RIGHT TURN WAS CONTINUED TO LAND BETWEEN 2 ROWS OF CARS. DURING THE 
LANDING, THE TAIL SECTION OF THE HELICOPTER STRUCK AN UNOCCUPIED PICKUP TRUCK. NO CAUSE FOR A POWER LOSS WAS 
FOUND DURING AN EXAM OF THE ENG. 
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Brief of Accident (Continued) 

File No. - 1616 

Occurrence #1 
Phase of Operation 

Finding(s) 
1. UNDETERMINED 

Occurrence #2 
Phase of Operation 

Finding(s) 

10/09/83 PORTLAND.OR 

LOSS OF POWER 
TAKEOFF - INITIAL CLIMB 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

2. AUTOROTATION - PERFORMED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH OBJECT 
LANDING - FLARE/TOUCHDOWN 

3. TERRAIN CONDITION - HIGH OBSTRUCTION($) 
4. MANEUVER - PERFORMED - PILOT IN COMMAND 
5. OBJECT - VEHICLE 

----Probable Cause----

A/C Reg. No. N222NT 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1 

Factor(s) relating to this accident is/are finding(s) 2,3,4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1620 11/05/83 BANDON.OR A/C Reg. No. N885A 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-INSTRUCTIONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUB ST ANTI AL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1030 PST 

Injuries 
Serious Minor 

0 2 
0 0 

None 
0 
0 

Make/Model - PIPER PA-22-125 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-290-D 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 1800 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 160/007 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 125 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

Lowest Ceiling 9000 FT OVERCAST 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Airport Data 
BANDON STATE 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

Obstructions to Vision- NONE 
Precipitation - RAIN 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Type Apch/Lndg - SIMULATED FORCED LNDG 

Age - 49 Medical Certificate - EXPIRED 
Biennial Flight Review Flight Time (Hours) 

- 16 
2595/ 

- ASPHALT 
- WET 

50 

Certif icate(s)/Rating(s) 
COMMERCIAL,CFI 
SE LAND.ME LAND.SE SEA 

Current - YES 
Months Since 4 
Aircraft Type - UNK/NR 

Total 
Make/Model
Instrument-

9420 Last 
180 Last 
726 Last 

24 Hrs - 6 
30 Days- UNK/NR 
90 Days- 244 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE PLT & A FLT INSTRUCTOR (CFI) WERE ON A LOCAL FLT FOR A BIENNIAL FLT REVIEW. DURING A SIMULATED FORCED 
LANDING, THE ACFT WAS ALLOWED TO DEVELOP A HIGH RATE OF SINK. THE CFI STATED THAT THEY ENCOUNTERED A LOW LEVEL 
WIND SHEAR NEAR THE RWY & TOUCHED DOWN HARD. THE NOSE & LEFT MAIN GEAR COLLAPSED DURING IMPACT & THE LEFT WING 
WAS DAMAGED. BOTH PLTS REPORTED THE WINDS WERE FROM THE SOUTH AT 20, GUSTING 30 KTS. 
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Brief of Accident (Continued) 

File No. - 1620 

Occurrence #1 
Phase of Operation 

Finding(s) 

11/05/83 BANDON.OR 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

1. EMERGENCY PROCEDURE - SIMULATED - PILOT IN COMMAND(CFI) 
2. WEATHER CONDITION - UNFAVORABLE WIND 
3. WEATHER CONDITION - GUSTS 
4. COMPENSATION FOR WIND CONDITIONS - IMPROPER - DUAL STUDENT 
5. SUPERVISION - INADEQUATE - PILOT IN COMMAND(CFI) 

Occurrence #2 
Phase of Operation 

Finding(s) 

GEAR COLLAPSED 
LANDING - FLARE/TOUCHDOWN 

6. LANDING GEAR - OVERLOAD 

----Probable Cause----

A/C Reg. No. N885A 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 4,5 

Factor(s) relating to this accident is/are finding(s) 1,2,3,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1682 11/15/83 HILLSBORO,OR A/C Reg. No. N8622U 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0835 PST 

Injuries 
Serious Minor 

0 0 
0 1 

None 
1 
0 

Make/Model - ENSTROM F28F 
Landing Gear - SKID 

Eng Make/Model - LYCOMING HI0-360-F1AD 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - NO 

Max Gross Wt 2350 
No. of Seats 3 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 110/009 KTS 
Visibility 20.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling 5500 FT BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 225 HP 

Itinerary 
Last Departure Point 

HILLSBORO,OR 
Destination 

SALT LAKE CITY.UT 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command Age - 35 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certificate(s)/Rating(s) 
PRIVATE 

Biennial Flight 
Current 

Review 
- YES Total 

Flight Time (Hours) 
307 Last 24 Hrs - 1 

SE LAND Months Since 2 Make/Model- 71 Last 30 Days- UNK/NR 
HELICOPTER Aircraft Type - UNK/NR Instrument- 2 Last 90 Days-

Rotorcraf t 

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT DID A HARD LANDING DURING AUTOROTATION AFTER THE ENGINE RAN ROUGH AND QUIT AT 250 FT AGL DURING TAKEOFF. THE 
PILOT HAD LEANED THE MIXTURE, HE SAID, PRIOR TO TAKEOFF AND HE WAS NOT SURE IF HE PUSHED THE MIXTURE TO FULL RICH WHEN 
THE ENGINE STARTED TO MISS AND RUN ROUGH. DURING AUTOROTATION HE MAINTAINED 50 MPH WITH LITTLE FLARE FOR LANDING. THE 
ENGINE WAS CHECKED AFTER THE ACCIDENT AND OPERATED NORMALLY. THE MIXTURE WAS SLOWLY TURNED TO SEE HOW IT WOULD BE WHEN 
THE ENGINE RAN ROUGH. IT WAS ABOUT 3 INCHES FROM FULL RICH. 
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Brief of Accident (Continued) 

File No. - 1682 

Occurrence #1 
Phase of Operation 

Finding(s) 

11/15/83 HILLSBORO,OR 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
TAKEOFF - INITIAL CLIMB 

1. MIXTURE - IMPROPER - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

2. AUTOROTATION - PERFORMED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

----Probable Cause----

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

A/C Reg. No. N8622U 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 1 

Factor(s) relating to this accident is/are f inding(s) 2 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i l e No . - 1 6 1 5 11/18/83 OREGON CITY, OR A/C Reg. No. N6054G 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-TEST 
-14 CFR 91 
-MANEUVERING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1545 PST 

Injuries 
Serious Minor 

0 1 
0 0 

None 
0 
0 

Make/Model - CESSNA 150K 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-A2B 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 1600 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 250/005 KTS 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

OREGON CITY, OR 
Destination 

OREGON C ITV, OR 

Airport Proximity 
ON AIRPORT 

Airport Data 
OREGON CITY AIRPARK 

- 25 
Visibility 40.0 SM 
Lowest Sky/Clouds 4000 

ATC/Airspace 
FT SCATTERED Type of Flight Plan - NONE 
FT BROKEN Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

2675/ 30 
- GRASS/TURF 

Lowest Ceiling 5500 - DRY 
Obstructions to Vision- NONE Type Apch/Lndg - FORCED LANDING 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Informat1on---
P11ot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,CFI 

Age - 40 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 1128 Last 
SE LAND Months Since - 21 Make/Model- 357 Last 

Aircraft Type - UNK/NR Instrument- 121 Last 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE PLT. WHO WAS AN A & P MECHANIC, HAD JUST INSTALLED AN ENG THAT HAD BEEN OVERHAULED BY SOMEONE ELSE. HE 
REPORTED THAT THE PRETAKEOFF & RUN-UP CHECKS WERE NORMAL. AT APRX 250 TO 300 FT AGL, DURING TAKEOFF, THE ENG 
BEGAN TO SHAKE VIOLENTLY & LOST POWER. THE PLT RETARDED THE THROTTLE & INITIATED A 180 DEG TURN TO LAND IN AN 

24 Hrs -
30 Days-
90 Days-

OPEN FIELD. THE LEFT WING TIP CONTACTED THE GROUND DURING THE FORCED LANDING & THE NOSE & RIGHT MAIN GEAR COLLAPSED. 
AN EXAM & DISASSEMBLY OF THE ENG REVEALED THAT THE #1 CONNECTING ROD HAD COME LOSE & PUNCTURED THE ENG CASE. ONE 
OF THE BOLTS HAD FAILED & WAS NECKED DOWN AT THE FRACTURE. THE NUTS ON THE REMAINING ROD CAPS WERE FOUND TO BE 
FINGER TIGHT OR ONLY SLIGHTLY TORQUED. THE REQUIRED TORQUE WAS 40 FOOT POUNDS. THE ENG HAD OPERATED APPRX .1 HR 
SINCE MAJOR OVERHAUL. 
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Brief of Accident (Continued) 

F i 1 e No . - 16 1 5 

Occurrence #1 
Phase of Operation 

Finding(s) 

11/18/83 OREGON CITY, OR 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
TAKEOFF - INITIAL CLIMB 

1. ENGINE ASSEMBLY.CONNECTING ROD - UNDERTORQUED 
2. MAINTENANCE.MAJOR REPAIR - IMPROPER - OTHER MAINTENANCE PSNL 
3. ENGINE ASSEMBLY.CONNECTING ROD - FAILURE, TOTAL 

A/C Reg. No. N6054G Time (Lcl) - 1545 PST 

----------------------------------------------------------------------------------------~-------------------------------------------

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

----Probable Cause----

FORCED LANDING 
MANEUVERING - TURN TO LANDING AREA (EMERGENCY) 

IN FLIGHT COLLISION WITH TERRAIN 
MANEUVERING - TURN TO LANDING AREA (EMERGENCY) 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No. - 1800 8/29/83 BUTLER,PA A/C Reg. No. N4793Q 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-APPROACH 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
1 
0 

Time (Lcl) - 0030 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

Make/Model - CESSNA 152 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-235-L2C 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 1675 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - IMC 
Wind Dir/Speed- 310/005 KTS 
Visibility 5.0 SM 
Lowest Sky/Clouds SCATTERED 
Lowest Ceiling - BROKEN 
Obstructions to Vision- FOG 
Precipitation - RAIN SHOWERS 
Condition of Light - NIGHT(DARK) 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 110 HP 

Itinerary 
Last Departure Point 

TARENTUM.PA 
Destination 

ZELi ENOPLE, PA 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
BUTLER COUNTY 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- UNK/NR 
- UNK/NR 
- UNK/NR 
- UNK/NR 

----Personnel Information---
P1 lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL, CFI 

Age - 36 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 463 Last 24 Hrs -
SE LAND Months Since - UNK/NR Make/Model- 271 Last 30 Days-

Aircraft Type - UNK/NR Instrument- 115 Last 90 Days-
Multi-Eng - 64 

Instrument Rating(s) ~ AIRPLANE 

----Narrative----
THE ACFT CRASHED ON APPROACH TO THE FINAL DESTINATION ARPT AFTER COMPLETION OF A MULTI-LEGGED X-CTRY FLT IN FOGGY 
WEATHER. THE FLT HAD 5 ENROUTE STOPS WHICH ENTAILED 6 TAKEOFFS AND CLIMBS DURING 3.6 HOURS. ACCORDING TO THE FAA THE 
ACFT CONTAINED 5 OR 6 GALLONS OF FUEL AFTER THE CRASH WITH EVIDENCE OF FUEL IN THE FUEL STRAINER AND LINES. PITTSBURG 
TOWER WAS WORKING THE FLT JUST PRIOR TO THE ACCIDENT AND HAD GUIDED IT TO APPROXIMATELY 3 MILES WHEN RADIO 
COMMUNICATIONS STOPPED. EXAMINATION OF THE WRECKAGE AND ENGINE FAILED TO REVEAL ANY PREIMPACT MALFUNCTIONS. 
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Brief of Accident (Continued) 

File No. - 1800 

Occurrence 
Phase of Operation 

Finding(s) 

8/29/83 BUTLER.PA 

IN FLIGHT COLLISION WITH TERRAIN 
APPROACH - VFR PATTERN - FINAL APPROACH 

1. WEATHER CONDITION - FOG 
2. LIGHT CONDITION - DARK NIGHT 

A/C Reg. No. N4793Q 

3. FLIGHT INTO KNOWN ADVERSE WEATHER - INITIATED - PILOT IN COMMAND 
4. IMPROPER USE OF PROCEDURE.OVER CONFIDENCE IN PERSONAL ABILITY - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 3,4 

Factor(s) relating to this accident is/are finding(s) 1,2 
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File No. - 1704 9/04/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

PUNXSUTAWNEY,PA A/C Reg. No. N77321 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1535 EST 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-LANDING 

NONE 0 0 1 

Make/Model - CESSNA 120 
Landing Gear - TAILWHEEL-ALL FIXED 
Max Gross Wt - UNK/NR 

Eng Make/Model - CONTINENTAL C-85 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - NO 

No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NWS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 240/014 KTS 
Visibility 7.0 SM 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 85 HP 

Itinerary 
Last Departure Point 

BURLINGTON,NJ 
Destination 

PUNXSUTAWNEY.NJ 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 

Lowest Sky/Clouds 9000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - VFR 
Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 

Obstructions to Vision- HAZE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND 

Instrument Rating(s) - UNK/NR 

----Narrative----

Type Apch/Lndg - FORCED LANDING 

Age - 42 
Biennial Flight Review 

Current - YES 
Months Since 2 
Aircraft Type - UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument-

418 Last 24 Hrs - 5 
64 Last 30 Days- UNK/NR 
51 Last 90 Days- 11 

ACCORDING TO THE PILOT WHEN HE ENTERED THE AIRCRAFT HE FOUND THAT THE MASTER SWITCH HAD BEEN LEFT ON AND THE BATTERY WAS 
DOWN. HE FLEW AROUND THE AIRPORT FOR ABOUT 45 MIN, TO RECHARGE THE BATTERY PRIOR TO DEPARTING FOR HIS DESTINATION. HE 
ARRIVED AT HIS DESTINATION BUT WAS UNABLE TO FIND THE AIRPORT AFTER SEARCHING FOR ABOUT 30 MIN. THE PILOT WAS GIVEN 
A D/F STEER TO THE AIRPORT AND BEGAN TO EXPERIENCE FUEL EXHAUSTION. HE SWITCHED TO THE OTHER TANK WHICH SHOWED 
1/8 FULL AND CONTINUED TOWARD DESTINATION. THE FLIGHT EXPERIENCED FUEL EXHAUSTION AND LANDED IN A CORN FIELD. 
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Brief of Accident (Continued) 

F i 1 e No. - 1704 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/04/83 PUNXSUTAWNEY.PA 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
CRUISE - NORMAL 

1. FLUID.FUEL - EXHAUSTION 
2. PREFLIGHT PLANNING/PREPARATION - POOR - PILOT IN COMMAND 
3. FUEL CONSUMPTION CALCULATIONS - INACCURATE - PILOT IN COMMAND 
4. IN-FLIGHT PLANNING/DECISION - POOR - PILOT IN COMMAND 
5. BECAME LOST/DISORIENTED - INADVERTENT - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 

FORCED LANDING 
DESCENT - EMERGENCY 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

6. TERRAIN CONDITION - CROP 

----Probable Cause----

A/C Reg. No. N77321 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3 

Factor(s) relating to this accident is/are finding(s) 4,5,6 

PAGE 301 

Time (Lcl) - 1535 EST 



National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1749 9/17/83 NEW CUMBERLAND,PA A/C Reg. No. N2330U 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-SIGHTSEEING 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
DESTROYED 

Fire 
ON GROUND 

Crew 
Pass 

Fatal 
1 
3 

Time (Lcl) - 1230 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

Make/Model - BEECH 19A 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-E2C 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2250 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - UNK/NR 
Wind Dir/Speed- 300/010 KTS 
Visibility 7.0 SM 
Lowest Sky/Clouds 4000 FT 
Lowest Ceiling 4000 FT BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

HARRISBURG,PA 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - UNK/NR 
Type Apch/Lndg 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
CAP IT AL CITY 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 30 
3895/ 

- ASPHALT 
- DRY 

150 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 

Age - 20 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 316 Last 24 Hrs -
SE LAND,ME LAND Months ·Since - 10 Make/Model- 4 Last 30 Days-

Aircraft Type - PA-34 Instrument- 5 Last 90 Days-
Multi-Eng - 129 Rotorcraf t 

Instrument Rating(s) - NONE 

----Narrative----
AN OPERATIONS MANAGER STATED THAT 3 PERSONS CAME TO BUY A SIGHT-SEEING. PLEASURE RIDE & THE PLT SELECTED THE 
BEECH 19A. DURING ITS TAKEOFF, WITNESSES OBSERVED THE ACFT OVER THE END OF THE RWY IN A NOSE HIGH ATTITUDE, BUT 
WITH VERY LITTLE CLIMB RATE. ACCORDING TO THEM, THE ENG SOUNDED NORMAL AT THAT TIME. REPORTEDLY, THE ACFT CONTINUED 
TO CLIMB TO ABOUT 200 TO 300 FT AGL, THEN STARTED TO DESCEND IN A NOSE HI ATTITUDE. MOMENTS BEFORE CRASHING, THE 
ACFT WAS OBSERVED IN A STEEP RIGHT TURN, ALIGNING WITH A STREET. WHILE DESCENDING, THE ACFT STRUCK & SEVERED A POWER 
LINE. IT THEN IMPACTED THE STREET, SLID TO A STOP & BURNED. DURING THE CRASH SEQUENCE ANOTHER TRANSMISSION CABLE 
WAS ALSO HIT. AN INVESTIGATION REVEALED NO PREIMPACT, MECHANICAL FAILURE OR MALFUNCTION. THE ACFT WAS ESTIMATED TO 
BE ABO~T 176 LBS OVER ITS MAX CERTIFICATED GROSS WT LIMIT. 

PAGE 302 

UNK/NR 
1 
1 
5 



Brief of Accident (Continued) 

File No. - 1749 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/17/83 NEW CUMBERLAND,PA 

LOSS OF CONTROL - IN FLIGHT 
TAKEOFF - INITIAL CLIMB 

1. PREFLIGHT PLANNING/PREPARATION - IMPROPER - PILOT IN COMMAND 
2. AIRCRAFT WEIGHT AND BALANCE - EXCEEDED - PILOT IN COMMAND 
3. AIRSPEED - NOT MAINTAINED - PILOT IN COMMAND 
4. STALL/MUSH - INADVERTENT - PILOT IN COMMAND 
5. TERRAIN CONDITION - HIGH OBSTRUCTION(S) 
6. MANEUVER - INITIATED - PILOT IN COMMAND 
7. OBJECT - WIRE.TRANSMISSION 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
TAKEOFF - INITIAL CLIMB 

A/C Reg. No. N2330U 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 3 

Factor(s) relating to this accident is/are finding(s) 1,2,5,6,7 
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File No. - 1706 11 /03/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

WASHINGTON,PA A/C Reg. No. N7632Q 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1830 EST 

Injuries 

Type of Operation -EXECUTIVE/CORPORATE 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-LANDING 

NONE 0 0 1 

Make/Model - CESSNA 340 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CO~TINENTAL TSI0-520 
Number Engines - 2 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2800 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 300/015 KTS 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 260 HP 

Itinerary 
Last Departure Point 

FREDRICK.MD 
Destination 

WASHINGTON,PA 

Visibility 10.0 SM ATC/Airspace 
Lowest Sky/Clouds 
Lowest Ceiling 

3500 FT SCATTERED Type of Flight Plan - IFR 
Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE 
Condition of Light - NIGHT(DARK) 

Airport Proximity 
ON AIRPORT 

Airport Data 
WASHINGTON CO. 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 27 
4200/ 

- ASPHALT 
- DRY 

75 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,ATP,CFI 

Age - 40 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

SE LAND,ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since - 12 
Aircraft Type - C-500 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

10290 Last 24 Hrs - UNK/NR 
103 Last 30 Days- UNK/NR 
975 Last 90 Days- 35 

6290 

THE PILOT SAID THAT WHEN ABOUT 8 MILES OUT HE CALLED UNICOM TO REPORT IN AND RECEIVE ADVISORIES. HE WAS TOLD THAT HORSES 
HAD BEEN CHASED OFF THE RUNWAY EARLIER AND TO USE CAUTION. DURING THE APPROACH HE CAME IN HIGH AND TOUCHED 
DOWN ABOUT 700 FEET DOWN THE RUNWAY WITH THE STALL WARNING HORN SOUNDING AT TOUCHDOWN. ON ROLLOUT HE SPOTTED HORSES ON 
RUNWAY BUT COULD NOT AVOID THE COLLISION. HE WAS ABLE TO KEEP THE AIRCRAFT ON THE RUNWAY AND MAINTAIN CONTROL. 
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File No. - 1706 

Occurrence 
Phase of Operation 

Finding(s) 

Brief of Accident (Continued) 

11/03/83 WASHINGTON.PA 

ON GROUND COLLISION WITH OBJECT 
LANDING - ROLL 

A/C Reg. No. N7632Q 

1. OBJECT - ANIMAL(S) 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f in~ing(s) 1 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1653 9/13/83 BATESBURG,SC A/C Reg. No. N1423J 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1000 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - ROCKWELL AC-112A · 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - LYCOMING I0~360 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2650 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 

Engine Type - RECIP-FUEL iNJECTED 
Rated Power 200 HP 

Itinerary 
Last Departure Point 

CHARLESTON,SC 
Destination 

SAME AS ACC/INC 

Airport Proximity 
ON AIRPORT 

- 16 
Visibility 10.0 SM 
Lowest Sky/Clouds CLEAR 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Airport Data 
PALMETTO 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

2800/ 100 
- GRASS/TURF 

Lowest Ceiling - NONE - DRY 
Obstructions to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 47 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 193 Last 24 Hrs - UNK/NR 
SE LAND Months Since 7 Make/Model- 103 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 6 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT EXPERIENCED A GEAR COLLAPSE DURING LANDING ROLLOUT. THE PILOT STATED THAT THE GEAR GREEN LIGHTS WERE ON PRIOR 
TO LANDING. THE LANDING AND ROLLOUT WERE UNEVENTFUL UNTIL A RIGHT TURN OF 180 DEGREES WAS MADE. DURING THE TURN THE 
LEFT MAIN GEAR FOLDED INTO THE WHEEL WELL. THE ACFT WAS RAISED AND AN ATTEMPT TO LOWER THE GEAR WAS MADE USING THE 
NORMAL SYSTEM. THE GEAR WOULD NOT COME DOWN AND LOCKED. THE PILOT THEN PHYSICALLY PUSHED THE LEFT MAIN OVER CENTER AND 
IT LOCKED. THERE WAS NO DAMAGE TO THE LANDING GEAR LINKAGE OR ASSEMBLIES. THE MECHANIC WHO WORKED ON THE ACFT SAID THE 
PILOT TOLD HIM HE MADE A HARD LANDING PRIOR TO THE GEAR COLLAPSE. 
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File No. - 1653 

Occurrence 
Phase of Operation 

Finding(s) 

Brief of Accident (Continued) 

9/13/83 BATESBURG,SC A/C Reg. No. N1423J 

MAIN GEAR COLLAPSED 
LANDING - ROLL 

1. LANDING GEAR,GEAR LOCKING MECHANISM - UNLOCKED 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1 

PAGE 307 

Time (Lcl) - 1000 EDT 



National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i l e No. - 164 1 10/06/83 MONCKS CORNER.SC A/C Reg. No. N1561A 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-BUSINESS 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1740 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PIPER PA-20 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING 0-290-D 
Number Engines - 1 

ELT Installed/Activated - UNK/NR 
Stall Warning System - YES 

Max Gross Wt 1800 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 4 

----Environment/Operations Information--~
Weather Data 

Wx Briefing - NWS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 330/015 KTS 
Visibility• 8.0 SM 

Rated Power 135 HP 

Itinerary 
Last Departure Point 

CHESAPEAKE.VA 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Lowest Sky/Clouds 3500 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - VFR 
Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
ON AIRPORT 

Airport Data 
BERKELEY CO. 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 05 
3100/ 

- ASPHALT 
- DRY 

60 

----Personnel Information---
P i lot-In-Command Age - 33 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL 
SE LAND 

Biennial Flight 
Current 
Months Since 

Review 
- YES 

4 
HELICOPTER Aircraft Type - UNK/NR 

Instrument Rating(s) - AIRPLANE,HELICOPTER 

----Narrative----

Flight Time (Hours) 
Total 2550 Last 24 Hrs -
Make/Model- 34 Last 30 Days-
Instrument- 294 Last 90 Days-

Rotorcraft 

THE PLT REPORTED THAT HE LANDED ON RWY 5 WITH A WIND FROM THE NORTH ~ORTHWEST AT 8 TO 15 KTS. DURING THE LANDING, 
HE ENCOUNTERED A GUST OF WIND, THE ACFT VEERED, AND SUBSEQUENTLY, THE RIGHT MAIN GEAR FAILED. 
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Brief of Accident (Continued) 

Fi 1 e No. - 164 1 

Occurrence #1 
Phase of Operation 

Finding(s) 

10/06/83 MONCKS CORNER.SC 

LOSS OF CONTROL - ON GROUND 
LANDING - ROLL 

1. WEATHER CONDITION - CROSSWIND 
2. COMPENSATION FOR WIND CONDITIONS - IMPROPER - PILOT IN COMMAND 
3. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
4. GROUND LOOP/SWERVE - INADVERTENT - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

MAIN GEAR COLLAPSED 
LANDING - ROLL 

5. LANDING GEAR.MAIN GEAR - OVERLOAD 

----Probable Cause----

A/C Reg. No. N1561A 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3 

Factor(s) relating to this accident is/are finding(s) 1,4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1667 6/30/83 BRANDT.SD A/C Reg. No. N7121Z 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-AERIAL APPLICATION 
-14 CFR 137 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1930 CDT 

Injuries 
Serious Minor 

0 1 
0 0 

None 
0 
0 

Make/Model - PIPER PA-25-235 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING 0-540-B235 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - UNK/NR 

Max Gross Wt 2900 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 1 Rated Power 235 HP 

~------------------------------------------------------------·-----------------------------------------------------------------------
----Environment/Operations Information---

Weather Data 
Wx Briefing - NO RECORD OF BRIEFING 

Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- UNK/NR 
Visibility 15.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,CFI 
SE LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Itinerary 
Last Departure Point 

CLEAR LAKE,SD 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type· Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway ldent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

Age - 49 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Review 

- YES 
Biennial Flight 

Current 
Months Since 
Aircraft Type 

- 11 
- UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

1014 Last 24 Hrs - 7 
237 Last 30 Days- UNK/NR 

92 Last 90 Days- 111 
14 

THE ACFT WAS DAMAGED IN A FORCED LANDING AFTER THE AERIAL APPLICATION ACFT HAD ENGINE POWER LOSS DURING THE LAST PULL 
UP FROM A SWATH RUN. THE ACFT HAD LANDED ABOUT 30 MINUTES BEFORE FOR A LOADING OF CHEMICAL SPRAY. WHEN THE PLT WAS 
ASKED IF HE WANTED GAS HE SAID "NO", ACCORDING TO A WITNESS BECAUSE HE HAD 10 GALLONS WHICH HE CONSIDERED ENOUGH. HE 
SAID HE WOULD BURN 12 GALLONS AN HOUR. THE OPERATOR/OWNER SAID THAT 14 GALLONS WAS MORE REALISTIC. PIPER PAWNEE HANDBOOK 
STATES THAT 3 GALLONS OF FUEL IS USUABLE WHILE MANEUVERING. THE ENGINE QUIT IN A PULL-UP MANEUVER AFTER 30 MINUTES OF 
FLT. 
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Brief of Accident (Continued) 

File No. - 1667 

Occurrence #1 
Phase of Operation 

¥inding(s) 

6/30/83 BRANDT,SD 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
MANEUVERING 

1. FLUID,FUEL - STARVATION 
2. FUEL SUPPLY - INADEQUATE - PILOT IN COMMAND 
3. WEATHER CONDITION - CARBURETOR ICING CONDITIONS 
4. REFUELING - NOT PERFORMED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

A/C Reg. No. N7121Z 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4 

Factor(s) relating to this accident is/are finding(s) 1,3 

.n 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1664 8/20/83 TEA,SD A/C Reg. No. N9634U 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-INSTRUCTIONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1415 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - GRUMMAN AMERICAN AA-1C 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-235-L2C (M) 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 1500 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather· - VMC 
Wind Dir/Speed- 140/006 KTS 
Visibility 7.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 108 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

Airport Proximity 
ON AIRPORT 

Airport Data 
GREAT PLANES 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 16 
2500/ 

- ASPHALT 
- DRY 

45 

Pilot-In-Command Age - 63 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Certif icate(s)/Rating(s) Biennial Flight Review Flight Time (Hours) 

STUDENT Current - N/A Total 45 Last 24 Hrs - 1 
Months Since - N/A Make/Model- 42 Last 30 Days- UNK/NR 
Aircraft Type - N/A Instrument- 1 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT SWERVED OFF THE RWY, COLLIDED WITH A DITCH AND NOSED OVER. THE PILOT WAS A STUDENT ON HIS 1ST SOLO AFTER OVER 
42 HOURS OF DUAL INSTRUCTION. HE FLEW OVER 28 HOURS OF DUAL INSTRUCTION AND MADE ABOUT 60 LANDINGS DURING THE LAST 
90 DAYS. ON THE DAY OF THE ACCIDENT THE STUDENT WAS USING RWY 16. THE WIND WAS FROM 140 DEGREES AT 4 TO 6 KTS. THIS 
EQUATES TO A CROSSWIND COMPONENT FROM THE LEFT OF 2 KTS. THE CFI OBSERVED THE STUDENTS FIRST SOLO LANDING. HE SAID THE 
ACFT DRIFTED OFF TO THE LEFT DURING THE FLARE. THE ACFT BOUNCED ON THE GRASS BESIDE THE RWY, WENT INTO A DITCH AND 
BOUNCED BACK INTO THE AIR WHEN IT HIT THE OPPOSITE EMBANKMENT. THEN THE ACFT LANDED ON ITS NOSE AND NOSED OVER. THE 
PILOT SAID HE TRIED TO CORRECT BACK TO THE RWY DURING FLARE BUT THE ACFT "STARTED TO GO SIDEWAYS". WHEN HE SAW THE GRASS 
THE STUDENT ADDED POWER TO GO-AROUND BUT THE STALL WARNING SOUNDED AND HE PULLED THE POWER OFF BEFORE HITTING THE DITCH. 

PAGE 312 

28 



Brief of Accident (Continued) 

File No. - 1664 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/20/83 TEA.SD 

LOSS OF CONTROL - IN FLIGHT 
LANDING - FLARE/TOUCHDOWN 

A/C Reg. No. N9634U 

1. COMPENSATION FOR WIND CONDITIONS - INADEQUATE - PILOT IN COMMAND 
2. FLIGHT CONTROLS - IMPROPER USE OF - PILOT IN COMMAND 
3. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
4. GROUND LOOPiSWERVE - NOT CORRECTED - PILOT IN COMMAND 
5. THROTTLE/POWER CONTROL - IMPROPER USE OF - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

6. TERRAIN CONDITION - DITCH 

Occurrence #3 
Phase of Operation 

----Probable Cause----

NOSE OVER 
LANDING - ROLL 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4,5 

Factor(s) relating to this accident is/are f inding(s) 6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1727 8/26/83 MONTROSE.SD A/C Reg. No. N4473Y Time (Lcl) - 0830 CDT 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-AERIAL APPLICATION 
-14 CFR 137 
-MANEUVERING 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

1 0 
0 0 

None 
0 
0 

Make/Model - PIPER PA-25B-235 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING 0-540-B2C5 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 2900 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 

Rated Power 235 HP 

Itinerary 
last Departure Point 

MADISON.SD 
Destination 

SAME AS ACC/INC 

Visibility 10.0 SM ATC/Airspace 
Lowest Sky/Clouds 7000 FT SCATTERED Type of Flight Plan - NONE 
Lowest Ceiling - NONE Type of Clearance - NONE 
Obstructions to Vision- NONE Type Apch/Lndg - NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL_ 

Age - 26 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 763 Last 24 
SE LAND Months Since - 17 Make/Model- 432 Last 30 

Aircraft Type - UNK/NR Instrument- 65 Last 90 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE PILOT STATED THAT HE WAS SPRAYING A FIELD THAT WAS DIVIDED IN HALF BY A 60 FOOT HIGH POWERLINE. AS HE MADE 
A TURN TO ENTER THE SOUTH SIDE OF THE FIELD, PARALLEL TO THE POWERLINES, FLYING EAST INTO THE SUN, HE STRUCK 

Hrs -
Days-
Days-

THE UNSEEN GUY CABLES OUT IN THE FIELD. HE STRUCK THE CABLES WITH THE LEFT WING TIP WHICH THREW THE PLANE INTO AN 
UNCONTROLLABLE ROLL TO THE LEFT. THE ACFT STRUCK THE GROUND WITH ITS NOSE AND LEFT SIDE. 
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Brief of Accident (Continued) 

Fi 1 e No. - 1727 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/26/83. MONTROSE.SD 

IN FLIGHT COLLISION WITH OBJECT 
MANEUVERING - AERIAL APPLICATION 

1. WEATHER CONDITION - WHITEOUT 
2. VISUAL LOOKOUT - INADEQUATE - PILOT IN COMMAND 
3. IN-FLIGHT PLANNING/DECISION - POOR - PILOT IN COMMAND 
4. CLEARANCE - NOT MAINTAINED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

5. TERRAIN CONDITION - GROUND 

----Probable Cause----

A/C Reg. No. N4473Y 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4 

F~ctor(s) relating to this accident is/are finding(s) 1,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1786 1/08/83 ROMAYOR,TX A/C Reg. No. N6049G 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVI~TION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-DESCENT 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

CrEw 
Pass 

Fatal 
1 
1 

Time (Lc1) - 1715 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

Make/Model - CESSNA 150K 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-200-A 
Number Engines - 1 
Engine Type - RECIPROCATING-CARBURETOR 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 1600 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 325/010 KTS 
Visibility 5.0 SM 
Lowest Sky/Clouds CLEAR 

Rated Power 100 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

- 02 
3150/ 50 

- GRASS/TURF 
Lowest Ceiling 2000 FT BROKEN 

Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Data 
DUKES FIELD 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status - DRY 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
STUDENT 

Instrument Rating(s) - NONE 

----Narrative----

Age - 34 
Biennial Flight Review 

Current - N/A 
Months Since ·- N/A 
Aircraft Type - N/A 

Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument-

103 Last 24 Hrs -
70 Last 30 Days-

1 Last 90 Days-

THE ACFT SPUN INTO THE GROUND FROM A RELATIVELY LOW ALT. THE STUDENT PILOT WAS GIVING RIDES TO RELATIVES AND HAD 
SUCCESSFULLY COMPLETED ONE FLT DURING WHICH THE ACFT WAS STALLED FOLLOWED BY A WING OVER AND A DIVE. THESE MANEUVERS 
WERE REPEATED. ESTIMATES OF THE ALT BY WITNESSES VARIED FROM 800 TO 1500 FT. ON THE 2ND FLT DURING A STALL MANEUVER THE 
ACFT ENTERED A SPIN AND IMPACTED THE GROUND IN A LEFT WING DOWN, NOSE LOW ATTITUDE. 
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Brief of Accident (Continued) 

File No. - 1786 

Occurrence #1 
Phase of Operation 

Finding(s) 

1/08/83 ROMAYOR,TX 

LOSS OF CONTROL - IN FLIGHT 
MANEUVERING 

1. AEROBATICS - INTENTIONAL - PILOT IN COMMAND 

A/C Reg. No. N6049G 

2. IMPROPER USE OF PROCEDURE, LACK OF RECENT EXPERIENCE IN TYPE OPERATION - PILOT IN COMMAND 
3. STALL/SPIN - INADVERTENT - PILOT IN COMMAND 
4. REMEDIAL ACTION - DELAYED - PILOT IN COMMAND 
5. PROPER ALTITUDE - NOT MAINTAINED - PILOT IN COMMAND 
6. PROCEDURES/DIRECTIVES - NOT FOLLOWED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4,5,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1732 3/16/83 HOUSTON, TX A/C Reg. No. N999ST 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-EXECUTIVE/CORPORATE 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1045 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
2 
2 

Make/Model - GULFSTREAM COMMANDER 695 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - AIR RESEARCH TPE 331-10 
Number Engines - 2 

ELT Installed/Activated - YES-UNK/NR 
Stall Warning System - YES 

Max Gross Wt 10325 
No. of Seats 11 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - IMC 
Wind Dir/Speed- 040/006 KTS 
Visibility 1.300 SM 
Lowest Sky/Clouds UNK/NR 

Engine Type - TURBOPROP 
Rated Power 733 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

PHOENIX.AZ 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

Airport Data 
AND RAU 

- 16 
4750/ 50 

- CONCRETE 
Lowest Ceiling 600 FT BROKEN 

Type of Flight Plan - !FR 
Type of Clearance - IFR 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status - DRY 

Obstructions to Vision- FOG 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND,ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Type Apch/Lndg - NONE 

Age - 63 
Review 

- YES 
Biennial Flight 

Current 
Months Since 
Aircraft Type 

- 14 
- UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERSiLIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument
Multi-Eng -

6148 Last 24 Hrs - 0 
326 Last 30 Days- UNK/NR 

1003 Last 90 Days- 61 
5098 

SHORTLY AFTER BEGINNING THE TAKEOFF ROLL, THE ACFT'S RIGHT MAIN GEAR RAN OFF THE RIGHT EDGE OF THE RUNWAY INTO 
SOFT WET GRASS. THE SOFT GROUND APPEARED TO CAUSE THE AIRPLANE TO CONTINUE RIGHT AND OFF THE RUNWAY WITH TAKEOFF POWER 
STILL APPLIED. THE ACFT CONTINUED ROLLING THRU THE GRASS, PARALLEL TO THE RUNWAY, COLLAPSING THE NOSE GEAR, RUNNING 
OVER A RWY LIGHT AND CROSSING ANOTHER RUNWAY. THE AIRCRAFT DECELERATED AND CAME TO A STOP IN THE GRASS. THE TAKEOFF 
RWY IS 50 FEET WIDE AND THE DISTANCE BETWEEN THE MAIN LANDING GEAR OF THE ACCIDENT ACFT IS 15 FEET. 
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Brief of Accident (Continued) 

File No. - 1732 

Occurrence #1 
Phase of Operation 

Finding(s) 

3/16/83 HOUSTON, TX 

LOSS OF CONTROL - ON GROUND 
TAKEOFF - GROUND RUN 

1. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
2. ABORTED TAKEOFF - DELAYED - PILOT IN COMMAND 
3. NOSEWHEEL STEERING - NOT USED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH TERRAIN 
TAKEOFF - GROUND RUN 

4. TERRAIN CONDITION - GROUND 
5. TERRAIN CONDITION - SOFT 

Occurrence #3 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH OBJECT 
TAKEOFF - GROUND RUN 

6. OBJECT - RUNWAY LIGHT 

----Probable Cause----

A/C Reg. No. N999ST 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are f inding(s) 3,4,5,6 
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F i 1 e No . - 1 7 1 1 3/17/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

DFW AIRPORT, TX A/C Reg. No. N80017 

Type Operating Certificate-ON-DEMAND AIR TAXI 

Time (Lcl) - 1910 CST 

Injuries 
Name of Carrier -ABC AIRLINES 
Type of Operation -NON SCHED 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under -14 CFR 135 NONE 0 0 1 
Accident Occurred During -STANDING 

----Aircraft Information----
Make/Model - BEECH D-18S 
Landing Gear - TAILWHEEL-ALL RETRACT 

Eng Make/Model - P&W R-985 
Number Engines - 2 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 8750 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 320/012 KTS 
Visibility 12.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - NIGHT(DARK) 

----Personnel Information---
P1 lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,ATP,CFI 
SE LAND,ME LAND 
HELICOPTER ,GLIDER 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 450 HP 

Itinerary 
Last Departure Point 

AMARILLO.TX 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - !FR 
Type of Clearance - IFR 
Type Apch/Lndg - TRAFFIC PATTERN 

FULL STOP 

Airport Proximity 
ON AIRPORT 

Airport Data 
DFW AIRPORT 
Runway Ident 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 31R 
9000/ 200 

- CONCRETE 
- DRY 

Age - 26 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Review 

- YES 
3 

Biennial Flight 
Current 
Months Since 
Aircraft Type - D18S 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

1973 Last 24 Hrs - 5 
171 Last 30 Days- UNK/NR 
290 Last 90 Days- 138 
471 Rotorcraft 269 

N80017 EXPERIENCED ENGINE TROUBLE AND SHUT DOWN THE LEFT ENGINE ENROUTE FROM AMARILLO, TX. LATER, BECAUSE OF ELECTRICAL 
PROBLEMS THE PILOT SECURED ALL ELECTRICAL EQUIPMENT EXCEPT THE N0.2 RADIO, TRANSPONDER AND ROTATING BEACON. AFTER 
LANDING, THE PILOT TAXIED CLEAR OF THE RUNWAY BUT COULD NOT TAXI FURTHER DUE TO LACK OF DIRECTIONAL CONTROL. N130L 
RETURNING FROM LUBBOCK.TX. AFTER LANDING AT DALLAS-FORT WORTH N130L PROCEEDED TO CROSS RWY 31L AND REDUCED POWER TO 
TAXI TO THE RAMP. AT THIS TIME HE NOTICED SOMETHING PROTRUDING TOWARD THE LEFT SIDE OF THE TAXIWAY AND APPLIED BRAKES. 
AS HE REALIZED THE OBJECT WAS AN UNLIT AIRCRAFT WING HIS RIGHT PROPELLER CAME IN CONTACT WITH THE AFT OUTBOARD SECTION 
OF N80017'S WING. THE PILOT OF N130L WAS NOT ADVISED OF THE POSITION OR CONDITION OF N80017 BY GROUND CONTROL WHEN 
CLEARED TO TAXI TO THE RAMP AREA. 
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Brief of Accident (Continued) 

File No. - 1711 

Occurrence #1 
Phase of Operation 

Finding(s) 

3/17/83 DFW AIRPORT.TX 

AIRFRAME/COMPONENT/SYSTEM FAILURE/MALFUNCTION 
CRUISE - NORMAL 

1. ENGINE ASSEMBLY,VALVE - FAILURE.TOTAL 
2. ELECTRICAL SYSTEM.VOLTAGE REGULATOR - FAILURE,TOTAL 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH OBJECT 
STANDING - ENGINE(S) OPERATING 

3. LIGHT CONDITION - DARK NIGHT 
4. OBJECT - AIRCRAFT MOVING ON GROUND 

----Probable Cause----

A/C Reg. No. N80017 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,4 

Factor(s) relating to this accident is/are finding(s) 3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 17 i 1 3/17/83 DFW AIRPORT, TX A/C Reg. No. Ni30L 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-SCHEDULED 
-14 CFR 135 
-TAXI 

Aircraft Damage 
MINOR 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1910 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - BEECH E18 
Landing Gear - TAILWHEEL-ALL RETRACT 

Eng Make/Model - P&W R-895 
Number Engines - 2 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 9700 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 320/012 KTS 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 450 HP 

Itinerary 
Last Departure Point 

LUBBOCK, TX 
Destination 

SAME AS ACC/INC 

Airport Proximity 
ON AIRPORT 

Airport Data 

- 35 
Visibility 12.0 SM ATC/Airspace 

DFW AIRPORT 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 11387/ 200 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - NIGHT(DARK) 

Type of Flight Plan - IFR 
Type of Clearance - IFR 
Type Apch/Lndg ~ - UNK/NR 

- CONCRETE 
- DRY 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
ATP 

Age - 38 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - UNK/NR Total 10478 Last 24 Hrs - 4 
SE LAND,ME LAND Months Since - UNK/NR Make/Model- 2000 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 2256 Last 90 Days-
Multi-Eng - 8015 

Instrument Rating(s) - AIRPLANE 

~---Narrative----

N80017 EXPERIENCED ENGINE TROUBLE AND SHUT DOWN THE LEFT ENGINE ENROUTE FROM AMARILLO, TX. LATER, BECAUSE OF ELECTRICAL 
PROBLEMS THE PILOT SECURED ALL ELECTRICAL EQUIPMENT EXCEPT THE NO. 2 RADIO, TRANSPONDER AND ROTATING BEACON 
AFTER LANDING, THE PILOT TAXIED CLEAR OF THE RUNWAY BUT COULD NOT TAXI FURTHER DUE TO LACK OF DIRECTIONAL 
CONTROL. N130L WAS RETURNING FROM LUBBOCK, TX. AFTER LANDING AT DALLAS-FORT WORTH. N130L PROCEEDED TO CROSS RUNWAY 
31L AND REDUCED POWER TO TAXI TO THE RAMP. AT THIS TIME HE NOTICED SOMETHING PROTRUDING TOWARD THE LEFT SIDE OF 
THE TAXIWAY AND APPLIED BRAKES. AS HE REALIZED THE OBJECT WAS AN UNLIT AIRCRAFT WING HI£ RIGHT PROPELLER CAME 
IN CONTACT WITH THE AFT OUTBOARD SECTION OF N80017'S WING. THE PILOT OF N130L WAS NOT AbVISED OF THE POSITION OR 
CONDITION OF N80017 BY GROUND CONTROL WHEN CLEARED TO TAXI TO THE RAMP AREA. 
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Brief of Accident (Continued) 

F i 1 e No . - 1 7 11 

Occurrence 
Phase of Operation 

Finding(s) 

3/17/83 DFW AIRPORT.TX 

ON GROUND COLLISION WITH OBJECT 
TAXI - FROM LANDING 

1. OBJECT - AIRCRAFT PARKED 
2. SAFETY ADVISORY - NOT ISSUED - ATC PSNL(LCL/GND/CLNC) 
3. LIGHT CONDITION - DARK NIGHT 
4. VISUAL LOOKOUT - INACCURATE - PILOT IN COMMAND 

----Probable Cause----

A/C Reg. No. N130L 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 4 

Factor(s) relating to this accident is/are finding(s) 1,2,3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1738 4/05/83 BEAUMONT.TX A/C Reg. No. N73192 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0659 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - CESSNA 172M 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320-E2D 
Number Engines - 1 

ELT Instailed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2400 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - IMC 
Wind Dir/Speed- 180/004 KTS 
Visibility 1.500 SM 
Lowest Sky/Clouds 
Lowest Ceiling 700 FT OVERCAST 
Obstructions to Vision- FOG 
Precipitation - NONE 
Condition of light - DAWN 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

GREENVILLE,MS 
Destination 

BEAUMONT,TX 

ATC/Airspace 
Type of Flight Plan - IFR 
Type of Clearance IFR 
Type Apch/Lndg - ILS - COMPLETE 

FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
JEFFERSON COUNTY 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 12 
6750/ 

- ASPHALT 
DRY 

150 

----Personnel Information---
Pi lot-In-Command Age - 36 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL 

Biennial Flight 
Current 

Review 
- YES Total 

Flight Time (Hours) 
698 Last 24 Hrs -

SE LAND.ME LAND Months Since 8 Make/Model- 252 Last 30 Days-
Aircraft Type - UNK/NR Instrument- 159 Last 90 Days-

Multi-Eng - 53 

Instrument Rating(s) - AIRPLANE 

----Narrative----
ACCORDING TO THE PILOT HE DEPARTED ON A TRIP WITH AN ETE OF 3.5 HOURS WITH AN ESTIMATED 4.5 HOURS OF FUEL ON BOARD. 
AFTER APRX 3.8 HOURS OF FLIGHT THE ENGINE LOST POWER AND THE PILOT LANDED THE ACFT ON A SERVICE ROAD. ON ROLLOUT THE 
LEFT WING STRUCK A HIGHWAY SIGN. 
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Brief of Accident (Continued) 

Fi 1 e No. - 1738 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/05/83 BEAUMONT,TX 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
CRUISE - NORMAL 

1. FLUID.FUEL - EXHAUSTION 

A/C Reg. No. N73192 

2. PREFLIGHT PLANNING/PREPARATION - INADEQUATE - PILOT IN COMMAND 
3. FUEL CONSUMPTION CALCULATIONS - INATTENTIVE - PILOT IN COMMAND 
4. REFUELING - DELAYED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 

FORCED LANDING 
DESCENT - EMERGENtY 

ON GROUND COLLISION WITH OBJECT 
LANDING - ROLL 

5. OBJECT - UTILITY POLE 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4 

Factor(s) relating to this accident is/are finding(s) 1,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1 7 1 3 4/08/83 HEMPSTEAD, TX A/C Reg. No. N3898P 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-CRUISE 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1600 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
3 

Make/Model - BELL 2068 
Landing Gear - SKID 

Eng Make/Model - ALLISON 250-C-208 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 3200 
No. of Seats 5 

----Environment/Operations Information---
Weather Data· 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 320/014 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds 
Lowest Ceiling - BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - TURBOSHAFT 
Rated Power 317 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

AUSTIN, TX 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command Age - 34 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL 

Biennial Flight 
Current 

Review 
- YES Total 

Flight Time (Hours) 
5872 Last 24 Hrs - 4 

SE LAND,ME LAND 
HELICOPTER 

Months Since 1 Make/Model- 1761 Last 30 Days- UNK/NR 
Aircraft Type - UNK/NR Instrument- 1110 Last 90 Days-

Multi-Eng - 1936 Rotorcraft 

Instrument Rating(s) - AIRPLANE.HELICOPTER 

----Narrative----
ACORDING TO THE PILOT THE AIRCRAFT WAS IN LEVEL FLIGHT AT 800 FEET AGL WHEN THE PILOT EXPERIENCED SEVERE YAWS IN RAPID 
RAPID SUCCESSION. HE NOTICED HE TORQUE FLUCTUATING BETWEEN 30 AND 100 POUNDS, WENT INTO AUTOROTATION AND SELECTED A 
LANDING SPOT HEADING INTO THE WIND. AS THE PILOT WAS BEGINNING HIS FLARE WHEN A PASSENGER SAW POWERLINES RIGHT IN FRONT 
OF THEM. THE PILOT MADE EVASIVE CORRECTIONS BUT HIT THE WIRES AND IMPACTED THE GROUND LEFT SIDE FIRST. A TEARDOWN OF THE 
ENGINE REVEALED AN ACCUMULATION OF FOREIGN MATTERIAL IN THE COMPRESSOR AND DIFFUSER SECTIONS OF THE ENGINE. 
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Brief of Accident (Continued) 

File No. - 1713 

Occurrence #1 
Phase of Operation 

F1nding(s) 

4/08/83 HEMPSTEAD, TX 

LOSS OF POWER(PARTIAL) - NON-MECHANICAL 
CRUISE - NORMAL 

1. TURBOSHAFT ENGINE.GAS GENERATOR - FOREIGN OBJECT 

A/C Reg. No. N3898P 

2. MAINTENANCE.INSPECTION OF AIRCRAFT - NOT PERFORMED - OTHER MAINTENANCE PSNL 
3. TURBOSHAFT ENGINE.GAS GENERATOR - FLUCTUATING 

Occurrence #2 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH OBJECT 
DESCENT - EMERGENCY 

4. OBJECT - WIRE,TRANSMISSION 
5. VISUAL LOOKOUT - INADEQUATE - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

6. ROTATION - NOT MAINTAINED - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,5,6 

Factor(s) relating to this accident is/are f inding(s) 3,4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1736 4/14/83 AUSTIN, TX A/C Reg. No. N8234M 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-BUSINESS 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 2039 CST 

Injuries 
Serious Minor 

0 1 
0 0 

None 
0 
0 

Make/Model - CESSNA 210K 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL I0-520-L 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 3800 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 020/008 KTS 
Visibility 20.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - NIGHT(DARK) 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 300 HP 

Itinerary 
Last Departure Point 

MONROE,LA 
Destination 

SAN MARCOS, TX 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
ROBERT MUELLER 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 35L 
5006/ 

- ASPHALT 
- DRY 

150 

----Personnel Information---
Pi lot-In-Command Age - 45 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

(Hours) Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since - 12 
Aircraft Type - UNK/NR 

Flight Time 
Total 961 Last 24 Hrs -
Make/Model- 821 Last 30 Days-
Instrument- 50 Last 90 Days-

BEFORE TAKING OFF (AT 1740) ON HIS RETURN FLT, THE PLT GOT A WX BRIEFING & CHECKED THE NOTAMS, BUT DID NOT REFUEL THE 
ACFT. THERE WERE NO NOTAMS FOR THE SAN MARCOS ARPT. DURING ARRIVAL AT SAN MARCOS, TX, NO RWY LIGHTS WERE VISIBLE. THE 
PLT CIRCLED FOR 15 TO 20 MIN UNTIL HE VERIFIED THE RWY LIGHTS WERE !NOP, THEN DIVERTED TO AUSTIN, TX. HE STATED THAT 
ON FINAL APCH TO LAND, THE ENG LOST POWER WITH THE L MAIN TANK INDICATING 1/3 FULL & THE R TANK 1/4 FULL. HE STATED HE 
SWITCHED FUEL TANKS BUT WAS UNABLE TO START THE ENG. DURING THE LANDING ONTO A BOULEVARD, THE NOSE LANDING GEAR 
COLLAPSED & THE R MAIN GEAR SEPARATED. A PASSING VEHICLE RAN OVER THE SEPARATED GEAR WHICH RUPTURED ITS FUEL TANK. THE 
PLT TOLD THE FBO THAT HE MADE THE APCH USING THE R TANK, THEN WHEN HE LOST POWER, HE SWITCHED TO THE L TANK & BACK TO 
THE R TANK. LATER, HE STATED HE MADE THE APCH USING THE L TANK. THE ARPT MANAGER AT SAN MARCOS SAID A NOTAM WAS CALLED 
IN ON 1/25/83 THAT THE RWY LIGHTS WOULD BE INOP INDEFINITELY, BUT NO RECORD OF THIS CALL WAS AVAILABLE. 
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Brief of Accident (Continued) 

File No. - 1736 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/14/83 AUSTIN. TX 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
APPROACH - VFR PATTERN - FINAL APPROACH 

1. LIGHT CONDITION - DARK NIGHT 
2. AIRPORT FACILITIES,RUNWAY EDGE LIGHTS - NOT OPERATING 
3. NOTAMS - NOT ATTAINED - AIRPORT PERSONNEL 
4. FLIGHT TO ALTERNATE DESTINATION - PERFORMED - PILOT IN COMMAND 
5. ENGINE INSTRUMENTS.FUEL QUANTITY GAGE - FALSE INDICATION 
6. FLUID,FUEL - STARVATION 
7. FUEL TANK SELECTOR POSITION - IMPROPER - PILOT IN COMMAND 

A/C Reg. No. N8234M 

8. IMPROPER USE OF EQUIPMENT/AIRCRAFT.DIVERTED ATTENTION - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 
9. OBJECT - VEHICLE 

Occurrence #4 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

GEAR COLLAPSED 
LANDING - FLARE/TOUCHDOWN 

10. LANDING GEAR - OVERLOAD 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 6,7 

Factor(s) relating to this accident is/are finding(s) 1,2,3,4,5,8,9 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1724 4/19/83 DALLAS, TX A/C Reg. No. N29AA 

----Basic Information----
Type Operating Certificate-ON-DEMAND AIR TAXI 
Name of Carrier -ALPHA AVIATION 
Type of Operation -NON SCHED,DOMESTIC,PASSENGER 

Aircraft Damage 
SUBSTANTIAL 

Fire 
Flight Conducted Under -14 CFR 135 NONE 
Accident Occurred During -LANDING 

----Aircraft Information----

Crew 
Pass 

Fatal 
0 
0 

Time (Lc1) - 2246 CST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
2 
8 

Make/Model - BEECH 65-90 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - P&W PT6A-6 
Number Engines - 2 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 8800 
No. of Seats 10 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 

Engine Type - TURBOPROP 
Rated Power - UNK/NR 

Itinerary 
Last Departure Point 

AUSTIN, TX 
Destination 

SAME AS ACC/INC 

Airport Proximity 
ON AIRPORT 

Airport Data 
LOVE 

- 31R Wind Dir/Speed- 060/010 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds 

ATC/Airspace 
Type of Flight Plan - IFR 
Type of Clearance - IFR 

Runway Ident 
Runway Lth/Wid 
Runway Surface 
Runway Status 

7751/ 150 
- CONCRETE 

Lowest Ceiling 3200 FT OVERCAST - DRY 
Obstructions to Vision- NONE Type Apch/Lndg - VISUAL STRAIGHT-IN 
Precipitation - NONE FULL STOP 
Condition of Light - NIGHT(DARK) 

----Personnel Information---
Pi lot-In-Command Age - 30 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
COMMERCIAL. CFI 
SE LAND.ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

B ier~i al Flight Review 
Current - YES 
Months Since 2 
Aircraft Type - UNK/NR 

~light Time (Hours) 
Total 2229 Last 
Make/Model- 565 Last 
Instrument- 89 Last 
Multi-Eng - 899 

THE PILOT SAID THAT THE APPROACH AND LANDING WERE NORMAL WITH THE RIGHT MAIN GEAR TOUCHING FIRST BECAUSE OF A 

24 Hrs -
30 Days-
90 Days-

SLIGHT X-WIND. JUST AFTER TOUCHDOWN, THE LEFT MAIN GEAR FAILED AND THE AIRCRAFT WENT OFF THE SIDE OF THE RUNWAY. 
EXAMINATION OF THE FAILED GEAR REVEALED THE UPPER HALF OF THE THE SCISSOR ASSEMBLY SEPARATED, ALLOWING THE OLEO PISTON 
AND ATTACHED WHEEL ASSY TO SEPARATE FROM THE REMAINDER OF THE GEAR. EXAMINATION OF THE BROKEN SCISSOR ASSY REVEALED 
A SMALL FATIGUE CRACK IN THE SEPARATED AREA BUT THE ULTIMATE FAILURE WAS THE RESULT OF A LARGE OVERLOAD CONDITION 
WHICH HAD BEEN APPLIED TO THE PART ON SOME PREVIOUS OCCASION. 
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File No. - 1724 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/19/83 DALLAS.TX 

MAIN GEAR COLLAPSED 
LANDING - ROLL 

1. LANDING GEAR.MAIN GEAR STRUT - FAILURE.TOTAL 
2. LANDING GEAR.MAIN GEAR STRUT - OVERLOAD 

Occurrence #2 
Phase of Operation 

----Probable Cause----

LOSS OF CONTROL - ON GROUND 
LANDING - ROLL 

Brief of Accident (Continued) 

A/C Reg. No. N29AA 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1 7 60 4/23/83 VAN HORN, TX A/C Reg. No. N5990J Time (Lcl) - 0900 MST 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - CESSNA 182P 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-470-S 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2950 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - ACFT RADIO 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 090/025 KTS 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 230 HP 

Itinerary 
Last Departure Point 

MIDLAND, TX 
Destination 

SAME AS ACC/INC 

Airport Proximity 
ON AIRPORT 

Airport Data 

- 06 
Visibility 20.0 SM 
Lowest Sky/Clouds CLEAR 

ATC/Airspace 
Type of Flight Plan - NONE 

·Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

2700 -UNK/NR 
- GRAVEL 

Lowest Ceiling - NONE - DRY 
Obstructions to Vision- NONE Type Apch/Lndg - FULL STOP 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
STUDENT 

Age - 43 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Instrument Rating(s) 

----Narrative----

- NONE 

Biennial Flight Review 
Current - N/A 
Months Since - N/A 
Aircraft Type - N/A 

Flight 
Total 
Make/Model-
Instrument-

Time (Hours) 
60 Last 24 Hrs -
60 Last 30 Days-

0 Last 90 Days-

THE ACFT COLLIDED WITH A RAVINE AFTER LEAVING THE RWY DURING A CROSSWIND LANDING. THE STUDENT PILOT WAS ON A CROSS 
COUNTRY AND WAS MAKING AND ENROUTE LANDING. UPON ARRIVAL AT THE 2700 RT PRIVATE GRAVEL STRIP THE PILOT ELECTED TO LAND 
ON RWY 06. HE SAID HE WS AWARE OF A CROSSWIND BUT FELT IT W AS NOT TOO BAD OR THAT IT WARRANTED A RETURN TO MIDLAND 
WITHOUT LANDING. AFTER TOUCHDOWN A GUST OF WIND SWERVED THE ACFT INTO A SMALL RAVINE. THE COLLISION SHEARED THE NOSE 
GEAR AND DAMAGED OTHER PARTS OF THE ACFT. THE PILOT REPORED THE WIND FROM THE EAST AT 25 KTS GUSTING TO 30 KTS. 
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Brief of Accident (Continued) 

Fi le No. - 1760 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/23/83 VAN HORN, TX 

LOSS OF CONTROL - ON GROUND 
LANDING - ROLL 

1. WEATHER CONDITION - CROSSWIND 
2. WEATHER EVALUATION - INADEQUATE - PILOT IN COMMAND 

A/C Reg. No. N5990J 

3. IMPROPER USE OF EQUIPMENT/AIRCRAFT, TOTAL - PILOT IN COMMAND 
4. COMPENSATION FOR WIND CONDITIONS - IMPROPER - PILOT IN COMMAND 
5. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
6. GROUND LOOP/SWERVE - NOT CORRECTED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

7. TERRAIN CONDITION - TERRAIN/RUNWAY CONDITION 

Occurrence #3 
Phase of Operation 

Finding(s) 

NOSE GEAR COLLAPSED 
LANDING - ROLL 

8. LANDING GEAR.NOSE GEAR ASSEMBLY - OVERLOAD 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4,5,6 

Factor(s) relating to this accident is/are finding(s) 1,7,8 
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National Transportation Safety Board· 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1776 4/24/83 SPEARMAN, TX A/C Reg. No. N6992X 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1700 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - CESSNA i72B 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-300-D 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2075 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 170/017 KTS 
Visibility 25.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 145 HP 

Itinerary 
Last Departure Point 

AMARILLO,TX 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type Of Flight Plan - VFR 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

Airport Proximity 
ON AIRPORT 

Airport Data 
SPEARMAN MUNICIPAL 
Runway !dent - 20 
Runway Lth/Wid 200/ 
Runway Surface - DIRT 
Runway Status - DRY 

75 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
STUDENT 

Age - 43 Medical Certif fcate - VALID MEDICAL-NO WAIVERS/LIMIT 

Instrument Rating(s) - NONE 

----Narrative----

Review 
- N/A 

Biennial Flight 
Current 
Months Since 
Aircraft Type 

- N/A 
- N/A 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

70 Last 24 Hrs - 3 
69 Last 30 Days- UNK/NR 

0 Last 90 Days- 31 

THE ACFT SWERVED OFF THE RIGHT SIDE OF THE RWY AND COLLIDED WITH A DITCH. THE ACFT NOSE GEAR COLLAPSED DURING THE 
SEQUENCE. THE LANDING WAS ON RWY 20 AND DURING THE APPROACH THE PLT NOTICED THAT THE WIND WAS OUT OF THE SOUTH AND THAT 
THE WIND SOCK WAS STRAIGHT OUT. THE PLT FURTHER STATED THAT THE WIND SHIFTED TO THE EAST AT TOUCHDOWN. THE PLT ESTIMATED 
THE WIND VELOCITY AS 11 MPH GUSTING TO 35 KTS. THE 1735 OBSERVATION FOR AMARILLO REPORTED THE WINDS FROM 170 DEGREES AT 
17 KTS GOSTING TO 23 KTS. THE PLT WAS RETURNING FROM A CROSS COUNTRY AT THE TIME OF THE ACCIDENT AND HAD CALLED 
SPEARMAN UNICOM WHILE APPROACHING FOR AN ARPT ADVISORY BUT NO RESPONSE WAS OBTAINED. 
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Brief of Accident (Continued) 

Fi le No. - 1776 

Occurrence #1 
Phase of Operation 

Finding(s) 

4/24/83 SPEARMAN, TX 

LOSS OF CONTROL - ON GROUND 
LANDING - FLARE/TOUCHDOWN 

1. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
2. GROUND LOOP/SWERVE - NOT CORRECTED - PILOT IN COMMAND 

A/C Reg. No. N6992X 

3. COMPENSATION FOR WIND CONDITIONS - NOT POSSIBLE - PILOT IN COMMAND 
4. WIND INFORMATION - NOT OBTAINED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING - ROLL 

5. TERRAIN CONDITION - DITCH 

Occurrence #3 
Phase of Operation 

Finding(s) 

NOSE GEAR COLLAPSED 
LANDING - ROLL 

6. LANDING GEAR,NOSE GEAR - OVERLOAD 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4 

Factor(s) relating to this accident is/are finding(s) 5,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1761 4/25/83 ANAHUAC, TX A/C Reg. No. N4564 

----Basic Information----
Type Operating Certificate-AGRICULTURAL AIRCRAFT 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-AERIAL APPLICATION 
-14 CFR 137 
-LANDING 

Aircraft Damage 
DESTROYED 

Fire 
ON GROUND 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0830 CDT 

Injuries 
Serious Minor 

0 1 
0 0 

None 
0 
0 

Make/Model - GRUMMAN G-164A 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - P&W R1340-AN1 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 4500 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 180/005 KTS 
Visibility 7.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type RECIPROCATING-CARBURETOR 
Rated Power 600 HP 

Itinerary 
Last Departure Point 

ANAHUAC, TX 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

~---Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 

Age - 20 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Rev·iew Flight Time (Hours) 

Current - UNK/NR Total 450 Last 24 Hrs - 3 
SE LAND Months Since - UNK/NR Make/Model- 230 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 70 Last 90 Days-

Instrument Rating(s) - AIRPLANE 

----Narrative---- . 
THE ACFT GROUNDLOOPED IN RUTS DURING A FORCED LANDING AF1ER THE ENGINE QUIT. A GROUND FIRE DESTROYED THE ACFT. THE ACFT 
HAD APPROACHED THE FIELD TO BE SPRAYED AND A WITNESS ON THE GROUND SAID THE ENGINE. SOUNDED LIKE IT WAS BEING THROTTLED 
BACK. WHEN THE PILOT TRIED TO ADD POWER THE ENGINE DID NOT RESPOND AND SHORTLY AFTERWARDS IT FAILED COMPLETELY. THE 
PILOT DUMPED THE SPRAY LOAD, TURNED AND LANDED IN A RICE FIELD. THE ACFT HIT RUTS AND GROUNDLOOPED. A POSTCRASH FIRE 
DESTROYED THE ACFT. THE POSTCRASH INVESTIGATION REVEALED A MALFUNCTION IN THE IMPELLER AND SHAFT ASSEMBLY ALLOWING THE 
IMPELLER TO DRAG AGAINST ITS HOUSING. AN A&P MECHANIC SAID THIS FAILED THE ENGINE. 
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Brief of Accident (Continued) 

File No. - 1761 4/25/83 ANAHUAC,TX A/C Reg. No. N4564 

Occurrence #1 
Phase of Operation 

LOSS OF POWER(TOTAL) - MECH FAILURE/MALFUNCTION 
CRUISE - NORMAL 

Finding(s) 
1. ENGINE ASSEMBLY.BLOWER/IMPELLER - FAILURE.TOTAL 
2. LOAD JETTISON - PERFORMED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

3. TERRAIN CONDITION - GROUND 
4. GROUND LOOP/SWERVE - INADVERTENT - PILOT IN COMMAND 
5. TERRAIN CONDITION - ROUGH/UNEVEN 

Occurrence #4 
Phase of Operation 

----Probable Cause----

FIRE 
LANDING - ROLL 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1 

Factor(s) relating to this accident is/are finding(s) 2,3,4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1770 5/01/83 PORT ARANSAS.TX A/C Reg. No. N34581 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-DESCENT 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
1 
1 

Time (Lcl) - 2050 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

Make/Model - CESSNA 1778 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-360-A1F6 
Number Engines - 1 

ELT Installed/Activated - YES-UNK/NR 
Stall Warning System - YES 

Max Gross Wt 2500 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 4 Rated Power 180 HP 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - IMC 
Wind Dir/Speed- 170/020 KTS 
Visibility 3.000 SM 

Itinerary 
Last Departure Point 

SAN ANGELO, TX 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Lowest Sky/Clouds 600 FT SCATTERED Type of Flight Plan - NONE 
Lowest Ceiling 700 
Obstructions to Vision- FOG 
Precipitation - NONE 

FT OVERCAST Type of Clearance 
Type Apch/Lndg 

Condition of Light - NIGHT(DARK) 

- NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
MUSTANG BEACH 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- 30 
3500/ 

- ASPHALT 
- DRY 

75 

----Personnel Information---
Pi lot-In-Command Age - 47 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight Review 
Current - UNK/NR 
Months Since - UNK/NR 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

475 Last 24 Hrs - 3 
100 Last 30 Days- UNK/NR 

UNK/NR Last 90 Days- 30 
UNK/NR Rotorcraft - UNK/NR 

DURING A WX BRIEFING, THE NON-INSTRUMENT RATED PLT WAS TOLD TO EXPECT NO SIGNIFICANT EN ROUTE WX, BUT WAS ADVISED 
OF LOWER CEILINGS ALONG THE COASTLINE, LATER THAT NIGHT. THERE WERE NO RECORDS OF EN ROUTE WX BRIEFINGS. WHEN THE 
ACFT WAS ABOUT 40 MI NORTHWEST OF THE DESTINATION, THE PLT CONTACTED CORPUS CHRISTI APCH CONTROL & WAS ADVISED OF 
!FR WX IN THE VICINITY. HE REQUESTED & WAS PROVIDED RADAR VECTORS TO HIS. DESTINATION, BUT WAS UNSUCCESSFUL IN FINDING 
THE ARPT. THE PLT THEN REPORTED THAT HE WAS "UNABLE TO GET DOWN" & REQUESTED VECTORS TO CORPUS CHRISTI. HE WAS AGAIN 
ADVISED OF IFR CONDITIONS AT CORPUS CHRISTI. WHEN ASKED IF HE COULD FLY AN IFR APCH, HE GAVE A NEGATIVE REPLY. HE ALSO 
REPORTED THAT HE WAS IN IFR CONDITIONS & HAD INSUFFICIENT FUE~ TO FLY TO SAN ANTONIO. SUBSEQUENTLY, RADAR CONTACT WAS 
LOST APRX 2 MI SOUTHEAST OF THE ARPT. LATER, BOTH OCCUPANTS & ACFT DEBRIS WERE FOUND WHERE THE HAD WASHED ON OR NEAR 
THE SHORE FORM THE GULF OF MEXICO. 
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Brief of Accident (Continued) 

File No. - 1770 5/01/83 PORT ARANSAS,TX 

Occurrence #1 
Phase of Operation 

IN FLIGHT ENCOUNTER WITH WEATHER 
DESCENT 

Finding(s) 
1. LIGHT CONDITION - DARK NIGHT 
2. WEATHER CONDITION - LOW CEILING 
3. WEATHER CONDITION - FOG 
4. VFR FLIGHT INTO IMC - CONTINUED - PILOT IN COMMAND 

A/C Reg. No. N34581 

5. IMPROPER DECISION.LACK OF TOTAL INSTRUMENT TIME - PILOT IN COMMAND 
6. IMPROPER DECISION,OVER CONFIDENCE IN PERSONAL ABILITY - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
CRUISE 

7. FLIGHT TO ALTERNATE DESTINATION - DELAYED - PILOT IN COMMAND 
8. FLUID,FUEL - LOW LEVEL 
9. PROPER ALTITUDE - NOT MAINTAINED - PILOT IN COMMAND 

10. TERRAIN CONDITION - WATER.ROUGH 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 4,9 

Factor(s) relating to this accident is/are finding(s) 1,2,3,5,6,7,8,10 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1 7 7 7 5/01/83 KRUM, TX A/C Reg. No. N2495K 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

- INSTRUCTIONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - .1615 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
2 
0 

Make/Model - PIPER PA-38-112 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-235-L2C 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 1670 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- 270/008 KTS 
Visibility 25.0 SM 
Lowest Sky/Clouds 
Lowest Ceiling 8000 FT BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 112 HP 

Itinerary 
Last Departure Point 

FORT WORTH, TX 
Destination 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
LOCAL 

Runway Ident - N/A 
ATC/Airspace Runway Lth/Wid - N/A 

Type of Flight Plan - NONE Runway Surface - N/A 
Type of Clearance - NONE Runway Status - N/A 
Type Apch/Lndg - SIMULATED FORCED LNDG 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL, CFI 

Age - 29 Medicai Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 1417 Last 24 Hrs - 1 
SE LAND Months Since - 16 Make/Model- 603 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 85 Last 90 Days-
Multi-Eng - 2 

Instrument Rating(s) - AIRPLANE 

----Narrative-~--

THE ACFT COLLIDED WITH THE GROUND DURING A SIMULATED FORCED LANDING AND GO-AROUND. THE ACFT'S LEFT MAIN LANDING GEAR WAS 
SHEARED AND THE LEFT WING DRAGGED DURING GROUND CONTACT. THE CFI HAD GIVEN THE STUDENT A SIMULATED FORCED LANDING 
DURING THE APPROACH AND SINCE THE STUDENT WAS NOT MAKING THE INTENDED LANDING AREA A GO-AROUND WAS INITIATED. AS THE 
ACFT WAS CLIMBING THROUGH 1100 FT POWER WAS AGAIN CUT OFF FOR A LANDING. THE STUDENT DID NOT REACT PROMPTLY AND ACFT 
ENTERED AN EXCESSIVE RATE OF DESCENT WHICH· WAS NOT CORRECTED BEFORE CONTACT EVEN THOUGH THE CFI HAD ORDERED A 2ND 
GO-AROUND. 
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Brief of Accident (Continued) 

Fi le No. - 1777 

Occurrence #1 
Phase of Operation 

Finding(s) 

5/01/83 KRUM.TX 

IN FLIGHT COLLISION WITH TERRAIN 
APPROACH - GO-AROUND (VFR) 

1. TERRAIN CONDITION - CROP 
2. PRECAUTIONARY LANDING - SIMULATED - PILOT IN COMMAND(CFI) 

A/C Reg. No. N2495K 

3. IMPROPER USE OF EQUIPMENT/AIRCRAFT.LACK OF RECENT TOTAL EXPERIENCE - DUAL STUDENT 
4. PROPER DESCENT RATE - EXCEEDED - DUAL STUDENT 
5. GO~AROUND - DELAYED - PILOT IN COMMAND(CFI) 

Occurrence #2 
Phase of Operation 

Finding(s) 

MAIN GEAR COLLAPSED 
LANDING - FLARE/TOUCHDOWN 

6. LANDING GEAR.MAIN GEAR ATTA9HMENT - OVERLOAD 

Occurrence #3 
Phase of Operation 

----Probable Cause----

DRAGGED WING, ROTOR, POD, OR FLOAT 
LANDING - ROLL 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 3,4,5 

Factor(s) relating to this accident is/are finding(s) 1,2,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1772 5/04/83 THORNDALE.TX A/C Reg. No. N5747L 

----Basic Information----
Type Operating Certificate-AIR CARRIER 

Time (Lcl) - 1215 CDT 

Injuries 
ON-DEMAND AIR TAXI 

Type of Operation -AERIAL OBSERVATION 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under -14 CFR 91 NONE 0 0 2 
Accident Occurred During -HOVER 

----Aircraft Information----
Make/Model - BELL 206B 
Landing Gear - SKID 

Eng Make/Model - ALLISON 250-C20B 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - NO 

Max Gross Wt 3200 
No. of Seats 5 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 190/010 KTS 
Visibility 7.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
COMMERCIAL,ATP,CFI 
SE LAND.ME LAND 
HELICOPTER 

Engine Type - TURBOSHAFT 
Rated Power 317 HP 

Itinerary 
Last Departure Point 

AUSTIN, TX 
'Destination 

LOCAL 

ATC/Airspace 
Type Of Flight Plan - VFR 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway Ident 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

Age - 27 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 
Biennial Flight Review 

Current - YES 
Months Since 7 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

1652 Last 24 Hrs - 6 
980 Last 30 Days- UNK/NR 
327 Last 90 Days- 155 
522 Rotorcraft 1652 

Instrument Rating(s) - AIRPLANE,HELICOPTER 

----Narrative----
THE ACFT APPROACHED THE FIELD TO BE SURVEYED AND COLLIDED WITH A WIRE AT ABOUT 30 FT AGL. ACCORDING TO THE PLT DURING 
THE ACTUAL SURVEY THE ACFT IS HOVERED AT LOW ALT. WHEN THE PLT SAW THE WIRE AHEAD THE REPORTED AIRSPEED WAS ABOUT 20 KTS 
THE COLLECTIVE WAS LOWERED ON IMPACT AND DURING SEVERE OSCILLATIONS THE PLT INITIATED A FLARE AND SECURED THE ENGINE. A 
HARD LANDING WAS MADE WHICH COLLAPSED THE SKIDS AND THE ACFT ROLLED OVER. 
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Brief of Accident (Continued) 

File No. - 1772 

Occurrence #1 
Phase of Operation 

Finding(s) 

5/04/83 THORNDALE.TX 

IN FLIGHT COLLISION WITH OBJECT 
MANEUVERING 

1. OBJECT - WIRE,TRANSMISSION 
2. VISUAL LOOKOUT - NOT MAINTAINED - PILOT IN COMMAND 

A/C Reg. No. N5747L 

3. IMPROPER USE OF EQUIPMENT/AIRCRAFT.INATTENTIVE - PILOT IN COMMAND 
4. ALTITUDE - NOT MAINTAINED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

5. FLARE - NOT POSSIBLE - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

----Probable Cause----

ROLL OVER 
LANDING - FLARE/TOUCHDOWN 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4,5 

Factor(s) relating to this accident is/are finding(s) 1 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1758 7/25/83 PLAINS,TX A/C Reg. No. N1753U 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-BUSINESS 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1420 CDT 

Injuries 
Serious Minor 

0 1 
0 2 

None 
0 
0 

Make/Model - CESSNA T210N 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL TSI0-520-R 
Number Engines - 1 

ElT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 3800 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 180/005 KTS 
Visibility 20.0 SM 
Lowest Sky/Clouds SCATTERED 
Lowest Ceiling - BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 285 HP 

Itinerary 
Last Departure Point 

MIDLAND, TX 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Airport Proximity 
ON AIRPORT 

Airport Data 
YOAl<UM COUNTY 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

Type Apch/Lndg - VISUAL STRAIGHT-IN 

- 26 
2020/ 

- GRAVEL 
- DRY 

60 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,CFI 

Age - 41 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review 

Current - YES 
SE LAND,ME LAND Months Since 1 

Aircraft Type - UNK/NR 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

2115 Last 24 Hrs - 1 
305 Last 30 Days- UNK/NR 
113 Last 90 Days- 235 
140 

DURING ARRIVAL, THE PLT DETERMINED THAT RWY 26 WAS THE ONLY OPEN RWY. HE MADE A SHORT FIELD APCH. HOWEVER BEFORE 
LANDING, HE DID NOT REALIZE THERE WAS A MOUND OF DIRT ACROSS THE RWY WHERE IT INTERSECTED WITH RWY 17/35, WHICH 
WAS CLOSED. WHILE ON THE LANDING ROLL, ABOUT 400 FT FROM THE MOUND, HE RECOGNIZED THE OBSTRUCTION, BUT BY THEN, 
HE WAS UNABLE TO STOP OR GO AROUND WITHOUT HITTING THE MOUND. SUBSEQUENTLY, THE ACFT STRUCK THE MOUND WHILE TRAVELING AT 
ABOUT 20 KTS & NOSED OVER. 
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Brief of Accident (Continued) 

File No. - 1758 

Occurrence #1 
Phase of Operation 

Finding(s) 

7/25/83 PLAINS.TX 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

1. PLANNING-DECISION - IMPROPER - PILOT IN COMMAND 
2. VISUAL LOOKOUT - INADEQUATE - PILOT IN COMMAND 
3. TERRAIN CONDITION - DIRT BANK 

Occurrence #2 
Phase of Operation 

----Probable Cause----

NOSE OVER 
LANDING - ROLL 

A/C Reg. No. N1753U 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are finding(s) 3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 17 44 8/05/83 CORSICNA,TX A/C Reg. No. N271D 

----Basic Information--~-
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1000 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
1 

Make/Model - BEECH B50 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL 0-470 
Number Engines - 2 

ELT Installed/Activated - NO -N/A 
Stall Warning System - YES 

Max Gross Wt 6000 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- VARIABLE 
Visibility 10.0 SM 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 240 HP 

Itinerary 
Last Departure Point 

WACO,TX 
Destination 

SAME AS ACC/INC 

ATC/Airspace 

Airport Proximity 
ON AIRPORT 

- 14 
4000/ 75 

Lowest Sky/Clouds 2400 FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Airport Data 
CORSICANA MUNI 
Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- CONCRETE 
Lowest Ceiling - NONE - DRY 
Obstructions to Vision- NONE Type Apch/Lndg - VISUAL STRAIGHT-IN 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 28 Medical Certificate - VALID MEDICAL-NO WA IVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 328 Last 24 Hrs -
SE LAND,ME LAND Months Since - 14 Make/Model- 151 Last 30 Days-

Aircraft Type - UNK/NR Instrument- 35 Last 90 Days-
Multi-Eng - 198 

Instrument Rating(s) - NONE 

----Narrative----
THE PLT WAS UNABLE TO EXTEND THE NOSE GEAR PRIOR TO LANDING, SO HE ELECTED TO LAND WITH THE GEAR RETRACTED. 
WHILE ON FINAL APPROACH, HE CLOSED THE MIXTURES & THROTTLES AND ATTEMPTED TO FEATHER THE PROPS, BUT THE LEFT 
ENG CONTINUED TO WINDMILL. HE CONTINUED THE APPROACH WITH NO FLAPS, AND REPORTEDLY ARRIVED AT THE RWY WITH AN 
AIRSPEED OF ABOUT 140 MPH (50 MPH TOO FAST). THE 15T TOUCHDOWN WAS MADE AT MIDFIELD. HOWEVER, THE PLT SAW THAT HE 
WOULD BE UNABLE TO STOP ON THE RWY. HE HAD SUFFICIENT AIRSPEED TO LIFT OUT, CLEAR A ROAD & FENCE, THEN TOUCHDOWN 
IN A CLEAR ZONE FOR RWY 32. AT SOME POINT DURING THE SEQUENCE, THE NOSE GEAR CAME DOWN, THE FUSELAGE WAS WRINKLED & 
THE PLT'S WINDSHIELD POPPED OUT. AN INVESTIGATION REVEALED THAT THE NOSE GEAR HOUSING, 50-820146, HAD FAILED, 
WHICH RESULTED IN THE NOSE GEAR MALFUNCTION. 
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Brief of Accident (Continued) 

F i l e No . - 1 7 44 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/05/83 CORSICNA,TX 

AIRFRAME/COMPONENT/SYSTEM FAILURE/MALFUNCTION 
APPROACH 

1. LANDING GEAR.NOSE GEAR ASSEMBLY - FAILURE,PARTIAL 

A/C Reg. No. N271D 

2. PROPELLER SYSTEM/ACCESSORIES,PROPELLE~ SLIP RING - UNDETERMINED 

Occurrence #2 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING 

3. GEAR EXTENSION - NOT POSSIBLE - PILOT IN COMMAND 
4. WHEELS UP LANDING - PERFORMED - PILOT IN COMMAND 
5. PROPELLER FEATHERING - NOT ATTAINED - PILOT IN COMMAND 
6. AIRSPEED - EXCESSIVE ~ PILOT IN COMMAND 
7. LOWERING OF FLAPS - NOT SELECTED - PILOT IN COMMAND 
8. OBJECT - FENCE 
9. MANEUVER - NOT PERFORMED - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are finding(s) 3,4,5,6,7,8,9 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1657 8/20/83 BRYAN, TX A/C Reg. No. N8115L 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-INSTRUCTIONAL 
-14 CFR 91 
-TAXI 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1251 CDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PIPER PA-28-161 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-320 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2150 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- 170/005 KTS 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

HOUSTON, TX 
Destination 

COLLEGE STATION,TX 

Airport Proximity 
ON AIRPORT 

Airport Data 
FLIGHT TEST STATION 
Runway !dent - 17 

Visibility 7.0 SM ATC/Airspace Runway Lth/Wid 7000/ 150 
Lowest Sky/Clouds SCATTERED 
Lowest Ceiling - BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
STUDENT 

Age -

Type of Flight Plan - VFR 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

26 Medical Certificate 
Biennial Flight Review Flight 

Current - N/A Total 

-

Runway Surface - CONCRETE 
Runway Status - DRY 

VALID MEDICAL-WAIVERS/LIMIT 
Time (Hours) 
58 Last 24 Hrs - 1 

Months Since - N/A Make/Model- 7 Last 30 Days- UNK/NR 
Aircraft Type - N/A Instrument- 8 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE STUDENT PLT WAS ON A X-COUNTRY FLT TO THE COLLEGE STATION EASTERWOOD ARPT NEAR BRYAN, TX. WHEN HE ARRIVED 
IN THE VICINITY, HE SAW A NEARBY ARPT, THE TEXAS A&M FLT TEST STATION. HE STATED THAT AT ABOUT THE SAME TIME, THE 
ENG MISSED MOMENTARILY, 2 TIMES, THEN RAN SMOOTHLY. THE STUDENT REALIZED THAT THE TEST FACILITY WAS NOT HIS 
DESTINATION, BUT HE WAS CONCERNED ABOUT THE ENG & ELECTED TO MAKE A PRECAUTIONARY LANDING. AFTER LANDING, HE TAXIED TO A 
RAMP AREA. WHILE TAXIING, HE REPORTEDLY ENCOUNTERED A GUST OF WIND WHICH CAUSED THE ACFT TO VEER & COLLIDE WITH 
A POLE. THE PLT REPORTED THAT THE WIND WAS GUSTING TO 13 KTS. NO ENG MALFUNCTION WAS FOUND. 
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Brief of Accident (Continued) 

File No. - 1657 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/20/83 BRYAN, TX 

LOSS OF CONTROL - ON GROUND 
TAXI - FROM LANDING 

1. PRECAUTIONARY LANDING - PERFORMED - PILOT IN COMMAND 

A/C Reg. No. N8115L 

2. COMPENSATION FOR WIND CONDITIONS - INADEQUATE - PILOT IN COMMAND 
3. IMPROPER USE OF EQUIPMENT/AIRCRAFT,LACK OF TOTAL EXPERIENCE - PILOT IN COMMAND 
4. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
5. GROUND LOOP/SWERVE - INADVERTENT - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH OBJECT 
TAXI - FROM LANDING 

6. OBJECT - UTILITY POLE 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4 

Factor(s) relating to this accident is/are finding(s) 1,3,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1778 3/13/83 COALVILLE,UT A/C Reg. No. N3743M 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1500 MST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PIPER PA-12 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING 0-320 
Number Engines - 1 

ELT Installed/Activated - YES-UNK/NR 
Stall Warning System - NO 

Max Gross Wt 1625 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 10.0 SM 
Lowest Sky/Clouds 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power - UNK/NR 

Itinerary 
Last Departure Point 

STEAMBOAT SPRGS,CO 
Destination 

SAME AS ACC/INC 

ATC/Airspace 

Airport Proximity 
ON AIRSTRIP 

Airport Data 
PRIVATE AIRSTRIP 

- UNK/NR 
- UNK/NR 
- UNK/NR 

Lowest Ceiling 1200 FT OVERCAST 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status - SNOW - CRUSTED 

Obstructions to Vision- NONE Type Apch/Lndg - FORCED LANDING 
Precipitation - SNOW 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command Age - 35 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certificate(s)/Rating(s) 
ATP 

Biennial Flight 
Current 

Review 
- YES Total 

Flight Time (Hours) 
8293 Last 24 Hrs - 7 

SE LAND.ME LAND.SE SEA,ME SEA 
HELICOPTER 

Months Since 2 Make/Model- 60 Last 30 Days- UNK/NR 
Aircraft Type - PA-12 Instrument- 196 Last 90 Days-

Multi-Eng - 2939 Rotorcraf t 

Instrument Rating(s) - AIRPLANE,HELICOPTER 

----Narrative----
THE ACFT NOSED OVER DURING AN PRECAUTIONARY LANDING DUE TO DETERIORATING WEATHER. THE PLT HAD RECEIVED A WEATHER 
BRIEFING. THE WX CONDITIONS DETERIORATED ENROUTE DUE TO A SNOW STORM AND THE PLT ELECTED TO LAND ON A PRIVATE STRIP TO 
AWAIT IMPROVED WEATHER. THE AIRSTRIP SEEMED HARD PACKED ENOUGH WHEN THE PLT SURVEYED IT FROM THE AIR AND IT DID HOLD UP 
THE ACFT UNTIL IT DECELERATED. THE RIGHT WHEEL SANK INTO THE SNOW AT SLOW SPEED AND THE ACFT NOSED OVER. 
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Brief of Accident (Continued) 

Fi 1 e No. - 1778 

Occurrence #1 
Phase of Operation 

Finding(s) 

3/13/83 COALVILLE.UT 

IN FLIGHT ENCOUNTER WITH WEATHER 
CRUISE - NORMAL 

1. WEATHER CONDITION - SNOW 

A/C Reg. No. N3743M 

2. FLIGHT INTO KNOWN ADVERSE WEATHER - ATTEMPTED - PILOT IN COMMAND 
3. WEATHER CONDITION - CLOUDS 
4. WEATHER EVALUATION - MISJUDGED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - ROLL 

5. PRECAUTIONARY LANDING - PERFORMED - PILOT IN COMMAND 
6. UNSUITABLE TERRAIN - SELECTED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 

NOSE OVER 
LANDING - ROLL 

7. TERRAIN CONDITION - SNOW COVERED 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4,6 

Factor(s) relating to this accident is/are finding(s) 1,3,5,7 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1751 3/26/83 SALT LAKE CITY.UT A/C Reg. No. N6140B 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-CRUISE 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
1 
2 

Time (Lcl) - 1048 MST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

Make/Model - CESSNA T210M 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL TSI0-520-R 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 3800 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic weather - IMC 
Wind Dir/Speed- UNK/NR 
Visibility - UNK/NR 
Lowest Sky/Clouds PART OBS 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 310 HP 

Itinerary 
Last Departure Point 

PHOENIX.AZ 
Destination 

SALT LAKE CITY,UT 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 
- N/A 

Lowest Ceiling 2000 FT OVERCAST 
Type of Flight Plan - VFR 
Type of Clearance - NONE 
Type Apch/Lndg 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status - N/A 

Obstructions to Vision- NONE 
Precipitation - SNOW SHOWER 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Inst~ument Rating(s) - NONE 

----Narrative----

Age - 52 
Biennial Flight Review 

Current - YES 
Months Since - 24 
Aircraft Type - T210M 

Medical Certificate - EXPIRED 
Flight Time (Hours) 

Total 
Make/Model
Instrument
Multi-Eng -

500 Last 24 Hrs - 3 
UNK/NR Last 30 Days- UNK/NR 
UNK/NR Last 90 Days- UNK/NR 
UNK/NR Rotorcraft - UNK/NR 

BEFORE DEPARTING PHOENIX, AZ, THE PLT OBTAINED A WX BRIEFING, WAS ADVISED OF FORCASTED ICING CONDITIONS & WAS INFORMED 
THAT THE SALT LAKE CITY (SLC) VORTAC WAS OUT OF SERVICE. WHILE EN ROUTE, AT 0931, HE RECEIVED A WX UPDATE. THE SLC WX 
AT THAT TIME WAS, IN PART: 2200 BROKEN, 5000 OVERCAST, VISIBILITY 20, LIGHT RAIN SHOWERS WITH PRECIP HEAVIER SE THRU SW, 
TOWERING CUMULUS SW THRU W. THE FORCAST WAS FOR 1000 FT CEILING, SKY OBCURED, VISIBILITY 1 MI WITH SNOW SHOWERS. HE WAS 
ADVISED THAT ELY, NV WAS CLEAR & COULD CONSIDER DEVIATING TO THE WEST, IF NECESSARY. AT 1036, THE PLT CALLED SLC TOWER. 
HIS TRANSMISSIONS WERE BROKEN, BUT ANOTER PLT RELAYED THAT HE WAS NEAR TOOELE, UT, BETWEEN LAYERS, VFR & WANT DISTANCE 
INFO. SHORTLY AFTER THAT RADIO CONTACT WAS LOST. WHEN THE ACFT DID NOT ARRIVE, A SEARCH WAS INITIATED. ON 3/29/83, IT 
WAS FOUND WHERE IT HAD IMPACTED THE SIDE OF FARNSWORTH PEAK BETWEEN TOOELE & SLC. !TAP INFO SHOWED THAT THE ACFT HAD 
TRACKED NORTHBOUND BEYOUND TOOELE TO THE GREAT SALT LAKE, THEN EAST TOWARD SLC. TOOELE WX: IMC, LOW CIG, SNO, MTN OBSCD. 
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Brief of Accident (Continued) 

File No. - 1751 3/26/83 SALT LAKE CITY,UT A/C Reg. No. N6140B Time (Lcl) - 1048 MST 
---------------~~-------------------------------------------------------------------------------------------------------------------

Occurrence #1 
Phase of Operation 

Finding(s) 

IN FLIGHT ENCOUNTER WITH WEATHER 
CRUISE - NORMAL 

1. FLIGHT INTO KNOWN ADVERSE WEATHER - INITIATED - PILOT IN COMMAND 
2. WEATHER CONDITION - CLOUDS 
3. WEATHER CONDITION - LOW CEILING 
4. WEATHER CONDITION - SNOW 
5. WEATHER CONDITION - OBSCURATION 
6. VFR FLIGHT INTO IMC - CONTINUED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
CRUISE 

7. AIR NAVIGATION AIDS,VOR - NOT OPERATING 
8. BECAME LOST/DISORIENTED - INADVERTENT - PILOT IN COMMAND 
9. TERRAIN CONDITION - MOUNTAINOUS/HILLY 

10. TERRAIN CONDITION - HIGH TERRAIN 
11. CLEARANCE - MISJUDGED - PILOT IN COMMAND 
12. TERRAIN CONDITION - RISING 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 6,8,11 

Factor(s) relating to this accident is/are finding(s) 1,2,3,4,5,7,9,10,12 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1663 5/05/83 NEPHI.UT A/C Reg. No. N322V 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-BUSINESS 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 2208 MST 

Injuries 
Serious Minor 

0 0 
0 1 

None 
1 
0 

Make/Model - BEECH C-50 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - LYCOMING G0-480-F1A6 
Number Engines - 2 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 6300 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - IMC 
Wind Dir/Speed- CALM 
Visibility - UNK/NR 
Lowest Sky/Clouds 50 FT PART OBS 
Lowest Ceiling 50 FT OVERCAST 
Obstructions to Vision- FOG 
Precipitation - FREEZING RAIN 
Condition of Light - NIGHT(DARK) 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 275 HP 

Itinerary 
Last Departure Point 

LAS VEGAS,NV 
Destination 

SALT LAKE CITY,UT 

ATC/Airspace 
Type of Flight Plan - IFR 
Type of Clearance - IFR 
Type Apch/Lndg - FORCED LANDING 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command Age - 35 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Biennial Flight Review Flight Time (Hours) Certif icate(s)/Rating(s) 
PRIVATE Current - YES Total 1440 Last 24 Hrs - UNK/NR 
SE LAND,ME LAND Months Since - 14 Make/Model- 65 Last 30 Days-· UNK/NR 

Aircraft Type - UNK/NR Instrument- 275 Last 90 Days-
Multi-Eng - 348 

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE ACFT COLLIDED WITH ROCKS AND SAGEBRUSH DURING A FORCED LANDING AFTER THE ENGINE LOST POWER. THE ,ACFT ENCOUNTERED 
INDUCTION AND AIRFRAME ICING DURING CRUISE. THE PILOTS WEATHER BRIEFING FORECAST THE ICING WHICH HE ENCOUNTERED. THE 
BRIEFING TOOK PLACE ABOUT 12 HOURS BEFORE DEPARTURE. THERE IS NO RECORD OF ANOTHER BRIEFING PRIOR TO DEPARTURE. WHEN THE 
PILOT EXPERIENCED A. REDUCTION IN MANIFOLD PRESSURE DURING CRUISE IN ICING CONDITIONS HE SUSPECTED INDUCTION ICING. THE 
ALTERNATE AIR DOORS WERE FROZEN. WHEN THE PILOT FREED THEM THERE WAS A SMALL BANGING SOUND IN THE ENGINES. HE RADIOED 
THr ARTCC AT SALT LAKE CITY THE HE HAD ICING AND WAS "DROPPING LIKE A ROCK". AN EMERGENCY LANDING WAS MADE IN A SAGE 
BRUSH CLEARING. THE PILOT SAID THE ACFT MANUAL SHOULD BE CHANGED. "IT STATES THAT CARB ICE IS RARE.AND IS CORRECTED BY 
ALTERNATE AIR. IT DOES NOT INDICATE THAT AFTER THE ICE FORMS IT IS TOO LATE TO RESTORE POWER". 
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Brief of Accident (Continued) 

File No. - 1663 

Occurrence #1 
Phase of Operation 

Finding(s) 

5/05/83 NEPHI.UT 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
CRUISE - NORMAL 

1. WEATHER CONDITION - CARBURETOR ICING CONDITIONS 
2. PROCEDURES/DIRECTIVES - IMPROPER - PILOT IN COMMAND 
3. WEATHER CONDITION - ICING CONDITIONS 
4. WEATHER EVALUATION - INACCURATE - PILOT IN COMMAND 
5. PERFORMANCE DATA - NOT UNDERSTOOD - PILOT IN COMMAND 
6. PREFLIGHT BRIEFING SERVICE - DISREGARDED - PILOT IN COMMAND 

A/C Reg. No. N322V 

7. FLIGHT INTO KNOWN ADVERSE WEATHER - PERFORMED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

8. TERRAIN CONDITION - HIGH VEGETATION 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4,5,6,7 

Factor(s) relating to this accident is/are finding(.s) 1,3,B 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1788 5/28/83 NEW HARMONY,UT A/C Reg. No. N735LP 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1800 MDT 

Injuries 
Serious Minor 

0 1 
0 1 

None 
0 
0 

Make/Model - CESSNA 1820 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL 0-470-U 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2950 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 130/012 KTS 
Visibility 30.0 SM 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 230 HP 

Itinerary 
Last Departure Point 

ST. GEORGE.UT 
Destination 

SAME AS ACC/INC 

ATC/Airspace 

Airport Proximity 
ON AIRSTRIP 

Airport Data 

- 18 

Lowest Sky/Clouds 5000 FT 
Lowest Ceiling 6000 FT 

SCATTERED Type of Flight Plan - NONE 
BROKEN Type of Clearance - NONE 

JM RANCH 
Runway Ident 
Runway Lth/Wid 
Runway Surface 
Runway Status 

3000 -UNK/NR 
- GRAVEL 
- DRY 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - VISUAL STRAIGHT-IN 

Age - 46 
Biennial Flight Review 

Current - UNK/NR 
Months Since - UNK/NR 
Aircraft Type - UNK/NR 

FULL STOP 

Medical Certif tcate - EXPIRED 
Flight Time (Hours) 

Total - UNK/NR Last 24 Hrs - UNK/NR 
Make/Model- 125 Last 30 Days- UNK/NR 
Instrument- UNK/NR Last 90 Days- UNK/NR 
Multi-Eng - UNK/NR Rotorcraft - UNK/NR 

THE ACFT RAN OFF THE DEPARTURE END OF THE RWY DURING LANDING AFTER GOING THROUGH A FENCE/BUSHES AND THE ACFT NOSED OVER. 
THE PILOT HAD MADE ONE GO-AROUND BECAUSE OF EXCESSIVE AIRSPEED. HE SAID THE WINDSOCK WAS LIMP AS HE OBSEVED IT. HOWEVER, 
WINDS AT CEDAR CITY FSS, 17 MILES NNE OF THE ACCIDENT SITE, WERE REPORTED TO BE FROM 130 DEGREES AT 12 KTS. THE 2ND 
APPROACH WAS MADE 70-80 MPH WITH 20 DEGREES OF FLAPS. THE PLT SAID HE TOUCHED DOWN FARTHER DOWN THE RWY THEN HE NORMALLY 
DID. THE ACFT BOUNCED AND FLOATED BEFORE SETTLING TO THE GROUND. IN SPITE OF HARD BRAKING THE PLT COULD NOT STOP THE 
THE ACFT ON THE RWY. THE PILOT'S SON STANDING BY THE RWY SAID THE ACFT WENT BY FASTER THAN USUAL AND THEN RAN INTO THE 
FENCE. THE DENSITY ALT WAS 7298 FT. 
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Brief of Accident (Continued) 

File No. - 1788 

Occurrence #1 
Phase of Operation 

Finding(s) 

5/28/83 

OVERRUN 
LANDING - ROLL 

NEW HARMONY,UT 

i. AIRSPEED - EXCESSIVE - PILOT IN COMMAND 
2. PROPER TOUCHDOWN POINT - EXCEEDED - PILOT IN COMMAND 
3. GO-AROUND - NOT PERFORMED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 
4. OBJECT - FENCE 
5. OBJECT - TREE(S) 

Occurrence #3 
Phase of Operation 

----Probable Cause----

ON GROUND COLLISION WITH OBJECT 
LANDING - ROLL 

NOSE OVER 
LANDING - ROLL 

A/C Reg. No. N735LP 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3 

Factor(s) relating to this accident is/are finding(s) 4,5 
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National Transportation Safety Board 
Washington. D.C. 20594 

Brief of Accident 

File No. - 1605 8/03/83 SALT LAKE CITY.UT A/C Reg. No. N6484V 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1940 MDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
4 

Make/Model - HELIO COURIER H-295 
Landing Gear - TAILWHEEL-ALL FIXED 
Max Gross Wt - UNK/NR 

Eng Make/Model - LYCOMING 0-270 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - NO 

No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 360/006 KTS 
Visibility 40.0 SM 
Lowest Sky/Clouds 1600 FT 
Lowest Ceiling 1600 FT BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DUSK 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 295 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
ON AIRSTRIP 

Airport Data 
WEST JORDAN 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 34 
5604/ 

- ASPHALT 
- DRY 

100 

----Personnel Information---
Pi lot-In-Command Age - 53 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since - 24 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

356 Last 24 Hrs - UNK/NR 
73 Last 30 Days- UNK/NR 

O Last 90 Days- 12 

BEFORE STARTING HIS TAKEOFF, THE PLT WAITED FOR OTHER ACFT IN THE PATTERN TO MAKE TOUCH-AND-GO LANDINGS. IMMEDIATELY 
BEFORE & DURING HIS ATTEMPTED TAKEOFF, THE PLT SAW 2 NATIONAL GUARD HELICOPTERS HOVERING OVER A SOD AREA, WEST 
OF RWY 34. REPORTEDLY, THE 1ST PART OF THE TAKEOFF WAS NORMAL. AT APRX 30 TO 40 MPH, THE LEFT WING RAISED & THE ACFT 
BEGAN TO WEATHERVANE TO THE LEFT. THE PLT SAID THAT HE TURNED THE CONTROL WHEEL TO THE LEFT & APPLIED RIGHT BRAKE 
BUT THE ACFT GROUND LOOPED & THE RIGHT GEAR COLLAPSED. ACCORDING TO THE HELICOPTER CREWS, THEY WERE WELL AWAY 
FROM THE RWY. ONE ESTIMATED, THE CLOSEST HELICOPTER WAS ABOUT 365 FT WEST OF THE RWY. AN INVESTIGATION REVEALED THAT THE 
WIND VELOCITY HAD INCREASE AT ABOUT THE TIME THE ACCIDENT OCCURRED. AN FAA AVIATION SAFETY INSPECTOR REPORTED 
THAT A DUST DEVIL HIT THE LEFT WING OF THE ACFT DURING THE TAKEOFF. THE PLT BELIEVED THAT THE ROTOR DOWNWASH FROM 
THE HELICOPTERS HAD BEEN ENCOUNTERED. 
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Brief of Accident (Continued) 

File No. - 1605 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/03/83 SALT LAKE CITY.UT 

ON GROUND ENCOUNTER WITH WEATHER 
TAKEOFF - GROUND RUN 

1. WEATHER CONDITION - UNFAVORABLE WIND 

A/C Reg. No. N6484V 

2. COMPENSATION FOR WIND CONDITIONS - NOT POSSIBLE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

LOSS OF CONTROL - ON GROUND 
TAKEOFF - GROUND RUN 

3. DIRECTIONAL CONTROL - NOT POSSIBLE - PILOT IN COMMAND 
4. GROUND LOOP/SWERVE - - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 

MAIN GEAR COLLAPSED 
TAKEOFF - GROUND RUN 

5. LANDING GEAR.MAIN GEAR - OVERLOAD 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1 

Factor(s) relating to this accident is/are finding(s) 2,3,4,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1 7 8 7 9/18/83 PARK CITY, UT A/C Reg. No. N7636 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1215 MDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - SCHWEIZER SGS 1-34 
Landing Gear - BODY GEAR 

Eng Make/Model - N/A 
Number Engines - N/A 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt - UNK/NR 
No. of Seats 1 

----Environment/Operations Information----· 
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 015 KTS 
Visibility 50.0 SM 

Engine Type - N/A 
Rated Power - N/A 

Itinerary 
Last Departure Point 

HEBER CITY,UT 
Destination 

SAME AS ACC/INC 

ATC/Airspace 

Airport Proximity 
ON AIRSTRIP 

Airport Data 

- UNK/NR 
- UNK/NR 

Lowest Sky/Clouds CLEAR Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- GRASS/TURF 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 

Type Apch/Lndg - TRAFFIC PATTERN 
FULL STOP 

Age - 63 Medical Certificate - NO 
Biennial Flight Review Flight Time 

Current - YES Total 913 

- DRY 

MEDICAL 
(Hours) 

Last 24 Hrs -
SE LAND Months Since - 18 Make/Model- 34 Last 30 Days-
GLIDER Aircraft Type - UNK/NR Inst.rument- 0 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE GLIDER DRAGGED A WING AND NOSED INTO THE GROUND BEFORE GROUND LOOPING DURING LANDING. THE PILOT SAID HE WAS 
LIFTED BY AN UPDRAFT DURING LANDING AND WAS RUNNING OUT OF LANDING SPACE SO HE TURNED TO AN ALTERNATE AREA. THE TURN 
WAS MADE AT 150-200 FT AGL & THE WINDS WERE GUSTING IN VELOCITY FROM 15 TO 25 KTS ACCORDING TO THE GROUND CREW. 
AS THE PLT LEVELED THE ACFT TO LAND IN A HAYFIELD THE LEFT WING DROPPED TO THE GROUND FOLLOWED BY THE NOSE. THE 
ACFT THEN GROUNDLOOPED. 
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Brief of Accident (Continued) 

File No. - 1787 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/18/83 PARK CITY. UT 

LOSS OF CONTROL - IN FLIGHT 
LANDING - FLARE/TOUCHDOWN 

1. WEATHER CONDITION - HIGH WIND 
2. WEATHER CONDITION - GUSTS 
3. STALL - INADVERTENT - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

DRAGGED WING, ROTOR. POD, OR FLOAT 
LANDING - FLARE/TOUCHDOWN 

4. GROUND LOOP/SWERVE - UNCONTROLLED - PILOT IN COMMAND 

----Probable Cause----

A/C Reg. No. N7636 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are f inding(s) 3,4 

Factor(s) relating to this accident is/are finding(s) 1.2 
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National Transportation Safety Board 
Washington, D.C. 20594 

Fi 1 e No. - 1685 5/21/83 DUBLIN, VA 

~---Basic Information----
Type Operating Certif icate:NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Informat1on----

-INSTRUCTIONAL 
-14 CFR 91 
-DESCENT 

Brief of Accident 

A/C Reg. No. N1467L 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
2 
0 

Time (Lcl) - 1745 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

Make/Mode1 - BEECH A23 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL I0-346A 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2350 
No. pf Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 240/008 KTS 
Visibility 15.0 SM 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 165 HP 

Itinerary 
Last Departure Point 

DUBLIN, VA 
Destination 

LOCAL 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
NEW RIVER VALLEY 

- UNK/NR 
- UNK/NR 

Lowest Sky/Clouds 3000 
lowest Ceiling 8000 

FT SCATTERED Type of Flight Plan - NONE 
FT BROKEN Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- UNK/NR 
- UNK/NR 

Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL,CFI 
SE LAND,SE SEA 

Instrument Rating(s) - NONE 

----Narrative----

Type Apch/Lndg - NONE 

Age - 67 
Biennial Flight Review 

Current - YES 
Months Since - 17 
Aircraft Type - A23 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Flight Time (Hours) 

Total 
Make/Model
Instrument
Multi-Eng -

13404 Last 24 Hrs - 1 
108 Last 30 Days- 17 

UNK/NR Last 90 Days- 37 
UNK/NR Rotorcraft - UNK/NR 

THE ACFT COLLIDED WITH WIRES AND CRASHED DURING A TRAINING MISSION. ACCORDING TO ONE OF THE CFI'S OTHER STUDENTS THE 
AREA IN WHICH THE CRASH OCCURRED WAS REGULARLY USED BY THE CFI FOR AIRWORK. THIS AIRWORK WAS NORMALLY PERFORMED AT ABOUT 
800 FT AGL. ON THIS DAY THE ACFT WAS OBSERVED AT AN ALT ESTIMATED AS 50 TO 200 FT AGL. SOME .WITNESSES REPORT THE ENGINE 
RUNNING SMOOTHLY OTHERS SAY IT WAS SPITTING AND SPUTTERING. THREE WITNESSES OBSE~VED THE WINGS "ROCKING" FROM SIDE TO 
SIDE. THE ACFT STRUCK A POWERLINE AT 69 FT AGL. ACCORDING TO ·WITNESSES THE ACFT NOSED UP AND THEN FELL IN A NEAR 
VERTICAL NOSE DOWN ATTITUDE. THIS ACCIDENT OCCURRED ABOUT 30 TO 45 MINUTES AFTER TAKEOFF FOR THIS DUAL TRAINING FLT. 
POST ACCIDENT EXAMINATION OF THE ACFT SHOWED THE LEFT FUEL TANK CONTAINED ABOUT 11 GALLONS OF FUEL. THE RIGHT TANK WAS 
EMPTY. THE FUEL SELECTOR WAS ON THE LEFT TANK. CONTROL CABLE CONTINUITY WAS VERIFIED FROM THE CONTROL SURFACES TO THE 
iMPACT DAMAGED AREA OF THE CABIN. 
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Brief of Accident (Continued) 

File No. - 1685 

Occurrence #1 
Phase of Operation 

Finding(s) 

5/21/83 DUBLIN, VA 

IN FLIGHT COLLISION WITH OBJECT 
MANEUVERING 

1. VISUAL LOOKOUT - INADEQUATE - PILOT IN COMMAND(CFI) 
2. PROPER ALTITUDE - NOT MAINTAINED - PILOT IN COMMAND(CFI) 
3. SUPERVISION - INADEQUATE - PILOT IN COMMAND(CFI) 

Occurrence #2 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

A/C Reg. No. N1467L 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1694 7/26/83 RICHMOND.VA A/C Reg. No. N63737 

----Basic Information----
Type Operating Certificate-AIR CARRIER - FLAG/DOMESTIC 
Name of Carrier -SILVER KRIS SERVICES LTD. 
Type of Operation -SCHEDULED 
Flight Conducted Under -14 CFR 135 
Accident Occurred During -LANDING 

----Aircraft Information----

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 2329 EDT 

Injuries 
Serious Minor 

0 1 
0 0 

None 
0 
0 

Make/Model - PIPER PA-31-350 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - LYCOMING TI0-540-J2BD 
Number Engines - 2 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 7000 
No. of Seats 10 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 220/003 KTS 
Visibility 10.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAWN 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND,ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Engine Type - RECIP-FUEL INJECTED 
Rated Power 350 HP 

Itinerary 
Last Departure Point 

NORFOLK,VA 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - IFR 
Type of Clearance - IFR 
Type Apch/Lndg 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 
BYRD INTERNATIONAL 
Runway !dent - 33 
Runway Lth/Wid 8999/ 150 
Runway Surface - ASPHALT 
Runway Status - DRY 

Age - 35 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 8875 Last 24 Hrs - 7 
Months Since 1 Make/Model- 3500 Last 30 Days- 11 
Aircraft Type - UNK/NR Instrument- 950 Last 90 Days- 25 

Multi-Eng - 3260 

THE PLT MADE A FORCED LANDING FOLLOWING A POWER LOSS ON AN APPROACH TO RICHMOND, VIRGINIA. THE FLT HAD BEEN OPERATING 4 
HOURS, INCLUDING 7 TAKEOFFS, SINCE REFUELING. AFTER THE ACCIDENT BOTH PROPELLERS WERE FOUND IN THE FEATHERED POSITION. 
THE RIGHT WING FUEL SYSTEM REMAINED INTACT. ABOUT ONE PINT OF FUEL WAS FOUND IN THIS SYSTEM. THE LEFT WING FUEL SYSTEM 
RECEIVED DAMAGED WHICH PRECLUDED A DETERMINATION OF ITS FUEL QUANTITY. A SMALL AMOUNT OF FUEL WAS FOUND IN THE QUICK 
DRAIN FILTERS, AND THE FUEL LINE TO THE RIGHT ENGINE. THE LEFT FUEL LINE FROM THE PUMP TO THE ENGINE WAS BROKEN. THERE 
WAS NO ODOR OF FUEL, FUEL STAINS OR DISCOLORATION OF FOLIAGE AT THE ACCIDENT SCENE. 
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Brief of Accident (Continued) 

File No. - 1694 

Occurrence #1 
Phase of Operation 

Finding(s) 

7/26/83 RICHMOND.VA 

LOSS OF POWER(TOTAL) - NON-MECHANICAL 
DE~CENT - NORMAL 

1. FLUID.FUEL - EXHAUSTION 
2. FUEL SUPPLY - INADEQUATE - PILOT IN COMMAND 
3. REFUELING - NOT PERFORMED - PILOT IN COMMAND 
4. IN-FLIGHT PLANNING/DECISION - IMPROPER - PILOT IN COMMAND 
5. FUEL CONSUMPTION CALCULATIONS - INACCURATE - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

A/C Reg. No. N63737 

The National Transportation Safety Board determines, that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,4,5 
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Fi 1 e No. - 1648 8/13/83 

----Basic Information----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

MANASSES,VA A/C Reg. No. N896CL 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1815 EDT 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident O~curred During 

----Aircraft Information----

-14 CFR 91 
-LANDING 

ON GROUND 0 0 1 

Make/Model - BEECH A23-24 
Landing Gear - TRICYCLE-FIXED 
Max Gross Wt 2550 

Eng Make/Model - LYCOMING I0-360-A2B 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - UNK/NR 

No. of Seats - UNK/NR 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- 280/005 KTS 
Visibility 25.0 SM 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 200 HP 

Itinerary 
Last Departure Point 

BUFFALO,NY 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Lowest Sky/Clouds 4500 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - TRAFFIC PATTERN 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
ON AIRPORT 

Airport Data 
MANASSAS 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 34L 
3700/ 

- ASPHALT 
- DRY 

100 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 27 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since - UNK/NR 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument-

233 Last 24 Hrs - 7 
8 Last 30 Days- UNK/NR 

34 Last 90 Days- 45 

THE PLT REPORTED THAT DURING THE LANDING, THE NOSEWHEEL TOUCHED DOWN 1ST & THE ACFT BOUNCED. ON THE 3RD BOUNCE, THE 
NOSE GEAR COLLAPSED. AFTER EXITING THE ACFT, THE PLT SAW A SMALL FIRE UNDER THE COWLING WHICH RESULTED IN FURTHER 
DAMAGE BEFORE IT COULD BE EXTINGUISHED. 
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Brief of Accident (Continued) 

File No. - 1648 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/13/83 MANASSES,VA 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

1. FLARE - IMPROPER - PILOT IN COMMAND 
2. RECOVERY FROM BOUNCED LANDING - IMPROPER - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

NOSE GEAR COLLAPSED 
LANDING - FLARE/TOUCHDOWN 

3. LANDING GEAR.NOSE GEAR - OVERLOAD 

----Probable Cause----

A/C Reg. No. N896CL 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2 

Factor(s) relating to this accident is/are f inding(s) 3 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1602 8/21/83 WAKEFIELD.VA A/C Reg. No. N80FE 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-DESCENT 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1030 EDT 

Injuries 
Serious Minor 

0 1 
1 0 

None 
0 
0 

Make/Model - STARDUSTER II 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - CONTINENTAL I0-360 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - NO 

Max Gross Wt 1590 
No. of Seats 2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 15.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Certif icate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Engine Type - RECIP-FUEL INJECTED 
Rated Power 215 HP 

Itinerary 
Last Departure Point 

NEWPORT NEWS,VA 
Destination 

PETERSBURG.VA 

ATC/Airspace 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

- N/A 
- N/A 

Type of Flight Plan - NONE 
Type of Clearance - NONE 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 

Type Apch/Lndg - FORCED LANDING 

Age - 56 
Review 

- YES 
Biennial Flight 

Current 
Months Since 
A"i rcraft Type 

- 12 
- UNK/NR 

Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
FJight Time (Hours) 

Total 1756 Last 24 Hrs - UNK/NR 
Make/Model- 30 Last 30 Days- UNK/NR 
Instrument- UNK/NR Last 90 Days- 40 
Multi-Eng -.UNK/NR Rotorcraft - UNK/NR 

DURING FLT, THE ENG LOST POWER & THE PROPELLER STOPPED. THE PASSENGER RECALLED HEARING A "TICKING" SOUND FROM THE 
ENG PRIOR TO THE POWER LOSS. ACCORDING TO THE PLT & THE PASSENGER, THE ACFT STALLED & BEGAN TO SPIN AS THE 
PLT TRIED TO TURN INTO A BEAN FIELD DURING A FORCED LANDING APPROACH. AN EXAM OF THE ENG REVEALED A HOLE HAD 
BEEN BURNED THRU THE TOP OF THE #4 CYLINDER NEAR A SPARK PLUG HOLE. THE PISTON TOPS WERE FREE OF CARBON & 
HAD EVIDENCE OF EXCESSIVE HEAT. WHICH WOULD BE INDICATIVE OF DETONATION. THE #1 PISTON WAS SCUFFED, THERE WAS A 
SMALL SECTION MISSING FROM THE TOP SIDE OF THE PISTON & THERE WAS A HOLE IN THE PISTON AT THE BOTTOM COMPRESSION 
RING. A FUEL SAMPLE WAS CHECKED & DID NOT MEET THE SPECIFICATIONS FOR AVIATION GASOLINE, BUT HAD CHARACTERISTICS 
OF AUTOMOTIVE FUEL. ADDITIONALLY: CHAMPION RHB32E SPARK PLUGS WERE FOUND IN THE ENG, BUT WERE NOT APPROVED IN THE 
CONTINENTAL I0-360-D. 
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Brief of Accident (Continued) 

File No. - 1602 8/21/83 WAKEFIELD.VA A/C Reg. No. N80FE 

Occurrence #1 
Phase of Operation 

LOSS OF POWER(TOTAL) - MECH FAILURE/MALFUNCTION 
CRUISE - NORMAL 

Finding(s) 
1. IGNITION SYSTEM.SPARK PLUG - IMPROPER 
2. MAINTENANCE.INSTALLATION - IMPROPER -
3. FLUID.FUEL GRADE - IMPROPER 
4. MAINTENANCE,SERVICE OF AIRCRAFT - IMPROPER - PILOT IN COMMAND 
5. ENGINE ASSEMBLY.CYLINDER - OVERTEMPERATURE 
6. ENGINE ASSEMBLY,PISTON - OVERTEMPERATURE 
7. ENGINE ASSEMBLY,CYLINDER - BURNED 

Occurrence #2 
Phase of Operation 

FORCED LANDING 
APPROACH 

LOSS OF CONTROL - IN FLIGHT Occurrence #3 
Phase of Operation MANEUVERING - TURN TO LANDING AREA (EMERGENCY) 

Finding(s) 
8. AIRSPEED - INADEQUATE - PILOT IN COMMAND 
9. STALL/SPIN - INADVERTENT - PILOT IN COMMAND 

Occurrence #4 
Phase of Operation 

----Probable Cause----

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 3,4,5,6,7,8,9 

Factor(s) relating to this accident is/are finding(s) 1,2 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1680 10/02/83 GLASGOW.VA A/C Reg. No. N3006R 

----Basic Information----
Type Operating Certificate~NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-APPROACH 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1730 EDT 

Injuries 
Serious Minor 

2 0 
0 2 

None 
0 
0 

Make/Model - CESSNA T210F 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL TSI0-520C1 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 3300 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 300/006 KTS 
Visibility 35.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 285 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

Airport Proximity 
ON AIRSTRIP 

Airport Data 
BALCONY DOWNS 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 36 
1200/ 40 

- GRASS/TURF 
- DRY 

Age - 57 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) Certif icate(s)/Rating(s) 

PRIVATE Current - YES Total 673 Last 24 Hrs - UNK/NR 
SE LAND Months Since 8 Make/Model- 4 Last 30 Days- UNK/NR 
GLIDER Aircraft Type - C-182 Instrument- 138 Last 90 Days-

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE ACFT CRASHED DURING AN ATTEMPTED GO-AROUND AFTER A HARD LANDING ON A 1200 FT PRIVATE STRIP IN MOUNTAINOUS TERRAIN. 
THE TWO PILOTS HAD LANDED AT THIS ARPT IN LANDINGS DESCRIBED AS FAST. THEN TWO PASSENGERS WERE INVITED TO RIDE ALONG 
ONE MORE LANDING WAS COMPLETED ALTHOUGH ONE WITNESS SAID THEY ALMOST NOSED THE PROPELLER INTO THE GROUND DURING HARD 
BRAKING. ALL LANDINGS WERE FULL STOP SINCE TAKEOFF WAS IN THE OPPOSITE DIRECTION BECAUSE OF THE TERRAIN. THE PILOT ON 
THE LAST LANDING ATTEMPTED A GO-AROUND AFTER LANDING AND THE ACRT VEERED LEFT AND THE LEFT WING CONTACTED THE GROUND. 
THE ACFT CARTWHEELED AND WENT BACKWARDS INTO AN EMBANKMENT. BOTH WITNESSES REPORTED THAT THE ENGINE WAS RUNNING SMOOTHLY 
AFTER THE BOUNCED LANDING. 
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Brief of Accident (Continued) 

File No. - 1680 

Occurrence #1 
Phase of Operation 

Finding(s) 

10/02/83 GLASGOW.VA 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

1. RECOVERY FROM BOUNCED LANDING - IMPROPER - PILOT IN COMMAND 

A/C Reg. No. N3006R· 

2. IMPROPER USE OF PROCEDURE, LACK OF TOTAL EXPERIENCE IN KIND OF AIRCRAFT - PILOT IN COMMAND 
3. PROCEDURES/DIRECTIVES - NOT FOLLOWED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

LOSS OF CONTROL - ON GROUND 
APPROACH - GO-AROUND (VFR) 

4. TERRAIN CONDITION - UPHILL 
5. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
6. GROUND LOOP/SWERVE - NOT CORRECTED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

----Probable Cause----

DRAGGED WING, ROTOR, POD, OR FLOAT 
APPROACH - GO-AROUND (VFR) 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 1,2,3,5,6 

Factor(s) relating to this accident is/are finding(s) 4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No. - 16 19 12/05/83 MANASSAS,VA A/C Reg. No. N3859T Time (Lcl) - 2045 EST 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 

SUBSTANTIAL 
Fire 

Injuries 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Make/Model - PIPER PA-28R-180 
Landing Gear - TRICYCLE-RETRACTABLE 
Max Gross Wt 2500 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing -·No RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 20.0 SM 
Lowest Sky/Clouds SCATTERED 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - NIGHT(DARK) 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 
SE LAND 

Instrument Rating(s) - NONE 

----Narrative----

Serious Minor 

NONE 
Crew 
Pass 

Fatal 
0 
0 

0 0 
0 0 

None 
1 
3 

Eng Make/Model - LYCOMING I0-360-B1E 
Number Engines - 1 
Engine Type - RECIP-FUEL INJECTED 
Rated Power 180 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - VFR 
Type of Clearance - NONE 
Type Apch/Lndg - FULL STOP 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Airport Proximity 
ON AIRPORT 

Airport Data 
MANASSAS 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 16L 
4000/ 

- MACADAM 
- DRY 

100 

Age - 50 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review 

Current - YES 
Months Since 3 
Aircraft Type - PA-28 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

571 Last 24 Hrs - O 
273 Last 30 Days- UNK/NR 

UNK/NR Last 90 Days- 18 
UNK/NR Rotorcraft - UNK/NR 

THE PLT REPORTED THAT DURING A NIGHT LANDING, THE RIGHT MAIN GEAR FAILED & THE ACFT WENT OFF THE RIGHT SIDE 
OF THE RWY. AN FAA INVESTIGATOR REPORTED THAT THE ACFT HAD TOUCHED DOWN HARD DURING THE LANDING. 
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Brief of Accident (Continued) 

File No. - 1619 

Occurrence #1 
Phase of Operation 

Finding(s) 

12/05/83 MANASSAS.VA 

HARD LANDING 
LANDING - FLARE/TOUCHDOWN 

1. LIGHT CONDITION - DARK NIGHT 
2. FLARE - IMPROPER - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

MAIN GEAR COLLAPSED 
LANDING - FLARE/TOUCHDOWN 

3. LANDING GEAR.MAIN GEAR - OVERLOAD 

----Probable Cause----

A/C Reg. No. N3859T 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2 

Factor(s) relating to this accident is/are finding(s) 1,3 
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File No. - 1676 8/20/83 

----Basic lnformation----

National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Acci~ent 

CHELAN.WA A/C Reg. No. N9450B 

Type Operating Certificate-NONE (GENERAL AVIATION) 

Time (Lcl) - 1635 PDT 

Injuries 

Type of Operation -PERSONAL 

Aircraft Damage 
SUBSTANTIAL 

Fire Crew 
Pass 

Fatal 
0 
0 

Serious Minor 
0 0 

None 
1 

Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-14 CFR 91 
-APPROACH 

NONE 0 0 1 

Make/Mode l - CESSNA 175 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - CONTINENTAL G0-300-C 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2450 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- 290/007 KTS 
Visibility 30.0 SM 
Lowest Sky/Clouds 14000 FT THIN BKN 
Lowest Ceiling - 21000 FT BROKEN 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DUSK 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 175 HP 

Itinerary 
Last Departure Point 

OMAK,WA 
Destination 

CHELAN.WA 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Airport Proximity 
ON AiRPORT 

Airport Data 
CHELAN MUNICIPAL 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 20 
3650/ 

- ASPHALT 
- DRY 

50 

----Personnel Information---
Pi 1 ot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 29 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

SE LAND 

Ins~rument Rating(s) - NONE 

----Narrative----

Review 
- YES 

Biennial Flight 
Current 
Months Since 
Aircraft Type 

- UNK/NR 
- UNK/NR 

Flight Time (Hours) 
Total 
Make/Model-
Instrument-

158 Last 24 Hrs - 1 
38 Last 30 Days- UNK/NR 

0 Last 90 Days- 53 

THE ACFT STALLED INTO AN APPLE ORCHARD DURING AN ATTEMPTED GO-AROUND. THE PLT SAID HE WAS BEING PUSHED BY A CROSSWIND 
AND DURING THE INITIAL FLARE WAS UNABLE TO CORRECT SO HE DECIDED TO GO-AROUND. DURING GO-AROUND THE ACFT WAS TO THE LEFT 
OF THE RWY. THE PLT ATTEMPTED TO CLEAR APPLE BINS, ENTERED A STALL AND CRASHED INTO THE APPLE ORCHARD. 
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6rief of Accident (Continued) 

File No. - 1676 

Occurrence #1 
Phase of Operation 

Finding(s) 

8/20/83 CHELAN.WA 

LOSS OF CONTROL - IN FLIGHT 
APPROACH - GO-AROUND (VFR) 

1. WEATHER CONDITION - CROSSWIND 
2. PROPER ALIGNMENT - NOT MAINTAINED - PILOT IN COMMAND 
3. IMPROPER USE OF PROCEDURE, TOTAL - PILOT IN COMMAND 
4. FLIGHT CONTROLS - IMPROPER USE OF - PILOT IN COMMAND 
5. THROTTLE/POWER CONTROL - IMPROPER USE OF - PILOT IN COMMAND 
6. GO-AROUND - DELAYED - PILOT IN COMMAND 
7. STALL - UNCONTROLLED - PILOT IN COMMANQ 

Occurrence #2 
Phase of Operation 

Finding(s) 
8. OBJECT - TREE(S) 

----Probable Cause----

IN FLIGHT COLLISION WITH OBJECT 
APPROACH - GO-AROUND (VFR) 

A/C Reg. No. N9450B 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4,5,6,7 

Factor(s) relating to this accident is/are findjng(s) 1,8 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No. - 1 702 9/25/83 COUGAR.WA A/C Reg. No. N10966 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) Aircraft Damage 

DESTROYED 
Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-OTHER WORK USE 
-14 CFR 133 
-HOVER 

Make/Model - HUGHES 3698 
Landing Gear - TRICYCLE-FIXED 
Max Gross Wt 3000 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- CALM 
Visibility 10.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Fire 
NONE 

Eng Make/Model - ALLISON 250-C20B 
Number Engines - 1 
Engine Type - TURBOSHAFT 
Rated Power 420 HP 

Itinerary 
Last Departure Point 

SHELTON.WA 
Destination 

SAME AS ACC/INC 

ATC/Airspace 
Type of Flight Plan - NONE. 
Type of Clearance - NONE 
Type Apch/Lndg - NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1700 PDT 

Injuries 
Serious Minor 

0 1 
0 0 

None 
0 
0 

ELT Installed/Activated - YES/YES 
Stall Warning System - NO 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command Age - 34 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

Certificate(s)/Rating(s) 
COMMERCIAL 
SE LAND 
HELICOPTER 

Biennial Flight 
Current 

Review 
- YES 

7 
365D 

Months Since 
Aircraft Type -

Instrument Rating(s) - AIRPLANE.HELICOPTER 

----Narrative----

Flight Time (Hours) 
Total 
Make/Model-
Instrument
Mul ti -Eng -

8112 Last 24 Hrs - UNK/NR 
1400 Last 30 Days- UNK/NR 

O Last 90 Days- 250 
12 

THE AIRCRAFT COLLIDED WITH TREES AND TERRAIN DURING A FORCED LANDING ATTEMPT FOLLOWING AN IN-FLIGHT POWER LOSS. 
SUBSEQUENT ENGINE TEARDOWN REVEALED FAILURE OF SEVERAL COMPONENTS. 
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Brief of Accident (Continued) 

File No. - 1702 9/25/83 COUGAR,WA A/C Reg. No. N10966 

Occurrence #1 
Phase of Operation 

LOSS OF POWER(TOTAL) - MECH FAILURE/MALFUNCTION 
HOVER 

Finding(s) 
1. COMPRESSOR ASSEMBLY.IMPELLER - FAILURE.TOTAL 
2. COMPRESSOR ASSEMBLY,IMPELLER - FATIGUE 

Occurrence #2 
Phase of Operation 

Finding(s) 

FORCED LANDING 
DESCENT - EMERGENCY 

3. TERRAIN CONDITION - MOUNTAINOUS/HILLY 
4. OBJECT - TREE(S) 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
1s/are finding(s) 1,2 

Factor(s) relating to this accident is/are f inding(s) 3,4 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1675 11/08/83 SHELTON,WA A/C Reg. No. N37860 Time (Lcl) - 1631 PST 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage. 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - MORTON BBM 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - VOLKSWAGON HBVW 1600 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 500 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- 060/006 KTS 
Visibility 45.0 SM 

Rated Power 45 HP 

Itinerary 
Last Departure 

SHELTON,WA 
Destination 

SHELTON,WA 

ATC/Airspace 

Point 

Lowest Sky/Clouds 12000 
Lowest Ceiling - 20000 

FT SCATTERED Type of Flight Plan - UNK/NR 
FT OVERCAST Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - FORCED LANDING 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command Age - 32 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
STUDENT 

GYROPLANE 

Instrument Rating(s) - NONE 

----Narrative----

Biennial F 1 i ght Review 
Current - N/A 
Months Since - N/A 
Aircraft Type - N/A 

Flight Time (Hours) 
Total 33 Last 24 Hrs -
Make/Model- 21 Last 30 Days-
Instrument- 0 Last 90 Days-

THE ACRT COLLIDED WITH FIR TREES, ABOUT 18 FEET TALL, DURING AN OFF-ARPT FORCED LANDING AFTER A POWER LOSS. THE PLT 
SUSPECTED CARBURETOR ICE. HE SAID THE ENGINE BEGAN TO RUN ROUGH AND RPM DROPPED TO ABOUT 1200/1500 RPM. WHEN HE WAS 
UNABLE TO CLEAR THE TREES DURING THE LANDING HE SLOWED TO 15 KTS AND DESCENDED VERTICALLY INTO THEM. THIS ACFT HAD NO 
CARBURETOR HEAT CONTROL. HEAT IS APPLIED TO THE BASE OF THE CARBURETOR FROM THE EXHAUST MANIFOLD. THE DAY AFTER THE 
ACCIDENT AN A&P MECHANIC FOUND THE ENGINE OPERATION TO BE NORMAL. ON THE DAY OF THE ACCIDENT THE TEMPERATURE WAS 50 
DEGREES F AND THE DEW POINT WAS 40 DEGREES F. 

UNK/NR 
UNK/NR 

13 

---------------------------------------------------------------------------------~--------------------------------------------------
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Brief of Accident (Continued) 

Fi 1 e No. - 1675 

Occurrence #1 
Phase of Operation 

Finding(s) 

11/08/83 SHELTON.WA 

LOSS OF POWER(PARTIAL) - MECH FAILURE/MALF 
CRUISE - NORMAL 

1. FUEL SYSTEM.CARBURETOR - ICE 
2. CARBURETOR HEAT - NOT POSSIBLE - PILOT IN COMMAND 
3. WEATHER CONDITION - CARBURETOR ICING CONDITIONS 
4. ANTI-ICE/DE-ICE SYSTEM.CARBURETOR DE-ICE - INADEQUATE 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 
5. OBJECT - TREE(S) 

----Probable Cause----

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

IN FLIGHT COLLISION WITH OBJECT 
LANDING - FLARE/TOUCHDOWN 

A/C Reg. No. N37860 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4 

Factor(s) relating to this accident is/are finding(s) 1,3,5 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1701 12/17/83 PROSSER.WA A/C Reg. No. N6841F 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1000 PST 

Injuries 
Serious Minor. 

0 0 
0 0 

None 
1 
0 

Make/Model - CESSNA 150F 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - CONTINENTAL ·o-200 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 1600 
No. of Seats 2 

----Environment/Operations Informat1on---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - UNK/NR 

Basic Weather - VMC 
Wind Dir/Speed- 240/007 KTS 
Visibility 60.0 SM 
Lowest Sky/Clouds 25000 FT THIN BKN 
Lowest Ceiling - UNK/NR 
Obstructions to ~ision- NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information----

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 100 HP 

Itinerary 
Last Departure Point 

PROSSER,WA 
Destination 

SUNNYSIDE, WA 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

Type Apch/Lndg - PRECAUTIONARY LNDG 

Pilot-In-Command Age - 18 Medical Certif fcate - VALID MEDICAL-NO WAIVERS/LIMIT 
Certif icate(s)/Rating(s) Biennial Flight Review Flight Time (Hours) 

STUDENT Current - N/A Total 76 Last 24 Hrs -
Months Since - N/A Make/Model- 66 Last 30 Days-
Aircraft Type - N/A Instrument- 0 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
ACCORDING TO THE PILOT SHORTLY AFTER DEPARTURE THE ENGINE BEGAN RUNNING ROUGH FOR THE SECOND TIME. THE PILOT 
ELECTED TO MAKE A PRECAUTIONARY LANDING ON A GRAVEL ROAD HE WAS FAMILIAR WITH. DURING THE LANDING FLARE, WITH A 
GUSTY CROSSWIND, DIRECTIONAL CONTROL WAS LOST. THE AIRCRAFT STRUCK A 'FROZEN FURROWED FIELD AND CAME TO REST INVERTED. 
BOTH PLUGS FROM THE LEFT REAR CYLINDER WERE CARBON FOULED. ALL THE SPARKPLUGS SHOWED EXCESSIVELY ERODED CENTER 
ELECTRODES. 
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Brief of Accident (Continued) 

File No. - 1701 

Occurrence #1 
Phase of Operation 

Find1ng(s) 

12/17/83 PROSSER.WA 

LOSS OF POWER(PARTIAL) - MECH FAILURE/MALF 
CRUISE - NORMAL 

1. IGNITION SYSTEM,SPARK PLUG - WORN 

A/C Reg. No. N6841F 

2. PREFLIGHT PLANNING/PREPARATION - INADEQUATE - PILOT IN COMMAND 
3. IGNITION SYSTEM,SPARK PLUG - LEADED PLUGS 
4. AIRCRAFT SERVICE - NOT PERFORMED - COMPANY MAINTENANCE PSNL 
5. WEATHER CONDITION - CROSSWIND 
6. WEATHER CONDITION - GUSTS 

Occurrence #2 
Phase of Operation 

Finding(s) 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

7. TERRAIN CONDITION - ROUGH/UNEVEN 
8. PRECAUTIONARY LANDING - ATTEMPTED - PILOT IN COMMAND 
9. IN-FLIGHT PLANNING/DECISION - POOR - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

----Probable Cause----

NOSE OVER 
LANDING - ROLL 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4,9 

Factor(s) relating to this accident is/are finding(s) 1,3,5,6,7,8 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1673 1/14/83 GREEN BAY,WI A/C Reg. No. N9916B 

----Basic Inforrnation----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-APPROACH 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 0939 CST 

Injuries 
Serious Minor 

1 0 
0 1 

None 
0 
0 

Make/Mode 1 - CESSNA 172 RG 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - LYCOMING 0-360-F1A6 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2650 
No. of Seats 4 

~---Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - PARTIAL,LMTD BY PILOT 

Basic Weather - IMC 
Wind Dir/Speed- 030/017 KTS 
Visibility 500 SM 
Lowest Sky/Clouds 
Lowest Ceiling 600 FT OBSCURED 
Obstructions to Vision- BLOWING SNOW 
Precipitation - SNOW 
Condition of Light - DAYLIGHT 

----Personnel Information----
Age 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 180 HP 

Itinerary 
Last Departure Point 

MILWAUKEE.WI 
Destination 

IRON MOUNTAIN,MI 

ATC/Airspace 
Type of Flight Plan - IFR 
Type of Clearance - IFR 
Type Apch/Lndg - ILS - COMPLETE 

Airport Proximity 
ON AIRPORT 

Airport Data 
AUSTIN STRAUBEL 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 33 Medical Certificate -Pi lot-In-Command 
Certificate(s)/Rating(s) 

PRIVATE 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 369 Last 

- 06R 
7699/ 150 

- CONCRETE 
- SNOW - DRY 

24 Hrs - 1 
SE LAND Months Since 3 Make/Model- 39 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 126 Last 90 Days-

Instrument Rating(s) - AIRPLANE 

----Narrative----
THE ACFT COLLIDED WITH THE GROUND DURING AN ILS APPROACH. THE WEATHER WAS IMC AT THE TIME AND AN IFR FLT PLAN WAS FILED. 
THE PILOT WAS INSTRUMENT RATED AND HAD RECEIVED A WEATHER BRIEFING WHICH FORECAST ICING AND FREEZING DRIZZLE. THE PILOT 
TOLD THE WEATHER BRIEFER HE DID NOT THINK IT SOUNDED TOO BAD. THE FSS BRIEFER STATED ITS NOT THAT GREAT. THE PILOT 
ELECTED TO GO AND AFTER CLIMBING TO 8000 FT BEGAN TO GET STRUCTURAL ICING. LOWER ALT WAS TRIED WITHOUT SUCCESS IN 
AVOIDING ICING. AT THE SUGGESTION OF GREEN BAY ATCT THE PILOT ACCEPTED VECTORS TO AN ILS APPROACH TO AUSTIN STRAUBEL 
ARPT 50 MINUTES AFTER INITIAL DEPARTURE. THE PLT COULD NOT SEE THE RWY AT DECISION HEIGHT DUE TO WINDSHIELD ICE. VECTORS 
WERE GIVEN FOR ANOTHER APPROACH. THE PLT SAID HE HOPED TO SEE OUT OF THE SIDE WINDOW. AT DECISION HEIGHT HE SAW THE RWY 
TO THE LEFT OUT OF SIDE WINDOW. HE SAID HE TURNED LEFT AND THE RIGHT WING DROPPED AND HE CAME DOWN. THE ACFT CAME TO 
REST 500 FT SHORT OF THE RWY AND 100 TO 150 FT RIGHT OF CENTERLINE. 
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Brief of Accident (Continued) 

File No. - 1673 

Occurrence #1 
Phase of Operation 

Finding(s) 
1. WING - ICE 

1/14/83 GREEN BAY.WI 

IN FLIGHT ENCOUNTER WITH WEATHER 
CRUISE - NORMAL 

A/C Reg. No. N9916B 

2. FLIGHT INTO KNOWN ADVERSE WEATHER - ATTEMPTED - PILOT IN COMMAND 
3. WEATHER CONDITION - ICING CONDITIONS 
4. JUDGEMENT - POOR - PILOT IN COMMAND 
5. WEATHER FORECAST - DISREGARDED - PILOT IN COMMAND 
6. WEATHER EVALUATION - POOR - PILOT IN COMMAND 

IN FLIGHT COLLISION WITH TERRAIN Occurrence #2 
Phase of Operation APPROACH - FAF/OUTER MARKER TO THRESHOLD (IFR) 

Finding(s) 
7. WINDOW.FLIGHT COMPARTMENT WINDOW/WINDSHIELD - ICE 
8. VISUAL LOOKOUT - ATTEMPTED - PILOT IN COMMAND 
9. STALL - INADVERTENT - PILOT IN COMMAND 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
fs/are finding(s) 2,4,5,6,8,9 

Factor(s) relating to this accident is/are finding(s) 1,3,7 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1652 9/07/83 CHARLESTON,WV A/C Reg. No. N88754 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-TAKEOFF 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1155 EDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
2 
0 

Make/Model - BELL 47G 
Landing Gear - SKID 

Eng Make/Model - FRANKLIN 6V4-200 
Number Engines - 1 

ELT Installed/Activated - NO -N/A 
Stall Warning System - NO 

Max Gross Wt 2350 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 3 

----Environment/Operations Information---
Weather Data 

Wx Briefing - UNK/NR 
Method - UNK/NR 
Completeness - WEATHER NOT PERTINENT 

Basic Weather - VMC 
Wind Dir/Speed- 270/008 KTS 
Visibility 5.0 SM 

Rated Power 200 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

BECKLEY.WV 

ATC/Airspace 
Lowest Sky/Clouds 1500 
Lowest Ceiling 2000 

FT SCATTERED Type of Flight Plan - NONE 
FT OVERCAST Type of Clearance - UNK/NR 

Obstructions to Vision- FOG Type Apch/Lndg - NONE 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

Airport Proximity 
ON AIRPORT 

Airport Data 
KANAWHA 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 15 
4750/ 

- ASPHALT 
- DRY 

150 

----Personnel Information---
Pi 1ot-In-Command Age - 28 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 

Certificate(s)/Rating(s) 
PRIVATE.COMMERCIAL 
SE LAND,ME LAND 
HELICOPTER 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since - 10 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 
Make/Model
Instrument
Multi-Eng -

554 Last 24 Hrs - UNK/NR 
0 Last 30 Days- UNK/NR 

111 Last 90 Days- 1 
38 Rotorcraft 40 

THE HELICOPTER SETTLED AFTER TAKEOFF AND ROLLED OVER AFTER TOUCHING DOWN ON SLOPING TERRAIN. ONE OF THE TWO PILOTS 
ABOARD WAS BEING TRANSPORTED TO RECEIVE A PRIVATE RATING IN HELICOPTERS. HE HAD BEEN ENDORSED FOR SOLO IN THE BELL 47 
AND HAD FLOWN THE BELL 47 LESS THAN HALF AN HOUR. HE HAD FLOWN ONLY 1 PLUS HOURS IN THE LAST 90 DAYS NONE OF WHICH WAS 
IN HELICOPTERS. NEITHER PILOT REMEMBERS WHAT THE ENGINE INSTRUMENTS REGISTERED AFTER TRANSITIONING TO FWD FLT. BOTH 
PILOTS "PULLED COLLECTIVE" WHEN SETTLING BEGAN. THE ACFT WAS BEYOND THE RWYS END OVER SLOPING TERRAIN AS IT SETTLED. NO 
ENGINE MALFUNCTIONS WERE FOUND AFTER THE ACCIDENT. 

PAGE 384 



Brief of Accident (Continued) 

F i 1 e No. - 1652 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/07/83 CHARLESTON,WV 

LOSS OF CONTROL - IN FLIGHT 
TAKEOFF - INITIAL CLIMB 

1. WEATHER CONDITION - TAILWIND 

A/C Reg. No. N88754 

2. IMPROPER USE OF EQUIPMENT/AIRCRAFT.LACK OF FAMILIARITY WITH AIRCRAFT - PILOT IN COMMAND 
3. ROTORCRAFT FLIGHT CONTROLS - IMPROPER USE OF - COPILOT 
4. IMPROPER USE OF EQUIPMENT/AIRCRAFT,LACK OF TOTAL EXPERIENCE IN KIND OF AIRCRAFT - COPILOT 
5. REMEDIAL ACTION - IMPROPER - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
TAKEOFF - INITIAL CLIMB 

6. TERRAIN CONDITION - DOWNHILL 

Occurrence #3 
Phase of Operation 

----Probable Cause----

ROLL OVER 
TAKEOFF - INITIAL CLIMB 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4,5 

Factor(s) relating to this accident is/are finding(s) 1,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1779 3/27/83 WORLAND.WY A/C Reg. No. N8977D 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 1830 MST 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model - PIPER PA-18A-150 
Landing Gear - TAILWHEEL-ALL FIXED 

Eng Make/Model - LYCOMING 0-320-150 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - NO 

Max Gross Wt 1625 Engine Type - RECIPROCATING-CARBURETOR 
No. of Seats 1 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- UNK/NR 
Visibility 20.0 SM 

Rated Power 150 HP 

Itinerary 
Last Departure Point 

TORRINGTON.WY 
Destination 

WORLAND,WY 

ATC/Airspace 
Lowest Sky/Clouds 15000 
Lowest Ceiling - NONE 

FT SCATTERED Type of Flight Plan - NONE 
Type of Clearance - NONE 

Obstructions to Vision- NONE Type Apch/Lndg - FORCED LANDING 
Precipitation - NONE 
Condition of Light - DUSK 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command Age - 30 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
PRIVATE 

Biennial F 1 i ght 
Current 

Review Flight 
- UNK/NR Total 

Time (Hours) 
485 Last 24 Hrs - 10 

SE LAND Months Since - UNK/NR Make/Model- 460 Last 30 Days- UNK/NR 
Aircraft Type - UNK/NR Instrument- 2 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT COLLIDED WITH A DITCH AND COLLAPSED THE LANDING GEAR DURING A FORCED LANDING AFTER THE ENGINE QUIT DURING A 
FERRY FLIGHT. THE PLT REFUELED THE EMPTY RIGHT FUEL TANK AND TOPPED-OFF THE LEFT TANK WITH 3 GALLONS OF FUEL BEFORE THE 
INITIAL TAKEOFF ON THE DAY OF THE ACCIDENT. THE PLT REPORTED THAT DURING THE FLT HE FLEW ON THE LEFT TANK UNTIL IT WAS 
ALMOST EMPTY BEFORE SWITCHING TO THE RIGHT TANK. SHORTLY AFTER SWITCHING TANKS THE ENGINE STOPPED. THE PLT SWITCHED BACK 
TO THE LEFT TANK AND WAS ABLE TO REGAIN POWER. BUT SOON THE ENGINE QUIT AGAIN AND THE PLT USED THE HAND PRIMER WHILE 
SWITCHING TO THE RIGHT TANK. THE ENGINE WOULD NOT RESTART SO THE PLT SELECTED A DIRT ROAD FOR LANDING. INVESTIGAITON 
REVEALED SEVERAL DISCREPANCIES IN THE FUEL SYSTEM. NO FILTER SCREEN WAS INSTALLED IN THE GASCOLATOR. THE MIXTURE CONTROL 
WAS NOT PROPERLY ATTACHED. THE RIGHT FUEL TANK WAS CONTAMINATED. THE RIGHT TANK DRAIN SUMP COULD NOT BE OPERATED. THE 
CARBURETOR CONTAINED WATER AND CONTAMINATION .IN THE BOTTOM OF THE FLOAT CHAMBER. 
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Brief of Accident (Continued) 

File No. - 1779 3/27/83 WORLAND.WY 

Occurrence #1 
Phase of Operation 

LOSS OF POWER(PARTIAL) - MECH FAILURE/MALF 
CRUISE - NORMAL 

Finding(s) 
1. FLUID,FUEL - CONTAMINATION 
2. AIRCRAFT PREFLIGHT - IMPROPER - PILOT IN COMMAND 
3. FLUID.FUEL - STARVATION 
4. PROCEDURES/DIRECTIVES - IMPROPER - PILOT IN COMMAND 
5. FUEL SYSTEM.DRAIN - INOPERATIVE 
6. FUEL SUPPLY - IMPROPER - PILOT IN COMMAND 
7. FUEL SYSTEM.STRAINER - LACK OF 
8. FUEL SYSTEM,TANK - CONTAMINATION 
9. FLUID,FUEL - WATER 

10. FUEL SYSTEM,TANK - WATER 

Occurrence #2 
Phase of Operation 

Occurrence #3 
Phase of Operation 

Finding(s) 

FORCED LANDING 
LANDING - FLARE/TOUCHDOWN 

IN FLIGHT COLLISION WITH TERRAIN 
LANDING - FLARE/TOUCHDOWN 

11. TERRAIN CONDITION - DITCH 

----Probable Cause----

A/C Reg. No. N89770 

The National TransportatiQn Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4,6 

Factor(s) relating to this accident is/are finding(s) 1,3,5,7,8,9,10,11 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

F i 1 e No . - 1 6 9 2 5/03/83 ALPINE,WY A/C Reg. No. N7295W Time (Lcl) - 1030 MST 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation -PERSONAL 
Flight Conducted Under -14 CFR 91 
Accident Occurred During -CRUISE - NORMAL 

----Aircraft Information----

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
1 
0 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

Make/Model - PIPER 28-180 
Landing Gear - TRICYCLE-FIXED 

Eng Make/Model - LYCOMING 0-360-A3A 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 2400 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - IMC 
Wind Dir/Speed- UNK/NR 
Visibility - UNK/NR 
Lowest Sky/Clouds UNK/NR 
Lowest Ceiling - UNK/NR 
Obstructions to Vision- NONE 
Precipitation - SNOW SHOWER 
Condition of Light - DAYLIGHT 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 180 HP 

Itinerary 
Last Departure Point 

MISSOULA,MT 
Destination 

ROCK SPRINGS.WY 

ATC/Airspace 
Type of Flight Plan - VFR 
Type of Clearance - NONE 
Type Apch/Lndg - UNK/NR 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

----Personnel Information---
Pi lot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 44 Medical Certificate - VALID MEDICAL-WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 97 Last 24 Hrs -
SE LAND Months Since - 23 Make/Model- 9 Last 30 Days-

Aircraft Type.- PA-38 Instrument- 2 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT COLLIDED WITH MOUNTAINOUS TERRAIN IN IMC WEATHER. THE PILOT HAD BEEN BRIEFED ON THE WEATHER. PART OF THE 
OBSERVATION CALLED FOR MOUNTAIN OBSCURATION BY CLOUDS OR PRECIPITATION. A PERSON WHO RESIDES IN ALPINE, WY SAID THE 
MOUNTAIN TOPS WERE OBSCURED AND THERE WERE SNOW SHOWERS IN THE HIGHER ELEVATIONS. EXAMINATION OF THE WRECKAGE REVEALED 
THAT THE ACFT STRUCK THE SNOW COVERED RISING TERRAIN IN A NOSE HIGH RIGHT WING LOW ATTITUDE AT THE 9500 FT LEVEL. THE 
PLT HAD FILED A VFR FLT PLAN WAS N6T INSTRUMENT RATED AND HAD NOT FLOWN THIS ROUTE BEFORE. THE PILOTS FLT LOG REVEALED 
THAT THE PLT DID NOT RECEIVE ANY MOUNTAIN FLYING INSTRUCTION BEFORE OR AFTER RECEIVING HIS PLTS LICENSE. 
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Brief of Accident (Continued) 

F 11 e No. - 1692 

Occurrence #1 
Phase of Operation 

Finding(s) 

5/03/83 ALPINE,WY 

IN FLIGHT ENCOUNTER WITH WEATHER 
CRUISE - NORMAL 

1. WEATHER CONDITION - CLOUDS 
2. IN-FLIGHT PLANNING/DECISION - IMPROPER - PILOT IN COMMAND 
3. WEATHER CONDITION - LOW CEILING 
4. VFR FLIGHT INTO IMC - INADVERTENT - PILOT IN COMMAND 
5. WEATHER CONDITION - OBSCURATION 
6. BECAME LOST/DISORIENTED - INADVERTENT - PILOT IN COMMAND 
7. WEATHER CONDITION - SNOW 

Occurrence #2 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
CRUISE - NORMAL 

8. CLEARANCE - NOT MAINTAINED - PILOT IN COMMAND 
9. TERRAIN CONDITION - RISING 

10. TERRAIN CONDITION - MOUNTAINOUS/HILLY 

----Probable Cause----

A/C Reg. No. N7295W 

The National Transportation Safety Board determines that the Probable Cause(s) of this.accident 
is/are finding(s) 2,4,6,8 

Factor(s) relating to this accident is/are finding(s) 1,3,5,7,9,10 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi le No. - 1794 5/30/83 HORSE CREEK,WY A/C Reg. No. N7079P 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-DESCENT 

Aircraft Damage 
DESTROYED 

Fire 
NONE 

Crew 
Pass 

Fatal 
1 
0 

Time (Lcl) - 1151 MDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
0 
0 

Make/Model - PIPER 24-180 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - LYCOMING 0-360-AiA 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

Max Gross Wt 2550 
No. of Seats 4 

----Environment/Operations Information---
Weather Data 

Wx Briefing - FSS 
Method - TELEPHONE 
Completeness - FULL 

Basic Weather - IMC 
Wind Dir/Speed- UNK/NR 
Visibility - UNK/NR 
Lowest Sky/Clouds PART OBS 
lowest Ceiling 1000 FT OVERCAST 
Obstructions to Vision- UNK/NR 
Precipitation - UNK/NR 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command Age 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 180 HP 

Itinerary 
Last Departure Point 

SMITH CENTER, KS 
Destination 

POCATELLO, ID 

ATC/Airspace 

-

Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - UNK/NR 

76 Medical 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Certificate -

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

VALID MEDICAL-WAIVERS/LIMIT 
Certif icate(s)/Rating(s) 

PRIVATE 
Biennial Flight Review Flight Time (Hours) 

Current - NO Total 234 Last 24 Hrs - 2 
SE LAND Months Since - UNK/NR Make/Model- 234 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 0 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT CRASHED IN ROLLING TERRAIN MINUS ABOUT 6 FT OF ITS LEFT WING. THIS PORTION OF WING WAS FOUND ABOUT 339 FT EAST 
OF THE MAIN WRECKAGE. EXAM REVEALED EVIDENCE THAT THE OUTBOARD PORTION OF THE WING SEPARATED IN AN UPWARD AND AFT 
DIRECTION INDICATIVE OF POSITIVE LOADING IN FLT. A TOXICOLOGY RPT ON THE DECEASED PLT AT FIRST REPTED AN ETHYL ALCOHOL 
CONTENT OF 0.38% IN A LIVER TISSUE FLUID SAMPLE. THIS WAS LATER CORRECTED TO .038%. THIS PLT HAD RECEIVED A WEATHER 
BRIEFINGS BY TELEPHONE BUT DID NOT FILE A FLT PLAN. AT 1121 THE ACFT DEPTED CHEYENNE & PROCEEDED NORTHWEST. AT 1146 THE 
PLT CALLED CHEYENNE APP CONTROL & SAID HE WAS IN CLOUDS & WANTED A VECTOR TO CHEYENNE", AFTER A BRIEF CONVERSATION THE 
PLT CONTACTED DENVER ARTCC WITH THE SAME MESSAGE EXCEPT FOR DESTINATION. HE WOULD NOW ACCEPT VECTORS TO ANY PLACE OUT OF 
THE WX. AS SOON AS THE CONTROLLER GAVE A HEADING THE PLT RADIOED HE WAS IN TROUBLE & THERE WERE NO MORE TRANSMISSIONS. 
RADAR CONTACT WAS LOST AT 1151. A WITNESS SAID THE WX WAS OVERCAST AND "I HEARD A HIGH PITCHED WHINE .... & A LOUD BANG." 
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Brief of Accident (Continued) 

File No. - 1794 

Occurrence #1 
Phase of Operation 

Finding(s) 

5/30/83 HORSE CREEK.WY 

IN FLIGHT ENCOUNTER WITH WEATHER 
CRUISE - NORMAL 

1. WEATHER CONDITION - CLOUDS 

A/C Reg. No. N7079P 

2. FLIGHT INTO KNOWN ADVERSE WEATHER - INITIATED - PILOT IN COMMAND 
3. WEATHER CONDITION - LOW CEILING 
4. BECAME LOST/DISORIENTED - INADVERTENT - PILOT IN COMMAND 
5. WEATHER CONDITION - SNOW 
6. VFR FLIGHT INTO IMC - CONTINUED - PILOT IN COMMAND 
7. IN-FLIGHT PLANNING/DECISION - IMPROPER - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

LOSS OF CONTROL - IN FLIGHT 
MANEUVERING 

8. ALTITUDE - NOT MAINTAINED - PILOT IN COMMAND 
9. AIRSPEED - EXCESSIVE - PILOT IN COMMAND 

10. DESIGN STRESS LIMITS OF AIRCRAFT - EXCEEDED - PILOT IN COMMAND 

Occurrence #3 
Phase of Operation 

Finding(s) 

AIRFRAME/COMPONENT/SYSTEM FAILURE/MALFUNCTION 
DESCENT - UNCONTROLLED 

11. WING - FAILURE.PARTIAL 
12. WING - OVERLOAD 

Occurrence #4 
Phase of Operation 

Finding(s) 

IN FLIGHT COLLISION WITH TERRAIN 
DESCENT - UNCONTROLLED 

13. TERRAIN CONDITION - MOUNTAINOUS/HILLY 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4,6,7,8,9,10 

Factor(s) relating to this accident is/are finding(s) 1,3,5,11,12 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

Fi 1 e No. - 1668 7/19/83 CODY.WY A/C Reg. No. N88399 

----Basic Information----
Type Operating Certificate-AIR CARRIER 

ON-DEMAND AIR TAXI 
Type of Operation -PERSONAL 
Flight Conducted Under -14 CFR 91 
Accident Occurred During -LANDING 

----Aircraft Information----

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Time (Lcl) - 2115 MDT 

Injuries 
Serious Minor 

0 0 
0 0 

None 
1 
0 

Make/Model 
Landing Gear 
Max Gross Wt 
No. of Seats 

- BELLANCA 7GCBC 
TAILWHEEL-ALL FIXED 
UNK/NR 

Eng Make/Model - LYCOMING 0320-A2D 
Number Engines - 1 

ELT Installed/Activated - YES/NO 
Stall Warning System - YES 

2 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 130/010 KTS 
Visibility 50.0 SM 
Lowest Sky/Clouds CLEAR 
Lowest Ceiling - NONE 
Obstructions to Vision- NONE 
Precipitation - NONE 
Condition of Light - DUSK 

Engine Type - RECIPROCATING-CARBURETOR 
Rated Power 150 HP 

Itinerary 
Last Departure Point 

SAME AS ACC/INC 
Destination 

LOCAL 

ATC/Airspace 
Type of Flight Plan - NONE 
Type of Clearance - NONE 
Type Apch/Lndg - TRAFFIC PATTERN 

Airport Proximity 
ON AIRSTRIP 

Airport Data 
FAUST REGIONAL 
Runway !dent 
Runway Lth/Wid 
Runway Surf ace 
Runway Status 

- 22 
7100/ 

- ASPHALT 
- DRY 

100 

----Personnel Information---
Pi iot-In-Command 

Certificate(s)/Rating(s) 
PRIVATE 

Age - 38 Medical Certificate - VALID MEDICAL-NO _WAIVERS/LIMIT 
Biennial Flight Review Flight Time (Hours) 

Current - YES Total 453 Last 24 Hrs - 1 
SE LAND Months Since - 13 Make/Model- 2 Last 30 Days- UNK/NR 

Aircraft Type - UNK/NR Instrument- 5 Last 90 Days-

Instrument Rating(s) - NONE 

----Narrative----
THE ACFT GROUNDLOOPED DURING LANDING AND DAMAGED THE LANDING GEAR. THE PILOT HAD 80 HOURS IN TAILWHEEL ACFT BUT ONLY 1.6 
IN THE ACCIDENT MAKE AND MODEL. THE LANDING WAS ON RWY 22 AND THE WIND WAS FROM 130 DEGREES AT 10 TO 12 KTS. THE PLT 
SLIPPED THE ACFT ON FINAL APPROACH AND MADE A FULL STALL FLARE AND TOUCHDOWN. AFTER TOUCHDOWN THE WIND PICKED UP THE 
LEFT WING AND THE ACFT TURNED LEFT. DURING THE TURN THE RIGHT MAIN GEAR SEPARATED FROM THE ACFT. THE PLT SAID HE WAS NOT 
FAMILIAR WITH THE BRAKES AND MAY HAVE INADVERTANTLY APPLIED ONE OF THE BRAKES. 
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Brief of Accident (Continued) 

File No. - 1668 

Occurrence #1 
Phase of Operation 

Finding(s) 

7/19/83 CODY,WY 

LOSS OF CONTROL - ON GROUND 
LANDING - FLARE/TOUCHDOWN 

1. WEATHER CONDITION - CROSSWIND 

A/C Reg. No. N88399 

2. COMPENSATION FOR WIND CONDITIONS - INADEQUATE - PILOT IN COMMAND 
3. DIRECTIONAL CONTROL - NOT MAINTAINED - PILOT IN COMMAND 
4. GROUND LOOP/SWERVE - NOT CORRECTED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

Finding(s) 

MAIN GEAR COLLAPSED 
LANDING - ROLL 

5. LANDING GEAR,MAIN GEAR - OVERLOAD 
6. LANDING GEAR,MAIN GEAR - SEPARATION 

----Probable Cause----

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,3,4 

Factor(s) relating to this accident is/ar.e finding(s) 1,5,6 
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National Transportation Safety Board 
Washington, D.C. 20594 

Brief of Accident 

File No. - 1728 9/04/83 POWELL.WY A/C Reg. No. N2339F Time (Lcl) - 1700 MDT 

----Basic Information----
Type Operating Certificate-NONE (GENERAL AVIATION) 

Type of Operation 
Flight Conducted Under 
Accident Occurred During 

----Aircraft Information----

-PERSONAL 
-14 CFR 91 
-LANDING 

Aircraft Damage 
SUBSTANTIAL 

Fire 
NONE 

Crew 
Pass 

Fatal 
0 
0 

Injuries 
Serious Minor 

0 0 
0 0 

None 
i 
0 

Make/Model - CESSNA 210E 
Landing Gear - TRICYCLE-RETRACTABLE 

Eng Make/Model - CONTINENTAL I0-520-A 
Number Engines - 1 

ELT Installed/Activated - YES/YES 
Stall Warning System - YES 

Max Gross Wt 3100 
No. of Seats 6 

----Environment/Operations Information---
Weather Data 

Wx Briefing - NO RECORD OF BRIEFING 
Method - N/A 
Completeness - N/A 

Basic Weather - VMC 
Wind Dir/Speed- 120/004 KTS 
Visibility 50.0 SM 

Engine Type - RECIP-FUEL INJECTED 
Rated Power 285 HP 

Itinerary 
Last Departure 

BI LUNGS, MT 
Destination 

POWELL,WY 

ATC/Airspace 

Point 

Lowest Sky/Clouds 8000 
Lowest Ceiling - 16000 

FT SCATTERED Type of Flight Plan - NONE 
FT BROKEN Type of Clearance - NONE 

Airport Proximity 
OFF AIRPORT/STRIP 

Airport Data 

Runway !dent 
Runway Lth/Wid 
Runway Surface 
Runway Status 

- N/A 
- N/A 
- N/A 
- N/A 

Obstructions to Vision- NONE Type Apch/Lndg - VISUAL STRAIGHT-IN 
Precipitation - NONE 
Condition of Light - DAYLIGHT 

----Personnel Information---
Pi lot-In-Command Age - 47 Medical Certificate - VALID MEDICAL-NO WAIVERS/LIMIT 

Certif icate(s)/Rating(s) 
ATP 
SE LAND,ME LAND 

Instrument Rating(s) - AIRPLANE 

----Narrative----

Biennial Flight Review 
Current - YES 
Months Since 6 
Aircraft Type - UNK/NR 

Flight Time (Hours) 
Total 27000 Last 24 
Make/Model- 250 Last 30 
Instrument- 8000 Last 90 
Multi-Eng - 23000 

ACCORDING TO THE PILOT HE MADE AN APPROACH TO A DIRT ROAD BESIDE A FEED LOT AND OVERSHOT THE INTENDED TOUCHDOWN 
POINT. HE WAS RELECTANT TO MAKE A GO AROUND BECAUSE THERE WAS A HIGH HILL CLOSE AHEAD. HE TRIED TO STOP THE ACFT 
ON THE ROAD REMAINING BUT THE ROAD MADE A TURN TO THE LEFT. THE PILOT TRIED TO TURN BUT THE ACFT SPEED WAS TOO 
GREAT AND THE NOSE GEAR BUCKLED UNDER THE LOAD AND COLLAPSED. 
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Brief of Accident (Continued) 

File No. - 1728 

Occurrence #1 
Phase of Operation 

Finding(s) 

9/04/83 POWELL,WY 

ON GROUND COLLISION WITH TERRAIN 
LANDING - ROLL 

1. LANDING GEAR.NOSE GEAR - FAILURE,TOTAL 
2. ALL AVAILABLE RUNWAY - NOT USED - PILOT IN COMMAND 
3. TERRAIN CONDITION - LOOSE GRAVEL/SANDY 
4. IN-FLIGHT PLANNING/DECISION - POOR - PILOT IN COMMAND 
5. PROPER TOUCHDOWN POINT - EXCEEDED - PILOT IN COMMAND 
6. GO-AROUND - NOT PERFORMED - PILOT IN COMMAND 

Occurrence #2 
Phase of Operation 

----Probable Cause----

NOSE DOWN 
LANDING - ROLL 

A/C Reg. No. N2339F 

The National Transportation Safety Board determines that the Probable Cause(s) of this accident 
is/are finding(s) 2,4,5 

~actor(s) relating to this accident is/are finding(s) 1,3,6 

*U.S. GOVERNMENT PRINTING OFFICE: 1985-461-136:20015 
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